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DOCUMENTATION OF A REGIONAL AQUIFER SIMULATION MODEL, RAQSIM,
AND A DESCRIPTION OF SUPPORT PROGRAMS APPLIED IN THE
TWIN PLATTE-MIDDLE REPUBLICAN STUDY AREA, NEBRASKA

By Ralph E. Cady and Jon M. Peckenpaugh

ABSTRACT

RAQSIM, a generalized flow model of a ground-water system using
finite-element methods, is documented to explain how it works and to
demonstrate that it gives valid results. Three support programs that
are used to compute recharge and discharge data required as input to
RAQSIM are described.

RAQSIM was developed to solve transient, two-dimensional, regional
ground-water flow problems with isotropic or anisetropic conductance.
The model can also simulate radially-symmetric flow to a well and steady-
state flow. The mathematical basis, program structure, data input and
output procedures, organization of data sets, and program features and
options of RAQSIM are discussed. An example, containing listings of
data and results and illustrating RAQSIM's capabilities, is discussed in
detail. Two test problems also are discussed comparing RAQSIM's results
with analytical procedures.

The first support program described, the PET Program, uses solar
radiation and other climatic data in the Jensen-Haise method to compute
potential evapotranspiration. The second support program, the Soil-
Water Program, uses output from the PET Program, soil characteristics,
and the ratio of potential to actual evapotranspiration for each crop to
compute infiltration, storage, and removal of water from the soil zone.
The third program, the Recharge-Discharge Program, uses output from the
Soil-Water Program together with other data to compute recharge and
discharge from the ground-water flow system.

For each support program, a program listing and examples of the
data and results for the Twin Platte-Middle Republican study are provided.
In addition, a brief discussion on how each program operctes and on
procedures for running and modifying these programs are presented.



INTRODUCTION

"RAQSIM' is an acronym for the Regional Aquifer Simulation Model
prepared for use in the Twin Platte-Middle Republican hydrogeologic
study. The area of this study consists of about 2,970 square miles in
southwest Nebraska, partly in the Twin Platte Natural Resources District
and partly in the Middle Republican Natural Resources District (fig. 1).
Because of the large area involved and a restricted computer memory, use
of a traditional finite-difference ground-water flow model was impractical
at the available computer facilities. The flexibility of a finite-
element grid, however, allows boundaries and streams to be more closely
approximated while maintaining coarser discretization outside the primary
area of interest. Unfortunately, at the time this project began, no
well documented finite-element program was available for simulation of
ground-water systems involving large areas.

A finite-element program that had many features applicable to
regional modeling and that offered advantages unavailable in other
programs was discovered through a literature search. This program,
called "FLUMP,'" 1s described in detail by Narasimhan and others (1978).
Some aspects of FLUMP, however, are not particularly suited to use in
simulation of large areas for lengthy water-management plans. RAQSIM,
therefore, was written to add features designed to increase efficiency
in handling problems specific to the Twin Platte-Middle Republican study
area.

Values of recharge to and discharge from the major aquifer or
aquifers of the ground-water system are required in order to operate a
ground-water flow model such as RAQSIM. These data cannot be obtained
by direct measurement but must be estimated through use of a variety of
programs, which for this report will be referred to as '"support programs.'
Output from these support programs provides input to the ground-water
flow model that is applicable specifically to the study area. Support
programs described in this report are pre-existing programs modified to
meet the needs of the Twin Platte-Middle Republican study.

Purpose and Scope

There are two purposes for this report. One purpose is to document
RAQSIM. As RAQSIM is a generalized flow model of a ground-water system,
it has potential for use in areas other than the Twin Platte-Middle
Republican study. Documentation is necessary, therefore, not only to
explain this model but also to demonstrate that it gives valid results.









DOCUMENTATION OF RAQSIM

RAQSIM was written principally to solve time-dependent, two-dimensional,
regional ground-water flow problems. The model also incorporates features
that allow it to be applied to other problems such as radially-symmetric
flow to a well and steady-state flow. It is designed to simulate two-
dimensional problems or three-dimensional problems if radial symmetry
about the vertical axis can be assumed. In two dimensions, the grid may
be oriented either horizontally or vertically. RAQSIM has the capability
of handling both isotropic and anisotropic conductance.

Two hydraulic properties of the ground-water flow system that are
simulated by RAQSIM will vary, depending on the dimensionality and
orientation of the finite-element grid. These hydraulic properties are
referred to in RAQSIM as ''conductance' and ''capacitance." These terms
may be used in place of analagous terms such as "transmissivity' and
"storage coefficient" when dealing in a two-dimensional horizontal
system, or "hydraulic conductivity' and ''specific storage' when dealing
wilth a saturated cross-sectional or three-dimensional, radially-symmetric
flow system. Likewise, they may be used in place of '"hydraulic conduc-
tivity" and ''soil-water capacity' when dealing with an unsaturated
cross-sectional or a three-dimensional, radially-symmetric flow system.

The model FLUMP, after which RAQSIM is patterned, is described by
Neuman and Narasimhan (1977), Narasimhan and others (1977), and Narasimhan
and others (1978). The reader interested in the primary mathematical
foundation of FLUMP should consult these articles.

RAQSIM differs from FLUMP in a number of significant ways:

1. RAQSIM is written in IBM FORTRAN IV while FLUMP uses the
conventions of CDC FORTRAN IV.

2. Input to RAQSIM is organized to utilize disk files arranged to
minimize the amount of computer memory required during the simulation.
In FLUMP, a single data set is used for all of input data and all data
are read at the start of the simulation.

3. RAQSIM solves for hydraulic head, which hereafter will be
referred to as head, at implicit nodes directly by using the Cholesky
method (Pinder and Gray, 1977, p. 22-23). FLUMP uses an iterative
scheme to solve for head at the implicit nodes.



4. In RAQSIM, head-dependent hydraulic properties are updated in
response to a time-frequency parameter or an absolute head-change parameter.
In FLUMP, these hydraulic properties are updated after every time step.

5. In RAQSIM, flux specification generally is implemented only as
a tabulated function of time, while conductance and capacitance are
implemented only as tabulated functions of head. Within RAQSIM, stream-
aquifer flux and ground-water evapotranspiration may be simulated as
simple functions of head. In FLUMP, the user is allowed to specify flux
as a tabulated function of head or time and to specify conductance and
capacitance as tabulated functions of head or time.

6. In RAQSIM, code is provided to simulate stream-aquifer flux if
streams are connected to the ground-water system and to account for
changes in quantity as flow moves downstream. Stream-aquifer flux is
approximated as a linear function of the difference between the head in
the stream and the head in the aquifer. The flux from the stream to the
aquifer may be limited if there is insufficient flow in the stream.
FLUMP has provisions to simulate flux only as a function of head or as a
function of time, not as a function of flux at adjacent nodes.

7. Ground-water evapotranspiration (ET) is simulated within RAQSIM
as a very simple function of depth to water below the land surface. The
maximum rate of ET, which is uniform over the entire area but variable
through time, will occur if the head is at the elevation of the land
surface. ET will vary linearly from the maximum rate as head drops below
the land surface, ceasing entirely once head falls below a specified.
depth (also uniform over the entire area). FLUMP is unable to simulate
flux as time-varying function of head.

From the standpoint of flexibility, it is obvious that RAQSIM lacks
some of the power offered by FLUMP (primarily related to the updating of
hydraulic properties and the general specification of flux as functions
of head or hydraulic properties as functions of time). The primary
function of RAQSIM is to simulate efficiently regional ground-water
systems and to incorporate some features beyond FLUMP's capabilities,
while sacrificing some of FLUMP's features that generally are not applied
to regional ground-water simulations.



Mathematical Basis

A brief summary of the mathematical basis of RAQSIM is presented in
this section. A uniform convention has been adopted pertaining to the
sign of flux values throughout RAQSIM. Positive flux represents flow
into the aquifer, while negative flux represents discharge from the
aquifer.

Flow Equation

Equation 3 of Neuman and Narasimhan (1977) describes the general
form of parabolic equation that both FLUMP and RAQSIM solve:

[ el + D] = {ow)] )
where

EA] the conductance matrix, is dependent upon the geometry of the
system and the conductance within the system;

[ﬁ] the capacitance matrix, is dependent upon the geometry of the
system and the capacitance within the system;

[h(t)] the vector of the dependent variable, i.e., hydraulic head for a
ground-water simulation;

[ﬁ(tﬁ the vector of the time derivative of the dependent variable
(dh/dt);

BQ(tﬂ the vector of sources, sinks, or boundary flux

The capacitance matrix [D] is diagonalized following the suggestions
and justification given by Neuman and Narasimhan (1977).

Individual terms of [A] and [D] are defined by Neuman and Narasimhan
(1977, equations 4 and 5).

Finite differencing the time derivative and introducing an implicit
welghting factor (O, i.e., THETA) leads to the discrete form:

[A] <e [hk”} s (1-9) {thJ, ] - - [q] 2)

At




which is equivalent to equation 0 of Neuman and Narasimhan (1977) with
the asterisk dropped from the symbol for the capacitance array [D].

Superscripts k+1 and k refer to time. Time level k+l equals time k plus
At.

Rearranging and combining terms in equation (2) yields

(9 [ + [;[:CD—]-) <{hk+l} . [h@) - [o] - Wb (3)

For explicit nodes, O 1s zero; the resulting equation for an

explicit node contains a single unknown variable, the head (hk+l).
Implicit nodes generally have more than one unknown for each equation
and must be solved simultaneously. RAQSIM uses the Cholesky method
(Pinder and Gray, 1977, p. 22-23) to solve the resulting system of
symmetric simultaneous equations directly.

Automated Estimation of Time Step Size and Implicit Weighting Factor

Time derivatives of head are forecast for each time step and are
used to help assure that the maximum head change during that time
step does not exceed an allowed maximum. Choice of an optimal value for
the implicit weighting factor, THETA, during the simulation also makes
use of the forecast time derivative of head. Time derivatives of head
at the start of a time step are approximated by the explicit form. By
saving the time derivative at the beginning of a time step for the
implicit node with the largest head change during a time step, it is
possible to forecast a head change for that node during the subsequent
time step.

Assume that DHAVG is the average deviation from the initial head
during a time step, while DELH is the total head change during the
time step. These can be described mathematically as:

n

DELH = h(t)) - h(t,)

i}

DHAVG 1 jt?‘ [h( t) - h (tl)] dt
tl ’



The optimal value for THETA for that time step is estimated such that
the forecast estimate of DHAVG equals the product of THETA with the
forecast estimate of DELH.

The forecast values for DHAVG and DELH are derived by assuming one
of the following functional relationships for head change with respect
to time.

1. Head-change rate decreasing with time: If the magnitude of the
head-change rate for the specified node decreases with time, the function

1s assumed to be an exponential decay of the form:

ALPHA * (t;-tg)

h(t1) = htg) * e (4)
or :
h(ty) = h(tg) - :ﬁ;gi s (- PHA * (ty-ty)y (5)
where

B(t) is the value of the time derivative of head at time t;

h(t) is the value of head at time t;

t, is the value of time at the beginning of a time step,
Y is any time after t ; and

ALPHA 1s a negative constant controlling the decay rate.

ALPHA can be estimated if the head and time derivatives of head are
known at two times for the node of interest by the rclation

}.l(fl) - ﬁ(to)

ALPHA = e Ty

(6)

The forecast of the head change in a subsequent time step (from t;
to tz) can be estimated by the relation

ey = - M) | ALPHA * (t)-1))

ot ) (7

The average head difference from h(tl) during the same time step may be
forecast with the relationship
DELH by

DHAVG = (8)



2. Head-change rate increasing with time: If the magnitude of the
head-change rate increases with time, the functional relationship for
the specified node is assumed to be quadratic growth of the form

” T % * -
h(tl) h(to) + 2 * BETA (tl to) (9)
or
L] 2 i
- * - % -
h(tl) h(to) + h(to) (tl to) + BETA (tl to) (10)
where
BETA is the constant controlling the quadratic growth.
The value of BETA may be estimated for the specified node from the

head change during the previous time step and the present value of the
time derivative of head:

}.l(tl) _ h(tl) - h(to)
Y5
BETA = (11)
SR
The forecast head change in a subsequent time step (from t, to tZ)
can be estimated by the relationship:
: 2 :

= kS - kS -

DELH h(tl) (tz tl) + BETA (t2 tl) (12)

while the average head difference from h(t;) during any time step may
be forecast with the relationship:
. 2
* - * -
h (tl) (t2 tl) BETA (t2 tl)

DHAVG = : + 3 (13)
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Program Structure

The program RAQSIM consists of a short dimensioning procedure and
22 subroutines. A listing of the program is given in Attachment A.
Comments in the first program segment give a listing of the subroutines
and a brief description of the task performed by each. The overall
structure of the program is shown by a flow chart (fig. 2) and a brief
description of each subroutine is given in table 1. This program uses
IBM double precision, half-word integers, and single-byte logical
variables and therefore may require some re-coding before it will run on
other computers. All of the variable dimensioning is accomplished in
the first program segment by partitioning four vectors. If there is
insufficient room within these vectors to store the dimensioned variables,
the user must change the dimensions only of these four vectors (lines
85-94 of Attachment A). Comments in the first program segment guide the
initial selection of dimensions for the vectors. Required dimensions
are printed in the normal output to allow the user to adjust the dimensions
to suit a specific problem.

Terms of the A and D matrices of equation 1 are incorporated into
the ANM vector within the program. The LAMBDA vector in the program

holds the coefficlents of the set of simultaneous equations for the
implicit nodes.

Table 1.--Brief description of RAQSIM subroutines
INPUTS:  Performs input of initial and constant data.
BOUNDS:  Checks for proper range of certain integer data.

CONTRL:  Subroutine to control the progress of the simulation and
keep tabs on remaining computer time to allow a restart.

REFORM:  Generates the ANM array. Checks stability criteria.
Reclassifies and resequences implicit node: if needed.

SMULAT: Routine to simulate and perform mass balance calculations
for each time period having constant hydraulic parameters and

specified boundary conditions.

FLUXES: Consolidates various flux components and updates known heads,
streamflow variables, and time parameters.

11



TSMASS:  Calculates capacitance and conductance as a function of
saturated thickness from tabulated input and determines the
amount of fluid in each nodal subdomain at the start of the
simulation and at the end of the simulation for use in mass
balance.

SHAPE : Determines basis function integrals and element areas.

STFLOW:  Simulates streamflow components.

INTABL:  Reads tabulated values of capacitance and conductance versus
"saturated thickness" from device INTS.

DAYS: Determines number of days between dates. Inputs are integer
values for month, day, and year; output is number of days.

NEWDAT: Determines the new month, day, and year given the old month,
day, and year and the number of days added.

ACCUM: Subroutine which forms space and time derivative matrices.
SETANM:  Subroutine to form the linked list structure of ANM array.
FACTOR:  Subroutine for Cholesky factorization of matrix LAMBDA.
SOLVE : Subroutine solving factored LAMBDA matrix for unknowns.

OPTNUM:  Scheme to renumber implicit nodes to minimize the left
horizontal profile of the symmetric matrix.

NUMLVL:  Subroutine that renumbers nodes within a particular level
structure.
DISJNT: Subroutine to determine which level structure is to be used

for a particular disjoint connected component during renumbering.

BLDLVL:  Subroutine to build level structure during renumbering.
DEGREE:  Subrouting to determine degrees in a level structure during
renumbering.

FINDIJ: Subroutine to form the linked list I-J connection during
renumbering.

12



MAIN

INPUTS CONTRL
BOUNDS (D)*
AYS
SHAPE SETANM FLUXES SMULAT REFORM TSMASS

SN TN N

STFLOW NEWDAT FACTOR SOLVE ACCUM OPTNUM INTABL

|

FINDIJ BLDLVL DISINT \ NUMLVL

/

DEGREE

Subroutines referred to in this figure are described in table 1.

*Note: (D) is a feature of the flow chart used to avoid
crossing flow paths. (D) merely serves to connect
subroutine SMULAT with subroutine DAYS.

Figure 2.--Generalized flow chart depicting overall structure of RAQSIM.
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Overview of Data Input and Output

To allow RAQSIM to simulate a wide range of problems, input and
output was designed for maximum flexibility. A complex simulation might
require up to nine input data sets and produce up to six output data
sets. Device numbers for these files are specified by an integer greater
than zero within the job-file data set (the record number refers to the
record sequence within the job-file described in Attachment B).

Input Data

Data are input as a number of separate data sets in order to minimize
the computer memory requirements. Data used more than once but only a
limited number of times during execution of the program are re-read when
needed. For example, tabulated values of conductance or capacitance
versus saturated thickness, needed to update values used during simula-
tion, are read each time they are needed rather than continually stored
in locations in computer memory.

Some data, such as recharge or discharge at any node, or head at
"prescribed head'' nodes, may be time dependent. Files containing these
data are accessed as often as needed during simulation to insure that
the proper time-dependent values are used.

Files containing separate data sets can also facilitate the use of
programs other than the simulation program. For example, programs to
"contour' simulated head values may use the RAQSIM data set that contains
the coordinate locations of all the node points.

The data set accompanying the job includes data necessary to title
the particular run, to set the duration of the simulation, to specify
the input and output device numbers, and to select the available options
for the run. As a matter of convenience, generally there is one data
value or option value specified per record. This allows liberal room
for annotation of the corresponding input variable. A description of
the contents of the job input data set (or data deck) is included in
Attachment B.

In addition to the job-file data set, the program allows up to ten
additional input data sets:

1. Restart data set (record 6).
2. Initial heads at all nodes (record 7).
3. Tabulated hydraulic properties (record 17).

14



Evapotranspiration data set (record 21).
Stream systems (record 22).

Node definition (record 28).

Element definition (record 29).

Nodal recharges or discharges (record 31).
Known-flux boundary conditions (record 33).
Known-head boundary conditions (record 34).

O WO U

A number of the input data sets use variable formats; that is, a
format is read in by the program from the data file and subsequently
used as the format for reading the data.

The node definition data set, the element definitlon data set, and
the job-file data set are the only data sets that are required (initial
heads normally are included in the node definition data set and boundary
conditions automatically default to no-flow boundaries). The structure
of the input data sets is described in Attachment B.

Sources or sinks may be incorporated by using either the known-flux
boundary condition, the nodal recharge-discharge data sets, or both.
The known-flux boundary data set may include any flux boundary (top,
bottom, or lateral) of the system. It 1s of greatest use in problems
with sources or sinks at a limited number of nodes. In the event that
there are sources or sinks at the majority of nodes, it may be advantageous
to use the nodal recharge-discharge data set (record 31, Attachment B).

The first record encountered in these data sets consists of a value
that specifies the dimensions of the arrays. For example, the node
definition data set starts with a record that specifies the total number
of nodes in this problem. Likewise, the element definition data set
starts with the total number of elements in this problem.

Most data within these data sets conform to formats determined by
the user and are entered as a record within the data set. Date and time
parameters are entered in a fixed format. Month, day, year, and hours
into the day are input according to the following format:

(12, 1X, 12, IX, I4, F10.0)

For those data scts that contain time-dependent data, the values of
the time-dependent data are preceded by the relevant date and time. For
example, time varying boundary heads are defined by first designating
the time followed by the boundary heads at that time. For transient
solutions, the boundary heads at intermediate times are estimated as a
simple linear interpolation between the heads at specified times. For
steady-state solutions, known heads are held constant until the time of
the next given known-head boundary condition.

15



Output Data

The program handles output in a variety of ways. Two forms of
output are available, one in printed copy and the other as output to a
file. Options are available to control the amount and type of output.
Head data may be written to files in two ways--either as head values for
all nodes at particular times or as head values at particular nodes for
all simulated times. The first allows ''contour'" plots of head to be
drawn from the output values, and the second allows hydrographs of head
versus time at particular nodes to be plotted. Printout contents can
range from a brief listing of job-file input, fatal errors, and final
mass balance to a complete 'dump' of intermediate results, by selecting
the appropriate value for the printout code (PCODE) in the job-file
input data set(Attachment C).

In addition to the printed file (record 37), the program allows up
to five other output data sets. The device numbers of these files are
specified by an integer greater than zero within the job-file data set.
The following output data sets can be generated by RAQSIM (the record
number refers to the record sequence within the job-file described in
Attachment B):

1. Final time, nodal heads, and the amount of fluid associated
with each nodal subdomain (subsequently referred to as nodal mass)
(record 8).

2. Estimate of stream baseflows (record 26).

3. Reaches where streams begin to flow (record 27).

4, Water levels or heads stored at selected nodes for all times
(record 38).

5. Water levels or heads stored for all nodes at selected times
(record 42).

Attachment D provides additional information on input and output

data sets. Types of data contalned within each data set, data format,
and other useful information are contained in this attachment.

16



Program Features and Options

1. Time variables.--Internally, time variables are handled in
units of days. Some of the input data are time parameters and are read
under one of two separate input formats. If the parameter consists of
an absolute time reference (a date), the parameter is input by specifying
the month, day, year, and time of day in decimal hours conforming to the
format specified as number 3 in the job-file format section (Attachment B).
If the parameter refers to a frequency or time-step duration parameter,
it 1s input in decimal days, conforming to the format specified as
number 2 in the job-file format section.

The starting date is the date associated with the initial conditions
of the simulation. In the event of a restart from a particular point
after simulation has been halted, the starting date is not changed. All
references of time in decimal days are related to the starting date. 1In
similar fashion, the ending date is the end point of the present simulation,
and simulation is halted upon reaching that date.

2. Radial symmetry.--Three-dimensional problems may be solved if
the problem is radially symmetric about the vertical axis (record 4 of
Attachment B).

3. Discharge limitation.--For some problems, it may be unreasonable
to continue discharge once head falls below a certain level. An option
is provided (record 5 of Attachment B) that temporarily disregards
discharge at a node if the head at that node is at or below the level
specified by the reference datum for the node.

4. Restart of a simulation.--In the event of a restart, the date
and time at which the simulation resumes are read in from a file denoted
by CONTNU (record 0 of Attachment B) along with the nodal head array and
nodal mass array that represent that point in the simulation. Initial
heads are those that are consistent with the starting date and are read
in only if the simulation is not a restart.

5. Output of final head and mass.--At the end of the simulation,
the ending date, nodal heads, and nodal mass may be transferred to a
file denoted by OUIM (record 8 of Attachment B) in order to allow the
simulation to be restarted from this time.
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6. Steady-state simulation.--A steady-state simulation solves for
heads at equilibrium with the flux (analogous to heads that would occur
after an infinite period maintaining constant boundary conditions and
fixed recharge or discharge). This program may be used to solve for one
or many steady states by activating the steady-state option (record 9 of
Attachment B). During a steady-state simulation, known-head boundaries
are considered to be set to constant values read in at the previous head
boundary condition change rather than interpolating head between specified
times as is done during normal transient simulation. When streams are
simulated during a steady-state simulation, the storage at all nodes
except the stream nodes is set to zero. This minimizes the possibility
of extreme oscillation that might occur because stream-to-aquifer flux
is not being handled implicitly.

7. Implicit weighting factor.--The program gives the user the
option of specifying a constant value for the implicit weighting factor
THETA (record 11 of Attachment B) or allowing the program to vary the
weighting factor during the course of simulation (record 10 of Attachment B).
A value of 1.00 for THETA is equivalent to a fully implicit formulation.
With THETA equal to 0.00, the solution is explicit and THETA equal to
0.50 commonly is known as the Crank-Nicholson formulation. With a
variable THETA specified, THETA will be maintained between the range
from 0.57 to 1.00 in order to avoid oscillations and increase the
accuracy of the solution (see Narasimhan and others, 1977).

8. Equilibrium head-change rate.--To avoid simulating through a
period during which all heads are at or near equilibrium, the program
allows the user to specify the largest magnitude head-change rate that
will be considered to define equilibrium (record 12 of Attachment B).
Once this condition is satisfied, time will be updated to the next
change of boundary condition or change of flux conditions.

9. Maximum time-step duration.--The maximum duration for any time
step (record 13 of Attachment B) determines the classification of a node
as explicit or implicit and, in general, restricts the size of time steps.

10. Minimum time-step duration.--Allowing conductance or capacitance
to vary during a simulation will cause variation in the stability of
individual nodes. If, during simulation, the smallest stable time step
for any explicit node falls below the value specified in record 14 of
Attachment B, all nodes will be reclassified as explicit or implicit
depending on present stability conditions relative to the maximum time
step duration. Since reclassifying nodes may be somewhat time consuming,
a trade-off must be made between continuously reclassifying on one hand
and simulating progressively smaller and smaller time steps on the other.
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11. Maximum head-change per time step.--The duration of time steps
may be controlled by specifying a maximum head change allowed over any
time step (record 15 of Attachment B). It is activated by input of a
non-zero value. The program will reduce the length of the time step a
maximum of ITMAX times (record 16 of Attachment B) if the maximum head
change per step is exceeded. The program forecasts the maximim head
change expected during a step by assuming either an exponential decay or
a quadratic growth of the head-change rate depending on past history.
Generally, only a few iterations are necessary. To vary the maximum
number of iterations allowed, adjust the input value of ITMAX.

12. Hydraulic properties for an element.--An element may have
constant hydraulic properties or may have them determined as a function
of the average head within an element. Record 17 of Attachment B may
designate a file that contains tabulated hydraulic properties (also
refer to part 5 of Attachment D). A constant value of isotropic con-
ductance for an clement may be specified by including the value in the
element definition (record 29 of Attachment B and part 4 of Attachment
D). These values take precedence over any values determined from func-
tional relationships if control variables in the element definition are
set less than or equal zero (see part 4 of Attachment D). Thus, certain
areas within the simulated region may have varying hydraulic properties
while other arcas may have constant hydraulic properties. Also, for any
element, one hydraulic property may be constant while the other is
variable. In the event that record 17 of Attachment B (the device
number of the tabulated hydraulic properties) does not refer to a valid
file, the hydraulic properties are constant for each element and are
those values input as part of the element definition. Anisotropic
conductance may be interpolated from tabulated conductance relationships
if record 18 of Attachment B is an integer other than zero.

Selection of a specific tabulated functional relationship for
hydraulic propertics of a particular element is governed by a material
number that is input as part of the element data set (Attachment D,
part 4). The reference datum used to determine the mass assoclated with
each node and used during any estimation of hydraulic propertics from
the functional relationship is input as a variable within the node
data set (Attachment D, part Z2). For example, in modeling two-dimensional
horizontal flow, the reference datum most often would be the base of the
aquifer, and thus hydraulic properties would be tabulated with respect
to saturated thickness or elevation of the piezometric surface above the
base of the aquifer. Hydraulic properties derived from tabulated func-
tional relationships may be re-evaluated during a simulation if at least
one of two criteria is active. TSFREQ (record 19 of Attachment B) repre-
senting a time frequency and DHFREQ (record 20 of Attachment B) representing
an absolute head-change frequency may be enabled by coding with non-zero
values.
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13. Evapotranspiration may be simulated in RAQSIM by designating
INET (record 21 of Attachment B) as the input file for the evapotrans-
piration data set (see part 9 of Attachment D).

14, Simulation of stream systems.--The program has the capability
of simulating stream systems as a network of reaches that may leak water
to or from the aquifer depending on the head in the stream, the head in
the aquifer, and the amount of water available in the stream (Rushton
and Tomlinson, 1979). Associated with each stream reach is a leakance
parameter that essentially is the volume of water that would be trans-
ferred from the stream to the aquifer per unit length of stream reach
due to a unit difference in head between the stream and the aquifer. In
the program, the leakance parameter is constant over time for each
stream reach. Two variables for each stream reach may be time dependent:
(1) the average head in the stream for that reach, and (2Z) any inflow
(or diversion) to the stream associated with that reach, such as overland
runoff. Defining the stream network requires creation of a tree-structure
for each stream system within the network. This will be explained
further during the documentation of a test problem.

15. Maximum stream-to-aquifer head gradient.--For many stream-
aquifer systems, a gradient between stream and aquifer (resulting in
flow from the stream to the aquifer) that exceeds 1.0 may be unrealistic.
The user may limit the maximum stream-to-aquifer gradient to 1.0 by
coding SGCODE to a non-zero value in record 23 of the job-file (Attach-
ment B).

16. Prediction and correction of stream-to-aquifer flux.--Due to
the non-linear nature of flow in ephemeral streams (negative flow is not
allowed) and because the maximum stream-to-aquifer head gradient may be
limited to 1.0, the stream-to-aquifer linkage cannot be implicitly
formulated as a function of the unknown head in the aquifer. The initial
estimate of stream-aquifer flux for a time step is calculated by using
the stream-aquifer flux at the begimning of the time step. The average
stream-aquifer flux during a time step may be estimated using a predictor-
corrector step by coding PCCODE to a value greater than zero in record 24
of the job-file (Attachment B).

17. Forcing implicit solution of all stream nodes.--The user may
choose to solve all stream nodes implicitly by coding ISCODE in record 25

(Attachment B) with a non-zero value.

18. Output of streamflow variables.--Baseflow estimates may be
written to an output file by coding the output file number for OUTS in
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record 26 (Attachment B). Similarly, the approximate locations where
the streams begin to flow, may be written to an output file designated
by OUTH in record 27 (Attachment B).

19. Temporary storage outside of computer memory.--Data describing
elements (nodes acting as element vertices, material number, element
areas, etc.) are only occasionally needed during execution of the program
and, therefore, may be suited to storage in a temporary file designated
by IOSH in record 30 (Attachment B). Additional memory may be conserved
by storing the array containing any current nodal flux values in another
temporary file designated by IONQ in record 32 (Attachment B). These
options are recommended only for very large problems.

20. Reordering of unknowns.--In order to implement a direct solu-
tion for implicit nodes, unknown nodes must be reordered so that implicit
nodes begin the sequence. This may be accomplished within the program
by two methods; implicit nodes may keep the same sequence relative to
the other implicit nodes, or, implicit nodes may be totally resequenced
for a more optimal ordering. Resequencing minimizes the size of the
array and the number of operations for direct solution of the set of
simul taneous equations for implicit nodes. The program normally will
attempt the first method, and will attempt the second method only if
there is insufficient space available to store the resulting matrix
(called LAMBDA within the program). If desired, the second method may
be forced by setting SQCODE (record 35, Attachment B) equal to 1. The
second method uses an algorithm described by Gibbs, Poole, and Stockmeyer
(1976). The final six subroutines of the program (OPTNUM through FINDIJ)
perform this numbering algorithim.

21. Amount of printout.--The complexity, size, and duration of a
simulation affects the amount of printout that may be produced. An
input variable, PCODE, (record 36 of Attachment B) is included that
allows the user to vary the amount of printout to suit the problem.
During initial runs, the greatest amount normally will be desired as a
means of checking the data and fully defining the problem. During
subsequent runs, duplicatlon normally will be omitted. The present
range of valid values for the variable PCODE is zero to six; zero
generates the least amount of printout, and six generates tne greatest.

22. Mass balance.--A mass balance is performed during every time
step for every node. Mass balance results may be printed if desired.
At known-head nodes, estimates of net flux required to maintain the
known head are computed by assuming mass balance at those nodes. At the
conclusion of a simulation, a comparison is made between *the .umulative
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mass associated with a node and the mass associated with the final head
at the node. Under certain circumstances, these two measures may con-
flict. If capacitance is a function of head, the capacitance approximated
for a time period is the capacitance determined during an update of the
hydraulic properties beginning that time period. Errors will arise if
the head varies such that the "'true" capacitance varies during a time
step. In other words, if the capacitance of a node starts a time step

as the capacitance of a confined system and the system changes from
confined to unconfined during a time step, the ''true' capacitance changes
during the time step from a confined value to an unconfined value. The
program considers capacitance to be constant and equal to the confined
value throughout the time step. The cumulative result of these individual
errors 1n mass balance 1s reported in the "ERROR" column in the final
output of the simulation.

Example of Problem Setup

The following example will be used to explain the various data
sets required to solve a problem that utilizes the main features of
RAQSIM. Attachment E contains listings of the input for this problem.

This sample problem incorporates a stream system with an aquifer
system and demonstrates the use of time-dependent boundary conditions,
time-dependent nodal flux conditions, simplified time-dependent ground-
water evapotranspiration, and tabulated hydraulic properties (storage
coefficient and anisotropic transmissivity). The job-file input is
listed in part 1 of Attachment E.

A stream drainage basin as illustrated in figure 3 is assumed to
have aquifer boundaries coincident with the surface drainage boundary.
Element grid and boundaries corresponding to the discretized version of
this problem are shown in figure 4 and node locations are shown in
figure 5.

Nodes are defined by a unique number, two cartesian coordinates
(recall that all length units must be consistent throughout the program),
and a reference datum for the node. This datum 1s subtracted from the
head value prior to determining the mass of water associated with each
node or estimating the conductance and capacitance for each element.
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The hydraulic properties, storage coefficient and transmissivity,
are tabulated with respect to saturated thickness; therefore, the
reference datum is the base of the aquifer. In most instances,
initial heads are included along with the node definition and reference
datum in the node-definition data set (INNS). The program reads only
the coordinates, the reference datum, and the initial head from the node
data set. Therefore, the number of nodes must reflect the maximum node
number and data must be included for every node even if a number within
the sequence is not used. The node data set for this problem is listed
as part 2 of Attachment E.

Elements are defined geometrically by the nodes that form the
vertices of either one triangle or of two adjoining triangles. Asso-
ciated with each element are conductance and capacitance values, a
material number, and codes to indicate whether the conductance or
capacitance values are to be determined from the input value or deter-
mined by interpolation from hydraulic properties associated with the
material number. Vertices are input in counter-clockwise order follow-
ing the boundary of the element. If the element consists of two adjoin-
ing triangles, the common side connects the first vertex with the third
vertex. For example, referring to the element data set (part 3 of
Attachment E), element 39 has four vertices: 53, 42, 43, and 54. These
four nodes make two triangles: 53, 42, 43, and 53, 43, 54. On the
other hand, element 40 is a single triangle since it has only three
vertices: 43, 44, and 54.

Elements must not overlap! If possible, obtuse angles should be
avoided and greatest accuracy is generally achieved if all angles are
less than 90 degrees. Narasimhan and others (1977) discuss how anis-
otropic conductance influences this general consideration. Unlike the
node data sets, the elements are associated with an identification
number that is part of the element input data set and is used immediately
for reference to the element; however, the maximum identification number
has no relevance to the total number of elements. The element data set
is part 3 of Attachment E.

Hydraulic properties are considered constant within individual
elements and options within the program allow hydraulic properties to be
handled in various ways. Capacitance and isotropic conductance may be
specified as constant values for the duration of the simulation. These
values are entered in the element definition data set (INES). Tabulated
functional relationships also may be used to calculate capacitance,
isotropic conductance, or anisotropic conductance for an element or
elements. Hydraulic properties determined from tabulated functional
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relationships may be updated during simulation based upon two criteria:
a maximum-head-change criterion, a time-frequency criterion, or both.

The problem simulates a single lithologic sequence over the entire
area. Table 2 describes the lithologic sequence and includes values of
hydraulic conductivity and specific yield for each layer.

Table Z.--Hydraulic conductivity and specific yield for lithologic
sequence in sample problem

Depth

below Height Lithologic Hydraulic Specific

land above descrintion conductivity ield
surface bedrock P (feet/day) y

(feet) (feet)

0-50 75-125 Uniform medium sand 85.0 0.26
50-75 50- 75 Very silty medium sand 40.0 .18
75-125 0- 50 Coarse sand to fine

gravel 150 .22
>125 Impermeable bedrock 0 0

Transmissivity and storage coefficient, for this sample problem,
are estimated from a single pair of functional relationships for the
entire modeled area. These functional relationships are shown in figures
6 and 7 for the lithologic sequence given by table 2. The reference
datum used for this problem is the elevation of the base of the aquifer.
In the general case, many lithologic sequences and a corresponding
number of functional relationships may occur between hydraulic properties
and the height of the piezometric surface above the reference datum.
The functional relationships are discretized and tabulated within the
tabulated hydraulic properties data set (part 4 of Attachment E). To
refer the proper functional relationship to an element, a number is
associated with each element to specify which functional relationships
apply for the determination of hydraulic properties. This number is
referred to as the "material" number associated with an element and is
the last variable of each element record in the element data set. For a
model of a cross section, a different set of hydraulic properties would
be specified for each lithologic unit within the cross section.

Hydraulic properties for this problem are tabulated in part 4 of
Attachment E. When more than one lithologic sequence occurs within a
problem, a ''table'" for each sequence ('material'') is required. If
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anisotropic conductance is simulated for any ''material,' the format must
be specified to include the additional two terms: minor axis of conduct-
ance and angle between x-axis and major axis of conductance. Anisotropy
has been incorporated into the tabulated transmissivity values of this
problem for illustrative purposes. Each line of the ''table' in part 4
consists of the elevation of the top of an interval above the base of

the aquifer, storage coefficient, value of the major axis of the transmis-
sivity ellipse, value of the minor axis of the transmissivity ellipse

and the angle between the x-axis and the major axis of the transmissivity
ellipse. The data must be arranged by increasing head above datum;

thus, the ''table'" in part 4 of Attachment E appears in reverse order of
the lithology listed in table 2. For isotropic transmissivity (or
conductance), the single isotropic value 1is input instead of the three
values required for anisotropic conductance.

Storage coefficient (or capacitance) may be handled two ways,
either as a constant throughout an interval or interpolated linearly
across an interval. The choice depends upon the value given for the
degree for capacitance interpolation; zero specifies that the value
given for capacitance will apply to the entire previous interval while
1.0 specifies that capacitance will be computed as a linear interpolation
between values for the endpoints of the interval. If the conductance of
a '"material" is isotropic, the last value on the record preceding the
""table" must be coded zero. Otherwise conductance is assumed to be
anisotropic if anisotropy is enabled by DAN in the job file (record 18
of Attachment B. Conductance always 1s estimated by linear interpolation
over an interval.

The line prior to each ''table' contains: (1) the "material" number
that relates the tabulated properties to the '"material' number given
with each element; (2) the number of lines in the table; (3) the degree
to be used when interpolating capacitance over an interval; and (4) a
code indicating whether the tabulated conductance is isotropic or
anisotropic.

The boundary of the basin consists of segments that may be classified
by one of three general boundary conditions: no flow, known flux, and
known head. No special treatment is required to treat a no-flow boundary;
the finite-element method treats boundaries as no-flow boundaries unless
specified otherwise. Known-flux boundaries require that the flux entering
the system across the boundary be specified. Similarly, known-head
boundaries require that the head be specified for nodes along the boundary.
The known-flux data set (record 33 of Attachment B and part 6 of Attach-
ment D) incorporates known-flux boundary conditions and the aquifer
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stresses (well discharge) and is listed as part 5 of Attachment E. The
known-head data set (record 34 of Attachment B and part 7 of Attachment
D) is listed as part 6 of Attachment E. Boundary values of flux or head
may vary with time throughout a simulation. Known head at a node 1is
interpolated linearly through time between the values specified for a
transient simulation. For a steady-state simulation (record 9 of Attach-
ment B), the known head 1s held constant until it is updated to a new
value.

A distribution of recharge or discharge may be assigned over the
entire grid by including a value for each node in the network either in
the known-flux data set or in the recharge-discharge data set. In this
example, a uniform areal recharge is imposed over the entire area in the
recharge-discharge data set (record 31 of Attachment B and part 8 of
Attachment D) and the system is stressed by the addition of stress nodes
and stress amounts to the known-flux data set. Uniform areal recharge
is incorporated into part 7 of Attachment E as the product of the
recharge rate and the area associated with each node. One-third of the
area of each triangular element is associated with each node in the
element. The fraction of area of quadrilateral elements associated with
each node is computed from the areas of the two triangles that comprise
the quadrilateral. '

Simulation of ground-water evapotranspiration requires an independ-
ent data set (record 21 of Attachment B and part Y of Attachment D).
The simplified functional relationship between discharge from the ground-
water system and the hydraulic head in the aquifer is identical to that
modeled by Prickett and Lonnquist (1971) and Trescott, Pinder, and
Larson (1976) with an extension to a time-varying maximum evapotrans-
piration rate. This relationship approximates ground-water evapotrans-
piration as a linear function of depth to water below the land surface.
Below a specified depth ground-water evapotranspiration ceases. In
addition to land-surface elevation, two variables must be specified:
maximum ground-water evapotranspiration rate and the depth below the
land surface that designates the depth below which there will be no
evapotranspiration from the ground-water system. Simplified ground-
water evapotranspiration is incorporated into this simulation by part 8
of Attachment E.

Streams essentially are accounting units for reporting baseflow at
particular locations during the simulation. Streams may be tributary to
one another, and any particular stream may, in turn, contain tributary
segments of any rank. A tributary segment 1s a branch whose baseflow is
not tabulated.
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The basic unit for a stream is a "reach'" connecting adjacent nodes
along the stream. Each reach has a constant leakance parameter, a time-
dependent average stream head and a time-dependent inflow or diversion
associated with it. Inflow or diversion is water that enters or leaves
the reach by means other than flow from the upstream reach, flow to the
downstream reach, or flow from or to the ground-water system. For
example, overland flow entering the stream along that reach would be
included in the inflow-diversion quantity. Reaches and associated nodes
are labeled in figure 8.

Within the simulation, flow is reported by stream or, if desired,
by reach. The stream system in this example is defined by two streams,
one called stream A and another called stream B, with its tributary
segment B'. Flow at the confluence of stream A and stream B is required
output from the simulation but not the flow at the confluence of B and
B'. To define the stream system correctly, the tributary streams must
be defined prior to defining the receiving streams. Therefore, the
first stream to be defined is stream B and B', and the last to be
defined is stream A. To define a stream, specify the most upstream
reach number and the most downstream reach number. For stream B and B',
the most upstream reach is number 1 and the most downstream reach is
number 7. Likewise, for stream A, the most upstream reach is number 8
and the most downstream reach is number 15. To set up the stream system,
the following items for each reach must be listed:

1. The node number that represents the upstream end of the reach.

Z. The number of the most upstream reach of any tributary segment
joining that reach (zero if no tributary segment).

3. The number of the next reach downstream.

4. The leakance for the reach in units of volume per day per unit
gradient per unit length of reach in consistent length units.

B' is the only tributary segment in this example. The flow of
stream B is added automatically to the flow of A at their juncture by
numbering B before A in the stream numbering sequence.

Because the specification of a reach requires definition of an
upstream and a downstream node, a null (or imaginary) reach must be
included to define the most downstream node along a stream system that
exits the modeled area (node number 1 in this example). Null reaches do
not enter into calculations, but must have data records included for
proper alignment of the input data.
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Following the same basic form for time-dependent input data, values
are specified corresponding to the time-dependent average head in the
stream for each stream reach (including a record for any null reaches)
and for time-dependent inflow or diversion from each stream reach (an
inflow is a positive value while a diversion is a negative value). The
stream system data set for this problem is in part 9 of Attachment E.

Printed output for this sample problem is listed in Attachment F.
This level of printout results from a PCODE value of 5 (Attachment C and
record 36 of Attachment B). Solution arrays are listed if PCODE is set
to 6. Because this generates considerable output, a value of 6 is
recommended only if it is necessary to examine the contents of the
solution arrays.

The listing begins with a summary of the job-file (Attachment B)
and initial array dimensioning requirements. The program is designed to
stop if the required dimensions exceed the space provided by dimensions
within the program. The absolute double precision (REAL*8) array and
the half-word integer (INTEGER*2) array dimension requirements are
determined later in the program and are listed when the determination
has been made. The minimum dimension for the half-word integer array is
printed following the listing of the element data and the minimum dimen-
sion for the double precision array is printed a few lines following the
listing of the "EXTERNAL TO INTERNAL NODE NUMBERINGS,'" (p.165).

The printout continues with a listing of input and occasional
values derived from the data (such as element areas and stream reach
leakage factors). The leakage factor printed for the stream reaches is
the product of the input value for stream-reach leakance and the length
of the stream reach. Starting values for hydraulic properties for each
element are calculated from the average head in each element and the
tabulated hydraulic properties applicable for that element. The initial
mass for each node is calculated by integrating the capacitance between
the reference datum for the node and the initial head for the node for
each sub-element area corresponding to the node. If capacitance is
constant for an element, the initial mass 1s the capacitance times one-
third the element area times the head minus the reference datum.
Variable capacitance involves a more complex integration.

Because the program may solve for some nodes explicitly and others
implicitly, it first assumes all nodes will be solved explicitly and
determines the maximum time step that will be stable for all nodes.
This time step then is compared with the minimum time step allowed
(record 14 of Attachment B). If the explicitly stable time step is
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greater than or equal to the minimum time step, the program will proceed
to solve all nodes explicitly. If the explicitly stable time step is
less than the minimum time step, some nodes must be solved implicitly.
The criterion for selecting the implicit nodes is the stability of nodes
relative to the size of the maximum time step allowed (record 13 of
Attachment B).

A solution array named LAMBDA is required if there are any implicit
nodes. Two numbering schemes are available to relate the node number
(external number) to an unknown (internal number) in the solution process
for implicit nodes. One involves numbering sequentially all implicit
unknowns in the same sequence as they are found in the node numbering.

The other involves a much more complex and time-consuming procedure that
orders the unknowns to reduce the size of the LAMBDA array. This second
procedure generally is used only if the double precision array is not
sufficient to hold the LAMBDA array using the first procedure. The
variable SQCODE is available in the job-file (record 35 of Attachment B)
to force use of the second numbering procedure. The number of an implicit
unknown (internal number) is output only when listing the "ORIGINAL
LAMBDA MATRIX,'" "FACTORED LAMBDA MATRIX" or printing a message to indicate
that factorization of the LAMBDA matrix failed in subroutine number 15
(FACTOR). All other output is in the node numbering (external number)
system. Once the implicit unknowns are numbered, the minimum dimension
of the double precision (REAL*8) array is known and is printed.

For each time step during the simulation, the listing includes the
stream baseflows at the start of the time step, summary of the streamflow
components by stream reach, mass balance for known (or prescribed) head
nodes, a general mass balance for each node and a summary of the time step.

The "PRESCRIBED-HEAD BOUNDARY'" mass balance is included to give the
user additional information about those nodes that have the head variation
prescribed. Because the head at these nodes may change over time, DELTA.
HEAD is the amount of head change prescribed for this time step. Similarly,
the DELTA STORAGE term represents the volume of water reflected by this
head change. SRCS-SINKS is the volume of water added to the nodal
subdomain as a result of the nodal sources or sinks (excludes ground-
water evapotranspiration and stream-aquifer flux). BNDFLX IN represents
the quantity of water required to balance the change in storage with all
of the inflows and outflows. GRADIENT INDUCED is the volume of water
that flowed into the nodal subdomain due to the ground-water head gradient
during the time step. The final column is a character string that
indicates the presence of ground-water evapotranspiration and/or stream-
aquifer flux associated with the node. The sum of DELTA STOR, SRCS-SINKS,
BNDFLX IN, and GRADIENT INDUCED will be zero for a node unless ground-
water evapotranspiration and/or stream-aquifer flux are present.
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Terms of the nodal mass balance require further explanation (Attach-
ment F, p. 106). FLUX IN represents the net volume of water that flowed
into a node during the time step. DELTA STORAGE indicates the volume of
water added to the volume of water associated with the node during the
time step. ERROR is the difference between FLUX IN and DELTA STORAGE.
CUMULATIVE MASS is a sum of the initial volume of water associated with
a node and the DELTA STORAGE terms. DRY-WET STATUS indicates if the
head is above (WET) or below (DRY) the reference datum for that node.

The final page of the output contains a check of the nodal mass by
comparing the CUMULATIVE MASS with the mass determined using the head at
the end of the simulation (Attachment F, p. 179). ERROR represents the
difference between these two. For a more thorough discussion, refer to
the section on mass balance in the discussion of Program Features and
Options.

Test Problems

In order to demonstrate that the program can be used to accurately
simulate various problems in hydrogeology, two test problems have been
evaluated using RAQSIM. The first test compares the results from RAQSIM
with an analytic solution for a simple problem of radial flow to a fully
penetrating well pumping from a confined aquifer. The second test
compares the results from RAQSIM with an analytic solution for a simple
areal-flow problem. Both tests approximate the corresponding analytic
solutions quite well, suggesting that RAQSIM may be a useful tool for
simulating complex problems that are not readily approximated by an
analytic solution.

Test No. 1

This problem simulates the water-level response in a fully penetrat-
ing well pumping from a homogeneous and isotropic confined aquifer. The
RAQSIM option of radial symmetry about the vertical axis is used to
allow simulation of radial flow. The hydraulic material properties
analogous to conductance and capacitance are hydraulic conductivity and
specific storage, respectively. A well is represented by a single
element with a very high hydraulic conductivity, and the product of
specific storage and thickness equals unity. The aquifer is assumed to
be 50 feet thick, to have a hydraulic conductivity of 125 feet per day,
and to have a specific storage of U.002 (transmissivity equals 6,250
square feet per day and storage coefficient equals 0.10). The radius of
the well is 0.5 feet, and the well is pumping at a rate of about 78,540
cubic feet per day (in order to make water-level decline equal to the
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"well function'" or dimensionless drawdown). Nodes are spaced such that
the distance between nodes increases with distance from the well to
improve resolution of the drawdown cone. For this example, the equiva-
lent hydraulic properties, specific storage, and hydraulic conductivity
are constant. Head at a radius of 1,000 feet is maintained constant
throughout the simulation of this problem by applying a known-head
boundary condition to the two nodes at a radius of 1,000 feet from the
well. The well discharge is simulated by using the known-flux boundary
condition to extract 78,540 cubic feet per day from node 1.

Time steps were constrained by requiring that the maximum change in
head per time step (DHMAX; record 15 of Attachment B) was less than or
equal to 0.5 feet. Three adjustments of time-step duration were generally
required to satisfy the head-change constraint during early simulated
time. Time steps vary from initial values less than 1 second early in
the simulation to the maximum allowed time step of one-tenth of a day
near the end of the simulation. THETA, the explicit-implicit weighting
factor was allowed to vary throughout the course of the simulation
(record 10 of Attachment B) and varied from near 1.0 during early simu-
lated time to 0.57 toward the end of simulated time.

Papadopulos and Cooper (1967) analytically solved this problem for
an aquifer that is infinite in areal extent. Their solution for dimen-
siontess drawdown in the pumping well for an alpha of 0.1 is depicted
relative to dimensionless time by the continuous curve in figure 9. The
alpha value of Papadopulos and Cooper equals the product of storage
coefficient (0.10) and the ratio of the square of the well screen radius
to the square of the well casing radius (1.0).

Drawdown in the well computed by RAQSIM is plotted against dimension-
less time as the discrete points (crosses) in figure 9. Because discharge
and transmissivity were selected so that drawdown equals dimensionless
drawdown, a direct correspondence with the analytic solution's dimension-
less drawdown versus dimensionless time curve should exist if the simulated
drawdown is plotted against the time in days multiplied by 1 million.
Although the distant boundary conditions differ between the numerical
and analytic solution, there should be little influence at early times.
The results from RAQSIM correspond well with the analytic solution
(fig. 9). The simulated drawdown may differ from the equivalent drawdown
for the analytic solution, in part, due to the boundary condition at a
finite distance.
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Test No. 2

This test compares RAQSIM results with an analytic solution to a
simple areal-flow problem. Chan and others (1976) report a solution for
the steady-state drawdown due to constant withdrawal from a point
within a homogeneous isotropic rectangular aquifer surrounded by imperm-
eable boundaries on three sides and a constant head boundary along the
remaining side. The aquifer of this specific problem is characterized
as a square 90,000 feet on a side with a transmissivity of 0.1 square
feet per second. The southern, eastern, and western boundaries are no-
flow boundaries. The northern boundary is a constant-head boundary.

The withdrawal point (or well) is located 42,500 feet east of the

western boundary and 42,500 feet north of the southern boundary and is
discharging at a rate of 2 cubic feet per second. The finite-element
grid includes 371 nodes and 324 elements arranged such that most triangles
are essentially equilateral.

RAQSIM simulated 19.64 feet of drawdown at the node that represents
the pumping well, whereas drawdown for the analytic solution is 24.88
feet. Figures 10 and 11 depict the steady-state head configuration for
the finite-element simulation from RAQSIM and for the analytic solution,
respectively. The finite-element solution could be improved by increas-
ing the number of nodes near the well. Away from the well, the finite-
element results are indistinguishable from the analytic solution.
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DESCRIPTION OF SUPPORT PROGRAMS

Three support programs are used to compute recharge and discharge
data required as input by RAQSIM for the Twin Platte-Middle Republican
study. These programs are interdependent, in that the first generates
data needed as input to the second, the second generates data needed as
input to the third, and the third generates the data needed by RAQSIM.
The first program, called the Potential Evapotranspiration (PET) Program,
uses solar radiation and other climatic data to compute potential evapo-
transpiration. The second program, the Soil-Water Program, uses output
from the PET Program, soil characteristics, and the ratio of potential
to actual evapotranspiration for crop types to compute infiltration,
storage, and removal of water from the soil zone. This program and the
preceding program were based on a program developed by Otradovsky (1980).
The third program, called the Recharge-Discharge Program, uses output
from the Soil-Water Program together with other data to compute recharge
to and discharge from the ground-water system.

PET Program

The PET Program computes potential evapotranspiration using the
Jensen-Haise method (Jensen and others, 1969) for each weather station.
First, it computes total solar radiation by a regression equation using
percent possible sunshine and maximum solar radiation for each month.
Next it calculates monthly potential evapotranspiration using temperature
and total solar radiation. Output from this program, in addition to the
monthly values of potential evapotranspiration for each weather station,
are monthly precipitation and average monthly temperature at each weather
station. However, the output is not specific to any area or element;
thus, this program can be applied to a variety of areal or grid schemes.

Main Features in the Program

The PET Program consists of a main program that computes monthly
potential evapotranspiration (ET) values and a subroutine, SRAD, which
is used to compute monthly total solar radiation. The program (Attach-
ment G, Part 1) begins by reading both the first and last years of the
period of interest and the number and description of the weather station
for which percent possible sunshine data is provided. The SRAD subroutine
reads the mean daily solar radiation on cloudless days for each month,
RSO(I), in units of langleys per day and percent possible sunshine,
X(I), for each month. The total solar radiation, R(K,I), in inches of
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water evaporation equivalent by year (K) and month (I) is computed using
an empirical relationship developed by Fritz and MacDonald (1949):

R(K,I) = RSO(T)*(.35 + .61*X(I))*DAMO(I)*0.000673

In this equation, RSO(I), X(I), and DAMO(I), the number of days per
month, are multiplied by 0.000673, the conversion factor to convert
langleys to inches of water evaporation equivalent. The computed R(K,I)
values are returned to the main program.

Within the main program, control cards for the precipitation station,
temperature station, and elevation of temperature station are read.
Next, monthly precipitation and temperature data for each weather station
are read. The potential evapotranspiration values S(I,J), in inches by
year (I) and month (J), are calculated using lines 128 through 141,
Attachment G, Part 1.

Jensen and Haise used these techniques (Jensen and Haise, 1963, and
Jensen and others, 1909) to compute potential ET. The equation S(I,J) =
R(I,J)*CX*(T(I,J) - TP), on line 139, Attachment G, Part 1 is a variation
of the Penman equation with the wind velocity term omitted. The variables
in this equation are as follows:

S(I,J) is the monthly potential evapotranspiration, in inches.

R(I,J) is the total monthly solar radiation computed in subroutine
SRAD and expressed as inches of water evaporation equivalent.

CX is the quantity 1./(ClL + 13.*CH);
where C1 = 68. - 3.0 (ELEV/1000.),
ELEV is elevation of weather station, in feet,
CH = 50./DELE,
DELE = E2 - El,

EZ is saturation vapor pressure of water at mean
maximum air temperature for warmest month of
year in units of millibars, and

El is saturation vapor pressure of water at mean
minimum air temperature for warmest month of year
in units of millibars.

T(I,J) is mean monthly air temperature in units of °F.

TP is the quantity 27.5 - 0.25%DELE - (ELEV/1000.).
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After the potential ET values are computed for one weather station
for the period of interest, monthly precipitation, temperature, and
potential ET values are written to file 11 and file 6, the output listing
devices.  Then the program computes potential ET for another weather
station until all the weather stations have been used.

Input Data

Because of the sparseness of climatic data, all U.S. Weather Bureau
stations within and near the study area usually are used if the appropriate
climatic measurements have been obtained for the period of interest.

Even if some measurements are missing, estimates can be generated by
using linear regression on two or three nearby weather stations. The
question of how many weather stations are needed to provide enough input
data can be answered only after a thorough examination of the study

area. If precipitation varies widely over the area, then several weather
stations appropriately located will usually be necessary to adequately
represent the precipitation events. If, however, precipitation is

fairly similar throughout the study area, then fewer weather stations
will be needed.

The types of input data for the PET Program are illustrated in
Attachment G, Part 2 by using the Twin Platte-Middle Republican study as
an example. One type of input data, the mean daily solar radiation on
cloudless days for each month is read from file 3 (line 1lo7 in Attach-
ment G, Part 1) in one 80-character record (line 8, Attachment G, Part 2).
These values are applied to the entire study area.

The second type of input data for this program are referred to as
control cards and they are read from file 5 (lines 86 and 93, Attachment
G, Part 1) for items 1, 2, and 3 explained below. The different types
of control cards are as follows:

(1) First and last years of the simulation with a format of (214)
(1ine 10, Attachment G, Part 2);

(2) the U.S. Weather Bureau's (USWB) stations with their identifi-
cation numbers and descriptions with a format of (2A3, 18A4), used for
the percent possible sunshine (line 11); and

(3) three cards for each weather station where card 1 contains the
USWB's identification number and description for the monthly precipitation
with a format of (2A3, 18A4) (line 12), card 2 contains the same informa-
tion for mean monthly air temperature (line 13), and card 3 contains the
altitude of the temperature stations, in feet, with a format of (F5.0)
(1ine 14).
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The three input items listed under item (3) are repeated for each
weather (precipitation) station (lines 15 through 68).

The final type of input data for this program is the climatic data
file (file 8). This 80-character file contains the USWB's identification
number (2A3), the year of the data, (I4), and one of the following:

(1) Twelve values of monthly precipitation, in inches;
(2) twelve values of monthly mean air temperature, in °F;
(3) twelve values of monthly percent possible sunshine; or

(4) two values of maximum and minimum mean daily air temperatures,
in °F, of the warmest month of each year (usually July).

The format for these last four items is (12F5.0), and all of these
items have a card indicator type in columns 79 and 80 for each card.
The card indicators are defined in the program (Attachment G, Part 1).
Examples of the climatic data file are listed in Attachment G, Part 2.
These data are read from file 8 at lines 99 and 172 in the program.

Output from Program

The output from the PET Program 1is printed using file 6 (line 1,
Attachment G, Part Z) and stored as a permanent data set, file 11, on a
magnetic tape or disc system (lines 4 through 6, Attachment G, Part 2).
The variables written on these two files are listed in the '"'write"
statements on lines 143, 148, and 149 in the program (Attachment G,
Part 1). The format statements for these files are found on lines 144,
150, and 151 in the program.

A sample listing of file 6, which is identical to the permanent
data set, file 11, except for spacing between variables, is found in
Attachment G, Part 3. The first line contains the six-character USWB
station identification number and the name of the weather station. Each
additional line contains the following variables or items: the six-
character USWB station identification number, the year, the month, the
total monthly precipitation in inches, the mean monthly temperature in
degree Fahrenheit, and the monthly potential evapotranspiration in
inches. After the specified number of years of data are listed for this
weather station, data from other weather stations are listed.
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Soil-Water Program

The Soil-Water Program simulates the infiltration, storage, and
removal of water from the soil on a monthly basis in order to compute
the amount of water that passes through the soil eventually to become
recharge to the underlying ground-water flow system. This program also
has been described by Lappala (1978). A listing of the main program, of
typical input to the program and typical output from the program are
presented in Attachment H, Parts 1, 2, and 3, respectively.

The volume of water that passes through the soil to become recharge
is dependent largely on weather, nature of the soils, and crops grown.
The soil groups, crop types, and weather stations will be discussed in
an interpretive report on the Twin Platte-Middle Republican study area
(James W. Goeke, written commun., 1984).

A schematic showing the major factors involved in water balance
within the soil is given in figure 12. Water is added to the soil by
precipitation and by irrigation. It remains in storage in the soil zone
until it is removed either upward through evapotranspiration or downward
through deep percolation to the ground-water system. In this program,
water movement through the soil is assumed to be in a vertical direction.
Deep percolation occurs when the water in the soil exceeds the water-
holding capacity of the soil.

It should be noted that infiltration and surface runoff are computed
without considering the antecedent moisture conditions. Infiltration
and surface runoff are determined from the empirical relationships
discussed below.

The amount of infiltration through the soil surface is dependent on
the amount and intensity of precipitation, topography of the land surface,
soil lithology, and vegetative cover. Infiltration is computed by
utilizing infiltration-curve numbers and infiltration-curve coefficients.
Surface runoff is the difference between precipitation and infiltration.
The curve numbers are selected after considering soil lithology, vegeta-
tion or crop type, and topography as indicated in figure 13. These
precipitation-infiltration curves were derived from empirical monthly
precipitation-runoff curves for varying soils, land use, and topography
(Lappala, 1978). The infiltration-curve coefficients are simply the
ratios of monthly infiltration to monthly precipitation taken from the
appropriate curves (see example on fig. 13).
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MONTHLY INFILTRATION, IN INCHES

MONTHLY PRECIPITATION, IN INCHES

Figure 13.--Monthly precipitation-infiltration for different soils,
land use, and topography.
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This program provides for a delay of infiltration from the date of
precipitation, if precipitation falls as snow and if average monthly air
temperatures are below a specified level. For this study, the maximum
number of days that snow storage can occur (SNDAY) was selected as 40;
and the minimum temperature at which precipitation does not go into snow
storage (IMIN) was selected as 27° F. Both of these values were based
on the climatic records in Nebraska.

The amounts of water used by different crops are indicated by crop
coefficients, which are monthly ratios of actual evapotranspiration and
potential evapotranspiration. The crop coefficients used in this study
were obtained from the curves shown on figure 14. These curves were
derived from field experiments by the U.S. Bureau of Reclamation (Lappala,
1978) . Modifications were made in the crop coefficients for row crops
and for pasture and range to reflect conditions in the study area. A
larger crop coefficient of 1.0 was used for row crops during July, and
lower crop coefficients were used for pasture and range from July through
October when the grasses are frequently dormant. These crop coefficients
are used to compute actual evapotranspiration from the potential evapo-
transpiration calculated in the PET Program.

The ranges in the water-holding capacity of the soil were obtained
from soil-series data (U.S. Soil Conservation Service, 1978). The
water-holding capacity of the soil is the difference between the quantity
of water in the soil at field capacity (the quantity of water held in
the soil after gravitational water or deep percolation has drained) and
the quantity of water in the soil at wilting point (the moisture content
in the soil resulting in permanent wilting of plants). The water-
holding capacities of the soils sometimes were adjusted after the Soil-
Water Program was run so that the computed deep percolation, surface
runoff, and consumptive-irrigation requirement (CIR) values corresponded
with estimated and measured values.

The Soil-Water Program generates data on CIR, dryland water shortage,
and deep percolation for both dryland and irrigated land using crop
type, soil group, and weather station data. This program assumes that
plants withdraw water at a rate independent of the available soil moisture
until the water is depleted. At this time, evapotranspiration is reduced
to zero. For dryland conditions, the available soil moisture may fall
below the wilting point. When this occurs, the remaining soil moisture
cannot be used for evapotranspiration. Thus, when evapotranspiration
demands exceed stored available soil moisture plus infiltration during a
month, the excess ET demands are reported as dryland water shortage.
This shortage is for reference only; the dryland water shortage is not
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replenished. For irrigated conditions, CIR is computed as the amount of
water required to maintain soil moisture at 50 percent of the water-
holding capacity. Deep percolation occurs under irrigated and dryland
conditions when the available soil moisture exceeds the field capacity
(FC * AZ on fig. 15).

The CIR, deep percolation, and other values computed by the Soil-
Water Program were determined for an irrigation pumping period from June
through August and for a nonirrigation pumping period from September
through May for this study. However, the length and numucr of the
pumping periods can be varied.

The previous soil moistures for irrigated and dryland crops are not
initially known. They are set within the program as follows. The
previous soil moistures for irrigated crops (SMIP) and for dryland crops
(SMDP) are initialized at one-half and one-fourth of the available soil
moisture, plus the wilting point for the root zone depth, respectively.

Modifications in the Soil-Water Program from an earlier version
(Lappala, 1978) include procedures for handling nonuniform distribution
of rainfall with respect to time, for reducing the initial surface
runoff by using a '"'seep' term, and for alternating small grain and
fallow land uses. Modifications for nonuniform distribution of rainfall
are included because without them, precipitation is input as monthly
values that eliminate the temporal features of daily data on rainfall.
The U.S. Bureau of Reclamation ran a daily soil-water program, which is
similar to the one described in this report, using climatic data for

Nebraska (Fred J. Otradovsky, written commun., 1979; and Otradovsky, 1980).
With multiple regression techniques, they developed the nonuniform dis-
tribution of rainfall procedure. The result of this procedure is an
increase in deep percolation.

The second modification in the program, the addition of a ''seep"
term, was needed to account for recharge that seeps from road ditches,
ponds, low areas, and intermittent drains. The rainfall-runoff curves
in the Soil-Water Program were developed from data collected on 4-acre
watersheds, and they represent only initial surface runoff. When larger
areas are considered, much of the original surface runoff reaches road
ditches, ponds, swales, etc., from which water percolates downward to
become recharge to the aquifer. The fraction of the initial surface
runoff that is subsequently retained and percolates downward to become
recharge is referred to as ''seep" and 1s treated as additional deep
percolation in this program (Fred J. Otradovsky, U.S. Bureau of Reclamation,
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written commun., 1979; Otradovsky, 1980). The "seep'" values used in
this study are estimates that are based on surface runoff from large
watersheds in Nebraska that have these soils or similar soils. Attach-
ment H, Part 2 contains the '"'seep'" values used for this study.

The final modification in the program, alternating the small grain
and fallow land uses, was necessary to account for the farming practices
in this area. Wheat is grown the first year on lands that are initially
delineated as small grain, and the land is left fallow the next year.
Alternatively, lands left fallow the first year, are planted to wheat
the following year. This cycle is repeated throughout the time period
of the study.

This program, like the PET Program, produces results that are not
discretized; that is, output from the Soil-Water Program represents a
particular weather station, soil group, and crop type or land use and
not a specific area or element.

General Format of the Program

The major components of the Soil-Water Program are listed below.
Figure 15, which is a flow chart illustrating the major steps in the
program, provides a summary of the general format of this program.

1. Read and write program options and soil, crop, and infiltra-
tion parameters (lines 151 through 242, Attachment H, Part 1).
2.  Start the weather station loop (line 248).

3. Read and store for the simulation period the monthly values of
precipitation, mean temperature, and potential evapotranspira-
tion for one weather station (lines 273 and 274).

4. Start the soils and crops loops (lines 306 and 312).

5. Initialize soil moisture for dryland and irrigated land and
other soil parameters for all soils (lines 323 through 342).

6. Start loop on monthly time increments (line 348).

7.  Perform procedures for handling snow storage and snow melt
(lines 375 through 397).

8. Compute infiltration (I) and surface runoff (RO) (lines 398
through 404).
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10.

11.

12.

13.

14.
15.

16.

17.

18.

19.

Compute maximum evapotranspiration (lines 406 through 413).
This includes procedures for alternating between small grain
and fallow land uses.

Compute current soil moisture (Si), deep percolation for
dryland and irrigated land, dryland water shortage, and
consumptive irrigation requirements (lines 418 through 455).
The deep percolation contains procedures for nonuniform
distribution of rainfall.

If desired, write to printer and (or) disc monthly values of
precipitation, temperature, potential evapotranspiration,
evapotranspiration, deep percolation, snow storage, surface
runoff, and soil moisture (lines 454 through 463).

Summarize precipitation, snow, infiltration, surface runoff,
ET, deep percolation for irrigated and dry lands, dryland
water shortage, and soil moisture for drylands and irrigated
lands for irrigation and nonirrigation season (lines 468
through 547).

Determine whether to compute and print seasonal and (or)
yearly summaries. If the logical variable, SMRY, is true,
only yearly summaries are computed and printed; however, if it
is false, both seasonal and yearly summaries are computed and
printed (lines 482 and 522).

Ind of monthly time loop (line 547).

Compute average of each value listed in item (11) above for
the entire time period for each soil, crop, and weather
station (lines 550 through 562).

Compute average recharge or discharge for each soil, crop, and
weather station (lines 572 through 589).

Write outputs to printers and (or) disc (lines 600 through
034).

End soils and crops loops (line 035).

End weather station loop (line 041).
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Figure 15.--Flow chart of Soil-Water Program.
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Input Data

Input data for the Soil-Water Program consist of four types.
First, the program options are read (lines 154 through 156, Attachment li,
Part 1) in the following order:

1. Title of the soil-water run (ITL);
2. number of weather stations (NUMSTA);

3. logical variables for monthly summary (if MOPRI = T) and
yvearly summary (1f SMRY = T) of inputs, outputs, and changes
in soil-moisture storage and logical variables for seasonal
listings (if F13P = T) and average (for the entire time
period) listings (if F14P = T) of recharge and CIR;

4.  minimum temperature at which precipitation does not go into
snow storage (IMIN);

5. maximum number of days that snow storage can occur (SNDAY);
6. number of crops (NCR);
7. number of soils (NSC);
8. last year in the simulation or number of years from the first
year to be used in computing averages (LYR);
9. first month of irrigation season (MFST); and
10. last month of irrigation season (MLST).

Examples of this input are listed in Attachment H, Part 1, file 8, lines
8 through 11.

The second type of input is crop, soil, and infiltration data.
These data are read from file 8, lines 159 through 187, Attachment H,
Part 1. The items read are the following: (1) crops or land uses; (2)
soil group; (3) infiltration-curve coefficients; (4) monthly crop coef-
ficients for each crop and the root-zone depth of each crop in inches;
and (5) field capacity, wilting point, infiltration-curve number, seep
term, farm efficiency, and field losses for each soill. Examples of this
input are listed in Attachment H, Part 2, on lines 12 through 39. Farm
efficiencies and field losses may be set to 1.0 and 0.0, respectively,
to eliminate thelr effects in this program. These items will, however,
be used in the Recharge-Discharge Program.

50



The third type of data read from file 8 is the U.S. Weather Bureau's
six-digit weather station number and weather station name. These are
read from lines 236 and 237 of the program. Examples of these data are
found on lines 40 through 58 of the input data.

The final type of data read is the output from the PET Program,
which includes data on total monthly precipitation, in inches; mean
monthly temperature, in degrees Fahrenheit; and the monthly potential
evapotranspiration, in inches, for each weather station. These data are
read from lines 273 and 274 of the program. Examples of this input are
provided in Attachment G, Part 3.

Output from Program

The output from the Soil-Water Program is printed using file 6
(line 1, Attachment H, Part 2Z) and stored as permanent data sets, files
13 and 14, on a magnetic tape or disc system (lines 5 through 7 and line
2). However, for this example, file 14 was not used. The variables
written onto these files can be grouped into three types: data checks;
echo or listing of input data and program options; and results generated
by the program.

The output for the data checks listed on file 6 indicate whether
specific problems occur with the input data. There are data checks for
crop numbers (lines lo6 and 107 of Attachment H, Part 1); soil numbers
(1ines 169 and 170 of the program); relationship between the first and
last month of the irrigation season (lines 239 through 241); the number
of months of data read from the PET data set that exceeds the selected
limit (lines 281 through 284 of the program); and weather station numbers
that do not match between files 1 and 8 (lines 295 through 298 of the
program) .

The echo or printing of the program options and input data using
file 6 is a listing of the types 1 and 2 input data discussed in the
previous section. Lines 18Y through 234, Attachment H, Part 1, contain
the write and format statements for this output. Examples of the output
listings are found in Attachment H, Part 3.

The final type of output, results generated by the program, can be
in several forms depending on the program options specified. Monthly
values of the precipitation, mean temperature, snow storage, infiltration,
surface runoff, evapotranspiration, deep percolation for irrigated
lands, consumptive irrigation requirements, soil moisture for irrigated
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lands, deep percolation for drylands, water shortage for drylands, and
soil moisture for drylands may be listed on file 6 (lines 460 through
463, Attachment H, Part 1 and footnote 3, Attachment H, Part 3).

Seasonal values for both the irrigation and nonirrigation pumping .
periods also may be listed on file 6 (lines 483 through 485 of the
program for the irrigation pumping period and lines 523 through 525 of
the program for the nonirrigation pumping period). All monthly values
are printed in their appropriate seasonal sums except mean temperature.
It should also be noted that the seasonal values are not listed unless
the logical variable, SMRY, is false (lines 482 and 522 in the program).

The average monthly values for all parameters except mean tempera-
ture for the entire simulation period are printed using file 6 (lines
561 and 562 of the program). An example of this is illustrated in
Attachment H, Part 3. Output listings for the monthly and seasonal
values have not been included in Attachment H, Part 3.

Simulation totals and average values for deep percolation (recharge)
or CIR are printed using file 6 (lines 600 through 603 for the write
statements, and lines 017 through 028 for the format statements in the
program) for the following conditions: Irrigated lands during the
nonirrigation pumping period (NPP), drylands during the NPP, irrigated
lands during the irrigation pumping period (IPP), and drylands during
the IPP by weather station, soil group, and crop. Positive totals or
averages represent recharge for all the conditions, negative values
represent the CIR on irrigated lands during the IPP, and zero values
represent no recharge and water shortages on drylands during NPP and IPP
and no recharge on irrigated lands during the NPP. An example of the
listing is shown in Attachment H, Part 3. If the logical variable, F14P
is true (line 604), then the average values for the simulation period of
recharge or CIR for the four conditions are written onto permanent file.
14 (lines 604 through 606 in the program).

The seasonal values for recharge or CIR by weather station, soil
group, and crop for the four conditions are listed on file 6 (lines 630
through 634 in the program). The lines following footnote 4 in Attach-
ment H, Part 3, illustrate this output. If the logical variable, F13P,
is true (line ¢010), then the seasonal values for recharge or CIR by
weather station, soil group, and crop for the above four conditions are
written onto permanent file 13 (lines 010 through 616 in the program).



Procedures for Running the Program

By changing the program options discussed in the section on Input
Data, different types of output from the Soil-Water Program can be
obtained. The values for the four logical variables, MOPRI, SMRY, FL3P,
and F14P (line 154, Attachment H, Part 1) determine the amounts and
types of data listed on file 6 or stored on permanent files. For addi-
tional information on these items, the reader should review the previous
three sections.

Pumping periods may be modified by changing the MFST and MLST
variables in the program options (line 154 in Attachment H, Part 1) and
by changing lines 264 through 267 in Attachment H, Part 1. Two pumping
periods can be developed. If more than two pumping periods per year are
needed, additional changes especially in the write statements will be
necessary.

Recharge-Discharge Program

The Recharge-Discharge Program, using output from the Soil-Water
Program and information on irrigation and land use, computes net recharge
to, or discharge from the ground-water flow system for each element of
the RAQSIM ground-water flow model for a given time period. The develop-
ment of the Recharge-Discharge Program, including the major assumptions
in the input data, will be discussed in an interpretive report for the
Twin Platte-Middle Republican study area (James W. Goeke, written commun.,
1984). The information that follows describes two versions of the
program and how tney operate.

The calibration version of the Recharge-Discharge Program (PUMP)
used for the Twin Platte-Middle Republican study called TPMRPUMP computes
recharge and CIR data for the calibration period from 1935 through 1978.
The predictive version (PRED), called TPMRPRED, computes recharge and
pumpage data for a specified time period, 1981-2020, rate of ground-
water irrigation development, and irrigation application rate.

PUMP Program
The calibration version of the Recharge-Discharge Program, PUMP

Program (the TPMRPUMP Program for the Twin Platte-Middle Republican
study will be used as an example) uses different deep percolation and
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CIR data for each pumping period. Figure 1o, a generalized flow chart
of the PUMP Program, illustrates the structure within this program. A
listing of the program, of typical input, and typical output are pre-
sented in Attachment I, Parts 1, 2, and 3, respectively.

Program

The major components of the PUMP Program (Attachment 1, Part 1) are
listed below.

1. Read and write annual canal diversions; compute and write
annual amounts of surface water applied per acre; and read and write
area of elements, land use by county and year, and annual seepage rates
from canals and lakes (lines 113 through 157).

2. Start '"years'" loop (lines 161 through 516) where everything
within the loop is processed each year.

3. Read wells per element and recharge and CIR data by soil,
weather station, and crop (lines 170 through 229).

4. Start element loop (lines 233 through 475) where everything
within the loop is processed for each element within the study. Read
soils and land use data (lines 233, 234, and 262).

5. Compute seepage values for canals and lakes (lines 241 through
260) and compute land uses, including the acres of dryland and irrigated
row crops, alfalfa, small grain, pasture and range, and fallow (lines
279 through 314).

6. Compute net recharge and CIR for each pumping period based on
soil group, land use, and weather station data for each element for the
following situations (lines 318 through 4406):

a. Only ground-water irrigation occurs.
b. Only surface-water 1lrrigation occurs.
c. Both surface- and ground-water irrigation occurs. Surface-

water supply is adequate without supplement for surface-water
irrigated acres, and ground water is used for irrigation of
additional acres.

d. Available surface water is not adequate to irrigate surface-
water irrigated acres; allow 50 percent of ground water to be
used as supplemental water on surface-water acres.
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Figure 16.--Generalized flow chart of the PUMP Program.
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7. Add municipal pumpage to the net recharge and CIR values (lines
449 through 460).

8. End of the element loop (line 475).

9. Check to determine if new municipal pumpage should be read
(lines 476 through 481).

10. Write net recharge or CIR values (QGS and QOS) by element and
pumping period to file 6, the printer, and to permanent file 8 (lines
483 through 498).

11. Check to determine if new acres per well values should be read
(lines 508 through 515).

12. End of the yearly time loop (line 516).

Input Data

Input data for the PUMP Program is read from nine files. Attach-
ment I, Part 2, contains listings of all or parts of each file using
input data for TPMRPUMP as an example. A brief description of the data
that each file contains 1is listed below in the order that they are read
from the program.

1. File 5, annual canal diversions (lines 116 and 117, Attachment
I, Part 1). Values read are annual diversions for Y canals, in acre-
feet, and annual proportions of surface-water irrigated acres used for 4
canals.

2. File 11, area of elements (lines 130 and 133). Values read are
element number and area of element in acres.

3. File 10, agricultural statistics on crops harvested (lines 138
through 140). Ten different land-use categories for dryland and irrigated
land are read by county and year.

4. File 12, annual seepage from streams and lakes (lines 148
through 151). Values read are seepage from Y streams and 4 lakes, in
feet per mile and feet per acre, respectively.

5. File 13, wells per element by year (lines 176 through 178 and
line 182).
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6. File 14, seasonal recharge and CIR data (lines 195 through
219). This is output file 13 of the Soil-Water Program Attachment H,
Part 3).

7. File 9, soils and land use information by element (lines 233,
234, and 262). Items read are element number, proportions of seven soil
groups and water in each element (each value must be multiplied by 0.01
to obtain proportion), weather station number, county number, proportions
of three land-use categories in each element (croplands, pasture and
range, and water), canal index, surface-water irrigated acres, land
surface elevation in feet, canal lengths, lake index, lake area in
acres, and ground-water irrigation factors.

8. File 15, municipal pumpage (lines 476 through 481). Values
read are pumpage, in units of square feet per second, for different time
periods and elements.

9. File 16, acres irrigated per well by county, usually averaged

for 5-year periods (lines 508 through 513 and line 515).

Output from Program

The output from the PUMP Program is printed using file 6 (line 9,
Attachment I, Part 2) and stored using file 8 as a permanent data set
(lines 12 through 14, Attachment I, Part 2). Output to these files may
be grouped into three types: data checks, echo or listing of input
data, and results generated by the program. Output from TPMRPUMP
(Attachment I, Part 3) are typical examples of the output for the PUMP
Program.

The output for data checks, which are listed on file 6, indicate
either a specific problem with the input data or a computational prob-
lem. The data check for weather stations and county numbers (lines 269
through 274, Attachment I, Part 1) determines if these data fall within
the correct ranges. The data check for surface-water irrigated acres,
irrigated acres, dryland acres, surface-water shortage, surface-water
shortage after supplemental ground water, and net recharge or CIR for
the irrigation and nonirrigation pumping periods (lines 440 and 441) is
used to check land use, recharge, and CIR calculations. When computa-
tions for these parameters are being performed correctly, these data
check lines are not used but are made comment statements (a '"'C'" in
colum 1).
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The echo or listing of the input data using file o is performed to
check that the input data have been correctly read. Items checked by
this procedure are annual canal diversions (lines 118 and 119, Attach-
ment I, Part 1), area of elements (lines 131 and 132), agricultural
statistics on crops harvested (lines 141 through 144), annual seepage
from canals and lakes (lines 152 through 154), recharge or CIR from the
Soil-Water Program (lines 220, 221, and 223), and the number of wells
per element (lines 183 and 184). The last two listings have been changed
to comment statements; they are used when the program or input data is
being initially checked.

The final type of output is tnhe net recharge or CIR data by element
for the irrigation and nonirrigation pumping periods. These data are
printed on file 6 (lines 491 through 493 and 496 through 498, Attachment I,
Part 1) and stored on file 8 (lines 489, 495, and 514). File 8 then is
used as input to the RAQSIM ground-water flow model.

Procedures for Running and Modifying the Program

Some modifications in the PUMP Program can be made very simply.
For example, the number of years in the '"years'' loop on line 161 of the
program (Attachment I, Part 1) can be changed. Thus, net recharge and
CIR data can be computed for any desired time period if the necessary
input data are available. When steady-state results from this program
are desired, the years loop is read for only 1 year or for some time
period that is believed to be representative of steady-state conditions.
For this latter case, the net recharge and CIR data are averaged at
individual elements based on length of the time period.

If information indicates that the recharge or pumpage should be
substantially different from that generated by the Soil-Water Program
for certain soill groups, crops, or weather stations, adjustments can be
made in the statements on lines 224 through 227, Attachment I, Part 1.
Additional modifications probably will require some changes in the
program or the input data.

PRED Program

The predictive version of the Recharge-Discharge Program, PRED
Program, is a modification of the PUMP Program. The PRED Program (the
TPMRPRED Program for the Twin Platte-Middle Republican study will be
used as an example) calculates the net recharge or discharge for dif-
ferent ground-water irrigation development rates and for different
irrigation-application rates.
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Program

Figure 17, a generalized flow chart of the PRED Program, illustrates
the structure of the PRED Program. Listings of the main program, of
typical input, and of typical output from the PRED Program are presented
in Attachment J, Parts 1, 2, and 3, respectively.

Comparisons between figures 16 and 17 show the principal differences
between the PRED and PUMP Programs. The major differences are:

1. The PRED Program has one additional loop more than the PUMP
Program, the ''soil and land-use' loop (lines 174 through 233, Attach-
ment J, Part 1). In this loop, using the TPMRPRED Program as an example,
the soil groups and land uses are read for each element, the 1980 irri-
gated acres file is read for each element, and average seepage values
are calculated for canals and lakes.

2. The PRED Program contains procedures (lines 254 through 263)
for adding more ground-water irrigated acres if more than 10.0 acres are
irrigable but not irrigated. Any ground-water irrigation-development
rate may be selected.

3. The computations of net recharge or discharge in the PUMP and
PRED Programs are similar. However, for the PRED Program there is no
need to supplement surface water with ground water for irrigating lands
with deficient surface-water supplies because these deficiences are
taken into account in the 1980 irrigated-acres file (item (1) above).

Two major differences in the TPMRPRED and TPMRPUMP Programs are
related to this study. First, the time periods used in the ''years' loop
are different--1981 to 2020 (TPMRPRED) instead of 1935 to 1978 (TPMRPUMP).
(The RAQSIM model was extended to 1980 before any predictive model runs
were performed.) Also, annual canal diversions, seepage rates from
canals and lakes, and agricultural statistics on the proportion of
dryland and irrigated row crops, alfalfa, small grain, pasture and
range, and fallow, by county, for the TPMRPRED Program are computed for
a shorter time period (1963 to 1978) compared to the TPMRPUMP Program
(1935 to 1978).
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Figure 17.--Generalized flow chart of the PRED Program.
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Input Data

Input data for the PRED Program 1s similar to the input data for
the PUMP Program with a few important differences; much of the input
data for PRED Program are averaged for a ''selected" time period.

Attachment J, Part 2, contains typical listings (based on TPMRPRED
Program) of all or parts of six input files for the PRED Program. Brief
descriptions of the data within each file are listed below in the order
they are read:

1. File 5, average annual canal diversions for the 1963-78 time
period (lines 131 and 132, Attachment J, Part 1). Values read are
diversions for 9 canals, in acre-feet.

2. File 11, area of elements (lines 137 and 140). Values read are
element number and area of element, in acres.

3. File 10, agricultural statistics on crops harvested (lines 145
through 147). Values read are agricultural statistics on crops harvested
for ten different land-use categories for dryland and irrigated land.
They are read by county and year.

4. File 5, average annual seepage from streams and lakes for the
1963-78 time period (lines 154 through 157). Values read are seepage
from 9 streams and 4 lakes, in feet per mile and feet per acre, respectively.

5. File 14, value of average seasonal recharge and CIR data are
read by weather station, soil, and crop for the four conditions mentioned
in the section on Soil-Water Program from the 1963-78 time period (lines
163, 164, and 168). )

6. File 9, soils and land-use information by elements (lines 174,
175, and 223). This file 1s read again later in the program (lines 248,
249, and 223). Items read are element number, proportions of seven soil
groups and water in each element (each value must be multiplied by
0.01), weather station number, county number, proportions of three land-
use categories in each element (croplands, pasture and range, and water),
canal index, surface-water irrigated acres, land surface elevation,
canal lengths, lake index, lake area, and ground-water irrigation
factors.
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7. File 12, 1980 irrigated acres file (lines 181 through 183).
Values read for each element based on 1980 conditions are element number,
total surface- and ground-water irrigated acres, surface-water irrigated
acres, ground-water irrigated acres, dryland acres, water acres, surface-
water shortage acres, and maximum irrigable acres with an upper limit of
88 percent of the land area.

Output from Program

The output from the PRED Program is listed in Attachment J, Part 3.
It should be noted that not all the output is listed, but only examples
from the TPMRPRED Program are presented. Two output files, the printer
file 6 (line 1, Attachment J, Part 2) and a permanent dataset file 8
(1ines 15 through 17) are used in this program. These files can be
divided into three types of output: data checks, echo or listings of
input data, and results computed by the program.

A data check for weather stations and county numbers (lines 229
through 231, Attachment J, Part 1) is used to determine if these items
fall within the correct ranges. If either of these items falls outside
the given range, information indicating the problem is printed using
file o.

The echo or listing of input data using file 6 1s done to check
that the input data has been correctly read. Items checked by this
procedure are the average annual canal diversions (lines 133 and 134,
Attachment J, Part 1), area of elements (lines 138 and 139), agricultural
statistics on crops harvested (lines 148 through 151), average annual
seepage from streams and lakes (lines 158 through 160), and average
seasonal recharge and CIR data (lines 165, 166, and 168). The last
listing has been changed to comment statements, and it is used only when
the program or input data is being initially checked.

The third type of output, the results computed by the program, are
the net seasonal recharge and pumpage for each year in the predictive
period (file 6, lines 424 through 426 and lines 429 through 431, Attach-
ment J, Part 1, and file 8, lines 422, 428, and 438) and the average
total and elemental recharge and discharge (file 6, lines 435 through
437). File 8 is then used as input to the RAQSIM ground-water flow
model.
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Procedures for Running the Program

Minor adjustments in the PRED Program (examples from the TPMRPRED
Program will be used) may yield significantly different net recharge and
pumpage values. By changing the irrigation-development rate (0.025,
which means that the irrigated acres are 1.025 times the acreage in the
preceding year) on line 255 of Attachment J, Part 1, different net
recharge and pumpage values can be generated for a variety of irrigation
development rates. In the Twin Platte-Middle Republican study, irrigation
development rates of 0.00, 0.025, and 0.100 were used, which resulted in
significantly different net recharge and pumpage values.

Modifications in the irrigation-application rates (line 167, Attach-
ment J, Part 1) also may produce significant changes in the net recharge
and pumpage values. In the equation

QIRGS (IS,IW,IL) = (-15.0%4.0)/12.0,

QIRGS (IS, IW, IL) is the recharge or CIR during the irrigation pumping
period for a specified soil group (IS), weather station (IW), and land
use (IL); and the -15.0 value represents 15 inches of pumpage. Thus, if
a different pumpage value 1s required,change the -15.0 value to the
negative of the new pumpage value.

In the above equation, 4.0 i1s the volume rate factor, which must be
modified if the irrigation pumping period is changed from the June
through August time period (92 days or approximately 0.25 of a year),
presently used in TPMRPRED. The volume rate factor is the reciprocal of
the length of the pumping period in years. For this case, the irrigation
pumping period is 0.25 of a year; therefore, the reciprocal of 0.25 is
4.0. Finally, the 12.0 value in the above equation converts the pumpage
from inches to feet.

A variety of time periods may be computed by adjusting the 'years"
loop (fig. 13 and line 239, Attachment J, Part 1). This change may
require additional changes in the input data so that time periods
correspond.
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SUMMARY AND CONCLUSIONS

RAQSIM is a generalized flow model of a ground-water system using
finite-element methods, which has potential uses in areas other than the
Twin Platte-Middle Republican study. Within this report, RAQSIM was
documented to explain how it works and to demonstrate that it gives
valid results. The three support programs that are used to compute
recharge and discharge data required as input to RAQSIM also were
described in this report.

RAQSIM was developed to solve large-scale, transient, two-dimensional,
regional ground-water flow problems with 1sotropic or anisotropic conduct-
ance. It also has features that handle radial flow to a well and steady-
state flow. The items discussed are the mathematical basis, program
structure, data input and output procedures, data set organization, and
program features and options. An example with listings of input data
and output results was presented to illustrate RAQSIM's capabilities.

Two test problems, comparing RAQSIM with analytical procedures, were
presented and discussed. The results of these comparisons clearly show
that RAQSIM adequately simulates the physical system.

The first support program discussed, PET Program, uses solar radia-
tion and other climatic data along with the Jensen-Haise method to
compute potential evapotranspiration. The second support program, the
Soil-Water Program, uses output from the PET Program, soil characteristics,
and the ratio of potential to actual evapotranspiration for each crop to
compute infiltration, storage, and removal of water from the soil zone.
The third program, Recharge-Discharge Program, uses output from the
Soil-Water Program together with other data to compute recharge and
discharge from the ground-water flow system for both the calibration and
predictive periods.

For each support program, a program listing and examples of the
input data and output results were provided. Also, a brief discussion
on how each program operates and on procedures for running and modifying
these programs were presented.
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ATTACHMENT A - Listing of RAQSIM

C##x RAGSIN: REGIONAL AGUIFER SINULATION SSRXfRfeassxstssassastasessssess

CY  MIXED EXPLICIT-IMPLICIT PROGRAM TC SIMULATE 2-DIMENSIONAL TRANSIENT

Cr  AREAL GROUND-WATER FLOW OR 2-DIMENSIONAL TRANSIENT FLOW WITH RADIAL

Ct  SYMMETRY ABOUT THE Y-AXIS. DOUBLE PRECISION VERSION.

Lt REVISED: SEPTEMBER 1982

CY  ANISOTROPIC CONDUCTANCE AND LINEAR GROUNDWATER EVAPOTRANSPIRATION

Cx  ADDED AS OPTIONS: OCTOBER 1983

HRee eyl e s tiretsiptetiiteeiiiecttistaiibinatibstiiifisasifipetiie
9. C-DEFINITION DF SUBROUTINES:

10. C SBRO! INPUTS: PERFORMS INPUT OF INITIAL AND CONSTANT DATA.

t1. C SBRO2 BOUNDS: CHECKS FOR PROPER RANGE OF CERTAIN INTEGER DATA.

t2. C SBROJ CONTRL: SUBROUTINE TO CONTROL THE PROGRESS OF THE SIMULATION AND

O~y O Ly & o B e
- - - .

13. C KEEP TABS ON REMAINING COMPUTER TIME 7O ALLOW A RESTART.
14, C GBRO4 REFORM: GENERATES THE ANM ARRAY, CHECKS STABILITY CRITERIA,

15. € RECLASSIFIES AND RESEQUENCES IMPLICIT NODES IF NEEDED.
16, C SBROZ SMULAT: ROUTINE TO SIMULATE AND PERFORM MASS BALANCE

17. C CALCULATIONS FOR TIME PERIOD WITH CONSTANT HYDRAULIC

18. C PARAMETERS AND SPECIFIED BOUNDARY CONDITIONS.

19. C 5BRO6 FLUXES: CONSOLIDATES VARIOUS FLUX COMPONENTS AND RETURNS THEM AS
20, C DH ARRAY. ALSC UPDATES KNOWN HEADS AND TIME PARAMETERS,
21, C SERO7 TSMASS: CALCULATES CAPACITANCE AND CONDUCTANCE AS A

2. € FUNCTION OF SATURATED THICKNESS FROM TABLUATED INPUT

23, € AND DETERMINES THE AMOUNT OF FLUID IN EACH NODAL

MC SUBDOMAIN AT THE START OF SIMULATION AND AT THE

2 C END OF SIMULATION FOR USE IN MASS BALANCE,

26, [ GBROB SHAPE : DETERMINES BASIS FUNCTION INTEGRALS AND ELEMENT AREAS,
27, € GEROY STFLDW: CALCULATES NODAL FLUX TO STREAM. STREAM BAGEFLOWS AND
8, C DETERMINES WHETHER STREAM IS "DRY® DR "WET'.

29. [ SBRIO INTABL: RERDS TABULATED VALUES OF CAPACITANCE AND CONDUCTANCE
. C VERSUS "BATURATED THICKNESS® FROM DEVICE INTS.

31, C SBRI1 DAYS : DETERMINES NUMRER OF DAYS BETWEEN DATES. INPUT INTEGER
. ¢ VALUES FOR MONTH, DAY AND YEAR; OUTPUT IS NUMBER OF DAYS

33, C SBR12 NEWDAT: DETERMINES THE NEW MONTH, DAY AND YEAR GIVEN THE OLD
MONTH, DAY AND YEAR AND THE NUMBER OF DAYS ADDED,
SBR1Z ACCUM : SUBROUTINE WHICH FORMS SPACE AND TIME DERIVATIVE MATRICES.
SER14 SETANM: SUBROUTINE TO FORM THE LINKED LIST STRUCTURE OF ANM ARRAY
SBR1S FACTOR: SUBROWTINE FOR CHOLESKY FACTORIZATION OF MATRIX LAMDA.
SBR14 SOLVE : SUBROUTINE SOLVING FACTORED LAMDA MATRIX FOR LINKNOWNS.
39, C SBR17 DPTNUM: SCHEME TO RENUMBER IMPLICIT NODES TO MINIMIZE THE LEFT
., € HORTZONTAL FROFILE OF THE SYMMETRIC MATRIX.
41, € SER1G NUMLVL: SUBROUTINE WHICH RENUMBERS NODES WITHIN A PARTICULAR
42, C LEVEL STRUCTURE.
43, C SBR19 DISJNT: SUBROUTINE TO DETERMINE WHICH LEVEL STRUCTURE IS TO BE
4, € USED FOR # PARTICULAR DISJOINT CONNECTED COMPONENT,
4%, C SBRZD BLDLVL: BUILD LEVEL STRUCTURE.
45, C GBR2! DEEREE: DETERMINE DEGREES.
47, C SBR22 FINDIJ: FORM THE LINKED LIST I-J CONNECTION.
L1 bRt R Rt pRaslitiiieiiatiectiiatiaiiitibieiiiisisiciiesiitiiisssessst)
LA i PR Rttt i it iiiiziieotsoinsieitatititottitttboitoisistisoti
30, Ct VARIARLE DEFINITIONS NECESSARY FOR DETERMINING DIMENGIONS: L

w4
o~
[ I o T we B o T 0]
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51, [§ NN HUMREE OF NODES.

=2, Ct NBH & NUMBER OF NODES WITH ENOWN HISTORY OF HEAD,

53, CY DFX & EGUAL TO NN IF INTERMEDIATE FLUX VALUES ARE TO BE STORED

54, C# IN CORE, OTHERWISE EQUAL TO 1.

55. Cf MAXT ¢ MAXIMUM HYDRAULIC PROPERTY YS. SAT. THICKNESS TABLE LENGTH,
56, C1 NBF NUMBER DF NODES WITH KNOWN ROUNDARY FLUX.

57, [¥ NS5 : NUMBER OF STREAN GYSTEMS.

SB. Cf NSN @ NUMBER OF STREAM NODES.

59, [1 NHD  : NUMBER OF NODES TO HAVE HEAD HYDROGRAPHS DUTPUT,

40, € NE : NUMBER OF ELEMENTS,

61, CY DNE  : EQUAL TO NE IF ELEMENT DATA STCRED IN CORE: OTHERWIGE f.

2. Ot DAN  : DIMENSION OF CONDUCTANCE TENSOR (1:ISOTROFIC, T:4NSINTROPIC).
3. 0t DET  : NN IF SIMULATING SIMPLIFIED GROUNDWATER £T; DTHERWISE 1.

44, C8

b5, Ct MINIMUM REDUIRED DIMENSIONS:

4, C¥  PEALIR DRB=TANN+MAY {1, NBK)+DFX+ROON FOR IMPLICIT VECTOR (LAMDA)
87, O  FREALM DRA={2+0ANI SMAXTHMAY 11, NRF ) +SEMAX (1, NGNY +NN

48, % +{I+61DANY IDNE+ZRDET

69, Cr  INTEGERYZ  DIZ=ZAMAX(1.NGG)+IAMAX{1 NGN)+MAX (1, NRF}+MAY (1 NEH)
FIRS | +MAX {1, NHE)+7EDNE+ZH (NN-NEBH+ 1) +ROOM FOR MANM ARRAY
71, Oy LOGICALXL  DLG=MAY(I N3N

2.

73, C#  IF ARRAY STORAGE IS INSUFFICIENT, THE PROGRAM WILL STOF PRIOF TC
74, Ot ATTEMPTING FURTHER EXECUTION,

o P aw P e P e P e P e PR e P an P g P g P g P g e e

75, O

BT 8 et !
7. INTEGERY4 DRB,DR4,D12,DL6,DEZ, DEG

BT b 1

79. Ot THE VEZ YECTOR IS DGIMENSIONED 70O USE STORAGE PARTITIONED BY THE L
8%, Cr  VRG VECTOR. [DIMENSION IT NO MORE THAN 4 TIMES THE VRE VECTOR SIIE. 1t
Bl, C¥ L
82, CY  THE FOLLOWING DIMENGIONS AND ASCIGNMENTS MUST BE ADJUSTED IF MORE '
83, LY  ARRAY STORAGE IS NECESSAFY: 1
L 1 ettt H
BE. DOUBLE PRECISION VRB{I0H0G0)
34, DATA DRE/ 20000/
7. INTEEEFS2 VEZ1120000)
98, DATA BEQs 120000/
B9. FEALHS VRA(1340640)
20, DATA DR4/13400/
91, INTERERSZ Y12012800)
92 DATA 12712800/
9. LOGICALYL VLB {D0Z00)
4, 0ATA LB/ 0700/
EEP S PR Rt iR R R et iesii il betiastiiisstiitsititesisstiiissiittissit
9, EQUIVALENCE (VRB(LI,VEZ{1))
97, OO R I R IR I R R TR E s ey
25, COMMON /DEVICE/ INBF, INEH, INES, INHS, INN".INES.INSS.INTS,
9%, % IONG. T0SH, QUTEC, OUTN, DUTP, DUTS, DUTM, QUTH, ININ
14t INTEGER T4 INRF, INBH, INES, INHZ, INNE, INJS.YNcr INTS, TONE, I0SH,
101, & DUTC. GUTH, GUTP, OUTS, DUTM, DUTH, ININ
142 COMMON /DIMENSS NN(NE,NES.DGS,NEN,NBF, DRF.NEH, DBH, NHD, DHD, MAXT,
103 H DNE, DFY, NUK. NEL,NAA,NLM, DEZ NUL. NUE, DAN. TREHW, DET
104, INTERERES AN KE NS5, DSE, NSN, NBF, DBF  NEH, DBH, NHD, DHD MAXT,
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105, & DNE, DF Y, NUK,NK1, NAA, NLM, NUT, NUE, DAN, TABW, DET

106, COMMON /TIMES/ KS,DS,YS,TS,MF,DF,YF,TF,N.0D,Y, DAY, TINE, TTOTL,
107, ) NDAYO, TSFREQ, TSTRM, TENDH, TENDF, TRLOT, TFLUY,
108, % DTMAX, DTHIN, DHMAX, THETA, DHSTDY, DHFREQ, ITHAX

109, REAL$4 DD, TF,TIME,TS,TTOTL,TSFREQ, TSTRM, TENDH, TENDF, TPLOT,
10, % TFLUX, DTMAY, DTNIN, DHMAY, THETA, DHSTDY , DHFREQ

11, INTEGER$4 HS,DS,YS,MF,OF, ¥F, M, Y, 1DAY, NDAYO, TTMAY
12, CONMON /FORMTS/ FSTM,FSTS,FBDF, FEOH, FNXY, FNBS. FNOS

13, REAL14 FSTN(20),FSTS(20),FRDF (20)  FROH(201 ,
14, % FNXY (20), FNBS (20) ,FNGS(20)

115, COMMON /SUMFLY/  BALCUM, BBDS, GEDF, GEDH, SUMNG
116, DOUBLE FRECISION BALCUM,3BDS, OBOF, QBDH, SUNNG

17, COMMON /GWET/  IDEPTH, TGWET,ETMAX,SUMET,FETX, INET

18, REAL14 TDEPTH, TGHET, ETHAX, SUNET, FETX(20)

119, INTEGER§4 INET

120, C

12{, C.....LIST OF AFGUNENTS NOT PREVIOUSLY SRECIFIED:

122, INTEGERE4 CONTNU, KTABS,PCODE, DRSX, DI2X, KDDE, RADIAL, GCODE, THCODE
123, LOGICAL$! CODERC,CODEBF,CODEIS, CODERL, CODEQF, CODETH, CODESA, CODESS,
128, 2 CODESS

125, L

25, C.....LOCAL YARIABLES:

27 DOUBLE PRECISION NSET(2).ESET(2) NUMN{Z) NUME (2] NUNH(Z) NUMG(Z).
128, 5 NLINS (2] NUMR (2}, NUNEF (2}, NUMEH (2) , NLMHD (2)

129, 4 NUMET 2}, NUNTS (2}
130, REALY4  MIXED,TITLE{(20),FMT(20)

131, INTESERSS QUTD,DRLS, DRLY, DINZ, ABR, ABE, ABC, ABD, AGE, ABF , ARG, ABY,
132, b ABA, RAE, R4, AAD, AAE  RAF, AAG, ABH, A4T, A47, AGK, A4L, AAH, ARN,
13, & A4, 478, A2C, AZD,AZE, A2F AT AZH, AZI,
134, 4 SOCODE, S5CODE. STEADY, PCCODE, ISCODE, I, ENT

135, INTEGERS4 INFIN,ONE
175, INTEGERSZ NUM

137, LOGICAL FAILED, TABLD
138, DATA MIXED/AHMIXE/, INFIN/9999999/ FATLED/,FALSE./,

139, L NSET/BHNODAL DE.BHVICE  /,NUMN/BHNUMEER 0,BHF NGDES /,
140, L ESET/GHELENENT SHDEVICE /,NUME/BHNUMBER D,8HE ELMNTS/,
141, L NUMH/BHINITIAL ,OHMEADS  /,NUMO/BHMNODAL RE,BMCHARGES /,
142, & NUMS/GHNUM. OF BHSTREAMS !, NUMF/BHNLM. OF ,BHREACHES /,
143, % NUMEF/BHNUM DF B, 3HNDY FLLX/,NUMEM/BHNUM OF % BHNDY HEAD/,
188, % NUMHD/BHNUM OF H,EBHYDROGRAP/, NUMET/SHNUM OF 6,BH.W. ET. /,
185, L NUMTS/BHMAY TABL,BHE LENGTH/,ONE/1/,TABLD/,FALSE./
LAy Larvrrrsenssensssnrenertnssssesensarersssserenttensseriosssentoessnensnnes
147, BE2=DED
148, ININ=5

149, QUTD=4

L
151, 10 READ (ININ, {000, END=80) TITLE

52, IF{TITLE(L], EQMIYED) 6O T0 20
153, WRITE(DUTD,2000) TITLE

154, 60 70 10

155, C

{85, C.....FEAD BULE OF JOB-FILE INFUT DATASET:
137, 20 READ (ININ,1000,END=40 TITLE
158, RERD (ININ, 1010} MS,DS,YS,75.MF,OF YF. T
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159,
1640,
141,
162.
162,
164,
143,
166,
167,
168,
148,
170,
171,
172,
173,
174,
7E,

176,
177,
172,
1739,
180,
181,
-
183,
184.
185,
184,
187,
188,
189,
199,
191,
192,
193,
194,
195,
194.
197,
198,
199,
200,
201,
202,
202,
204,
205,
204,
207,
208,
299,
219,
2.

212,

Lo I o B o |

CALL DAYS (M5, DS, Y5, 0. NDAYD)

CALL DAYS (MF,DF,Y¥F NDAYD,NDAYS!

TTOTL=NDAYS+TF /24,0

TINE=TE/24,

READ (ININ,1020) RADIAL,GCODE

READ (ININ,1020) CONTNU, INHS,CUTM,STEADY, THCODE

READ (ININ,1030) THETA,DHSTDY,DTMAX,DTMIN, DHMAX

READ (ININ,10Z0} ITMAY,INTS,DAN

READ {ININ,1030) TSFREE,DHFREQ

READ (ININ 1020} INET,INGS,SGCODE,PCCODE, ISCODE, DUTS, GUTH, INNE,
¥ INES, I0GH, INDE, TONG, INBF, INBH, SACODE, FCODE, BUTP,
% DUTN

IF (DHMAY.LT.0.0) DHMAX=-DHMAX

IF (DHMAX.ES. 0.0 TTHMAX=1

[F{ITMRY,LT. L) ITMAY=LD

KTARS=1

IFUINTE.LE. &) KTARS=0

IF(KTARC.EQ, 1} TABLD=, TRUE.

[FLNOT.TABLEY DAN=0

IFIDANLET.0)  DAN=I

IF{DAN.LE.O}  DAN=!

TARK=2+0AN

IFGNOT.TABLD (OR. TEFPED.LLE.O.O) TEFREZ=I,04TT0TL

IF{.NOT.TABLD .OR. DHFPEG.LT.0.0) DHFREG=0.0

MEXT=0

IF(DHFFEQ,AT,9.0 ,AND, DHMAY,GT,DHFREQ} DHMAY=DHFFED

.. CHECK BOUNDS ON DEVICE NUMRERS, READ DIMENGIONINE PARAMETEFC,

ANT CHECK ROUNDS OH DIMENSIONS:

NUM=TNNS

CALL BOUNDS (NUM,ONE,CNE, INFIN,NSET,FAILED)

NIM=TNES

CALL BOUNDS (NUM,ONE.ONE, INFINESET.FAILED

READINNS, 102G) NN

NiIM=NN

CALL BOUKDS (NUM, ONE.DONE, INFIN, NUMN,FAILED

READ{INES, 1020} NE

NUM=NE

CALL ROUNDS (NUM,ONE,ONE, INFIN NUME FAILED
IF(INHS.LE. 0} INHS=INNS

IF{INHS.NE. TNNS) READ(INHE, 10Z0) NUM

IF LTNHS NE, INNS) CALL BOUNDS (NUM,ONE, NN, NN NUMH FRILED)
IFLINGS.BT.00  FEADIINGE. 10200 NUM

IF{INGS.BT.01  CALL EOUNDS (NUM,ONE NN, NN NUM3,FAILED)
TF{TABLD) READUINTS, 10Z0} #AXT

NUM=MAXT

IFITAELD) CALL BOUNDS (NUM,ONE,ONE, INFIN,NUMTS, FAILED)
H5S=0

NEN=0

IF(INSS.BT. 0 READIINGE, 14291 NSS,NGN

NUM=NSS

IF{INSS. 6T, 0} CALL BOUNDS (NUM, OME,DHE, NN, NUMS, FATLED)
HUM=NSN

IF(INSS.BT.0) CALL BOUMDS {NUM,CNE,ONE. NN, NUMR,FRILED)
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a3 NBF=0

214, IF (INBF.5T.0) READ(INEF, 1020} NBF

215, NUM=NBF

214, IFUINEF.BT. 00 CALL BDUNDS (NUM,ONE,ONE,NN,NUMBF,FAILED)
217, NBH=0

218. IF{INEH.GT. 0} READ(INBH.1020) NBH

219, NUM=NBH

220, IF{INBH.BT. 0} CALL BOUNDS (NUM.ONE,ONE, NN NUMEH,FAILED)
221, IF{INET.BT.0} READ(INET,1020) NUM

222, IF{INET.GT.0) CALL BOUNDS (NUM,ONE,NN,NN NUMET,FAILED)
223, DET=1

224, IFLINET.GT.0) DET=NN

223, READCININ, 1020} NHD

226, IF(NHD.ER. O} DUTN=0

227, NUM=NHD

228, IF(OUTN.GT.0) CALL BOUNDS (NUM,ONE,ONE,NN,NUMHD,FAILED)
229, C

230, C.....5ET STATE OF DPTION FLAGS:

2L CODEPC=,FALSE.

232, CODEBP=,FALSE.

233 CDDEIS=,FALSE,

234, CODERL=,FALSE.

235 CODEQP=.FALSE,

238, CCDETH=,FALSE.

217, CODESG=. FALSE,

238, CODESE=. FALSE.

239, CORESS=.FALSE.

240, IF{PCCODE.GT.0 LAND. INET.GT.D)  CODEPC=,TRUE,

281, IF(PCCODE.BT.O LAND. NGE,ET.0)  CODEPC=.TRUE.

242, IF{PCCODE.ET.1 .AND. NSS.GT.0)  CODERP=,TRUE.

243, IF(ISCODE.NE.O LAND. NSS.BT.0)  CODEIS=.TRUE.

244, IF{RADIAL.NE. O} CODERL=. TRUE.

245, IF(GCODE.NE. D) CODERP=.TRUE.

285, IF{SGCODE. NE. O) CODESR=. TRUE.

247, IF{SGCODE. NE. 0) CODESA=, TRUE.

248, IF(THCODE.NE.O LAND. STEADY.ES.0} CODETH=.TRUE.

249, IF (STEADY.NE.D) CRDESS=. TRUE,

250, IF{CODESS) THETA=1.1

231, NUKE=NN-NBH

252, NE1=NUK+1

283, [F(DUTH.BT.0) &0 TO 30

254, IF{I05H.6T.0) WRITE (OUTD.2210) IO5H,OUTH

233, ID5H=0

256, 30 WRITE(DUTD, 2010} TITLE

257, IF{CODERL) WRITE(DUTD, 2090)

208, IF 1. NOT.CODERL)  WRITE/DUTD, 2100)

239, IF(CODETH) THETA=0,57

260, IF (CODEGF) WRITELOUTD, 2110

2561, [F(,NOT,CODEGFY  WRITE{OUTD, 2120)

262, WRITE(OUTD, 2020} M5,D5,VS, TS, TIME MF,DF YF, TF,TTOTL, CONTNE,
263, & INHS, DUTM, CODESS, THETA

264, IF (CODETH) WRITECDUTD, 21301

263, [FLNOT,CODETH)  WRITE(OUTD, 2140

266, WRITE(DUTD, 2030} DHSTDY,DTMAY,DTMIN, DHMAY, ITMAX, TABLD, MAXT, INTS
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267,
2t8.
269,
279,
.
272,
273,
278,
275,
27¢.
277,
278,

a7
it

280.
281,
282,
283,
284,
283,
284,
287,
288,
289,
2990,
291,
292,
295,
294,
295,
294,
297,
108,
293,
300,
301,
362,
303,
304,
305,
106,
307

308,
309,
310,
It
2

33
It

T4C
215

3k,
I
318,
319,

2
320,

C

AN SUBDIVIDE §
T

[ T |
“

4

IF{DAN.EE. 1)
IF(DAN,EZ.T)

WRITE(QUTD,2180)
WRITE!QUTD, 2190}

IFITEFREQ.LT. 2, 00TTOTL) WRITE(QUTD,2150) TEFREQ

IF (DHFREQ,GT.C.0)

IF(INET.BT.0)
WRITE(QUTD, 2040}

ae

WRITE(DUTD, 2050)
WRITE{DUTD, 2060)
WRITECOUTD, 20793
IFIFAILED]
IF(OUTR,EQ. QUTD)
qUTR=0LTF

GO 70 30

DNE=NE

DFX=NN

WRITE(OUTD, 2160} DHFRED
WRITE{QUTD, 2200} INET
NSS, NSN, INSS, CODESG, CODERC, CODERF, CODETS, DUTS,
OUTH
NN, INNG,NE, INES, I0SH, INGS, IONG
NBF, INBF, NBH, INBH, NUK
CODESG, FCODE, OUTE, NHD. OUTH
60 T &0
G0 TQ 40

IF(IOSH.BT.0) DNE=t
[F(INBS,EQ.0) 10NE=0
TF{IONG.NE, 0, OR, INGE,LE. 0) DFY=]

DES=NSE
[F{DES.LE. 0} ESE

55
TFINGS.LE. 0} NEN

DEF=NEF
IF{DBF.LE. D)
DBH=NEH
IF(DBHLLE D)
DHD=NHD
[F{DHD.LE. D

BHD=1

IF{KTARS,EQ, 0} MAKT=]

DRLB=5ANN+DEH+DFY

DRBY=DRB-DELA

ABA = 1+DR3X
ABE =RBANN
ABC =RBE+AN
AHD =ABC+NN
ABE =ABD+AN
ABF =ARE+NN
ABG =RBF+0BH

AdE =1+MAY

AYE =A4A305
fAC =AAB4NEN
AAD =LAC+NEN
AAE =AAD4NSN
AdF =A3E+DRF
Adb =A4F+NSN
AdH =A4G+N5N
AAT =ASHHNN

hdl
AAK =A4J+21DNE
ASL =RAF+DNE

SUBDIVIDE DOUBLE FRECIEION VECTOF:

=hET+EXDANIDNE
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320, A4M =PAL+DANIDNE

322, AAN =R4M+DET

2% DRLA=RAN+DET-1

24, ©

325, L.....SUBDIVIDE HALF-WORD INTEGER VECTOR:
126, A2R = 14055

327, 2B =R2A+DS5

328. A2C =A2B+NSNI3

329, AZD =A2C+DBF

330, A2E =AZD+DEH

It AZF =A2E+DHD

332 AZb =A2F+DNEYT7

I35 AZH =A26+NKL

334, A21 =AZH+AN

335, DIN2=A21-1

I3k, DI2X=(DI2-DIND}/2

7. IF{NHD,LT.1) 6O TO 50

338, C

339. C.....AZE MARKS START OF FOINTER FOR NODAL HYDROGRAPH NODES: READ THEM

M0, C NOW:

341, END=AZE+NHD-1

12, READ(ININ,1000) FNT

341, READ(ININ,EMT) (VI2(1),1=A2E,END)

W, L

345, C.....READ DUTPUT DEVICE NUMEER FOR HEAD ARRAY DUTPUT:

Wb, S0 READ(ININ,1020) DUTC

347, WRITE(DUTE,2170) OUTC

148, WRITE(DUTP,2080) DRLS,DRE,DRL4,DR4,DIN2,DI2,NSN.DLG

149, IF (DRLB.ET.DRG. OR. DRL4, 6T, DR4, OR, DIN2, 5T.D12, 08, NSN. 6T, DL} STOP
150, CALL INFUTS {VRBI1),VRR(ABA),VRB{ARE),VRE(ARC}, VRE (ABD), VRB(ARE),
351, 5 YRB(ABF),VRG(ARG), VRA(1),VRA(ABAD, VRA(ALR) YRA(ALL),
152 X YRA(A4D) , VRA (A4E), VRA (AGH) VR (AGT}, VRALALD) ,

393 ¥ VRA(AQK), VRA{AAL) VRAAOM) , VRALASN),  KTABS,CONTNU,
154, b PCODE, KODE, DRBX, DRLS, DRE, D12X,DIN2,DI2,ABY,  VI2(1),
395 L VIZ(A2A),VIZ(A2B),VIZ(A20), VI2IAZD) , VI2(A2E),

154, b YI2A2FY VI2(A26), VIZ(A2H) VI2LA2D), VE2,

357, ¥ VLG, CODERL, CODESS)

158, CALL CONTRL (VRB(1),VRBIABY),VREIABA),VRB(ABE) VEBIABL) VRBLABD),

339, ] VRB{ABE) VRBIARF) ,VRBIABR), VRAI1) VEALA4R) VR4IALR),
360, 4 VR4 (A4C), VRA{AAD) ,VRACALE) VR4 TA4F) VRATAAG),

61, ] VRA{AGH) \VR4{R41) YRA1A4)  VRETALK)  VRATAAL)

362, % VRE (A4N} VR4 LAGN), ¥.TARS,PCODE, KODE. DR, DRLA,
363, % VIZ(1),VIZ(AZA),VIZ(AZE) VIZEAZD)  VIZ(AZD)  VIZLAZED,
T4, % VIZ(AZFY  VIZIA2G), VIZ(A2HY VIZ(A21),VE2, VLG.CODEPC,
363, Y CODEBF,CODEIS.CODEGF, CODETH, CODESE, CODEST, CODECS)
BL.1-P 4G STOF

7. €
e
X N INPUT FORMATS:

370, 1000 FORMAT(20R4)

71, 1010 FORMAT{80X,12,1X,12,1Y,14,F10.0)
3720 1020 FORMATIA0Y, 110)

372, 1030 FORMAT (60X, F10.0)

374, C
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3T . QUTPUT FORMATS:
374, ﬂﬂﬂ FORMATI1X.2048)
377, 2010 FORMATIIHL,20A4,//, 41H TIME AND DATE OF EXECUTION :

378, 2020 FORMAT(/11Y, 14HSTHFTINE DATE: 2112, 1H/7)  14,F5.2,8H HOURS (,

379, & 1PELO, T, &H DAYS), /11X T4HENDING DATE IZ, 14/, 14
380, & OPFS.2.BH HOURS (,1PEL0.3,6H DAYS),

381, % FAUUE IOHCONTINUATION? {0=ND OF INPUT DEVICE #):,Ta0, 110,
182, b FULE, TIHINPUT DEVICE FOR INITIAL HEADS:,T40,110,

183, ] F1YXZTHOUTRUT DEVICE FOR FINAL HEADS & MASS:, T80, 119,
184, ] /11X, 40RSOLVE FOF THE STEADY STATE (T:YES FiNO):,Ta9,L1,
383, ] FULXTIHTHETA (1. 0:IMPLICIT, 0,0:EXPLICIT): T80, 1PEL0.3!

386, 2030 FORMATIIIX, 44HEQUILIBRIUM HEAD-CHANGE CRITERIA (L1#1/DAY):,T40,

187, H] {PE1D, 3, 711 SEHMAXIMUM ALLOWABLE TIME STEF (DAYS): Tal,
188, & E10, 3, /11X, TEHMINIMUM ALLOMWABLE TIME STEP (DAYE):,TH0,E10.3,
I89. ] FI1X A2HMAY IMUM ALLCWABLE HEAD-CHANGE/STEP (L3¥1):, T&0,

100, & E10,3, 716X, 29H{ACTIVE IF GREATER THAN ZERD),/1tX,

191, % JOHMAX. ITERATIONS TO MEET DHMAX:,Ta0,I10,7711X

302 ] 4’HTABUL%TED CONDUCTANCE-CAPACITANCE {T:VYES FiNO):,TE9,LL,
39, & FH1X, 21HMAXIMUR TABLE LENGTH: 760,110,

794, ] /11X.48HINPUT DEVICE FOR CONDUCTANCE-CAPACITANCE TABLES:,
395, % Ted, 110}

396, 2040 FORMAT!/11X, 25HNUMBER OF STREAM SYSTEMS:,T40,110,/11X,

197, & 23HNUMBER OF STREAM REACHES:,Té0,I10,711X,

398, % 29HINPUT DEVICE FOR STREAM DATA:,T60,I10,/11X, 10OHMAY STREAM,
199, % I@H-AQUIFER GRADIENT CONTROL (T:YES FiNO):, TA9,Lt, /11X,
400, & SIHPREDICT & CORRECT STREAM-AQUIFER FLUX (T:YES FiNO):,T&9,
401, i L1, 711¥, 46HPRINT PREDICTED STREAM BASEFLOWS (T:YES FiND}:,
402, % Te2, L1, /11X, 35HNODES ON STREAMS TREATED IMFLICITLY .

402, i {IHITLVES FuNDY:,TE9,LL, /711X,

404, ] AZHOUTPUT DEVICE FOF STREAM-FLOW HYDROERAPHS: TA0, 110,717,
403, % J9HISET TO ZERD IF HONE DESIREDY, /L1,

404, & $1HOUTPUT DEYVICE FOR STREAM-HEADING RESULTS:,Te0.Ii0,/i7X,
407, & 20H{BET 70 ZERD IF NONE DESIRED))

408, 2050 FORMAT(/1!X,15HNUMBER OF NODES: TH0, 116, /11X, I7HINPUT DEVICE FOF ,

409, & 26HNODE DATA (X,Y,BASE,HEAD):, T60, 110, /11X, 1OHNUMEBEE OF ,
410, & YHELEMENTS:, Te0, I10, /11X, 27HINPUT DEVICE FOR ELEMENTS (,
411, & {SHINDICES, ETL.):,TA0, 110, /41X, 2tHTEMFORARY DEVICE FOR
412, ] ZTHELEMENT STIFFNESS, ETC: TAO,IM0,/17X, ITHISEY TO O IF
413, % JOHSTIFFNESS, ETC STORED IN CORE), /11X, ITHINPUT DEVICE FOR ,
414, ] ZCHNODAL RECHARGE-DISCHARGE: T80, 110,/17X, 1ZHISET T0 0 IF |
415, b 16HFLUXES ARE ZERDY, /11X, Z1HTEMPORARY I-0 DEVICE FOR NODAL ,
LIER L] 1ZHFLUY VALUES: T80, 110, /17X, ZAHISET 70 O IF VALUES TO BE .
417, b 1SHSTORED IN CORE))

418, 060 FORMATY/11Y,IAHNUMBER OF KNOHH-FLUX BOUNDARY NODES:,T65.110./11X,

419, & 42HINPUT DEVICE FOR ENOWN-FLUX BOUNDARY DATA:,TA0,110,/11X,

420, & ToHNUMBER OF KNOWN-HEAD BOLINDAPY NODES:,Tef,I10./11%,

421, & 42HINFUT DEVICE FOR KNOWN-HEAD BOUNDARY DATA: Tal,110,/11X,
22, ¥ IZHTOTAL NUMBER OF UNKNOWN-HEAD NODES:,TA0,110)

423, 2070 FORMAT(L1Y,I7HFORCE NODE RESEQUENCING (T:YES FiND}:,T49,L1,/7/11X,
424, ] I7HPRINTOUT CODE VARIES BETWEEN 0 AND &:./11X,

423. L SOHO-FATAL ERRORS, BASIC INPUT DATA AND FINAL OUTPUT.. 11X,
425, ] S0H!-INCLUDES STREAM BASEFLOWS AND CUM. MASS BALANCE../l1X,

427, ] I0HZ-INCLUDES NODAL MASS EALANCE.,/1tX,
428, 4 SOHI-INCLUDES HEADS, BOUNDARY CONDITIONS & NOLE FLUX../1IX,
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JIH4- INCLUDES STREAM-AQUIFER FLUMES.,/{1X,
49H5-INCLUDES STREAMS. BOUNDARIES AND INITIAL HEADS../11X,
47H4-INCLUDES DIAGONAL DOMINANCE WARNING MESSAGES.,/!1X
SEHFRINTOUT CODE (0=MININUM, 6=MAXIMUM) : T80, 110, /11X,
b JZHOUTPUT DEVICE FOR PRINTOUT FILE:,Té0,I110,//11X,
¥ 4THNUMBER OF NODES FOR WATERLEVEL HYDROGRAPMS:,T40,110,/11X,
% 41HOUTPUT DEVICE FOR WATERLEVEL HYDROGRAPHS:,T40,110)
2080 FORMAT (/11X 29HINITIAL REAL®8  DIMENSION=,IS,14H WITH REALIB
) 23H VECTOR DIMENSIONED T0,14,/11X,19HREQUIRED REALE4
X LOHDINENSION=, 15, 37H WITH REALY4  VECTOR DINENSIONED T0,
3 16,/11%,29HINITIAL INTEGERE2 DINENSION=,IS,12H WITH INTEGE,
L 26HR$2 VECTOR DIMENSIONED T0 IS, /11Y,18HREQUIRED LOGICALS!,
% LtH DIMENSION=,I5,37H WITH LOGICAL®! VECTOR DIMENSIONED 10,
b 1)
7090 FORMAT (11X, 42HFROBLEM 15 RADIALLY SYMMETRIC ABOUT ¥ AXIS)
2100 FORMATI1X, I2HFROBLEM HAS NO RADIAL SYMMETRY )
2010 FORMAT(11¥, 43HDISCHARGE CONTROLLED IF HEAD LESS THAN BASE)
2120 FORMAT(11),73HND DISCHARGE LIMITATION IN EFFECT)
2130 FORMAT (1%, TIHVARTABLE THETA FOF IMPLICIT NODES)
2140 FORMAT (11X, 24HCONSTANT VALUE FOP THETA)
2150 FORNAT(11Y, 31HCONDUCTANCE AND CAPACITANCE UPDATED EVERY,T40,
s 1PE10,3,6H DAYS.)
2140 FORMAT (11X, 41HCONDUCTANCE AND CAPACITANCE UPDATED EVERY,Ts0,
a IPE19,3,22H UNITS OF HEAD CHANGE.)
2170 FORMAT1/11X, S6HOUTPUT DEVICE FOR HEAD ARRAYS:,Ta0,I10,
3 /174, 3IH(SET T0 0 IF ND QUTPUT DESIRED))
2180 FORMAT (1), Z7HCONDUCTANCE ONLY ISOTROPIC.)
2190 FORMAT (11Y,51HCONDUCTANCE MAY BE ANSIDTROPIC IF TENSOR TABULATED.)
2200 FORMAT (11X, 4SHSINULATE SIMPLE GW. ET. WITH INFUT FROM UNIT:,

we 2T ge 12

% T60,110)
2210 FORMAT(/11X,* TEMPORARY DEVICE FOR STIFFNESS, ETC. CANMDT=",IS,
L f11%,° UNLESS OUTRPUT DEVICE FOR FIMAL MASS (QUTM) 15 » 0,7,
& TOOUTM=", 15, /11X, 7 TOSH SET TO ZEROYT./)
END
C-SBROY

C-INPUTS: FERFORMS THE INPUT OF INITIAL AND CONSTANT DATA.

- e m e mm e —— e — - ——————————— - ———

SUBRDUTINE INFUTS (VRB,H,DH,MASS,RHS MNET HEND,FLUX,  TABL,BFLDW,

& TNF,BLE, HS, GBND. RASE, STIFF  AREAS, CPCT,CNDT,

% LAND,NAREA, KTARS, CONTNU,PCODE,KODE, DRRY, DELE,

& DRB,DIZY,DINZ, D12, ARY MOUTH, ITF NBTP,PRDF . PRDH,
L] PHYD, TN MV, LR, MANM, VEZ, LGN, CODERL, CODESE!
COMMON 'DEVICE/ INRF,INBH, INES, INHS, INNG, INBS, INGE, INTS,

% 10NG, I0EH, GUTC, DUTN, BUTP, QUTS, OUTM, GUTH, ININ
INTEGER®4 INBF, INEH, INES, INHS, INNG, INGS, INSS, INTS, IOND, I0GH,

b QUTC, CUTN, BUTP, DUTS, GUTM, DUTH, ININ

COMMON /DIMENS/ HN,NE,NSS, DS, NGN, NRF, DEFNBH, DEH,NHD, DHD, MAXT,

4 DNE, DFX.NUK, NE1, NAR, NLM, DEZ, NUT NUE, DAN, TABW, DET
INTEGER®4 NN, NE,NSS,D5E,NSN, NBF, DEF  NRH, DRH, NHD, DHD, MAXT,

& DNE, DF X, NUE KK T, NAA, NLM,DEZ,NUT NUE, DAN, TARW, DET

COMMGN /TIMES/ MS,DS, VS TS MF,.DF.YF,TF MDD Y, IDAY, TIME, TTOTL,
NDAYG, TSFREQ, TSTRM, TENDH, TBNDF, TFLOT. TFLUY,
% DTMRY, DTMIN, DHMAY, THETS, DHETDV, DHFRED, TTHAY
REAL$4 DD, TF,TIME.TG, TTOTL, TOFREQ, TSTRM, TANDH, TRNDF, TPLOT,
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482,
4p4,
483,
486,
487,
488,
489,
490,
491,
492,
LERN
494,
493,
494,
497,
498,
499,
300,
sot.
s02,
303,
304,
305,
S04,
367,
508.
309,
LN
a1,
2,
513,
314,
315,
514,
517,
518,
519,

520,

521,
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% TFLUY, DTMAY, DTMIN, DHMAY THETA DHETDY, DHFREQ
INTEGEF®4 M5, D5, YS, MF, DF,YF M, Y, IDAY, NDAYD, ITHAY
COMMON /FORMTS/ FOTM,FGTS,FRDF,FEDH, FNXY, FNRS, FNGS
REALXA FETM(20) .FETSI(20) FRDF (20} FREKIZON,

b FNYYIZ0)} FNBS{20),FNRS{20)

COMMON /SUMFLY/ RALCUM,GBDS. GRDF, GRDK, CUMNG

DOUBLE PRECISION BALCUM, GRDS

.OBDF, GEDH, SURNG

COMMON /GMWET/  ZDEPTH,TGWET,ETMAY,SUMET,FETY, INET

REALEA IDEFTH, TRHET, ETMAYX, SUMET,FETX (20)
INTEGER#4 INET

COMMON /TRAVERS NTRAV

INTERERKS NTRAV

INTEGER®4 KTARS, CONTNU, PCODE
DOUBLE PRECISION HINNY,DHINN
] FHE (NN} NET
REALE4 TRBL{TABW,MAXT) BFLOW
& BND{DRBF!  STIFFIDAN, S
1/ CNDT{DAN, DNE}, BASE (NN
INTEGER®Z MOUTH{DSS), ITR{DSS
] PHYD(DHD! , IN(T,DNE

.KODE, DRBY, DRLB, DRE, DI2X, DIN2, D12, ARY
} HEND(DBH' ,MASS NN} FLUX (DFY),

(NN} (VFRIDREYX)

{DSS) INFINSH) QUK {NSHY HE (NSND ,
DNE}  AREAS(Z,DNE,CPCT{DNE!,

Y LAND(DET) ,NARER(DET)

} NSTP (3 NSN)  FEDF {DBF},FRDHIDEH),
FOMVIRKLY LR ANND,

% MANM(Z,DI2¥) ,VEZIDED)
LOGICALY: LSN(NSN}, CODERL.CODESS

3

..LOCAL VARIABLES:

DOUBLE FRECISION DTIF{27,DMTH(Z}, DUF{Z} DDWN(2) DNDDE{2}, DRATIZ!,
DVRT{2Y DMAT(2) DBDF (21, DRDH{2Y , DRYD (2},
DEGREE. LINEAR, CONGT, DIST, DELY, DELY

REALTA  FMT(200 FMTT(20),7,LSTIFF(3,5),ARER(G2Y, STRRE, CONDCT,

b ISOTRD, ANTSOT

INTEGERS4 DIN,NDAYS,I,J. 31,02 K, MIN,YIN,LD. L, LL ID104), TVOID,
% ZERD, ONE, MATNUM, LTARL, TRCODE, TDUM, ICLS, CODEAN, FOUR

INTEGEREZ I
LOBICAL FAILED,SKIPST,ANCODE

DATR LINEAR/BH LINEAR /. CONST/BHCONSTANT/,IERD/0/,ONE/1/,

DTIP/BHSTREAM H,BHERDIN

6S /, DMTH/BHSTREAM M.BHOUTHS /,

DUP/BHUF-CTREA, BHM BRANCH/, DDWN/BHDOMN STR,BHEAM !y

§ /,DVRT/BHELEMENT (BHYERTICES/,

OMAT/BHMATERIAL BH NUMBER ', DBDF/BHBOUNDARY,BH FLUX  /,

&
2
% INODE/BHETREAM N, BHDDE
2
,i

OEDH/BHBOUNDARY. H HEAD

{ DHYD/BHHYDROGRA, BHPH NODE /,

b DDAT/BHSTREAM [.8HATA CARD/,FAILED/.FALSE./,

% ISOTRO4H 7, ANISOT/4

BALCUM=0.0
M=MS
DD=DS+TIME
V=Y§
TSTRM=TTOTLYZ
TBNDH=TTOTLE2
TENDF=TTOTLAZ
TFLUY=TTOTLY2
TRHET=TTOTLE2
c
C.....CHECK BOUNDS ON NODES FOF WA
IF(NHD,GT. 0} CALL BOUNMDS !PH

H AN/, FOUR/4/

TERLEVEL HYDROGRAPHE,
YD, NHD, ONE, NN, DHYD. FAILED)
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337,
338,
539,
540,
541,
542,
543,
544,
345.
346,
547,
548,
549,
350
38t
332,
353,
534.
385,
336.

357,
338,
559,
360,
361,
562,
363,
364,
363,
Gbb.
367,
568.
349,
570.
§71.
372,
373.
374,
575,
575,

577,

378,
379,
380,
581,
582,
582,
384,
585,
386,
587,
588,
389,
590,

c

C.....IF PROBLEM IS A RESTART, READ DATE AND TIME AT RESTART.
BALANCE FOR EACH NODAL SUBDOMAIN AT RESTART TIME.

C

C

Loty

10
C

C.....READ INPUT FORMATS FOR INITIAL NODAL DATASET:

C

Covens

Ind
¥

Covuns

C

IF(CONTNU.GT.0) READ (CONTNUY M,DD,Y,TIME

INITIALIZE ALL NODES AS EXPLICIT.
DD 10 I=1,NN

MANM{L, 1) =1

LR(I)=0

READ(INNS, 1000) FMT,FNXY.FNBS

READ Y AND Y RRRAYS AS H AND DH.

READ (INNS,FNXY)  (H(I),DHCI) I=1,NN)

READ BASE ARRAY.

REWIND INNS

READ(INNS, 1000) FMT FMT FNXY,FNBS
READ (INNS,FNBS) BASE

HEADS, X & Y, BASE,

C.....JF SIMULATING GROUNDWATER E.T,, READ DEPTH WHEN ET IS ZERD, AND
NODAL LAND SURFACE ELEVATION AND INITIAL MAXIMUM ET RATE.

C

14

Cout
20

IFLINET.LE.O) 60 TO 20
DO 13 I=1,NN

3 NAREALT)=0,0

READ(INET, 1000) FMT
READ{INET,FMT) IDEFTH
READ(INET, 1000} FMT
READ(INET,FMT) LAND
READ(INET,1000) FETX
ETMAX=0.0

READ(INET, 1010, END=14) MIN,DIN,VIN,TIN

CALL DAYS (MIN,DIN,YIN,NDAYO NDAYG)

TEHET=NDAYS+TIN/24.0
60 70 20
TRHET=24TT0TL

.READ AND SET UP STREAM SYSTEMS,

IFNSS.EQ.01 60 T0 110
READ (INGS,1000) FNT

READ (INSS.FMT} (J,1TP(J) MOUTH(J), I=1,NSS)
CALL BOUNDS (ITF,NSS,ONE,NSN,DTIF,FAILED)
CALL BOUNDS (MOUTH,NSS,ONE,NSN, DMTH, FAILED)

READ (INSS,1000) FMT
B0 30 I=1,NSN

READ (INSS,FNT) J, (NSTPIK,1),K=1,3), BLK(D)
CALL BOUNDS (NSTF(1,J),ONE,ONE, NN, DNODE ,FAILED)
CALL BOUNDS (NSTP(2,J),ONE, ZERD,NEN, DUP, FATLED)

CALL BOUNDS (NSTP{3,3),ONE, ZERD, NS, DDWN, FAILED)

IFINSTP(Z,d) . EQ.0) BLK(D)=0,0
CONTINUE

READ (INSS,1000) FSTH
SKIPET=,FALSE,
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391,
92,
593,
394,
395,
396,
597.
398.
399.
600.
601,
602,
603,
504.
603,
806,
607.
508,
609,
810,
611,
612,
813,
14,
615,
Alb.
617,
518,
619,
29,
621,

422

623,
a2,
625,
26,

-
27,

428.
629,
530,
831,
832,
633,
634,
435,
635,

Ty
IR

638,
439,
640,
641,
642,
543,
LLIN

READ(INSS, 1010, END=40) MIN,DIN,YIN, TIN
CALL DAYS (MIN,DIN,YIN,NDAYO,NDAYS)
TSTRM=NDAYS+TIN/24.0
IF(TSTRM.GT.TINE) SKIPST=,TRUE.
&0 70 70
40 TSTRM=TTOTLS2
70 IF{SKIPST) FAILED=, TRUE.
IF(SKIFST) WRITE(QUTP,2240)
NTRAY=0
D0 90 I=1,NSN
NDN=NSTP (3, 1)
IF (NDN.EB. 0} GO TO 90
NTRAV=NTRAY+1
IF(NSTP{2,1}.6T.0) NTRAV=NTRAV+1
J1=NSTP{1, )
12=NSTP {1, NDN)
DELX=H(I1)-H(JD)
DELY=DH(J1}-DH(J2
DIST=DSBRT (DELXAEZ+DELYIL2)
ALK (1)=0LE (1) $DIST
90 CONTINUE
110 REWIND INNS
READ{ INN3, 1000)
C
C.....READ THE ¥NOWN-FLUY BCUNDARY NODES,
IF (NBF.EG.0) 60 T0 120
READ{INBF, 1000} FMT
READ (INBF,FMT) PRDF
CALL BOUNDS (FBDF NBF,ONE,NN,DBDF,FAILED)
READ(INBF, 10001 FEDF
READ(INBF,1010) WIN,DIN,VIN,T
CALL DAYS (MIN,DIN,VIN,NDAY,NDAYS)
TENDF=NDAYS+T/24
C
C.....READ KNDHN-HEAD EOUNDARY NODES,
120 IF (NEH.EQ.0) 5O T0 140
READ!INBH, 1000) FMT
READ (INBH,FMT) PBDH
CALL BOUNDS (PRON.NEH,ONE,NN,DBDH,FAILED)
DX 130 I=1,NBH
J=PEDH(D)
130 LR{J)=-1
READ(INEH, 1000) FBDH
TBNDH=-1,0

)
C.....READ THE INPUT FORMAT FOR FILE CONTAINING NODAL TIME-D!
£ VALUES,
140 IF(INRS.EQ.0) 6O TO 150
READ(INGS,1000) FNGS
READINBS, 10100 HIN,DINJYIN,T
CALL DAYS (MIN,DIN,YIN,NDAYZ, NDAYS)
TFLUX=NDAYS+T/24
C
C.....READ SPECIFICS FOR OUTFUT OF HEAD ARFAY,
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543, 150 TPLOT=0.0

b4, IF(DUTC.LE,0) 60 TO 170

547, 140 IF(TPLOT.GT.TINE) GO TO 180

448, READ(ININ, 1010, END=170) MIN,DIN,YIN,T
449, CALL DAYS (MIN,DIN,YIN,NDAYO,NDAYS)
£50. TPLOT=NDAYS+T/24

451, GO TO 14D

§52. 170 TPLOT=TTOTLY?

A

654, C.....CREATE THE FILE CONTAINIME THE SHAPE-FUNCTION INTEERALS
835, C AND SET UP THE LINKED LIST FOR THE "ANM" ARRAY.
b36. 180 DO 190 [=1,MN

557. MANM(2,1)=0
858, 190 CONTINUE
459, READ(INES,1000) FNT
440, TVOID=NN+
51, IF{PCODE.GE.5) WRITE(DUTP,2040)
452, DO 250 LL=1,NE
483, L=tL
b, 1F (DNE.NE.NE) L=t
B4c, FEAD{INES,FMT) LD, (IN(I,L),1=1,8),CNDT(L, L}, CPCTILY, INCT, L)
444, IF(DAN.GT. 1) CNDT{2,L)=CNDT(1,L)
b&7. IF(DAN.GT. 1) CNDT{(3,L3=0.0
548, IF(INGA, LY, EQ.0) IN(8,LY=IN3,L)
469, CALL BOUNDS (IN(1,L),FOUR,ONE,NN,DVRT,FATLED)
870, TF(INGA,LILERLINGE,LY) NG, L)=0
471, IF(IN(S, LI LT.O) IN(S,L)=0
472, IF(INGA,L),LT.0) IN(6,L}=0
73, IN(S,L)=IN(S, L) IKTARS
474, INt4,L)=IN(6, L) EKTARS
475, TF(IN(S,L)LGT.0 JOR. IN(&,L).56T.0)
478, ) CALL BOUNDS [IN(7,L),ONE,ONE NE,DNAT,FAILED)
877, DD 220 I=1,4
478, I =INILL)
79, 220 CONTIMUE
£80. CALL SETANM (3D{1),JD(2),IVDID,MANM,DI2X,0UTF)
481, CALL SETANM (JD!2},JD{7),IVOID,MANN,DI2E, DUTP)
482, CALL SETANM (JD{T),JD(1), TVOID.MAN,DI2X, QUTR)
483, IF{JD(4).E8.0) 60 70 230
484, CALL SETANM (JD(),JD(4),1V0ID,¥ANM,DIZ¥,OUTE)
585, CALL SETANM (JD(4},JD(t), 1v010,MANM, DI2X, DUTP)

684, 230 CALL SHAFE (H,DH,LSTIFF,AREA,LD,JD,NN,NE,PCODE,QUTP,FAILED, COTERL)
L87. DD 240 I=1,8

488, IF(DAN.EG. 1Y LSTIFF{1, 1)=LBTIFF {1, I} 4LSTIFFIZ, I}
689, D0 240 J=1,DAN

694, STIFF (I, I,L)=LETIFF (I, 1)

491, 240 CONTINUE

692, AREAS(1,LY=AREA(L)

£93. AREAS(2,L)=AREA(Z)

694, IF(DET.LT.NN}Y GO 7O 235

495, IT=IN{1,L)

695, NAREA(TIY=NAFEA(IL} +AREATIV+AREALD?
497, TI=IN(2,L)

698, NARER(TI7=NAREA(TI}+AREALT)
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L

r
W

c
C
£

II=INGL L)
NAREAIITI=NAREA(II}4+RAREALL) +aREALD)
[I=IN{4.L)
IF(I1.6T.0) NAREA(IT)=NAREA(II}+AREALZ}
245 IF(DNE.NE.NE) WRITE(IDSH} IN,STIFF,AREAS,CRCT,CNDT
IF(PCODE.LT.5) 6O TO 250
IFUIN{S,L),EQ.O LAND., IN(A,L).EQ.0)

% WRITE(OUTF, 20501 LD, (IN(T,L), 1=1,4) ONDT(1, L), CRETILY,

4 IN(7,L7,AREAS (1,L), AREAS(Z,L)
IF(IN{S,L).6T.0 LAND. INf&,L}.5T.0)

& WRITE(DUTP, 20600 LD, [IN(I,L},I=1,8),

) INI7,L) AREAS 11,1}, AREAS(2,L)
IF(IN{S,LI.EQ.0 LAND. IN(6,L).ET.0)

) WRITE(DUTP,2070) LD, (INCI,LY,I=1,4),ENDT(L, LY,

) IN7,L) AREAS (!, L} AREAS(2,L)
IFUINIS,L).GT.0 LAND. IN(&,L}.EQ.0)

y WRITE(DUTP,2080) LD, {IN(I,L},1=1,4),CRCTIL),

) IN7,L), AREAS(1, L}, AREAS(2,L)

250 CONTINUE
ENDFILE INES
IF(DNE,NE.NEY REWIND IOSH
NAA=IVOID-1
DIN2=DIN2+21NAR
NLM=DRB-DRLE-NAA
ABX=1+NLM
DRLE=DRLE+NAA
WRITELOUTP, 20901 DINZ,DIZ
WRITEIOUTR, 21001 NRA
IFINLM. LT, 1L OR, DINZ,ET.DI2) ETOF

..... PRINT NODAL VALUES FOF ¥ AND ¥ COORDINATES, ZASE AND LAND SURFACE,
IF (PCODE.LT,S) 60 7D 255
WRITELOUTR, 2000} (I HEIY,DHID) =1, NN
WRITE(OUTF, 20107 {I,BASE(DL} I=1,NN)
IF( INET.LE.0) GD 7O 255
WRITE(OUTP, 22503 (I,LAND(I),I=1 NN}
WRITECQUTR, 2250} {1 NAREAITY, I=1 NN}

oo READ INFUT HEAD DATA, IF PROBLEM IS A RESTART, READ TIME AND MASS
BALANCE FOR EACH NODAL SUBDOMAIN AT RESTART TIME,
255 IF(CONTNU.LE.O} GO 7O 260
DIN=DD
WRITE(OUTF,2110) M, DIN,Y,TIME
READ (CONTNU) BALTUM,H.MASS
REWIND OUTH
KODE=0
G0 TO 274
260 READIINHS, 12041 FNT
IF LINNG.EG, INHS} REATIINHS, 10001 FNXY,FNBS
RERD (INHS,FNT) H
REWIND TNHS
KODE=-1
270 IFINRF,BT,0 ,AND, PCODE.GE,S) WRITE(QUTP, 21200 {1.FEDF{D),I=! NEF}
IF(NBH,GT.0 ,AND, PCODE.GE,S) WRITEIDUTP, 2120} (I PRDRIDY I=1,NEH)
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53,
734,
755,
736,
737,
738.
789,
7860,
7481,
762,
7563,
7h4,
745,
7h6.
757,
768,
749,
770.
771,
172,
773,
774,
775,
776.
7.
778,
779,
780.
781,
782,
783,
784,
785,
786,
787.
788,
789,
780,
791,

792,

793,

794,
795,
784,
797,
798,
799,
800,
8.
802,
8oz,
R04.
803,
806,

c
C.....INPUT STARTING VALUES FOR BOUNDARY CONTIONS,
IF(DFY.NE.NN) CALL FLUXES (H,NET,RHS HEND,GEND,LAND,NAREA, HS, INF,

4 PCODE, PROF, PROH, PHYD, CODESS)
IF(DFX.EQ.NN) CALL FLUXES {H,NET,FLUX, HEND, GBND,LAND, NAREA, HS, INF,
4 PCODE, PROF,PROH, PHYD, CODESS!

c
C.....ECHD INPUTS IF THE PRINT CODE WARRANTS.
IF (PCODE,LT.5) 60 10 310
WRITE(QUTP,2140) TINE, (I,H(I},I=1,NN)
IF (NHD.6T.0) WRITE(DUTP,2150) (I, PHYD(D),1=1,NHD)
IFINSG.LE.0) 6O TO 290
WRITE(DUTP,2t40) (1, TTP(1),MOUTHLI}, =1 NSS)
WRITE(DUTP, 2170)
DO 280 [=1,NSN
J=NSTR{L, T
K=NSTP (3, 1)
IF(K.NED) J22N8TP (1, E)
IF(K.NE.O) WRITE(DUTP,2180) I,
IF{K.ED.0) WRITE(DUTP,2180) 1,
280 CONTINUE
200 IF (KTABE.EQ.0) B0 70 110
WRITE (0LITR, 2190)
IF (TSFREQ.LT,2.04TTOTL) WRITE(DUTP,2200) TSFREQ
IF (DHFREQ.6T.0.0) WRITE(DUTP,2210) DHFRER

NETPIZ, 1Y K, BLEID) 0,32
5T

]
1,N8TFI2, 1) K

C

C.....READ THE FORMAT FOR THE MATERIAL 8, TARLE LENGTH AND CCDE FOR

C CONSTANT OF LINEAR VARIATION OF CAFACITANCE AND ANISOTROPHY CODE,
READCINTZ, 1000) FHT

C

C.....READ THE FORMAT FOR THE TABULATED *SATURATED THICKNESS® AND

C CORRESPONDING VALUES FOR °CAPACITANCE® AND *CONGUCTANCE':
READ(INTG, 1000) FMTT

.....MATERIAL PROPERTIES: MATERIAL NUMBER, TABLE LENBTH, AND WHETHER
CAPACITANCE IS CONSTANT THROUGHOUT “BLOCKS® OR VARTES LINEARLY.
LINEAR IF TBCODE IS NOT IERG. CODEAN INDICATES THE PRESENCE OF
ANISOTROPIC CONDUCTANCE IF CODEAN IS NON-IERD.

I00 READ{INTS,FMT,END=310) MATNUM,LTRBL,THCCDE,CODEAN

[ B T e BN o I 0]

C
L.....IF ANISOTROPIC, CONDUCTAMCE WILL CONSIST OF MAJOR AXIE VALUE,
£ MINOR AXIS VALUE, AND ANGLE OF MAJOR AXIS WITH X-AXIS IN DEGREES.
IF(DAN.EQ.1) CODEAN=0
IF (MATNUM.EQ.0) GO TO 310
ANCODE=, FALSE.
[FICODEAN,NE. 0} ANCDDE=, TRIE,
CONDCT=IS0TRD
[FANCODE) CONDCT=ANISOT
ICLS=1
IF (ANCODE) ICLS=Z+DAN
DEGREE=CONST
IF (TBCODE,NE,0) DEGREE=LINEAR
WRITE{DUTP,2220) MATNUM,DEGREE, CONDCT
C
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Bo7.
08,
o9,
gto.
811,
812,
813,
a14,
815,
816,
217,
818.
819,
820.
821.
822

87’

o4,
228,
824,
27
828,
229,
820,
871,
832
81%.
814,
315,

834,

818.
839.
840,
941.
B42.
343,
844.
845,
844,
947,
g4e.
g49.
B0,
Bat.
852,
851,
854,
85,
835,
87,
85

839,
8e0.

C.....SATURATED THICKNESS, CONDUCTANCE, AND CAPACITANCE.

D0 309 J=1,LTABL

READ(INTS,FMTT) {TABL(I,d},I=t,1CLS)
309 WRITE(OUTP, 2220} (TARLIT,JY,1=1,1CLS)
60 70 300
310 IF(FAILED) STOP
RETURN

e i e e e e

Coou. o INPUT FORMATS:

1000 FORMAT (20A4)
1010 FORMAT{IZ, 1X,12,1X,14,F10.0)

L
C.....0UTPUT FORMATS:

2000 FORMAT(//11X,25HNODE X AND Y COORDINATES:, /11X, 2401H-),

% H1U1Y, TL4HNODE, 3X, THY-VALUE, 5X, THY-VALUE, 5X),
& /11X, 3414, 20, 1PEL0, I 2GED T, 30N
2010 FORMAT{//11} 16HBASE OF AQUIFER:, /11X, 1411H-),
& J71EX B 4HNDDE 35X, SHVALUE, 30/ CLIX, 6 (T4, 2 IPEED. T, K0 )
2040 FORMAT{//10%, 46HELEMENT /------ INDICES--~--~- / CONDUCTANCE,
% 46H  CAPACITANCE  MATERIAL # TRIANGLE AFEAS!

050 FORMATILEX,314,3X, IPEL0, 3, 4K E10, 3,18, 4X, 2(2X, E10.3))

”ﬂbﬂ FORMAT{11X,516,5X, OHTABULATED, 5, FHTABULATED, 19, 4%, 2{2X IPELD.T
2070 FORMAT{11X,514,3X, {PE10.3, 4%, OHTABULATED, 19, 4X.2(°X E10.3))
2080 FORMAT(11X,515,5X, FHTABULATED, SX, 1PEL0, 3,18, 4X, 212Y, E14. 31
2090 FORMAT{/11Y,29HREQUIRED INTEGERY2 DIMENSION=,13,

Y IBH WITH INTEGER12 VECTOR DIMENSIONED TO ,15)
2100 FORMAT (11X, ZIHANM VECTOR  DIMENSION=,15)
2110 FORMAT!/11X, 2YHRESTARTING FROM DATE: 2(12,1H/),14,

L FUIX BHITIME = (1PEYO.3\2HY.)
2120 FORMAT(//11X, 24HKNOWN-FLLY BOLNDARY NQDES:.!llX,BE(!H k

% /711X, A (20H5EQ. -#  NODE-# Vol XL TS, IIU.JY)l
2130 FORMAT{//11X, ZAHENDWN-HEAD ROUNDARY NUDE ..;IIX,QE(iH Y,

% 1Y, 6 {20HSEQ.-¥  NODE-# boA UG AT 10, 50
2180 FORMAT{/ /11, 14HHEADS AT TIME= lFE&O.h.bH DAYS. /11X, 3001H-),

& {711%, 6 (4HNDDE, 51, SHVALUE, 5X), /111X, 6(14,2X,E10, ?,ZX)))
2150 FORMAT{//11%,OHNODAL WATER-LEVEL HYDROGRAPHS:,/11X,29(1H-!,

] /711X, 6{20H5EG, -8 NODE-# Yo/ UG IJ.I1O.SX1))
2160 FORMAT{//11X, 1SHSTREAM SYETEMS:, /11X, 18(1K-},//11X,

4 25HSTREAM HEAD-WATER MOUTH,/itX,

] 27HNUMBER ~ REACH &  REACH #,/, (11X, 14,19,111))

2170 FORMAT(//t1X,25HDEPLETARLE STREAM REACHES:,/11¥,25(1H-),/,

& /11%,50HREACK UFPER BRANCH  NEXT  LEAKAGE  FROM 70,
%,

/11X, SIHNUMBER NODE 7D REACH REACH  FACTOR  NODE NODE,

& FR0Y IZHILSIT/DAY/LY)
2180 FORMAT(9X,IS,18,217,3X, 1PEL0. 2, 214)

2190 FORMAT(.'/11X,34HTABULATED CONDUCTANCE-CAPACITANCE:, /11X, 3311H-1,
| 77113, 49HCAPACITANCE EITHER LINEAR OR STEPPED WITHIN TABLE,/

2200 FORMAT(/11Y,43HVARIABLE MATERIAL PROPERTIES UPDATED EVERY |

& 1PELD, 3, 6H DAYS.)
2210 FORMAT{/11X,4ZHVARIABLE MATERTAL FROPERTIES UPDATED EVERY ,
% 1PE10.3,22H UNITS OF HEAD CHANGE.)

2220 FORMAT(/11X, 16HMATERIAL NUMBER ,13,6H WITH ,AB,13H CAPACITANCE.,

4HAND ,A4,22HISOTROPIC CONDUCTANCE.,

A
& J11X, 49H"BATURATED THICKNESS®™  CAPACITANCE  MAJORF COND.,
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881, & 4X, 20HMINOR COND.  ANGLE)

862, 2230 FORMAT(18X,1PE10.3,94,E10.3,4%,E10,3,4X,E10.3,4X,E10.7)

B63. 2240 FORMAT{/11X,49H#13% ERROR: STREAM HEADS NOT INITIALIZED; STOPt1$)
864, 2250 FORMAT(//11X,2BHNODE LAND SURFACE ELEVATION:,/11X,27(1H-),

845, ) 77411, 4 (4HNDDE, 5X, SHVALUE, 500, / (11X, 4(14,2X, 1PE10. 7, 3M1))
Bhb. 2260 FORMAT(//11X,24HNODAL AREAS FOR GH. ET.:,/11¥,23(1H-),

B47. ¥ 71111, 4 (4HNDDE, 5X  SHVALUE, 5%) , / (11X, 6 (14,2, 1PE10.3,3100))
848, END

849, C-5BROZ
870, C-BOUNDS: SUBROUTINE TO DETERMINE IF INPUT DATA IS WITHIN THE REQUIRED

871, C BOUNDS. INPUT VECTOR IS INTEGERS2,

S O
873, SUBROUTINE BOUNDS {INPUT,DIMN,LOWER, UPPER, NESSGE, FAILED!

874, CONMDN /DEVICE/ INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS,

875. y 10NG, I0SK, DUTC, QUTN, OUTP, DUTS, DUTH, QUTH, ININ

876. INTEGERS4 INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS, 10NG, 103K,

877. y DUTC, DUTN, DT, DUTS, DUTM, OUTH, ININ

878. REALYS MESSGE(2)

879, INTEGER®4 DIMN,LOWER,UPPER

880, INTEGERS2 INFUT(DINN)

881, LOGICAL FAILED

BB2.  Cavvneeserusssenacnenetnsenanscnnsssensenesesssensrsosnssssnsesnnssnesoens
881, DO 10 I={,DIMN

884, IF (INPUT(1).GE.LOWER LAND. INPUT(D).LE.UPPER) 60 TO 19

85, WRITE(DUTP,2000) I,MESSEE, INPUT (I}, LOWER, UPPER

886, FAILED=. TRUE.

887. 10 CONTINUE

888, RETURN

-

390. C.....DUTPUT FORMATS:
B91. 2000 FORMAT(1!¥, 13H83 WARNING, VALUE .15,.4H OF ,2AB,BH EGUALS (19,

292, b 7BH AND FALLS OUTSIDE RANGE OF ,I9,9H THROUBH ,19,7H 11
893, END

894, C-SBROZ

895, C-CONTRL: SUBROUTINE TO CONTROL THE PROGRESS OF THE SIMULATION AND KEEP
89, TABS ON THE REMAINING COMPUTER TIME TO ALLOW FOR & RESTART.
L B
898. SUBROUTINE CONTRL (LAMDA, ANM,H,DH,MASS,RHS,NET HEND,FLUX,  TABL,
899, % BFLOW, INF, OLK, H3, BBND, STFY, 5TFW, BASE, STIFF,
200, A AREAS,CPCT,CNDT, LAND, NAREA, KTABS, PCODE, KODE,
901, Y DR, DRLB, MDUTH, ITF,NSTP, FEDF, PEDH, PHYD, IN, MV,
902, 3 LR, ¥ANN, VE2, LSN, CODEPC, CODERP, CODEIS,
903 % CODEGP, CODETH, CODESE, CODESA, CODESS)

204, CONMON /DEVICE/ INBF, INBH, INES, INHS, TNNG, INGS, INSS, INTS,

905, 4 10NG, 10SH, DUTC, OUTN, DUTP, DUTS, DUTN, DUTH, ININ

206, INTEBERS4 INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS, IONG, 10SH,

907. § QUTC, DUTN, DUTP, OUTS, DUTN, OUTH, ININ

508, CONMON /DIMENS/ NN,NE,NSS,DSS,NSN, NBF, DBF , NBH, DBH, NHD, DHD, MAXT,
909, 4 DNE, DFX, NUK, NE1, NA®, NLN, DE2, NUT, NUE, DAN, TABH, DET
910, INTEGERS4 NN,NE,NSS,DSS, NSN, NEF, DBF, NBH, DBH, NHD, DHD, MAXT,

911, ) DNE. DFX, NUK, NK1, NAA, NLM, DE2, NUT, NUE, DAN, TABH, DET
912, COMMON /TIMES/ MS,DS,YS,TS,MF,DF,YF,TF,N,0D,Y, IDAY, TINE, TTOTL,
913, X NDAYO, TSFREQ, TSTRM, TENDH, TENDF, TPLOT, TFLUX,

914, % DTMAX, DTMIN, DHMAX, THETA, DHSTDY, DHFREQ, ITHAX
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98, REAL$4 DD, TF,TIME,T8,TTOTL,TSFREG, TSTRM, TBNDH, TBNDF, TFLOT,

914, f TFLUX, DTMAX, DTNIN, DHMAY, THETA, DHSTDY, DHFREQ
917, INTEGERSS MS,DS,YS,MF,OF, YF, M, Y, IDAY, NDAYO, ITNAY
918, COMMON /FORMTS/ FSTM,FSTS,FEDF FBDH, FNXY, FNBS, FNOS
919, REAL14 FSTNI20) FSTS(20) FEDF (20}, FEDH (201,
920, % FNXY (200, FNBS 207, FNBS {20)
921, COMMON /SUNFLY/ BALCUM,BRDS, BEDF, GRDH, SUMNG
922. DOUBLE PRECISION BALCUM,3BDS,GRDF, GBDH, SUMNG
21, CONMON /GWET/  IDEFTH, TGWET,ETMAX,SUMET,FETX, INET
924, REALY4 IDEPTH, TGHET, ETMAX, SUNET, FETX(20)
925, INTEGERT4 INET
92, DOUBLE PRECISION HINN),DH (NN}, HEND {DBH) , MASS (NN}, FLUX (DFY) ,
927. 4 RHS (NNY  NET (NN} , 6NM (NAA) , LANDA {NLN)
928, REAL$4 TABL(TABW,MAXT),BFLONDSS), INF (NSN) , DLE (NSN)  HSINSN),
929, % GEND (DBF), STIFF (DAN, 5, DNE) , AREAS (2, DNE), CFCT (DN}, BASE (NN ,
930, ) CNDT (DAN, DNE}, STEX (NSN) , STFH(NSN) , LAND (DET) , NAREA (DET)
931, INTEGERS4 KTABS,PCODE, KODE, 10(2),DRA, DRLB
932, INTEGERS2 MOUTH(DSS), 1TP(DSS), NSTR (T, NSN} , PROF {DBF)  PROH (DBH) ,
931, ) PHYD(DHD) , IN(7, DNED MV (NK1) L (NN)  MANM( 2, NAR) , VEZ{DE2)
o34, LOGICALEL LSNINSN},CODEPL, CODERP, CODEIS, CODEQF, CODETH, CODESE,
95, b COBESD, CODESS
9%, C
937, C.....LOCAL VARIABLES:
938, DOUBLE PRECISION WTOT,SUN,TOTAL
939, REALS4 DUM,HRS,DELTS, DELTP, TTIME, TSTIME, DHSUM, DHP, DHM,
241, ) CPT,CPRE, CPNAX
941, INTEGER®4 1,K,LMN
242, DATA K/1/,CPNAX/0,0/
7 T e
204, DELTP=0,0
945, 10(1)=103H
944, 1042} =0UTH
947, TSTINE=TIME+TSFREQ
948, DHP=0, 0
949, DHM=0.0
950, C
951, C.....IN THE EVENT OF A RESTART AND NO TABULATED CONDUCTANCE-CAPACITANCE,
952, C  TSMASS NEED NOT BE CALLED:
951, IF{KDDE.NE. 0 .OR, KTABS.EG. 1)
9e4, ) CALL TSMASS (H,MASS,WTOT,TABL,BASE,STIFF, AREAS, CRLT,
955, % CNDT. KCDE, KTABS, PLODE, 10, IN)
954, IF{KODE.EQ,-11 WRITE(OUTP, 20801 WTOT, (1,MASS(D), I=1,NN)
957, KODE=0
958, CALL FEFDRM (ANM,DH,OLK,STIFF, AREAS, CPCT,CNDT, DTMIN, DTHAY, DELTS,
959, & THETA, PCODE, 18, LM, NSTF, MANM, MY, VE2, IN, LR, CODETS,
940. 4 CODESA, CODESS)
241, DRLB=DRLB+LMN
942, WRITE (OUTF,2050) DRLE,DRY
%3 €
9%4, C.....THE FUNCTION "CRTIME® IS A LOCAL ROUTINE THAT DETERMINES THE
985, C  AMOUNT OF TINE AVAILABLE BEFORE A JOB IS CANCELLED.
986, C  CALL CPTIME (¥)
7. CPRE=FLOAT (K1 40, 00002404
98, CPMAY=0, D
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370, 10 TTIME=AMINI (TSTRM, TRNDH, TBNDF, TFLUX, TSTIME, TRRET, TTOTL)

971, CALL SMULAT (H,DH,RHS,NET,HBND,WTOT, MASS, ANM, LANDA,

972, % TTIME, DELTS, DELTR, 5TFX, STFW, BFLO, INF, LK, HS, BASE,
971, % LAND, NAREA, DHP , DHM, PCODE,

974, X PRDH, PHYD, MV, MANN, LR, NSTP, MOUTH, ITP,

975. ) L5N, CODEPE, CODEEP, CODERR , CODETH, CODESE, CODESS)
97, IF(TINE.GE.TTOTL) 6O TD 40

977. IF(KTARS.NE. 1) 60 TO 30

978, IF{TIME.GE, TSTINE) 60 TO 20

979, DHSUM=DHP

980, IF (~DHM. 6T, DHSUN) DHSUM=~DHM

981. IF (DHFREQLE0,0.0 .OR. DHSUM.LT.DHFREG) 50 TO 30

982. 20 CALL TSMASS (H,MASS,NTOT,TABL,BASE,STIFF,AREAS,CPCT, CNDT, KDDE,
981, Y KTABS, PCODE, 10, IN)

084, CALL REFORM (ANM,DH,BLK,STIFF,AREAS,CPCT,CNDT, DTMIN, DTHAX, DELTS,
985, y THETA, FCODE, 10, LN, NSTP, MANM, MV VE2, TN, LF, CODETS,
988, ) CODESE, CODESS)

987. TSTIME=TINE+TSFRED

288, DHP=0, 0

989, DHM=0, 0

990, DELTP=0,0

991, 30 CONTINUE

992,

993, C.....UPDATE BOUNDARY CONDITIONS AND NODE FLUY IF APFROPRIATE:

994, IFIDFYNELNN) CALL FLUXES (H,NET,RHS.,HEND, GBND,LAND, NARER, H3, INF,
995, 4 PCODE , PEDF, PBDH, PHYD, CODESS)

99, IF(DFY.EQ.NN) CALL FLUXES (H,NET,FLUY,HEND, GEND,LAND, NAREA,HS, INF,
997, 4 PCODE, PBDF , FBDH, FHYD, CODESS)

998, €

999, [,....CHECK REMAINING CPU-TIME: IF SUFFICIENT TO COMPLETE ANDTHER TINE
1000, C  STEP CONTINUE; OTHERWISE, DUMP TINE. HEADS AND CUMULATIVE MASS
1001, £ TO DATASET DUTH FOR SUBSEQUENT RESTART.
102, ¢

1003, C.....THE FUNCTION "CPTIME® IS A LOCAL ROUTINE THAT DETERMINES THE
1008, [ AMOUNT OF TIME AVAILABLE BEFORE & JOB IS CANCELLED.

1005, € CALL CPTIME iK)

1005, CRT=FLOAT (K} 411, 00002404

1007, DUN=CPRE-CPT
1008, CPRE=CPT

1009, IF (CFMAX.LT.DUM) CPMAY=DUM
1010, IF(CPT.GT.CPMAXY GO TO 10

1011, WRITE{DUTR,2030) M, IDAY,Y

1012, G0 TD A0

1013, €

1014, C.....INTEGRATE STCRAGE OVER SATURATED THICKNESS (STORE AR FHS ARRAVY,
1015, 40 KOOE={

1014, CALL TSMASS (H,RHS,GUM,TABL,BASE,STIFF ARERS,
1017, % CPCT,CNDT,KODE, KTABS,PCODE, 10, IN)
1018, €

1019, C.....DETERMINE THE DIFFERENCE BETWEEN THE TKO.
1020, T0TAL=0.0

1021, HRS={DD-1DAY) 324

1022, WRITE{OUTP,2004) M, IDAY,Y HRS
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1023,
1024,
1025,
1025,
1027,
1028,
1029,
1030,
1031,
1032,
1033,
1034,
1033,
1038,
1037,
1038,
1039,
1046,
1041,
1042,
1043,
1044,
1043,
1044,
1047,
1048,
1049,
1034,
1051,
1052,
1053,
1054,
1035,
1034,
1057,
1058,
1059,
1060,
1661,
1042,
1043,
1064,
1045,
1054,
1047,
1048,
1049,
1070.
1071,
1072.
1073,
1074,
1075.
1074,

D0 50 I=1,NN
NET(1)=RHS{1)-MASS (1)
S0 TOTAL=TOTAL+NET(D)
WRITE{QUTP, 2010} (I,MASS(I),RHS(IY NETAI), 1=1, NN}
WRITE(DUTP,2020) WTOT,SUM, TOTAL
C
C.....FINAL DUTPUT:
40 IF (OUTM.LE.0) RETURN
WRITE(QUTN) M,DD,Y,TINE
WRITE (DUTH) BALCLM, M, MASS
RETURN
c
Dttt e v m e et e e e e e e e h e e e e e e et aner e e h e rr e
C.....0UTPUT FORMATS:
2000 FORMAT (1H1, 10X, 20HF INAL OUTPUT (DATE: ,2(12,1H/),14,6H TIME:,

% F4.2,8H HOURS). . /11X, 29HCHECK OF NODAL SUBDOMAIN MASS,
& /11X, 46HNODE  CUMULATIVE MASS INTEGRATED MASS ERROR.,
% 14X, 46HNODE CUMULATIVE MASS INTEGRATED MASS ERROR.)

2010 FORMAT(2010%,15,3X,1PD10.3,7%,010.3,5%,010,3))
2020 FORMAT(//9%, 9HTOTALS: ,1PD10.3,7X,010.3,51,010.3)
2030 FORMAT{//11%,47HSINULATION HALTED DUE TO INSUFFICIENT CFU TINE.,
b /11X, 1BHRESTART FROM DATE:, 18, 1H/,12,1H/, 14,
) 48H BY SETTING CONTNU TO DEVICE # AND RESUBMITTING.
2040 FORMAT(//11X, 20HINITIAL TOTAL MASS =,1PDI0.3,7H (LEAT), /11X,
L T701H-1,7/11%, 3SHINITIAL NODAL SUEDOMAIN MASS (L$$3),/11X,
D I5(LH=1, /711X, 5 (4HNODE , 5X, SHVALUE, 5X),
4 11X, 6018,2),E10,3,340))
2050 FORMAT(/11¥,29HREUIRED REALXR  DIMENSION=,1S.12H WITH REALIS,
) 8%, 27HVECTOR DIMENSIONED TO ,15)
END
C-SBRO4
C-REFORM: GENERATES THE ANM ARRAY, CHECKS STARILITY CRITERIA, RECLASSIFIES
c NODES IF NECESSARY AND RESEGUENCES IMPLICIT NODES IF NEEDED,

SUBROUTINE REFORM (ANM,DH,ABLK,STIFF,AREAS,CPCT,CNDT, DTHIN, DTHAY,
) DELT, THETA, PCODE, 10, SUM, NSTE, MANM, NV, VE2, IN, LR,
) CODEIS, CODESA, CODESS)
COMMON /DEVICE/ INEF, INEH, INES, INHS, INNS, INGS, INSS, INTS,
L 1ONT, 10SH, DUTC, OUTN, DUTP, OUTS, DUTH, OUTH, ININ
INTEGERKS INEF, INEH, INES, INHS, INNS, INOS, INSS, INTS, IONG, 10SH,
) 0UTC, DUTN, DUTP, BUTS, DUTH, DUTH, ININ
COMMON /BINENS/ NN,NE,NSS,DSS,NSN,NBF,DEF, NEH, DBH, NHD, DHD, MAXT,
% DNE, DF X, NUK, NK 1, NAR, NLM, DE2, NUUT , NUE, DAN, TABW, DET
INTEGERS4 NN, NE,NSS, DSS, NSN, NBF , DEF, NBH, DEH, NHD, DHD  MAYT,
X DNE, DFY, NUIK, NK1, NAA NLM, DE2, NUT NUE, DAN, TABK, DET
INTEGER$4 PCODE,10(2),5UN
DOUBLE PRECISION ANM(NAA),DHINN)
REAL$4  DTMIN,DTMAX,DELT,BLK(NSN),STIFF (DAN,S, DNE) ,AREAS (2, DNE},
% CPCT(DNE) , CNDT (DAN, DNE) , THETA
INTEGERR2 IN(7,DNE) MANMIZ,NAA) VEZ(DE2) MV INKL) LR (NN),
3 NSTP {3 ,NSN)
LOBICALS1 CODEIS. CODESE, CODESS
c
C.....LOCAL VARIABLES:
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1077, DOUBLE FRECISION NAME!4),VALUE(6)

1078, REALS4  ASUN

1079, INTEGER$4 A2A,AZB,AZC,A2D,AZE, AZF,A26, AZH, A2T, DAR, ML,

1080, ) L,LD,1,d,11,3,18, INIT, TEMP, DSK 1, NBHO, J5 (&)

1081, LOGICAL FIRST,NEXT,FAILED

1082, DATA NAME/BH  KNOWN,BHEXPLICIT,BHIMPLICIT.BH ERSATZ/

1083, Coeves. erereine e h e e e e e e eeas
1084, DSKI=10(1)

1085. FAILED=, FALSE.

1086. SUM=1

1087, NIIE=0

1088. NBHO=0

1089, NUM=0

1090, D0 10 I=1,NAA

1091, 10 ANMID)=0.0

1092, D0 20 I=1,NN

1093, 20 DH{I=0,0

1094, D0 30 LD=1,NE

1095, L=LD

1096, IF(DNE .NE. NE) L=!

1097. IF (DNE .NE. NE) READ (DSKI) IN,STIFF,AREAS,CPCT,CNDT

1098, CALL ACCUM (ANM,STIFF(1,1,L),AREAS(1,L),CNDT(L,LY, CRCTILY, DAN, NAR,
1099, % OUTP, INC2,LY, INCT, L), NANN)

1100, CALL ACCUM (ANM,STIFF(1,2,L),AREAS(I,L),CNDT(I,L),CPCTIL), DAN,NAA,
1101, ' DUTP, IN(I, LY, ING2, L) HANN)

1102, ASUM=AREAS (1, L) +AREAS (2,L)

1102, CALL ACCUM (ANM,STIFF(1,5,L),ASUN, CNDT(1,L),CPCTL), DAN, NAA,
1104, ) OUTP, ING3,L), INGL, LY, MANM)

1105, IF(IN(4,L),E0.0) GO T 20

1108, CALL ACCUM (ANM,STIFF{1,3,L),AREAS(2,L),CNDT(1,L},CPCT(L), DAN,NAR,
1107, 4 DUTP,IN(L,LY, INCA, L) MANM)

1108. CALL ACCUM (ANM,STIFF(1,4,L),AREAS(2,L},CNDT(L, L), CPCTILY, DAN, NAR,
1109, & DUTP, IN(4,L), IN(3, L), MANN)

1110, 30 CONTINUE

1it, IF(DNE .NE. NE) REWIND DSKI

1112, IFINSN.LT.1) GO T0 S0

113, €

1114, C.....ADJUST FOR LEAKAGE AT STREAM NODES; TIME STEP MUST BE SHORT ENOUGH
1115. C  THAT LEAKAGE DOES NOT CAUSE INSTABILITY. DISTRIBUTE LK TO

1116, C  UPSTREAM AND DOKNSTREAM NODES.

.- DO 40 J=1,NSN

1118. I=NSTP(1,J)

9. ¢

1120, C.....FLAG STREAM NODES IF STEADY-STATE SIMULATION

121, IF(CODESS) LR(IV=LR{I)+5

1122, NDN=NSTP (3,1)

1123. IF (NDN.LE.0) GO TO 40

1124, K=NSTP (1, NDN)

1125, DH{I)=DH (1) +0,508ALK ()

1126. DH(K)=DH{K) +0. 5086LK ()

1127, 40 CONTINUE

1128. 30 IF(PCODE,GE.&) WRITE(OUTP,2080)
1129, 00 80 I=1,NN

130, €
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1131,
1132,
1133,
1134,
1133,
1135,
137,
1138,
1139,
1140,
{141,
1142,
1143,
1144,
1143,
1145,
1147,
{148,
1149,
1139,
1181,

1152,
I3,
1154,
1155,
1136,
1157,
1138,
HIEs,
Ha0,
1181,
15z,
H&Z,
1154,
1145,
Has,
1167,
tag,
11ay,
170,
H7E,
72,
17
1174,
H7E,
74,
177,
1178,
1179,
1130,
{181,
118z,
1183,
1154,

C.....IF STEADY-STATE AND NON-STREAM NODE, SET STORAGE TO ZERD:

IF{CODESS .AND. LR{I}.LE.1) ANM{D)=0.0
£
C.....RESET FLABGED STREAM MODES:
IFLLR(I.ET.3) LRUIY=LR(1}-5
15=1
50 IS=MANM(Z,I5)
IF{IS.ER,0) 6O TO 70
J=MANMIL, 15)

©

DH{L)=DH(I)-ANMIIS)

DH{J)=DH{J) -ANM{IS)

IF(PCODE.LT.5) 80 TO 40

NUM=NUM+{

J5 (NN =]

VALUE{NUM} =ANK{1G)

TF(NUM.LT. &) 50 70 40
70 IF(NUM.EQ.0) GO TC BD

WRITELDUTR, 20900 I, (JSHED VALUE(K) (K=1 NUM)

HUN=0
IF(IS.NE.OF B0 TC 4D
B CONTINUE
IF{PCODE.BE. &) WRITEIBUTP, 2070) 1,ANMID
DELT=1. SAETMAX
I"
C.....DETERMINE LARGEST TIME STEF THAT WILL NOT
c CURRENT EXPLIZIT NODES:
00 o9 I=1,MN
IFALRETILLT O NBHO=HBHO+1
IFALRITELT.) G 70 9¢
IF{DH{I}.EG. 0.0} &0 TC BS
DH{T:=ARMITY 7DH(T)
IF(LREI)CHE G BB 70 90
NUE=NUE+!
TFODH{D) L LT.DELTY DELT=DH{I)
50 70 °4
25 WRITELOUTR, 20100 I, DHITY ANMCD)
FAILED=, TRUE,
90 CONTINUE
IF (FAILED} STOF
NUT=NN-NUE-NBHO

C.....FOF GAFETY SAKE, REDUCE DURATION OF STAELE TIME STER:

DELT=0, £5EA57IDELT
WRITE(DUTE, 20T0) DELT

o

+oeo FETURN IF THE 874
BY ALLOWING A TIN
TFIDELT.GT.DTMING EC 70 270
KRITEIOUTR 20500 DTHIN

"3

L]

.CON
FOR

oM
Iy )

{s94
g
I
e

E STREAM NODES IMRLIZIT IF CODEIS IS

94

RO

YIOLATE S4B

T
TRUE.

200 RCCUMULATE FLUX PART OF STABILITY CRITERIA AS DH VECTOR:

LTy

’H‘

GF

LATED

[DEF RODES EXPLICIT IF STRBILITY 15 GREATEF THAN 1 SSDTMAY,
STR



1185, DELT=1,330THAX

1155, {F{.NOT.CODEISY &0 T0 {10
1187, DD 00 J=1,NSN

1188, [=RST®{L, )

1189, DHiIY=0.0

1190, 100 CONTINUE
1%L 110 00 130 I=1,NN

ez, IF(LRIDLAT.O) 60 TD 130

1193, LR{Li=0

1154, [F(DH(T).LT.DELT .AND. THETALNE.0.0) LR{I}=l
1195, I8=1

119s. 120 15=MANM(Z,12)

197, IF{IS.EG.0Y 6D TO 130

1198, J=HANM{1,15)

1199, IFELR{I}.EQ.O JAND. LR{J).EQ.YY LRIII=2
1200, IFILRIT)LEG.L LAND. LR{J}.EG.OY LR{J}=EZ
1201, 60 TO 1290

1202, 130 CONTINUE

—
r-J
<u
4
[

1204, L..... LP=-1  KNOWN HEAD NOLE,
1205, C = EYPLICIT NODE.
1206, =1 IMFLICIT NODE,
1207, T =2 EYPLICIT NODE THAT HAE AN IMPLICIT CONNECTION AND IS
1208, € HENCEFORTH CONSIDERED IMPLICIT (LR WILL BE GET 70 1D
1209, C
1210, C.....NUMBER TMPLICIT NODES FROM { UF TO NUK AND EXPLICIT OR KNOWN NODES
{21, ¢ FROM NN DOWN,
1212, INIT=}
1213, NUT=NN
1214, 08 150 I=1.0N
1215, IFILR(TY.BT. 00 60 TD 140
1214, HANMCE, Ty =NUT
1217, NUT=NUI-1
1218, A0 0 150
1219, 140 MANM(1, D) =INIT
224, LRili=]
1221, INIT=INIT+]
1222, 150 COMTINUE
1221, DELT=DTMAX
1224, NUE=NN-NLT-NEHO
1335, [FINUT.EG.OY B0 TO 240
1224, FIRST=,NOT,CODESR
1227, IF(FIRSTY B2 7O 190
1226, €
1229, L.....IN DFDER FOR SDLUTION MATRIY 7O FIT WITHIN LAMDA VECTOR, THE
1230, C THPLICIT NODES MUST BE RENUMBERED TO MINIMIZE THE LOWER HORIZONTAL
1271, L PROFILE. THE PHILOSOPHY BEHIND THE RENUMBERING ROUTINE RFEPRECENTED
1232, £ BY SUEROUTINES SBRIS THROUGH SBR2I (DPTNUM, NUMLVL, DISINT,
1233, C BLDLVL, DERREE AND FINDII) IS BASEL UPON AN ARTICLE WRITTEN BY
1234, ¢ NORMAN E. BIBES, WILLIAM &. FOOLE, JR. AND PAUL K, STOCKMEVER
1275, € OF THE DEPARTMENT GF MATHEMATICS, COLLERE OF WILLIAM AND MARY,
1236, L WILLIAMSBURG, VIRRINIA, 23185, ARTICLE REFERENCE:
PSP AR ettt a iisiiaariisaatistitii ot isiitastiteiitsiirittl
1218, O AN ALGORITHM FOR REDUCING THE BANDWIDTH AND FROFILE 1
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1239,
1244,
1241,
1242,
1247,
1244,
1245,
1244,
1247,
1248,
1249,
1250,
1251,
tmen

iidis

1“:1

1254
1255

123z,

ne=
Lt

{338,
1239,
1260,
1261,
1252,
1257,
1284,
1268,
1254,
1247,
1268,
1269,
1276,
1271,
1272,

Ty
LEFd

1274,
1275

1274,
1277

1278.
1279,
1284,
1281,
1282,
1283,
1204,
{2gs

1285,
1287

1288,
1289,
1200,
12914,

=69

Lis

[

I
L
fad
i

[ B B B e ]

Lo e B

160

OF A SPARSE MATRIX’, SOCIETY FOR INDUSTRIAL AND APFLIED
MATHEMATICS JOURNAL ON NUMERICAL ANALYSIS, VOLUME 13,
HUMBER 2, AFRIL 1978, PAGES Z2-2%0,

DAR=NU
0O 180 I=1,MN
IFILR{D).LT. 1) 6O TO 180

15=1

{70 18=MANM(2,15)

-
=]
=

i

%
%

IFUIGEQ.O) 60 70 180

J=MANMIL, 15)

IF{LR(JILEQL L) DAR=DAR+Z

&0 10 170

CONTINUE

ML= (NLMEA-ZENUT-23DARY /3

IF{MLLBT.NUTY ML=NUI

26 = 1+NUI

A28 =A2ANUT

A2C =R2B+NUT

42D =RICHNUI

A2E =RZD+NUI

A2F =RZE+DAR

A26 =AZF+DAR

AZH =A26+HL

A2T =AZHHML

WEITE/DUTP, 20100 NUILLDAF, ML

IF(ML.LE. &) STOP

CALL CPTNUM INAA NN NUI,DARML,DUTP,VEZ(1) VEZIAZAY WEZIAZRY,
VE2(A20Y NEZLATDY VEZ(AREY NEZIADFY VEZIAZR)
VEZIRZHY VEZIRZEY MANM LRY

WRITE(OUTF, 2030)

vaoa PRETITION THE LAMDA VECTOR INTO LOWER TRIANGULAR BON SEGMENTS

150
200

210

220

BASED UPON THE TRANSFORMED NDDE NUMBERING.
o0 200 I=1,8U%

Mili=

00 226 I=1,NN

IFILRIDLLT. LY 88 70 220

PI=MANMIL, 1D

18=
IG=MANMIZ, 1%}

[F{I5,EQ, 0y B0 70 220
J=HANM (L, 15}
IFOLREILLTL LY 68 70 210
JI=MENH L, 0

IFUILLT V30N M Id=TT
IFCIGL LT HVITTY) WD =0d
&3 10 Zt0
CONTINUE
SUm=0

o0 230 1=
TERF=1-MV
MV} =5+

1, NUT
i

4
[
q
i
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-3
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B
LN g ved
-

— e bt e s
-

~L

~d

-

£
(& o

£

17
1299,
1300,
1301,
1302,
1303,
1304,
1308,
1300,
1307,
1308,
1309,
1310,
1311,
131%,
1313,
1314,
1315,
1314,
{317,
1318,
1319,
1320,
1324,
1322

L

[
Bl
[==)
»

77
REAN

1324,

{125,

1326.
1327,
1328,
1329,
133,
1331,

179
Laads

17~n

1334,

Iwwt

1336,
1337

1338,

1335,
1340,
1341,
1742,
1343,
1744,
1345,
13145,

.u

230 SUM=MVII)+TEMP
MVIRUT+1) =5UN+1
240 WRITE(QUTF,2040) SUM
IF{PCORELLT.Z) 6D TO 280
D0 230 I=1,NN
L=LR{11+2
IF{L.LT. L ORLLGT, 3 L=4
250 DH(I)=NAME(L)
WRITE(DUTP, 2020} (I,DH(I} MANMCL, IV, I=1,NN)
260 IF{NLM.GE.SUM) GO TD 270
NEXT=FIRST
FIRST=.NOT.NEXT
IFINEXRT) B0 70 140
WRITECOUTF, 2000} NLM,SUM
5ToP
270 WRITETQUTF,2100) NUT,NUE,NEHO
WRITE(OUTP, 2030} DELT

RETURN
....ULTPLT FORMATS:
2000 FDEHAT(IIX.Z'HSPHCE FOR LAMDA ARRAY= 0,
& T34 IS INSUFFICIENT: REQUIRED SPACE=,110)
2010 FORMAT (11X, 3ZHNUMBER DF IMPLICIT NODES= 110,
% /U IHTOTAL IMPLICIT LINKABES= (110,
] S TIHAND MAYIMUM ALLOWED DEFTH= (110
2020 FORMATL 11X, JAHEXTERNAL TG INTERNAL NODE NUMBERING:,
% JUTGZEUH-Y /211X 4 {23HNODE NODE-TYPE INTERNAL,4X),
% ALY 4014, 2, AB,3X, T4, 600 ))
2039 FURMQT('IX,‘IHRENUHEEﬁ N& COMPLETE.)
2040 FORMAT (11X, Z3HLAMDA VECTOR DIMENSION= J10
2050 FORMAT( 11X, S4HEXPLICIT STABILITY WITH TIME STEP=,{PE10.3,5H DAYE)
2060 FORMAT(ILY, JAHMINIMUN TIME STEP= JFEL0, I,5H DAYS,
] 41H THEREFORE RECLASSIFY AND RENUMBER NODES.)
2070 FORMAT(//11X, {BHCAPACITANCE TERMS:, /11X, 17(1K-),
] J411X, 5 (HNDDE, X, EHVALLE, 520, /111X, 6 114,24, 1PDI0 T, 300 1)
2080 FORMAT(//11X, 1BHCONDUCTANCE TERMS: /11X, 1T {1H-),
& #/1X, 10H NODE 70:,5(4HNDDE, SX, SHVALUE, 58}
2090 FORMAT{IY,15,5X, 4014, 2¥,1PD10,3,3X))
2100 FORMAT(/11X, TIHNUMBER OF IMPLICIT NODES= ' 110,
% JLLY ITHNUMBER OF EXPLICIT NDDES= J10,
% F11X, 3IHNUMBER OF KNOWN-HEAD NODES= 110

2110 FORMAT(//11X,30HFATLURE FOR UNKNDWN-HEAD NODE=,11C,5X,

Y 2SHSUM OF CONDUCTANCE TERMS=, IPE10.T, /141,
° {7HCAPACTTANCE TERM=,E10.3,/11X,
Y ABHPERHEFS NODE IS NOT INCLUDED IN ELEMENT NETWORK!,//)
END

-SBR0S

C-SMULAT: FOUTINE TO SIMULATE AND PERFORM MASS BALANCE CALCULATIONS
FOR & TIME PERIOD WITH CONSTANT HYDRAULIC PARAMETERS AND
FRE-DEFINED BOUNDARY CONDITIONS,

SUBROUTINE SMULAT {H,DH,5HS,NET,HEND, HTOT,MASS, ANM, LANDA,

TTINE, DELTC.EE'T»,. FX,STFW,BFLOW, INF, LK, HS,

e
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1347, 5 EASE, LAND. NAREA, DHE, DHY,
1748, % PLODE, PO, FHYD, MY, MANM, LR, NSTF MOLTH, I TP,
1349, ) LSN, CODEPL, CODEEP, CODEQF , CODETH, CODESE, CODESS
1350, COMMON /OEVICE/ INEF, INEH, INES, INHS, INNS, INGS, INSS, INT

1351, 8 104G, 105K, QUTE  QUTN, OUTP ,OUTS, DUTH, OUTH, INTX

192, INTEGERE4 INBF, INBH, INES, INHS, INNG, INGS, INSS, INTS, 10NQ, 103H,

1352, § QUTC, OUTH, DUTF, QUTS, UTH, GUTH, INTH

1354, COMMDN /DIMENS/ NN,NE,NSS,DSS,NGN,NBF, DBF, NEH, DEH, NHD, DHD, MAXT,
355, % DNE, DF Y, U, NK1, NAA, LN, DE2, NUT, NUE, DAN, TABM, DET
135, INTEGERE4 NN, NE,NGS, DSS, HSN, NBF, DBF ,NEH, DEH, NHD, DHD, MAXT,

1357. 5 DNE, DFY, NUK, NK 1, N&8, NLM, DEZ NUT, NUE, DAN, TAEW, DET
1758, COMMDN /TINES/ ¥S,05,YS,T3,%F,DF, YF,YF,K,DD,Y‘IDR\ TINE,TTOTL,
1359, ) ND¥0, TSFRED, TSTRM, TBNDH, TBNDF, TPLOT, TFLUY,

1340, 4 DTNEY, DTMIN, DHMAY, THETA, GHSTDY, DHFREA, T THAX

1341, BEALE4 DD, TF.TIME,TS,TTOTL, TSFRED, TSTRM, TENDH, TENDF, TRLOT,
1342, ) TFLUX, DTHAY, DTMIN, DHMAY, THETA, DHSTDY, DHFREQ

1387, INTEGEFS4 45,05, Y5, MF,OF, YF, M, Y, 1DAY, NDAYO, ITHAX
1344, CONMON /FORNTS/ FSTM,FSTS, FRDF, FEOH, FNXY, FNES, FNOS

1343, REALY4 FSTN(20),FSTSI20), FRDF (20) FEDH (2D,
1346, y FNYY {20}, FNBS (200, FNOS (20)

1347 COMMON /SUMFLY/ BALCUM,BDS,GBDF, QEDH, SUMND
1348, DOYBLE PRECISION BALCUM,QRDS,QRDF, DEDH, SUNNG

1369, COMNON /GHET/  IDEPTY,TGHET,ETMAX,SUNET,FETY, INET
1770, REGLES T0EETH, TGWET, ETHAX, SUMET, FETX (20}

1371, INTEGER INET

1372, DOUELE SRECISION H{NM),DH(NM)RHS (NN) NET(NN)  HEND (DEH)  MASS (HH) ,
1371, ) AN (R4}, LAMDA (NLM) , WTOT

1374, REALS4  TTIME,DELTS,DELTP,STFX(NSN),STFH(NSN) BFLON(DSS).
137, ) INF(NSH) , LK INSN) ,HS (NSN)  BASE (NN} , LAND {DET! NAREA(DET)
1376, 5 DHF, DHM

77, INTEGERT4 PLODE

1378, INTEEERAZ PROH(DEHY, FHYD (DHD) MV (NK1) , MANM (2, NAR) LR ()
1379, ) NSTP (T, NSN), MOUTH(DSS!, ITP (D35)

1380, LOGICALS! LSN(NSN},CODERT, CODEEP, CODEAF, CODETH, CODESE, CODESS
1381, € :

1382, C.....LOCAL VARIABLES:

1383, DOUBELE PRECISION BALI,HALT,DELF,DELS,DFT,DST, TERK,SRSK, KRS, 6FLY,
1384, B MYDHDT, NOTE, BLANK, STREAM, DHDT, DY, DHZ, DHZ, DHMGRE , DHLESS,
1388, % DHDTZ. ALPHA, BETA, DHAVG, DHEST, DTINY, VBFX  UNFX, DEL,
1385, ) ETHITE, STRMET

1387, REALKS MAXDH,MINDH,WET,DRY, DRYWET,DT, TIMEC, TIN, THPRE, D71, DT2,MULT,
1388, ) RATI0,DTMORE,DTLESS, DTSTEP, BTINIT,DTSTD, nr::.srf ) | FREDET,
1399, ) DELT

1350, INTEGERHA 1,0,03,NDRY, HIN, DI, YN, NDAVS  NSTER NODE, HH, 4,3, 17
1791, LOGICALY! BFCODE,NUIS, INITL,EXTRP,LAST, REDD

1392, DATA WET/4H WET/, DRV/4H TRY/, BLANK/BH { STREAM/SHSTRERN /.
1797, §  MULT/0.&7/,PREDET/0.0/,ETNDTE/GHGK E.T. !, STRMET/BHSTFWET /
L T PR
1795, DT10,0

139, DT20,0

1397, DH2=0.0

1398, DHDT2=0,0

1799, EYTRP=, FALCE,

1400, INITL=.FaLEE,
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1401,
1402,
1403,
1404,
1403,
1406,
1407,
1408,
1409,
1410,
1411,
1412,
1413,
1414,
1413,
1416,
1417,
1418,
1413,
1420,
1421,
1422,
1423,
1424,
1425,
1426,
1427,
1428,
1429,
1430,
1431,
1432,
1473,
1474,
1433,
1435,
1437,
1438,
1419,
1448,
1441,
1442,
1447,
1444,
1445,
1844,
1447,
1448,
1449,
1450,
1431,
1432,
1423,
1434,

NUIS=.FALSE,
LAST=.FALSE,

+ovooTHE LR VECTDR DEFINES THE TYPE OF NODE:
LR=-2  KNOWN HEAD NODE WITH ACTIVE STREAM-ABUIFER CONNECTION.
-1 KNOWN HEAD NODE.
0 EXPLICIT NODE.
1 IMPLICIT NODE.

€
€
C
L
L
£
L
€

«++. CALCULATE THE STANDARD TIME STEP TO EVENLY DIVIDE "DELT™:
DTINIT=0.014DELTS
DELT=TTIME-TINE
DEL=DELT
IF{DELT.LT.DELTSY DTINIT=0.018DELT
IF (DHMAX.NE. 0.0 ,OR. CODETH ) EXTRP=.TRUE.
IF{CODESS .OR, NUI.E@.0) EXTRP=.FALSE.
IF{EXTRP) DEL=DELT-Z#DTINIT
NETEP=DEL/DELTS
IF{NSTEP$DELTS.LT.DEL) NSTEP=NSTEP+}
DTSTD=DEL/NSTEP
DTSTEF=DTSTD
IF(EXTRF} DTSTEP=DTINIT
IF{EXTRP) INITL=.TRUE.

£

C.....RERD NEXT TIME FOR OUTPUT OF HERD ARRAY,

10 IF(TPLOT.GT.TIME) 60 TO 30
READ(ININ, 1000, END=20) MIN,DIN,YIN,TIN
CALL DAYS !MIN,DIN,YIN MDAYD NDAYS)
TPLOT=HEAYS+TIN/Z4.0
B0 72 10
20 TPLOT=TTOTLY2
30 1T=0
35 TIMEO=TPLOT
IFITTIMNE.LT.TIMED) TIMEO=TTIME
DELT=TIMEO-TINE
£
C.....DETERMINE STREAM-AGUIFER FLUY AT EEGINNING COF TIME STEP:

IFINGS.GT,0) CALL STFLOW (H,DH,STFX,STFW,BFLON, INF,OLK,HS,
§ 0.0,6,0,TINE, TTOTL, TSTRM, DD,
¥ PLODE NDAYD, M, Y,
) MOUTH, TP NSTF, LGN, CODEFC, CODEEF, CODESE!
BFLODE=, NOT. CODEPC
X
C.....INITIALIZE RHS VECTOR:

00 40 I=1,MN
4) RHS{D)=0.0
QEDS=0.0
IFINSS.LE.0) 60 TO &0
D0 50 J=1,NSN
T=NSTF (1, 1}
IFILRITELLT.O) LRIDY=-1
IF{STFY{J}.EG.0.0) GO 70 50
QBDS=BDS+STFY (3)
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1433, TT=MANM(I,T)

1454, RHS{I1)=8TFE ()

1457, IFILR{D.LT.0) LRI =-2

1436, C

1439, C.....ADJUST TIME STEF IF STREAM-AGUIFER FLUX MAY CAUSE INSTABILITY
1460, € BECAUSE IT 15 HANDLED EXPLICITLY. STFW{J) CONTAINS QLK FOR REACHES
1461, € ADJACENT TO NODE I OF NSTP(L, D),

1462, IFILR{I.LT. L JOR, STFW{J).LE.0.0 ,OR, CODEPC) GO TO 30

1463, TERM=ANMI1) /STFH)

14564, IF (MULTRTERY LT,DTSTEP) DTSTEP=MULTATERM

1443, 30 CONTINUE

1466, C

1467, L,....MODIFY RHS VECTCR 7O ALSC INCLUDE NET FLUX:
1448, &0 SUMET=0.0

1459, IF{INET.ET,0) RATI0=ETMAX/2DEPTH
1470, DD 90 I=1,NN

1471, ET{1)=0.0

1472, IFLINET.LE.0) D TQ 70

1473, DI1)=LAND (1) -H(T)

1474, IF(D{1),GE, 2DEFTH) 50 TO 70

1475, IF(D(1),LT.0,0) DIDY=0L0

1476, ET(1)=RATIOR (ZDEPTH-D (1]} INAREA (1)
1477, SUMET=SUMET+ET (1)

1478, 70 I8=1

1479, TI=MANM(E, D)

1480, RHS(TT)=RHS{TT)#NET(1)4ET (1)

1481, IF{.NOT.CODEQR LOR, WID).GT.BASE(I) ,OF, NET(I),GE.0.00 GO TD 80
1482, RHS (11)=RHS (11)-NET(D)

1483, 80 IS=MANM(Z2,1S)

1484, IF (18,E9.01 60 T0 90

1485, J=MANN (1, 16)

1486, 13=MaNM (1,3

1437, RHS{T1)=RHS (ITHANM{IS RHETI-HITD)
1488, RHSJ21=RHS LIJ) +ANM(ISY R (MDY -HIID)
1489, 50 70 89

1490, 90 CONTINUE

1491, MYDHDT=0,

1492, T

1453, C.....DETERMINE DH/DT FOR KNOWN HEAD NODES.
1494, IF(NBH.LT.1) 50 TO 110

1495, DO 100 1=1,MEH

1498 J3=PEDH(T)

1497, DHLLI) = (HEND (1) -HUJ3) / (TENDH-TIHE)
1498, IF(CODESS! DH(I)=0.0

1499, TF(DABS(DH(I3)). 6T, MXDHDT) MYDHDT=DARS(DH(IIN

1500, 100 CONTINUE
1501, 110 YF(CODESS LOR, NUE.EG.0) 60 TG 130

1302, €

1503, C.....DETERMINE DH/DT THROUGHOUT TIME STEP FOR EXFLICIT NODES:
15304, DO 120 I=1,8N

1503, IFILRITYLNE. O RD 70 120

1506, TI=MANM{L D)

1507, BHUTY=RHSCIT) JANMIT:

1308, IF{DARS{DH{I}),GT. MXDHDT} WYDHDT=DARS(DH(I))
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1509,
1510,
1518,
1512,
1513,
1514,
1513,
1516,
1517,
1518,
1519,
520,
1=ﬂ1

diis

1522,

e
[e AN

1324,
1225,
1526,
527
15328,
1529,

{530
1331,

eT
1532,

1533,

1T A
id 2%

-
1835,
[ ~4e ¥

VBL.
1877
1257,

1573,
1532,
1540,
1541,
1542,
1343,
1544,
1545,
1345,
15347,
1548,
1549,
1350,

1851,
egn

ddia

cey

ot
1554,
1353,
1558,

1537,

558,

]
R

1550,

1581,

1562,

120 CONTINUE

L
C.....EGTIMATE MAXIMUM TIME STEF FOR ANY EXFLICIT OR KNOWN-HEAD NODES 7O
£ KEEP HEAD CHANGE LESS THAN DHMaX:
130 DT=DTSTEFP
IF{DELT.LT.DTSTER) DT=DELT
IFCNCT,INITL LAMD. DELT.LE.DELTSY DT=DELT
IF(MXDHDTADT, CT.DHMAX L AND. DHMAX.NE.C.0) DT=DHMAX/MXDHDT
IF{HUT,LE, O ,0OR. CODESS) GO TO 180
£
L.....ESTINATE THE MAXINMUM HERD CHANGE 7D CONTROL TIME STEP IF
L DHMAX IS ACTIVE (I.E. NOT EQUAL 0.0} AND CALCULATE THETA IF
C CODETH IS "TRUE® ONLY AFTER STMULATING WITH TWD SHORT TIME STEPS:
TF(CODETH) THETA=L.00
IFLNCT.EXTRF LGR. INITL} GO 70 1BO

TI=MANM{{ NODE)
DHOT=DHDTZ
[F{ANMINODE).GT.0,0) DHDT=RHS{IT)/ANM(NODE}
ALPHA=0,0
HETA=0.0
IF{DABS{DHDT).GT.DARS(DHDT2) .OR. DH2.EG.0.0) GO 7O {40
C
C.... ASEUME EXPONENTIAL DECAY: DHDT(T!=DHDT(C)¥EXP(ALFHAYT) BASED UFCH
L DELTA HEAD/DELTA TIME FOR PREVIOUS TIME STEP AND DH/DT FOR
C BEQINNING OF CURRENT TIME STEF AND ESTIMATE THE CHANGE IN HEAD
€ FOR TIME GTER OF LENGTH I7:
ALPHA= (DHDT-DHDT2) / DHZ
[F(ARLPHA.BE. 0.0 B0 TD 140
L
C.....1F THE PRODUCT OF ALFHA AND TIME STEF IS LESS THAN -100, ADJUST

£ TIME STEF TG KEEP PRODUCT WITHIN RERGON:
IFIALFHASDT, LT, -100.0) DT=-100,0/ALFHA
DH3=DHDTY{DEXP{ALPHARDT-1,0) /ALPHA
OTLESS=DHMAY/DARS (DHDT)
DHLESS=DHOT (DEXP{ALPHASDTLESS) -1, 0} /ALPHA
DHAYR={DHT/DT-DHDT) /ALFHA
G0 70 150
L
C.....ASSUME QUADRATIC VARIATION: HIT)=H{C)+DHDT(CI3T+BETATHIZ
140 BETA={DHDT-DH2/DT2) /D72
DH3= (DHDT+BETARDTI4DT
DTLESS=DHMAY /DABS {DHDT+24BETASDT)
DHLECE={DHDT+BETAXDTLESS) $DTLESS
DHAYG= (0, SEDHDT+BETARDT/Z14DT
1504 DHEST=DHZ
IF(PCODE.GT. 2} WRITE(QUTF, 2100} DHDTZ,DHRT,DHEST, NODE,ALPHA,BETA
e
Couis INCREASE ESTIMATED HEAD CHANGE BY (0% THEN COMPARE WITH DHMAX
L IF DHMRY 15 ACTIVE, IF GREATER THAN DHMAX, DT MUST BE REDUCED:
160 DHZ=1, 101DABS (DHT)
IF{DHT.LT,DHMAY LOR, DHMAX.EG.0.0} RO TD 170
DHLEGS=DARE {DHLESS)
DHMORE=DHZ
ITMORE=DT
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1363, RAT10=(DHMORE-DHLESS) / {DTMORE-DTLESS)

1364, DT={DHMAX-DHLESS+DTLESSSRATIC! /RATID

1565, €

1366, C...u. ESTIMATE VALUE OF THETA IF THETA IS CONSIDERED VARIABLE:
13467, 170 IF(.NOT.CODETH .OR. DHEST.EG.O. 01 b0 TO 180

1568, THETA=DHAVG/DHEST

1549, IF{THETA.LT.0.57) THETA=0,57

1570, IF{THETA.BT. 1,00} THETA=t,00

1974, € ‘

1572, C.....50LVE FOR CHANGE IN HEAD FOR KNOWN HERD NODES AND EXFLICIT NCDES
1573, € QVER TIME STEP OF DT:

1374, 180 DTINV=1, /D7

1575, IF (NUT.EQ. NN} B0 TO 200

1578, D0 199 I=1,NN

1577, TFLRATYLLE.O) DHOT)=DH{T) DY

1578, 190 CONTINUE

1379, IF(NUI.EQ. 0} BO TO 290

1380, C

1581, C.....IF THETA, DT OR HYDRAULIC FROPERTIES HAVE CHANGED SINCE LAST
1582, ¢ TIME STEP, REFORM LAMBDA MATRIY AND FACYOR LAMBDA MATRIX,

1583, 200 IF(THETA.EG. '”FRE .AHD. DT.EQ.DELTR) &0 70 240

1584, D0 210 I=1. AL

1385, 210 4 uﬁDA(I)-O.D

1586, DELTP=DT

1587, THFRE=THETA

1388, 00 230 I={,WN

1589, IFILRIT),E6.0) B0 7O 210

1390, IT=MANM{L,.T)

1591, KI=MV(I1

1592, IFILR{INLER. 1) LAMDATKI)=LAMDA{KD) +ANMIT)SDTINV
1393, I6=]

1594, 220 15=MANM(Z,IS)

1595, IF(15.€6.0) B0 7D 230

1396, J=NMANM{1,15]

1597, IFILR(J}.EG.0) BO TO 220

1598, JI=MANK(L, D)

1599, TERM=ANM{I5) ATHETA

1808, KI=HV{3D)

1601, TFILR{TY.EQ. 1) LAMDALKI)=LANDALK]) -TERM
1602, IF{LRED) E 1) LAMDACKI)=LAMDA (K]} -TERN
1603, IF(LRID AT LLORLLRED) LT, LY B0 TO 220
1604, K=K1411-3J

1603, [FUILLLT. 39 K=K34dd-11

1604, LAMDAIK)=TERM

1807, B0 TE 220

1408, 230 CONTINUE

1609, CALL FACTOR (LAMDA.NLM.HUI,NKI,PLCODE,CUTP. MY)
1610, €

1611, C.....TEMPORARILY STORE RHS VALUES FOR IMPLICIT NODES IN DH VECTOR,
1612, 240 IFINULILEQ.G1 BD 7O 290

1613, D0 250 I=1,NN

1814, IF(LRED)LLT. L) 60 70 250
1615, TI=HANM{L, T}

1416, DHITI=RHELID)
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1617,
1518,
1619,
1420,
1621,
1622,
1623,
1624,
14625,
1426,
1627,
1628,
14629,
1430,
1831,
1432,
1633,
1634,
1635,
1634,
1637,
1638,
1639,
1440,
1641,
15642,
1643,
1544,
1645,
1646,
1647,
1643,
1549,
14540,
1851,
1852,
1653,
1634,
14655,
1654,
1437,
1428,
1459,
1640,
1661,
1662,
1663,
14684,
1645,
16L4,
1667,
1548,
1649,
1670,

250 CONTINUE
C
Covr. .COMPLETE THE RIGHT-HAND-SIDE VECTOR.
b0 270 I=1,KN
[F(LR(I}.EG.0) B0 TD 270
T1=MANM(L, 1)
18=]
260 1G=MANM(Z,1S)
IF(15.E0.0) B0 TO 270
J=HANM(1,15)
[FILR(I).EQ.0) B0 TO 280
JJ=NANNIL, )
TERM=THETALANM (15)
TFELREIYLLT.O) RHSCITI=RHS(IT)-TERMSDH(T)
IF(LELD)LLT.0) RHS(JI)=FHS (Jd) -TERMRDH(I)
TFELREI),LT.G) RHS{II)=RHS{IT1+TERMIDH(T)
IF(LF{IV,LT.0) FHS(JJI=RHS (JJ1+TERMIDH D)
GD TC 260
270 CONTINUE

£
Co.v. BOLYE FOR CHANGES IN HEAD, RETURNED IN TRANGFORMED SEBUENCE AS
£ “RHS5" VECTER,
CALL SOLVE [LAMDA,FHE, NLMNUI NKI M)
L
C.... TRANCFOFM HEAD CHANGE TO “DH* VECTOR % DETERMINE MAX HEAT CHANGE,
TERM=0,0
J=D
DD 280 I=1,NN
IF(LR{IY.LT. LY B0 70 280
TT=MANM(1. T}
DEL=RHE{I])
FHS{TI =DH(T)
DHII)=DEL
IF(DABS{TERM}. BT, DABS(DEL)Y &0 TO 280
TERM=DEL
J=1
230 CONTINUE
17=1T+]

C.....IF HERD CHANGE 1S GREATER THAN DHMAX AND DHMAX IS ACTIVE, REDUCE
£ TIME STEF BUT TRY KD MORE THAN “ITMAY" TIMES:
IF IDABS{TERM) ,LE,DHMAX .OR. IT.GE,ITMAX) B0 TO 290
|
C.....RETURN DH VALUES FOR NON-IMPLICIT NODES TO DHDT ESTIMATES:
TFNUT,EQLNN) B0 TO 360
D0 330 I=1.MN
TF(LR{INLLE, O DHAIT=DROTIIDTINY
320 CONTINUE
360 IFICODEPC .AND, BFCODE) B0 7O 28BS

L
C.....IF THERE IS NO PRELICTOR-CORRECTOR USED OF THIS IS A "PREDICTOR" STEF,
) THE TIME STEP CAN BE FREELY CHANGED BECAUSE "RHS™ HAS NOT BEEN ALTERED.
DHI=TERM
TFONDTLINITLY 50 70 140
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1671,
1672,
1671,
1674,
1675,
1676,
1677.
1678,
1679,
1680,
1681.
1682,
1483,
1684,
1685,
1486,
1687,
1688.
1689,
1690,
1691,
1892,
1697,
1694,
1695,
1696,
1597,
1498,
1699,
1760,
1701,
1702.
1703,
1704,
1705,
1705,
1707,
1708,
1709,
1710,
1711,
1712,
17132,
1714,
1715,
1716,
1717,
718,
1718,

720

17

iels

N
1722,
1723,

1724,

OTSTEF=DHMAXIDT/DARCITERM)
IF(DTSTEF.GT. 0, 14DT) DTSTER=0,14D7
G0 70 130

L
C.....IF GROUNDWATER ET DR STREAMFLOW WERE "CORRECTED" AND DHNMAX WAS
L VIOLATED, "RHS" MUST BE RE-INITIALIZED.
285 DTSTEP=DHKAXSDT/DABS (TERK!
60 7O 35

C
C.... EITHER DHMAY WAS NOT VICLATED, OF THE MAXIMUM NUMBER DF ITERATIONS
L (ITMAX) HRS BEEN EXCEEDED,
290 IFIRFCODEY GG 70 329
C
C...."FREDICTION" CYCLE: EFCODE IS FALSE ONLY FOR THE PREDICTION STEP
£ OF A STREAM-ABUIFER FLUX OR ET FLUY PREDICTOR-CORRECTOR SEQUENCE,
IFNES.LE.O) BO TO 320
C
C.....REMOVE OLD STREAM-ABUIFER FLUX VALUE FROH "RHS™:
DO 300 J=1,NEN
[=NSTRIL, 0}
[1=NANMIL, 1)
RHS(ITY=FHE{IT) -STFY LD
300 CONTINUE
CALL STFLOW (H,DH,STFY,STER,BFLOW, INF,BLK,HS,
DT, THETA. TIME.TTOTL, TSTRM, DD,
FCODE. HOAYOM,Y,
MOUTH, 1TP NSTF, LSN, CODEPC, CODEBP, CODESH)
BFCOBE=, TRUE,

Y gze 3

Do 0 90 }

2o ADJUST  "RHS® FOF STREAM-AOUIFER FLUX:
@BDE=0.0

DO 210 J=1,MEN

I=NSTP(1, )

IFILRIIN LT, ) LR{D)=-{

IFILR{I}.ET. 0 NUIS=,TRUE,
TT=MANM{L, 1!

QBDS=QEDS+ETFY1])
RHE(T1i=RES(II+ETFX (D

IFELRIDLLT.O) LR{TI=-2

L S e |

+++. NE-ESTIMATE HEAD-CHANGE FOR EXFLICIT STREAM NODES:
IFILRIT) L EQLOY DHIT)=DTIRHGIIT) /ANN(T)
210 CONTINUE
JZ0 IFCINET.LE.OY &0 T 338
PRELET=0,0
RATIO=ETMAY/IDEPTH
REDO=.FALSE.

L
C.... ADJUST NET &ND RHS FOR GROUNDRATER ET PREDICTION:
00 337 I=1,NN

"
Coooo DOty 18 OLD DEPTH TO WATER,  D{2} IS NEW DEPTH T WRTEFR:
£

ET{{¥ IS OLD GW. ET, ESTIMATE, ET(2) IS NEW GW, ET. ESTIMATE.
DOLP=LANDTY-HITY
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1725, DU2Y=D{1)-DHIIVATHETA

1726, IF(D{1),BE, ZDEFTH .AMD. D(2).BE.IDEPTH) GO 7O 337
1727, [1=MANM{1,T)
1728, b0 330 J=1.2
1729, ET()=0,9
1724, IF{D{J},GT.IDEPTHY GO TO 230
1721, IF{D3Y, LT, 0.0} D(3Y=0,0
1732, ET{3)=RATION (ZDEPTH-D(J) 1 INAREA(T)
1733, T30 CONTINUE
1734, PREDET=PREDET+ET(2)
1733, RHS{II)=RHS(ID) -ET{14ET(D)
1736, IF(LR(I).EG.Y LAND. ET{1).ME.ET(2)) REDD=,TRUE,
1737. C
738, C.....RE-ESTIMATE HEAD-CHANGE FOR EXPLICIT NODES:
1739, TFILRETY.EQLOY DH{I)=DTHRHSITT) /ANMIT)
1740, 337 CONTINUE
1741,

C
1742, L...,.RE-ESTIMATE HEAD-CHANGE FOR IMFLICIT NODES WITH ALTERED CH. ET. IF ANY:
1743, IF(REDD) BO 70 249
1784, C
1742, C.....RE-ESTIMATE HEAD-CHANGE FOR IMPLICIT STREAM NODES IF ANY:
1745, TIB IF(NUIS) GO TO 240
1747, II9 IF(NUI.E0.0) GO TO 410

748. NODE=J

1749, DH1=DH2

1730, DH2=DH (NODE)

1751, TT=HANM{1, HODE)

75, C

1733, C.....DH/DT AT BEGINNING OF STEP IS5 DEGIRED IF NODE HAG NDN-ZEFD VOLUME:

1734, [HDT2=DH2/DT

1733, IF(ANMINGDE) ,GT.0.0) DHDBT2=FHS(I1) /ANM(NODE)
1756, C
1757. C.....DETERMINE MASS BALANCE:

738, C NET" WILL REPRESENT THE GRADIENT INDUCED FLUX INTO THE SUBDOMAIN.
1729, ©  "RHS" REPRESENTS THE TOTAL NET FLUX INTO THE NODAL SUBDCMAIN.
1740, DD 490 I=i,NN
1751, IFELR(I}.EQ.0) 60 TO 400
1782, TI=MANM{L, )

1782, 18=1
1764, 390 IS=MANM{Z,I5)

1785, IF(IG.EQ. D) BO 7O 400
1765, J=HANM(L,15)

1767, IF(LR{3),EQ,0) 60 7O 290
1758, JI=NANNLL, D)

1769, TERM=THETALANM(IS)

1770, RHS (11} =RHE {1} +TERMIDHI{T)

1771, RHS(JJ)=RHS{JJ)+TERMADH ()
1772, RHS{ITY=RHS(I1)-TERMADH (1}
1773, RHE1J0Y=FRE {30} -TERMEDHIT)
1774, 60 TC 390

1775, 400 CONTINUE
1775, €

1777, C.....DETERMINE MASS BALANCE FOR FRESCFIBED-HEAL NODES. (L¥¥7}
1778, 410 IF(NBH.LT.1) GO 7O 430
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1779, IF(FCODE.GE.2} WRITE!OUTP,2000)

1780, @BDH=0.0

1781, DO 420 J=1, NBH

1782, I=FRDH{I)

1782, TT=MANM{L, )

1784, SRSK=NET{I}4DT

1782, DSI=DH{IIIANNIT)

1786, DFI=DSI-RHS(I1)4DT

1787, BFLX=(FHS(IT)-NET(I})#DT

1788, RHS(11}=DS1/07

1799, BRDH=GRDH+DF]

17306, NOTE=ELANK

1791, IF{LRCI}. LT, -1} NOTE=STREAM

1792, IF(INET.LE. ) 6D 70 415

1793, IF(LAND{I}-H{I) .LT.ZDEFTH .AND. NOTE,EG.BLANK) NOTE=ETNCTE
1794, IF(LAND{IY-H(I} LT.IDEPTH .AND, NOTE.EG.STREAM) NDTE=GTRMET
1795, 415 IFLRLDLLT.-1) LR{T=-

179¢, IF{PCODE.GE. 2" WRITE(DUTP, 2010} I,DHtIV,DSI,SRSK DFI.GFLYNOTE
1797, 420 CONTINUE

1798,

1799, C.....ADJUST THE AMOUNT GF FLUID STORED IN EACH SUBDOMAIN. (L$$3)
1800, 430 BALT=0.0

1801, WT0T=0.9

1802, DELF=0.0

1807, DELS=0.0

1864, MAYDH=DH 1)

1805, HINDH=DH( I

1804, NDRY=0

1807, IF(PCOBE,GE. 21 WRITE(DUTP,2040)
1808, DO 440 I=1, 8N

1809, IF{DHCI} LT MINDH) MINDH=DH(I}
1810, IF{24IY BT, MAXDHY MAYDH=DH(I)
1811, TI=MANML, D)

1812, DFI=RHS{ITHDT

1812, DEI=ANMIIYIDHLT:

1814, DELF=DELF+DF]

1815, DELS=DELE+DE]

1814, BALI=DFI-DSI

1817, MASS(I}=MASS (1) +DC]

1818. WTOT=WTOT+MASE(])

1819, BALT=PRLT-BAL!

1820, DRYWET=WET

1821, IF(H{TY LE BASE(T)) DRVMET=DRY
1822, IF(H{T) . LE,BAGE(TY NORV=NDRY+!
1827, IF(PCODE.BE,2) WRITE(GUTP, 2070 [, TFI 06T, BALT MASE{I) DRYLET
1824, 440 CONTINUE

1825, BALCUN=BALCUR+BALT

1824, VBFY=0ORDFDY

1827, BEDS=GRDSHDT

1828, UNFY=SLMNGIDT

1829, SUMET=SHMETECT

1830, PREDET=FREDETHDT

1g21. €

1832, C.....UPDATE THE DATE AND THE TOTAL SIMULATICH TIKE,
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1813,
1834,
1835,
1836,
1837,
1838,
1839,
1840,
1841,
1842,
1843,
1844,
184S,
1846,
1847,
1848,
1849,
1850,
1851,
1852,
1833,
1834,
1838,
1856,
1857,
1858,
1839,
1840,
1841,
1842,
1847,
1844,
1845,
18h4,
1847,
1848,
1849,
1874,
1871,
1872,

1873,

1874,
1875,
1875,
1877,
1878.
1879,
1880,
1881,
1882,
1883,
1884,
188E,
1884,

TIME=TIME4DT

IF{DT.GE.DELT) TIME=TIMEO
IF(TIME.GE. TTIME) LAST=.TRUE,
CALL NEWDAT (M,DD,Y,ET,IDAY)
HRS=(DD-1DAYI124.0

HH=HRS

M= {HRS-HH) #40,0
59={{HRS-HH) 140, 0-MM) 160, 0
DT1=012

pT2=07

IF(DT1,E0.0.0) 60 T 450
INITL=,FALSE,

DTSTEP=DTSTD

C.....PRINT SUMMARY OF MAGS BALANCE IN VOLUME UNITS,
450 IF(PCODE.LT.1) 60 10 455
WRITE(OUTF, 2080) M, IDAY,Y,HH, MM, 55, TTME, DT, 1T, THETA, DELF, DELS,
% BALT,BALCUM, WTOT, UNFY, DRDC, VBFY, DRDH, MINDH, MAYDH,
) NDRY
IFCINET.LE.0) GO TO 455
WRITE(QUTP,2110) SUMET
TFCODEPCY WRITE(DUTP,2120) PREDET
[N
C.....UPDATE AND DUTPUT HEAD ARRAY.
455 D0 440 [=1, NN
HIDY=HIT)4DH(T)
440 CONTINUE
IF(PCODE.BE, 7Y WRITE(DUTP, 20200 TIME,DT, (1,H(1), 1, DH(TD, I=1,NN)
IF(QUTN.LT, 1) GO TO 480
WRITE(OUTN,2040) M, 1DAY,Y,HH, MM, 25
DO 470 I=1,NHD
J=PHYD(D)
WRITE(DUTN, 2050) 3 HLD)
470 CONTINUE
480 IF(TINE.SE.TPLOT) WRITE(OQUTC,2020) N, IDAY.Y,HH, MM, 52, TINE

L
L.....ACCUMULATE MAXIMUM POSITIVE HEAD CHANGE AND MAXIMUM NEGATIVE HEAD
£ CHANGE AND COMPARE WITH CONDUCTAMCE-CAPACITANCE UPDATE FREQUENCY:
DHP=DHP+MAXDH
DHM=DHM+MINDH
IF{DHFRED.GT. 0,0 ,AND. DHP.GE.DHFFER) B0 TO 500
IF(DHFREQ.GT, 0.0 LAMD, -DHM,GE.DHFRERY GO T0 500

r
C.....IF EQUILIBRIUM HEAD CHAMGE CRITERIA IS MET. WRITE MESCAGE AND
L UPDATE TIME T0O NEXT ROUMDARY CONDITION CHANGE.

IF (MINDH.LT.0. 0} MINDH=-MINDH

TFIMAXDH.LT.O.0) MAYXDH=-MAXDH

IF (MINDH. GT. MAXDH) MAXDH=MINDH

IF (MAXDH.GT. DHSTDVRDT! &0 70 490

DT=TTIME-TIME

IFIDT.LE.0.0) &0 TO 490
L
Coovss UPDATE THE DATE AND THE TOTAL SIMULATION TIME,

CALL NEWDAT (M.DD,Y.DT,IDAY)
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1887,
1888,
1889,
1890,
1891,
1892,
1893,
1894,
1895,
1894,
1897,
1898,
1899,
1900,
1901,
1902,
1903,
1904,
1903,
1908,
1947,
19608,
1909,
1910,
1911,
1912,
1943,
1914,
1915,
1914,
1917,
1918,
1919,
1920,
1921,
1922,
1923,
1924,
1925,
1924,
1927,
1922,
1929,
19130,
1931,
1932,
1932,
1934,
1935,
1935,
1937,
1938,
1939,
1944,

HRS= (DD-1DAY!124,0
HH=HRS
MM= (HRS-HH? 140, 0
§3=1 (HRS-HH! 850, 0-MM) 140, 0
WRTTE (QUTF,2090) MAYDH,DHETDY, M, 1DAY, Y, HRS, TTIME, DT
IF(TTIME.GE.TPLOT . &ND. TIME.LT,TRLOT)
% WRITE(OUTC,2076) M, TDAY,Y HH, MM, 29, TTINE Y
LAST=. TRUE,

L
C.....TIME TO CHANGE BOUNDARY CONDITIONS, HYDRAULIL PRCPERTIEE,
£ FLUX PARAMETERS?
490 TF(,NOT.LAST! GO TO 10
TIME=TTINE
500 RETURN

RS Res il iiatiiietieiiitiitiriatittotisiotitotisasisissioiodeitseiisstidsd
R Rt ot ittt it i iusiitaiiiabetitotitiiisiostieiiisstisatitis
RS20 iRt et i et i ierhiiinsiotitotiatittiteiiessritsiisitsitstistiiest
R3320t et iatiesotstttiioiatitiiaiettasaciitiitissiiessstacsiatisiess

C.... INPUT FORKATS:

1000 FORMATIIZ, 1Y, 12,1, 14,710,0)
r
Civvirnninns Cereresaareraes cereiriaaanes A
Covo QUTPUT FORMATS:

2000 FORMATY/ /11X, 4BHMACS BALANCE: PRECCRIBED-HEAD BOUNDARY (L,L3£3):,

% AITYATOLH-Y 411X, TAHNODE DELTH HEAD DELTE STOR
L] A0HSRCS-CINKE  BNDFLY IN  SPADIENT INDUCED

2010 FORMAT (10X, 15, 4X, IPSEL2, 7,5, A)
2020 FORMAT///11X, 21HHEAD AND HERD CHANGE:, /11X ZO4IH-Y /1LY EHTOTAL
& ISHSTMULATED TIME=, IPELQ, 3, 17H DAYSy TIME STEP= E10,7,ZH DAVE,
% Ji11Y, TAHNDDE, SX, 4HHEAD, AX, 4HNODE, 4%, SHCHANGE, XD,
L] JULEX 514,20, DI0L T30
2030 FORMATLIZ,GH/, T2, 0H/, T4, 712 1R T2 tHe T2V AIPERO, T, FIOFFIO, 2D
2080 FORMAT(I2, 1H/ 12, 1H! T4, 712, TH T2, 1H: IDY
2050 FORMATIIS,Fi0.2)
2060 FORMAT!//11Y,Z4HNDDAL SURDOMAIN MASS BALANCE {L113):,

] AIEOR-), AU TIRNODE FLUX IN DELTA STORRCE,
1 &% SHERROR, £X, IZHCUMULATIVE MASS  DRY-UET STATUS)

2070 FORMATIL0X, 15, 303X, 1FD10.3,2X) , BY,A4)
2080 FORMAT(/2X.T4UMASC BALANCE SUMMARY (Lyt3). DATE I2,tH/ I3,IH/, 14,

& {0H HH:MM:8S=, 12, tHs 12, 1Hy T2, 4H TIME=,1PE10.3,8H DAYS.
% AHYSTER=, D10, 7, 6H DAYS) 13, 9H ATTEMPTS, /2¥, AHTHETA=,0PFS. 2,
] 1ZH TOTAL SLu¥=,1FDIC, 7,224 TOTAL STORRRE CHANRE=.DIO.I,

b 184 TOTAL STEP ERROR=,D10.3,1BH CUMULATIVE ERROR= DI2,3,

% /2%, LTHTOTAL VOLUME=,D10.3,20H, NODAL FECHARGES & |

% {2HWITHDRAWALS= D10, T, 15H, STREAM INPUT=,DI0,Z, 8H, FLUX

¥ 14H BOUNDARY INPUT=,D1A.7, /2%, ZOHKEAD BOUNDARY INPUT=,

% D10, 3, 17H, MIN DELTA HEAD= E10.Z,1TH (Lenly, MAY
Y {IHDELTA HEAD=,E10,7, 17K (L1}, AND 14,134 "DRY™ NODEG.:

2090 FORMAT(//11Y, 45HEQUILIBRIUN CONDITION SATISFIED: MAYIMUM HEAD ,
4 2EHCHANGE FOF THIS TIME STEP=,{PEL0,3,8H (LE31),, /11X,
% 2THWHILE EQUILIBRIUM CRITERIA=,E10.3, 120 (LEXL/DAYY . /LIX,
] 1SHUFDATE TO DATE IZ.!H/,12,1H/,14,0PFE.1,7H HOURG, . /11X,
% CHTIME=,1PE10,Z, 19H DAYS, ADDED STEP=,E1f,3,8H DAVE.)
2100 FORMAT(/2X, 1OHLAST DHOT=,(PD10, %, 11K THIS DHOT=,D10.3,7H DHEST=,
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1941,
1942,
1943.
1944,
1943,
1946,
1947,
1948,
1949,
1930,
1951,

1932,

1933

1934,
1955,
1954,
1937,
1958,
1939,
1960,
1961,
1962,
1943,
1944,
1963,
1985,
1947,
1948,
1949,
1970,
1971,
1972,
1973,
1974,
19735,
1974,
1977,
1978,
1979,
1980,
1981,
1982,
1983,
1984,
1985,
1984,
1987,
1988,
1989,
1999,
1991,
1992,
1993,
1994,

& D10.3,%H FOR NODE,IS,12H WITH ALPHA=,D10.3,9H OR BETA=,
L] 110.3)
2110 FORMAT(2X,26HPREDICTED GROUNDWATER ET =,1PE10.T)
2120 FORMAT(2X,26HCORRECTED GROUNDWATER ET =,tPE{0.3)
END
C-5BROG
C-FLUXES: CONSCLIDATES THE VARIOUS FLUX COMPONENTS AND RETURNS THEM AS
c THE DH ARRAY. ALSO UPDATES KNOWN HEADS AND TIME PARAMETERS,

SUBROUTINE FLUXES (H,NET,FLUX, HEND, BBND, LAND, NAREA, HS, INF,
) PCODE, PROF, PBDH, PHYD, CODESS)
COMMON /DEVICE/ INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS,
Y 10NG. 103H, DUTC, DUTN, UTP , OUTS, BUTH, OUTH, N
INTEGERS4 INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS, 10NG, 105H,
3 QUTC, QUTH, DUTP, QUTS, DTN, DUTH, ININ
COMMON /DIMENS/ NN,NE,NSS,DSS,NSN, NBF, DBF,NBH, DBH, NHD, DHD, MAXT,
y DNE, DFY, NUK, NK 1, NAR, NLM, DE2, NUT, NUE, DAN, TABK, DET
INTEGER®4 NN,NE,NSS, DSS, NS, NBF , DBF ,NBH, DBH, NHD, DHD, HAXT,
' DNE, DFX, NUK, NK 1, NAR, NLM, DEZ, NLUT, NUE , DAN, TABH, TET
COMMON /TINES/ MS,DS,YS,TS,MF,OF,YF,TF,M,DD, ¥, 1DAY, TINE, TTOTL,
y NDAYO, TSFRED, TSTRM, TENDH, TRNDF, TRLOT, TFLUZ,
& DTMAY, DTMIN, DHMAX, THETA, DHSTDY, DHFRER, ITHAX
REAL®4  DD,TF,TIME,TS,TTOTL,TSFRES, TSTRM, TENDH, TENDF, TFLOT,
3 TFLUX, DTMAX, DTMIN, DHMAY, THETA, DHSTOY, DHFRER
INTEGER®4 S, DS, YS,MF, DF, VF, ¥, Y, DAY, NDAYA, ITHAX
CONMON /FORMTS/ FSTH,FSTS, FBOF, FBDH, FNXY, FNBS, FNBS
REAL¥4 FSTH(20),FSTS120) FRDF (20, FROH(20),
) FNXY(20) FNES (201, FNBS(20)
CONMON /SUMFLY/ BALCUM,QEDS,QEDF , GEDH, SUKNG
DOUBLE PRECISION BALCUM,OBDS,BBDF, AEDH, SLNNO
COMMON /GHET/  ZDEPTH,TGHET,ETNAX,SUMET,FETY, INET
REAL14 IDEFTH, TGHET, ETMAY, SUNET, FETY (20)
INTEGERE4 INET
DOUBLE PRECISION HINN),NET (NN}, FLUY (NN} HEND (DBH)
REAL#4 GBND(DBF),LAND(DET),NAREA(DET), HS(NSN) , INF (NSH)
INTEGER®4 PCODE
INTEGERS2 PRDF (DBF),PROH{DBH) , PHYD (DHD)
LOGICALY! CODESS

C.....LOCAL VARIABLES:
DDYBLE PRECISION DDAT(Z)

REALYY TIN, TEMP

INTEGERS4 DIN, I, 3, HIN, NDAYS, VIN,ONE

INTEGERZ 5h

LOGICAL FAILED

DATA DDAT/BHSTREAY D.BHATA CARD/,FRILED/.FALSE./,ONE’Y/
r

DC 10 T=1.N

10 NETII}=0,0

r
C..... KNOWN-FLUX BDUNDARIES.

gROF=0, 0
IF(NEF,EG.0) GO 7O &0
IF(TBNDF.RT, TIME} &0 T0 40
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1993,
1996,
1997,
1998,
1999,
2000,
2001,
2002,
2003,
2004,
2003,
2004,
2007,
2008,
2009,
2010,
2011,
2012,
2013,
2014,
2013,
2016,
2017,
2018,
2019,
2020,
2021,
2022,
2073,
2024,
2023,
2026,
2027,
2028,
2029,
2030,
2031,
2032,
2033,
2034,
2033,
2034,
2037,
2038,
2079,
2040,
2041,
2042,
2043,
2044,
2043,
2044,
2047,
2048,

-0

80
90

100
1o

120

READ(INBF,FEDF) GEND

TEMP=TBNDF

READ(INBF, 1000, END=30) KIN,DIN,YIN,TIN

CALL DAYS (MIN,DIN,YIN, NDAVQ,NDAYS)

TBNDF=NDAYS+TIN/24.0

IF{TBNDF.LE.TIME) &0 70 20

IF (TBNDF,NE, 247TTOTL) WRITE(DUTP, 2030} KIN,DIN,YIN,TIN,TBNDF
IF(PCODE.GE.3) WRITE(DUTP,2000) TEMP, (FBDF(I),QBND(I},1=1,NBF}
G0 70 40

TENDF=TTQTLY2

0 00 S0 1=1,NBF

J=PEDF(I)
NET{J)=NET{3)+BBND(T)
OBDF=0BDF+OBNDAT)

. .DETERMINE NODAL FECHARRES-DISCHAFGES,

SUMNR=0,0

TF{INGS.EG.0) 6O TO 130
IFITFLUX. BT, TINE) B0 7O 100

READ(INGS, FNOS) FLUX
READ(INGS, 1000, END=B0) MIN,DIN,YIN,TIN
TEMP=TFLIY

CALL DAYS IMIN,DIN,YIN,NDAYD NDAYS)
TFLUX=NDAYS+TIN/Z4.0

IF{TFLUX.LE.TIME) GO TC 70

B0 70 99

TFLUX=TTOTLY2

IF{DFX,NE. NN} WRITE(IOND) FLLX
IF(PCODE, GE.3) WRITE{OUTR, 2010) TENMP (T, FLUXED), =1, M)
IFITFLUY,LE. TTOTLY WRITE(QUTP, 2040} MIN,DIN,YIN, TIN, TFLUX
B0 T 110

TF{DFLNEL NN READ (IONG) FLUX

Do 120 I=1,NN

SUMNG=SUNNG+FLUX (1)
NET(I)=NET {1} +FLUX{D)

CONTINUE

IF(DFY.NE,NNY REWIND IONQ

C.....INPUT KNDWN HEAD VALUES IF NEEDED.

130

140
150

150

IF{TBNDH, 6T, TIHE) 62 T 170
IF{,NDT.CODESS) GO TO 150

00 140 J=1,NBH

1=PBDH(D)

RITY=HBND (D)

CONTINUE

RERD{INEH, 1000, END=150) MIN,DIN,YIN,TIN
RERD (INEH,FBDH) HEND

CALL DAYS (MIN,DIN,YIN NDAYO,NDAYS)
TBNDH=NDAYS+TIN/24,0

IF {TBNDH,LE. TIHEY GO 70 130

WRITE(DUTP, 2050} MIN DIN,YIN, TIN, TENDH
IF{PCODE.GE,3) WRITE{QUTR, 20200 (FEDH{I) HEND(D), I=1, NEH)
GO TO 174

TENDH=TTOTLAZ
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2043, WRITE(QUTF,2040)

2050, C

2051, C.....INPUT NEW VALUE FOR ETMAX IF NECESSARY:
052, 170 TF(TEHET.BT.TIMEY €0 TO 200

2033, READ{INET,FETX) ETMAX

2034, READ(INET,1000,END=1B0) MIN,DIN,YIN,TIN

2035, CALL DAYS (MIN,DIN,YIN,NDAYO,NDAYS)

2058, TEWET=NDAYS+TIN/24,0

2037, IF(TBWET,LE.TINE) 60 TD 170

2038, WRITE(DUTP,2070) MIN,DIN,YIN,TIN, TRWET,ETMAY, ZDEPTH
2039, &0 70 200

2060, 180 TGWET=TTOTLE2

2061, C

2062, C.....INPUT STREAM FEACH VARIAELES IF NECESEARY:
2063, 200 IF{TSTRM.GT.TIME) &0 TO 230

2064, D0 210 I=1,NGN

2045, READ(INGS,FSTM} JJ HELIO)INF(ID)

2046, 210 CALL BOUNDS (JJ,ONE,ONE,NSN,DDAT.FAILED)
2087, IF (FAILED) STOP

2048, READ{INSS, 1000,END=220) MIN,DIN,VIN,TIN
2049, CALL DAYS (MIN,DIN,YIN,NDAYQ,NDAYS)
20790, TSTRM=NDAYS+TIN/Z4.0

2071, &0 TD 200

2072, 220 TSTRM=TTOTLAZ

2073, 230 RETURN

074, OO O R R T R T Ty
2075 L., INPUT FORMATS:

2075, 1000 FORMATIIZ, 1X, 12,14, 14,F10.0)

FUY N

2078, C.....0UTPUT FORMATS:

2079, 2000 FORMAT!/11Y, A7HKNORN NCDAL BOUNDARY FLUX (LRY3/DAY) AT TIME = |

2080, % 1PE10, 3,50 DAYS:, /11X, A201H-),

2081, 1 /7114, 6 (4HNODE, 5Y, SHVALUE 5%), / (11X, 614, 2%, 1PEL0, 7,341
2082, 2010 FORMATL/11X,44HNDDAL RECHARGE-DISCHARGE (LEXT/DAY) AT TINE = ,
2083, Y IPEL0. 3, 6H DAYS:, /11X, b1 (1H-),

2084, 3 7111, 4 (4HNDDE, SX, SHVALUE, 5X), /11X, 8 (14,20, 1PEL0, 3,300 1)

2085, 2020 FORMAT{/11Y, &(4HNDDE, X, SHVALUE, 20 /(31X 6 (14, 2K, 1PEL0, 3,300 1)
2084, 2020 FORMAT(/11Y¥,I2ZHBOUNDARY FLUX TQ CHANGE ON DATE 2{I2,1H/) 14,

2087, Y &H TIME=,F5.1,7H HOURS:, /11X, 7H(TENDF=,1PE10.3,7H DAYS),)
2088, 2040 FORMAT(/11X,I7HRECHARGE-DISCHARGE TO CHANGE ON DATE ,2(IZ,1H/),
2089, ] 14,64 TIME=,FS.1,7H HOURS: (/11X, 7H(TFLUX=,IFELD, 3, 6H DAYS))
2090, 2050 FORMAT(/11¥,IOHKNDWN EDUNDARY HEADS TD CHANGE ON DATE ,2{12,1H/},
2091, ] 14, 6K TIME=,F5.1,7H ROURS:,/U1X, TH(TENDH=, 1PE10. 3, 5H DAYS))
2002, 2040 FORMAT /11X, 45HE2axdt WARNING, END OF DATASET ON UNIT INBH, ,
2093, ] AGHKNOWN HEADS SET EQUAL TO PREVIOUS VALUES s1fsn
2094, 2070 FORMAT(/{1X, ISHMAXIMUM ET RATE TO CHANGE ON DATE ,2112,1H/}, 14,
2095, L] &H TIME=,FT.1,BH HOURS: TH(TGWET=,I1PEL0,Z,8R DAYE,

2094, % FUIX,TH ETHAX=,E10,Z,21H, WITH MAXINUM DEPTH= E10.T)

2097, END

2098, C-SERO7

2099, [-TSMASS:CALCULATES THE COMDUCTANCE AND CAPACITANCE AS A FIUNCTION

2100, € OF °SATURATED THICENESS® FROM TABULATED INPUT AND

2108, C DETERMINES THE AMOUNT QOF FLUID IN EACH NODAL SUEDOMEIN AT

102, ¢ THE START OF SIMULATION AND AT THE END OF SIMULATION FOR USE
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203 T IN MASS BALANCE.

U08, [ =mmmmmmmm o m oo e
2108, SUBRBUTINE TSMASS (H,MASS,TOT,TABL,BASE,STIFF, AREAS, CPCT, CNDT,
2106, % KODE. KTARS, PLODE, 10, IN)

2107, COMMON /DEVICE/ INBF, INBH, INES, INHS, INNS, INDS, INSS, INTS,

2108. ) 10ND, 10SH, OUTC, DUTH, GUTP, CUTS, QUTH, DUTH, THIN
2109, INTEGERS4 INBF, INBH, INES, INHS, INNS, INGS, INSS, INTC, OND, 10SH,
2110, 3 DUTC, OLTH, QUTR, DUTS, OLTX, DUTH, ININ

2111, COMMON /DIMENS/ NN,NE,NSS, DS, NSN, NBF, DBF, NBH, DBH, NHD, DHD, MAXT,
112, 3 DNE, DFY, NUK, N1, NAR, NLI, DEZ, NUIT, NUE, DN, TABW, DET
213, INTEGER$4 NN, NE,NSS, D58, NSN, NEF , DEF  NBH, DBH, NHD, DHD, 81T,

214, ) DHE, DF ¥, MUK, NE1, NAA, NLX, DE2, UT MUE, DAY, TARH, DET
2115, COMMON /FCRMTS/ FSTH,FSTS,FBOF, FBDH, FNXY, FNBS, FNOS

2114, REALE4 FSTH(20),FSTS!20) FBDF(Z0) FEDH(20),

2117, ) FNXY{20), FNBS (20, FNOS(20)

2118 DOUBLE PRECISION HINN),MASS{MN) ,KTOT

2119, REAL$S  TABL(TABW,MAXT) STIFF (DAN,S,DNE), AREAS (2, DNE) , BASETN)
2120. ) CPCT(DNE) ,CNDT{DAN, DNE)

121, INTEGERT4 KODE, I0(2!,KTARS, PCODE

2122, INTEGER12 IN(7,INE)

2123 C

2128, L..,..LOCAL YARIABLES:

2125, DOUBLE PRECISION A(4},PSUM,GATT(4), 3AVE, RATIO, THEK

2124, REAL®S  S5,T11,TZ2,ANG.FMT(20) ,FMTTI20), DTOR

2127, INTEGERE4 1,,K005, KODT,KSUM, KTAB, KUPD, L, LAST, LD, HATL NV,

2128. £ DSKI,BGKD, KALL, DEGREE, LTARL

2129, LOGICAL  ANCODE

2130, DATA DTOR/0. 61745717

33 PO O
2132, WTOT=0,0

2131 DeKI=1200)

2134, 18KD=1042)

AW, C

23, C.....THE YALUE OF KCDE ZONTROLS THIS SUBROUTINE.

277, C UPON INITITATION:

213, 1), IF THE PROGRAN 1S & RESTART, (ODE=0: 1.E, DETERKINE

MW/, CAPACITANCE AND CONDUCTANCE ONLY SINCE NASS 1S FEAD IN.
2140, € ). IF THE PROGRAM 15 MOT A RESTART, KODE=-1: L.E. DETERMINE
M, C CAPACITANCE, CONDUCTANCE, AND THE INITIAL MASS,

2142, C  DUPING SIMULATION, TO UPDATE CAPACITANCE % CONDUCTAMCE, KDDE=0,
2143, C END OF SIMULATION DUE TO REACHING THE FINAL TIME, DETERMINATION
244, C  OF THE FINAL MASS 1% ACHIEVED BY CALLING TSMASS WITH KODE SET T0 1.
245, C

2144, KUPD=1

2147, KSUM=0

2148, IFTEODEY 20,40, 10

2149, 10 KUuPD=0
2150, 20 KUM=t
2151, 02 0 I=t,NN
2182, I MASS{TY=0,0
2155, 40 LAST=0

A%, €
2193, C.....IF CAFACITANCE AND CONDUCTANCE ARE TAREUL REWIND FILE AND
254, C READ FORMATS:
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257, IF/INTELLE.0) GO TO 50

2158. REWIND INTS

2159, READ(INTS, 1000)

2160, READ(INTS, 1000) FMT,FMTT

2161, 50 IFIKUPD.ED.1 .AND. KTABS.NE.O .AWD. PCCDE.GE.5) WRITE(OUTP,2000)
2162, IF(KUPD.EQ. 1 .AND. KTAES.NE.O .AND. PCODE.GE.S .AND. DAN.GT.1)
2163, Y WRITE{OUTP, 2020)
2164, D0 170 LD=1,NE

2145, L=LD

2166, IF{DNE, NE.NE) L=t

2147, 1F (DNE.NE.NE) READ [DSKI) IN,STIFF,AREAS,CFCT,CNDT

2168. KODT=INIS,L)

2169, KODS=IN(A,L)

2170, MATL=IN(7,L)

2171, Ny=4

2172, IF(IN(4,L),EQ.0) NV=3

2171, KTAB=KODT+KODS

2174, KALL=KTABTKUPD+KSUMIKODS

2175,

C
2175, C.....DETERMINE SATURATED THICKNESS AT ELEMEMT CORNERS AND AVERAGE

2477, € ATURATED THICKNESS FOR ELEMENT:

2178, SAVE=0.0

2179, 00 &0 I=f, NV

2180, J=IN{IL, LY

2181, SATT{I)=H!J)-BASEL)

2182, 40 SAVR=SAVE+SATT(I) /MY

2183, C

2184, C.....IF NECESSARY, READ TABULATED MATERIAL PROPERTIES:

2183, IF {KALL.ET.0 .AND, MATL.NE.LAST) CALL INTABL (FMT,FMTT,TABL,
2185, % INTS,LAST,MATL, LTABL HAXT,DAN, TABW, DEGREE , DUTF, ANCODE)
287, €

2188, C.....IF THIS IG NOT A CONDUCTANCE-CAPACITANCE UPDATE, SKIP T0
2189, L MASS DETERMINATION:

2190, IF (KUFD.EG.0O) 6O 7O {20

2191, C

2182, C.....IF THIS NDDE DDESN'T HAVE TABULATED PROPEFTIES, SKIP IT:
2193, IF (KTAB.EG.0) 6O TO 110

2194, C

298, L., DETERMINE TABULATED ELEMENT CAPACITANCE AND CONDUCTANCE FOR
219, € SATURATED THICKNESS OVER THE ELEMENT:

2197, Le=LTABL

2198, IF(5AVE, RE, TRBL{L,LE)Y GO TO 90

2199, L8=]

2200, IF{54V6, LE. TREL(1,LS)) 60 TD 90

2201, 70 IF (SAVG.EB. TABL{L, LS} 60 TD 90

2202, LF=L5+1

2207, IF{SAVG.LT. TABLIL,LFY) B 70 80

2204, L5=LF

2205, BD TO 7O

2206, B0 RATI0=(SAVE-TABL{L,LE)) /{TABL(1.LF)-TABLLL,LE))

2207, €

2208. CL.....INTERFOLATE CAPACITANCE WITHIN INTERVAL:

2209, BS=TABL(Z,LR)+RATIONITABL(Z,LF)-TABL(Z,LE))

210, €
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2211,
2212,
2213,
2214,
2215,
2216,
2217,
2218,
2219,
2220,
221,
2222,
2223,
2224,

QﬂﬁS.

PSS

2226,

1227

Likis
2228,
2229,
2230,
2231,

7%
Q‘ug.

2977
22

IR

2734,

L

293

Ladd
2234,
2217,
2238,
2239,
2240,
28,

N
% 8

241,
2244,
2245,
2244,
2247,
2248,
2249,
2750,

Liw

e

2281,
2252,
2253,
2254,
2255,
2256,

Ane
1247-

2258,
2259,
2260,
2281,
2262,
2243

2244,

C.....IF CAFACITANCE HOLDS THROUGHDUT PREVIOUS BLOCK:

r

C.

c

e

90

100

104

iF(DEGREE.ED. 0} §5=TABL{Z,LF)

. INTERPOLATE CONDUCTANCE WITHIN INTERVAL:
TH=TABL{3,L5)+RATIOS (TRBL (3, LF}-TABL{Z,LE))

IF{ANCODEY T22=TABL(4,LSY+RATIO$(TARL(4,LF)-TABL{4, L))
IF{ANCODE) ANB=TABLIZ,LS)+RATIDK(TABL(S,LFI-TARL{S, LS))
60 T0 100

§5=TABL(2,18)

T11=TABL(Z,L5)

[F(ANCODE) T22=TABL(4,L5)

IF{ANCODE) ANB=TABL(S,LS)

IF{KODS.EQ. 1Y CPCT(LY=85

IF(KODT.NE. D) GO TO 103

IF(.NDT.ANCODE} BO TO 104

ANG=ANGIDTOR

SINA=GIN{ANG)

COSA=COS (ANG)

CNDT(1,L)=T11$COGASCOSA+T224SINASSINA
CNDT(2,L)=T2Z4COSARCOSA+TITSINAIGINA
CNDT(3,L)={T11-T22) k5INARCOSA

6D 7D 103

CNDT (L, L1=T]

103 IF(PCODE.GE.S) WRITE(DUTP,2010) LD,5AVE,CPCTIL),

, (CNDT(J,L),d=1, DAN)

110 TF(DME.NELNE) WRITE(DSKD) IN,STIFF,AREAS,CPCT,CNDT

C.....JF THIS PASE IS NOT FOR MASS DETERMINATION, SKIP TO END OF LOOP:

€

120

[F{KSUK,EQ.0) &0 7D 170

C.....DETERMINE THE MASS ASSOCIATED WITH EACH NODE:

C

L
C
[N

=

) 2

£

ESTIMATE SUB-ELEMENT AREAS:
AL2)=AREAS (L, L)
A(4)=ARERS(Z,L)

A1) =A{2)+A14)

ACI=AID)

DO 150 I=1, NV

J=IN{L, L)

«vooo [F CAPACITANCE 15 CONSTANT, I.E. NOT TABULATED, MASS ESTIMATE IS

TRIVIAL:
IFIKODS.EB, 0 GO TO 150

Caaao IF CAPACITANCE IS TABULATED, SUM THE MASS STORED IN EACH BLOCK

USING APPROPRIATE EQUATION DEPENDING UPON DEGREE OF VARIATION
OF CAPACITANCE WITHIN ERCH BLOCK:

L8=1

THCK=TAEL:E, 1)

IF(SATT(D) LT, THCK) THCK=8ATTI(D)

C.....IN FIRST BLOCK. CAPACITANCE IS ALWAYS CONSIDERED CONSTANT:

PSUM=THCKATARL{2, 1)

130 IF(SATTCDLLE, TABL{L.LEY) B0 70 160

LF=15+1
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2263, IF{LF.LE,LTABL) 6O TO 140

2265, THCK=SATT(I}-TABL{1,LS)

2267, €

2268, C.....1F SATURATED THICKNESS IS GREATER THAN TABULATED RANGE, CAPACITANCE
2269, € IS CONSIDERED CONSTANT AND EQUAL TO LAST TABULATED VALUE:

2276, PSUM=PSUM+THCK#TABL (2, L5)

2211, 60 70 140

2272, 140 THCK=TABL(I,LF)-TABL(!,LS)

2273, TF{SATT(I}.LT.TABL{1,LF}) THCK=SATT(I}-TABL(1,L5)

2274, RATIO=THCK/(TABL{1,LF!-TABL({,LS})

2215, €

2276, C.....DETERMINE AVERABE CAFACITANCE WITHIN BLOCK DEPENDING UPON DEGREE:
2277, 5§5=TABL{2,L5)+0,J¥RATIOR (TABL(2,LF)-TARL(2,L5))

2278, IF (DEGREE.EQ.0) 5S=TARL(2,LF)

2219, PSUM=PSUM+THCK35S

2280, L8=LF

2281, 60 TO 130

2282, €

2283, C.....ONLY IF CAPACITANCE IS NDT TABULATED:
2284, 150 IF(KODS.E@.0) PSUM=SATT(I)4CPCT(L)
2285, C

2284, C.,...INCREMENT ADDED TO MASS OF NODE J:
2287, 140 MASS(J)=MASS(J)+PSUMIALD)

2288, 170 CONTINUE

2289, D0 180 I=1.NN

2290, 180 WTOT=WTOT+MASSID)
2291, IF (DNE.ED.NE} RETURN
2292, REWIND DSKI

2293, TF{KUPD.ED,0) RETURN
2294, REWIND DSKD

2295, 10{1y=DSKD

2294, 10(21=D5K1

2297, RETLEN

7 T
2299, C..... INPUT FORMAT:

23100, 1000 FORMAT(20A4)
2301, C.....QUTPUT FORMATS:
2302, 2000 FORMAT(/11X,29HUPDATED HYDRAULIC PROPERTIES:, /11X, 29(1H-) /11X,

2303, % J7HELEMENT "SATURATED THICKNESS®™  CAPACITANCE CONDUCTANCE)
2304, 2010 FORMAT(I1X,17.8X,1PEL0.3, 9%, EL0, 3, 3K, E10, 33X, €10.3,3X,E10.2)
2305, 2020 FORMAT (61X, 29HKXX KvyY KXY}

2306, END

2307, C-5BROB
2308, C-SHAPE: DETERMINES BASIS FUNCTION INTEGRALS AND ELEMENT ARERS.

2310, SUBROUTINE SHAPE (X,Y,STIFF,AREA,LL,JD,NN,NE,FCODE,OUTP FRILED,
231, & CODERL)

232, INTEGERS4 LL,JD(04) NE,NN,PCODE,QUTP

233, DOUBLE PRECISION X(NNY,Y(NN)

2314, REAL$4 STIFFIZ,5),AREA(D!

2213, LOGICAL  FAILED

2316, LOGICALY! CODERL

7. ¢

2318. C.....LOCAL VARIABLES:
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2319,

2320
2321,

2222,
™7
2323,

2324,
ATnE

P
2328,
2127,
2328,
2329,
2330,
FARI

n77
FANILY Y

FANSR

23134,

2775,
2z
2334,

57T

233,
2238,
2339,
2740,
1341,
2342,
2343,
2344,
2345,
2345,
7T

LdBfie
2248,
2749

2380,
2351,
23592,

7Y
dud

2754,

s

778

Lt

2356,
2357,

2338,
2399,
2350,
2341,
2382,
38T,
2384,
EALLR
2356,
2367,
2348,
2349,
2370,
271

2377

R )

DOUBLE PRECISION BIZ,2).C0Z,2) GEOM XMUL (2}, XSUR, GTSUM, FACTOR

INTERERRS I,11,12,1V(5, 20, J,LNL

C

Covens GEOM IS THE CONSTANT USED IN & RADIALLY SYMMETRIC PROBLEM AND IS
SET EQUAL TO 20PI/Z  YMUL IS THE COEFFICIENT RESULTING FROM

L
C SYMMETRY: 28PITRADIUS 7O CENTRGID OR 1.0 IF NO SYMMETFY SIMULATED
DATA GEOM/2.0943951/ FMUL/L.0.1.0/

P P S

Cevvirriiiiiic i Cerreraes veesiriaaas Crrreriiieeinas e

AREALZ)=0,0
NL=2
IFLIDI4).ED,0) ML=t
Wi =002
Wi2,1)=10(%)
Wiz, 1=3011)
W14, 1)=1002)
V{5, 1123017
IF (NL.EG, 1) GO 7O 19
1V(1,2V=10 41
W2 =001
(7, 20=0043)
V{4, 2)=1018)
VIS, 2) =001
10 00 40 L=1.NL
YSUM=0.0
D0 20 1=1.3
H=19(1+1,L)
12:1V(142,1)
BUILI=Y(I4-Y(12)
CHLLIE (I -1
XSUM=XSUM+Y (12
20 CONTINUE
IFICODERLY YMUL (L) =BEOMEYSUM
AREAIL)=0,58(B{1,L140(2,1)-CL1, LIBB(2, L))
IF(AREA{LY.ET.0,0) 6O TO 25
WRITE(DUTP, 2000) LL,AREA(L)
FAILED=, TRUE.
7500 30 J=2,3
H={L-1)42¢1-1
FACTOR=YNUL (L) / {42AREAIL))
STIFF(1,11)=CACTORERIL, LIRELY, L)
STIFF(2,11)=FACTORSC!I, LISCL], L)
STIFF{Z, 11)=FACTORB(R (L, LIRCC], L4001 LIEBET, L))
STSUM=STIFF (1, T1)+ETIFF{2,11)
IF(STSUN,LE. 0,0} 60 TO 20
IF(PCODE.GT.5) WRITE(DUTP, 20103 LL,IV(L,L), VM, L) GTEUN
10 CONTINUE
4 CONTINUE
STIFF/1,5120,0
STIFF(2,59=0.0
STIFF!3,50=0,0
TSN =0.0
DO 50 L=t NL
FACTOR=YHUL (L1 / (ASARER (LYY
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2373,
2374,
2375

2376,
YATER
2378,
2379,
2380,
2381,
2382,
2383.
2384,
2383,
2386.
2387,
2388.
2389,
2390,
2391,
2192,
2393,
2194,
2393,
2396,
2397.
2398,
2399,
2400,
2401,
2402,
2403,
2404,
2403,
2406.
2407,
2408,
2409,
2410,
2411,
2412,

213,

2414.
2415,
2416,
21417,
2418,
2419,
2420,
2421,
2422,
2423,
2424,
2425,
2426,

STIFF(1,5)=8TIFF (1,5 +FACTORKB(2, L) $B(3,L)
STIFF(2,5)= =STIFF{2,5)4FACTORSC(2,L)8C(3,L)
STIFF{3,5)=STIFF (3,5) +FACTORE (B(2,L)8C(3,L1+4C(2,L) $B(3,L})
STSUN=STSUM+STIFF (1,5)+STIFF (2,5)
AREA(L) =XMUL (L) $8REA(LY /3.0
50 CONTINUE
IF (STSUM,LE.0.0) RETURN
1F{PCODE.6T.S) WRITE(OUTP,2010) LL,3D(1),JD{3),5TSUM
RETURN

Cllll.l!lll ------ ssezrsnes TasssaEsaeseas SeIss N azesEEsARANNSIEISANREEREBUN LR

C.....0UTPUT FORMATS:

2000 FORMAT (11X, 17HFAILURE: ELEMENT ,I5,7H AREA =,1PD10.3)

2010 FORMAT (11X, 17HWARNING: ELEMENT ,15,25H NOT DIAGONALLY DOMINANT ,
b {4HBETWEEN NODES ,15,5H AND ,15,84 (STIFF=,1PD10.3,2H).)
END

C-5BRO9

C-STFLON: CALCULATES NODAL FLUX TO STREAM, STREAN BASEFLONS AND

c DETERMINES WHETHER STREAM IS *DRY’ OR ’WET’,

C.._
SUBROUTINE STFLOW (H,DH,STFX,STFN, BFLOW, INF, LK, HS,
X DELT, THETA, TINE, TTOTL, TSTRM, DECDAY,
X PCODE, NDAYO, NONTH, YEAR,
% MOUTH, 1TP, NSTP, LGN, CODEPC, CODEBP, CODESE)
COMMON /DEVICE/ INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS,
) 10NG, 105H, DUTC, DUTN, OUTP, OUTS, DUTN, OUTH, ININ
INTEGERS4 INBF, INBH, INES, INHS, INNS, INGS, INSS, INTS, 10NG, 10SH,
) QUTC, OUTN, OUTP, DUTS, BTN, DUTH, ININ
COMMON /DINENS/ NN,NE,NSS,DSS,NSN, NBF, DBF ,NBH, DBH, NHD, DHD, MAXT,
4 DNE, DF X, NUK, NK 1, NA#, NLN, DE2, NUT, NUE , DAN, TARW, DET
INTEGERT4 NN, NE,NSS,DSS, NSN, NBF, DBF, NBM, DBH, NHD, DHD, MAXT,
% DNE, DF Y, NUK, NK 1, NAA, NLM, DEZ, NUT, NUE,, DAN, TABK, DET
COMMON /FORMTS/ FSTM,FSTS,FBOF ,FBOH, FNXY, FNBS, FNGS
REAL¥4 FSTN(20),F5TS(20),FBDF (20} ,FBDK(20),
% FNXY (20}, FNBS (20) , FNGS(20)
COMMON /TRAVER/ NTRAV
INTEGER#4 NTRAY
DOUBLE PRECISION H(NN) ,DH(NN)
REALE4  HSINSN) QLK (NSN),BFLOWIDSS) , INF (NSN), STFWNSN) , DELT,
X STFX{NSN), TINE, TTOTL, TSTRM, DECDAY
INTEGER®4 PCODE,NDAYO, MONTH, YEAR
INTEGER#2 TTP{DSS) ,MOUTH{DSS) NSTP (3, NSN)
LOGICAL¥! LSN(NSN),CODEPC, CODEBP, CODESE
C
C.....LOCAL VARIABLES:
DOUBLE PRECISION DDAT(2),PRED,CALC,MSS6, HRS
REAL$4  BFSUM,DU, TIN, TFLOW,HA, CFS, NDRY, NHET, BD, MINS, DTHALF
INTEGER$4 DIN,1,J,K,M,MIN, NUF,NDN, NOS, VIN, NDAYS, KK, S, Y8,
3 1DAY,, HH, MM, 55, STRAV
LOGICAL FAILED,OUTPUT
LOGICALS! DRY
DATA FAILED/.FALSE./,
¥ PRED/7H PREDIC/,CALC/7HCALCULA/,NDRY/4HDRIE/, NHET/4HHEAD/

C tresasens TEeaN e RSEASIAISINRINOEAINERCEEDS D ST P eI eI LEN RN ISR RETAICAILOITOSENTIYSRE

C.....GTREAM NETWORK IS DIVIDED INTO ANY NUMBER OF STREAMS CONTRINING
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2427,
2428.
2429,
2430,
2431,
2432,
2433,
2434,
2433,
2436,
2437.
2438,
2439,
2440,
2441,
2442,
2443,
2844,
2445,
2845,
2447,
2448.
2449,
2450,
2451,
2432,
2453,
2434,
2453,
2434,
2457.
2458.
2439,
2449,
2451,
2462,
2443,
2448,
2443,
2466,
2447,
2448,
2449,
2470,
2471,
2472,
2473,
2474,
2473,
2476,
2477,
2478.
2479,
2480.

t‘]npl_l

ANY NUMBER OF REACHES. GTREAMS MAY OR MAY NOT BE CONNECTED BUT

IF THEY JOIN, THE DOWNSTREAM ONE MUST BE A HIGHER NUMBER IN THE
NUMBERING SEQUENCE. ONE STREAM MAY CONSIST OF A MAIN STEM AND

A NUMBER OF TRIBUTARY BRANCHES BY PROPER SELECTION OF THE “NUP®
VARIABLE FOR A REACH. °"NUP® DR NSTP(Z,1) REFERS TO THE REACH NUMBER
BEGINNING THE TRIBUTARY THAT EVENTUALLY JOINS THE STREAM AT THE
TOP OF THE CURRENT REACH. “NDN" DR NSTP{I,I) REFERS TO THE REACH
NUMBER JUST DOWNSTREAM OF THE CURRENT REACH. NSTP(1,I1) IS THE
REFERENCE TO THE NODAL NUMBER OF THE NODE AT THE TOP OF THE "I'TH
REACH. IN ORDER TO DEFINE ALL DF THE NODES IN A NETWORK, AT LEAST
ONE REACH WITH A *NDN® VALUE OF ZERQ WILL BE NEEDED TO REFERENCE
THE MOST DOWNSTREAM NODE OR NODES IN THE SYSTEM.

sestE It EsEINEIEASIETEOEETELTEERNTEEETEERNBLTE trsavsas tsracttagrEEB AT TICLRIE LN O OL

CFS=1.7 (1440, 0840, 0)
DTHALF=0, S8DELT
DD=DECDAY
HG=MONTH
YS=YEAR
IF(OUTS.LE.0 .AND. DUTH.LE.0) GO TO 40
1DAY=DD
IF (DTHALF.E7.0.0) CALL NEWDAT (MS,DD,YS,DTHALF, IDAY)
HRS= (DD-1DAY £24,0
HH=HRS
MINS= (HRS-HH) 860, 0
MM=MINS
§5= (MINS-HM) 160, 0
40 DO 50 J=1,NSN
§TFX(J)=0,0
IF{GLK(3) ,LE.0.0) 6O TD 50
J3=NSTP(1,)
K=NSTP(3,0)
KK=NSTP(1,K)
DUHS (3} - 0,58 (HIJD) +HIKK) +THETAS (DH{JJ) +DHKK) )
IF(CODESG .AND. DU.GT.1.0) DU=1.0
STFX{3)=8LK (3) $DU
S0 STEW(J)=INF L) -STFX(3)

...IN ORDER TO CATCH INFINITE LOOPS IN THE STREAM-REACH NETWORK,
KEEP TRACK OF THE NUMBER OF REACHES TRAVERSED (STRAV) AND STOP
IF THIS EXCEEDS THE NUMBER REGUIRED (NTRAV).

STRAV=0
DD 130 NOS=1,NSS
1=1TP (NOS)

50 BFSUM=0,0

70 TF(1.E8.0) 60 TO 120
K=NSTR 1, 1)
NUP=NSTP(2,1)
NDN=NSTP (3, 1)
STFW(1) =STFW (1) +BFSUM
STRAV=STRAV+1
IF (STRAV .GT. NTRAV) ED TQ 300
BFSUM=STFN (1)
IF{NUP} 90,100,80

80 NSTP(2,1)=-NUP
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2481, I=NUP

2482, 60 70 &0

2483, 90 NSTP(2,1)=-NUP
2484, 100 LSN{I)=.TRUE.

2485, IF(BFSUM.GT.0.0) &0 TO 110
2486, LSN{1)=,FALSE.

2487, STFR(11=0.0

2488. BFSUN=0.0

2489. 110 IF(1.EQ.MOUTHINOS)) &0 7O 120
2480, I=NDN

2491, 60 10 70

2492, 120 BFLOW(NOS)=BFSUMSCFS

2493, C

2494, C.....IF STREAM JOINS ANQTHER, I.E. NDN NOT ZERQ, ADD BASEFLOW TO
2495, C ADJOINING REACH:

249, IF {NDN.5T.0) STFW(NDN) =STFH (NDN) +BFSUM

2497, 130 CONTINUE

2498. TFLOW=TIME+DTHALF

2499, IF(OUTS.6T,0)  WRITE{DUTS,2030) NS, IDAY,YS,HH,NH,SS,

2500. ) {NDS, BFLON (NOS! , NOS=1 , NS5}
2501, IF(OUTH.LE.0O) 6O TO 190

2502. IF{ (.NOT, CODEEP) , AND. (THETA.NE.0.0)) GO TO 190

2503. WRITE (QUTH, 2050) S, IDAY, VS, HH, MM, S5, TFLOW

2504, C

2505. C.....PRINT REACHES WHERE STREANS BECOME LIVE OR DRY UP TO DEVICE OUTH.
2506. DO 180 NOS=1,NSS

2507, DRY=. TRUE.

2508, 1=17P (NOS)

2509, H=NOUTH (NOS)

2510, 140 IF(1.EQ.0 .DR. 1,EQ.M) 6O TO 180

2511, NUP=NSTP (2, 1)

7512, NDN=NSTP (3,1}

2513, IF (NDN.EQ.0) GO TO 180

2514, IFINUPY 140,170,150

2515, €

2316, C..us BRANCH UP TO TRIBUTARY: FLAG CONFLUENCE REACH IF MAINSTEM IS WET:
2517, 130 NSTP(2,T)=-NUP

2518, IF{.NOT.DRY) NSTP(3,1)=-NDN
2319, DRY=. TRUE,

2520, [=NUP

2521, 60 TD 140

2322, C

2523, C.....AT CONFLUENCE ONCE ABAIN: TAKE INTD ACCOUNT STATUS OF MAINGTEM:
2324, 140 NSTP(2,1)=-NUP

25235, IF (NDN.BT, 0} 6O 7O 170
2326. DRY=,FALSE,

2527, NSTP (3, 1) =-NDN

2328, NDN=-NDN

2529, C

2330, C.....QUTPUT IF TRANSITION FROM WET TO DRY OR DRY TO WET IN REACH:
2331, 170 J4=NSTP(1,1)

2532, KK=NSTP (1, NDN)
2333, HA=0, 3R (H(J)+H(KK) +THETAL (DH (J) +DH(KK) ) )
2534, €
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2535,
2336,
2537,
2338,
2539.
2540,
2341,
2542,
2543,
2584,
2343,
2546,
2347,
2548,
2349,
2550,
2531,
2552,
2533,
2554,
2353,
2536,
2537,
2538,
2559,
2360.
2561,
2362,
2563,
2364,
2365,
2566,
2567,
2368,
2569,
2370,
2571,
2372,
2573,
2374,
2375,
2376,
2577,
2378.
2579,
2380.
2581,
2382,
2583.
2384,
25385,
2086,

2587,

25B8.

C.....STREAMS HEADS IN REACH "I" IF UPSTREAM DRY AND "I" WET. WRITE OUT
L STREAM %, REACH %, NODE NUMBERS ,BASEFLOW, HEADS AND TIME:
IF(DRY .AND. LSN(I})
% WRITE(OUTH,2040) NOS,NWET,I,JJ,KK,STFW(I),HS(I),HA
"
C.....STREAMS DRIES IN REACH "1 IF UPSTREAM WET AND *I* DRY. WRITE OUT
i STREAM %, REACH %, NODE NUMBERS ,BASEFLOW, HEADS AND TIME:
IF{{.NOT.DRY} .AND. .NOT.LSN{I))
% WRITE(OUTH,2040) NOS,NDRY,I,dJ,KK,STFW(I) HS(I) HA
DRY=.NOT.LSN(I)
I=NDN
60 10 140
180 CONTINUE
190 OUTPUT=.FALSE,
IF(PCODE.GE. 1} DUTPUT=.TRUE.
IF(THETA.NE,0.0 ,AND, .NOT.CODEBF) OUTPUT=,FALSE.
MSSE=CALC
IF(THETA.NE.0,0) M586=FRED
[F{QUTPUT) WRITE(OUTP,2020) MSSE, (NOS,BFLOW(NOS),NOS=1,NSS)
IF(PCODE.LT.4) OUTPUT=.FALSE.
IF (QUTPUT) WRITE{OUTP,2000)
"
C...t FARTITION THE STREAM-AGUIFER FLUX FOR A REACH INTO A CONTRIBUTION
L FOR THE UPSTREAM NODE AND THE DOWNSTREAM NODE.
D0 210 J=1,NSN
I=NSTP{L. 0}
IF{NOT.LSN{JY) STRX{d)=0.0
NUP=NSTP(2,4)
NDN=NSTF (3, 1)
IF(NDN.LE.0O) BO TO 200
K=NSTP(1,NDN}
HA=0, SE(H(TY+H(K) +THETAL (DHIT) +DHEK)))
IF (QUTPUT) WRITE{DUTF,2010) J,5TFW(J),STFX(I),HS(J) HA, INF(J)
200 STFR{J)=0,545TFX (D)
STRI(J)=CTFW{D)
C
Corvns CHECK CLOSURE OF STREAM NETWORK UPSTREAM BRANCHING IF ANY:
IF(NUP,BE.O ,AND. NDN.GE.O) BO 70 210
FAILED=. TRUE.
KRITE(OUTP, 2060} J,NUP NDN
210 CONTINUE

Couvnn ACCUMULATE STFX FOR REACHES UPSTREAN AND DOMNSTREAM OF NODE WITH
C STFX INDEX REFERRING TO UPSTREAM NODE OF REACH.
D0 220 J=1,NSN
NDN=NSTP(Z,J)
IF{NDN.LE.0) GO TO 22
STFX (NDN)=GTFX (NDN) +5TFR ()
STFW(I)=0.506LK (J)
220 CONTINUE
L
C.....5TFW TO REFRESENT EGUIVALENT LEAKAGE AT NODE WITH STFW INDEX
C REFERRING TO UPSTREAM NODE OF REACH.
DO 230 J=1,N5N
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2589,
2590.
2591,
2592,
2593,
2394,
2393,
2396,
2597,
2598,
2599,
2600,
2601,
24602,
2603,
2604,
2603,
2606,
2607,
2608.
2609,
2610,
2611,
2612,
2613,
2614,
2615,
2616,
2617,
2618,
2619,
2620,
2621,
2622,
2623,
2624,
2623,
2626,
2627,
2628.
2629,
2630,
2631,
2632,
2633,
2634,
2635,
2636,
2637,
2638.
2839,
2640,
2641,
2642,

NDN=KSTP(3,4)
IFNDN.LE.0) 60 TG 230
STFW(J) =8TFW(J)+0. SHALK {NDN)
230 CONTINUE

L

L.....S70P IF A PROBLEM WITH UPSTREAM BRANCHING EXISTS:
IF(FAILED) STOP
RETURN

C.....STOP, THERE IS PROBABLY A PROBLEM IN THE DEFINITION OF THE
C  STREAM-REACH NETWDRK FOR STREAM # "NDS® IN THE VICINITY OF
C  REACH NUMBER "I":

300 WRITE(DUTP,2070) NOS,1

5T0P

T ereernei e
C..... INPUT FORMAT:

1000 FORMAT (12,14,12,1X,14,F10.0)

C.....QUTPUT FORMATS:
2000 FORMAT (//11X, 15HSTREAM REACHES:, /11X, 18(1H-), /324, SHSTREAM TD,33Y,
X QHINFLOW(+),/11Y, 33HREACH STREAMFLOW  AQUIFER FLUX
L 39HSTREAM HEAD AQGUIFER HEAD DIVERSION(-})
2010 FORMAT(11X,14,2¥, 1PE10.3, 3(4X,E10.3),74,E10.3)
2020 FORMAT(/11%,A7,32HTED STREAM BASEFLOWS (LB$3/SEC):,
& 711%,39¢1H-), 711X, 7(HSTREAM, 21, SHVALUE , 4X) ,
§ JUX, (T4, 1%, 1PE10.3,200))
2030 FORMAT(I2,1H/,12, 1H/, 14, /12, tH:, 12, 1Hz 12, 1/15,F10,2))
2040 FORMAT(15,3X,A4,°5",17,18, 1H-, 15, 311X, IPEL0.3))
2050 FORMAT (26HSTREAM BASEFLOWS FOR DATE:,12,1H/,12,1H/,14,8H TIME: ,

X 12,1H:,12,1H:, 12,130 TOTAL DAYS=,1PE10.3,/BHSTREAN
X SOHSTATUS REACH NODES FROM-TO FLOM(CFS)  STREAM % ,
& 13HAQUIFER HEADS)
2050 FORMAT(S4H STOP: SERIOUS PROBLEM WITH STREAM NETWORK CLOSURE AT ,
b SHREACH ,15,10H UPSTREAM=, 15,124 DOWNSTREAM=,IS,/,
% SOH CHECK THAT REACH BRANCHING UPSTREAM IS TRAVERSED,
X 3IZHAGAIN WHEN RETURNING DONNSTREAM.)
2070 FORMAT (494 STOP: SUBROUTINE STFLOW APPEARS STUCK IN & LOOP.,
) 49H CHECK DEFINITION OF THE STREAM-REACH NETWORK FOR,
X 15H STREAM #,15,25H IN THE VICINITY OF REACH,IS)
END
C-SBR10
C-INTABL: READS THE TABULATED VALUES OF CONDUCTANCE AND CAPACITANCE VERSUS
c VERSUS SATURATED THICKNESS FROM DEVICE INTS.

SUBROUTINE INTABL (FMT,FMTT,TRBL, INTS,LAST,MATL,LTABL, MAXT,DAN,
& TABW,CPCDER, OUTP, ANCDDE)

INTEGER4 INTS,LAST,MATL,LTABL,MAXT, DAN, TABW,CPCDEG, OUTP
REAL$4  TABL (TRBW,MAXT),FNT(20) ,FMTT(20)

LOBICAL  ANCODE

C.....LOCAL VARIABLES:

REAL$4  RATIO,DUMMY

INTEGER$4 I,J,LS,LF,MATNUM,ACCESS, CODEAN, WIDTH

LOGICAL  WARN!,WARNZ

DATA WARNY/.TRUE./ WARNZ/.TRUE./
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2643, Civvinnnns Cireraseaenns T TPy N e
2644, ACCESS=0

2643, 10 TF{LAST.EQ.MATL) RETURN

2686, C

2647, C..... MATERIAL PROPERTIES: MATERIAL NUMBER, TABLE LENGTH, WHETHER

2648, C CAPACITANCE IS CONSTANT THROUGHOUT "BLOCKS™ OR VARIES LINEARLY
2649, L {LINEAR IF DEGREE IS ONE, CONSTANT IF DEGREE IS ZERQ) % PRESENCE
2650, C OF ANISOTROPIC CONDUCTANCE (INDICATED BY NON-IERD CODE).

2631, READ(INTS,FMT,END=70) MATNUM,LTABL,CPCDEG,CODEAN

2632, IF (MATNUM.EB.0) 80 TO 20

2653, ANCODE=. FALSE.

2654, IF(DAN.EG.T .AND, CODEAN.NE.0) ANCODE=.TRUE.

2635, WIDTH=3

2636, IF (ANCODE) WIDTH=3

2637, C

2658. C.....READ SATURATED THICKNESS, CONDUCTANCE, AND CAPACITANCE.
2639. D0 15 d=1,LTABL
2660, 15 READ(INTS,FNTT) (TRBL{I,3),1=1,HIDTH)

2641, LAST=MATNUM
2662, 60 70 10
2643, 20 REWIND INTS
2664, C

2665, C..... SKIP THE FIRST THREE RECORDS CONTAINING MAXIMUM TABLE LENGTH
2688, € AND DATA FORMATS:

2667, READ (INTS FHT)

2668, READ (INTS, FMT)

2649, READ{INTS,FHT)

2670, IF (WARNL) WRITE(OUTF,2000)
2671, WARN1=,FALSE,

2672, IF(ACCESS.EQ. 1) 60 TO 80

2673, ACCESS=ACCESS+!

2674, 60 TO 10

2675, 70 IF{WARN2) WRITE(OUTP,2010) INTS
2676, WARNZ=. FALSE.

2677, G0 10 20

2678, B0 WRITE(DUTP,2020) MATL

2679, §T0P

2680, Cuivvnivnnninnnns et s a s s e a et aa st ie ves

2681, C..... QUTPUT FORMATS:
2682, 2000 FORMAT(1X,45HESS WARNING: ELEMENTS NOT IN MATERIAL NUMBER ,

2683, % 41HSEQUENCE, EXECUTION TIME IS5 INCRERSED ti#)

2684, 2010 FORMAT(1X,40H$%¥ WARNING: END-OF-FILE REACHED ON UNIT,IS,

2685, & 33H WITHOUT BLANK; ERROR MAY RESULT AT SOME FACILITIES t13)
2686, 2020 FORMAT (11X, 27HEg%¥s STOP: MATERIAL NUMBER,IS,

2687, & 37H NOT FOUND WITHIN TABLE DATASET #111t)

2688, END

2689, C-SBRIL
2690, C-DAYS: DETERMINES THE NUMBER OF DAYS BETWEEN DATES. INPUT THE INTEGER

291, € VALUES FOR MONTH, DAY AND VEAR; OUTPUT IS NUMBER OF DAYS.

1 B T
2693, SUBROUTINE DAYS (M,D,Y,NDAYO,NDAYS)

2494, INTEGER®4 D, N, NDAYO, NDAYS, ¥

2695, C

2696, C.....LDCAL VARIABLES:
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2697,
2698,
2699,
2700,
2701,
2702,
2703.
2704,
2703,
2704,
2707,
2708.
2709,
2710,
2711,
2712,
213,
N4,
2715,
21186,
2717,
2718.
2719,
2720,
2721,
2722,
2723,
2724,
2725,
272b.
.
2728.
2129,
2730.
2731,
2732,
2133,
2734,
2735,
2736,

7.

2738,
2739,
2740,
2741,
2742,
2743,
1744,
2745,
2748,
2747,
2748,
2743,
2750,

DOUBLE PRECISION DDAYS(2),DMNTH{2)
INTEGER$4 NCOM,Y!,N31,N12,0NE
INTEGER$2 D2,M2

LOGICAL FAILED

DATA DDAYS/BHDAYS IN ,8HA MONTH /,DMNTH/BHMONTHS 1,8HN A& YEAR/,

N31/317/,N12/12/ ,ONE/1/,FATLED/ FALSE. /

M2=M

CALL BOUNDS (D2,ONE,ONE,N31,DDAYS,FAILED)
CALL BOUNDS (M2,ONE,ONE,N12,DMNTH,FAILED)
IF (FAILED) STOP

Yi=y

IF(H.LT.3) Yi=Y-L

NDAYS=3658Y+314{M-1) 4D+ INT(Y1/4,)-INT (0. 750 {INT(Y1/100.}41})

IF(M.6T.2) NDAYS=NDAYS-INT(.484+2.3)
NDAYS=NDAYS-NDAYO

RETURN

END

C-5BR12

C-NEWDAT:

"

C --

SUBROUTINE NEWDAT (M,DD,Y,DELD,D)
REAL¥4 DD, DELD
INTEGERLS D,H,Y

LOCAL VARIABLES:

DOUBLE PRECISION DUM

INTEGER$4 DM(12),DELM,DELY,DHI, V4

DATA 0M/31,28,31,30,31,30,31,31,30,31,30,31/

DETERMINES THE NEW MONTH, DAY AND YEAR GIVEN THE OLD MONTH,
DAY AND YEAR AND THE NUMBER OF DAYS ABDED.

Crvnreiiiiiiiiiinii i Crtresiarerreriiieness Cerriersiearie i

10

20

30

DUM=DD+DELD

D=IDINT (DUM)
DUM=DUN-D

DELN=DM (M)

IF(H.NE.2) GO 7O 20
Y4=4%INT(Y/4,)
DELY=Y-Y4
IF¢DELY.EG.0) DELM=DELM+!
DM1i=DELM+1
IF(D.LT.OM1) &0 7O 30
D=D-DELM

H=M+!

IF{M.LT.13) 60 TO 10
Y=Y+l

=1

B0 70 19

DD=DUM+D

RETURN

END

L-8BRIZ

C-ACCUM: SUBROUTINE TD ACCUMULATE THE SPACE AND TIME DERIVATIVE MATRICES.

c
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2751,
2752,

2753,

2734,
2735,
2734

2757,
2738,
2759,
2780,
2781,
2782,
2763,
2784,
2763,
2744,
2747,
2768,
2769,

2770,

2771,
2772,
2773,
2774,
2775,
74,
2177,
2718,
2779,
2780,
2781,
27182,
2783,
2784,
2743,
2785,
2787.
2788.
2789.
2790,
2791,
2792,
2793,
2794,
27935,
2796,
2797,
2798.
2799,
2800,
2801,
2802,
2803,
2804,

C
r

SUBROUTINE ACCUM(ANM,STIFF,AREA, COND,CPTC, DAN, NAR, DUTP, IN, IM, HANM)
INTEGER$4 NAR, OUTP, DAN

INTEGERYZ IN, IM, NANM(Z,NAR)

DOUBLE PRECISION ANM{NAA)

REALE4  STIFF(DAN),AREA, COND(DAN) ,CPTC

«v...LOCAL VARIABLES:
INTEGERS4 DNM, 15,dF,1
FORM CAPACITY TERM: NOTE THE ORDER IN WHICH THE ELEMENT INDIPES ARE
PASSED TO THIS SUBROUTINE FROM SUBROUTINE REFORM (SBRO4).
ANM (IN) =ANM(IN)} +CPTCEAREA

..... FIND THE LOCATION OF THE IN:IM COMPONENT IN THE ANM LINKED LIST
DNM=IN-IM
IF{DNM.BT.0) DNM=0
15=IN-DNM
JF=1N+DNM

10 I5=MANM{2, 1S}

IF{1S.EQ.0) &6 T 30
IF{MANM{1, I5}.NE.JF} 50 TD 10

..... ADD IN THE STIFFNESS MATRIX COMPONENT.
00 20 1=1,DAN
20 ANMUIS)=ANM(IS)+CONDII) #STIFF(I)
RETURN
30 WRITE(OUTP,2000} IN,IM
sT0P

Covenn UUTPUT FDRHAT
2000 FORMAT (11X,34HSTOP EXECUTION: LINK BETWEEN NODES,I5,

C-
C-

L

| 44 AND, I5,30H NOT FOUND IW ANM LINKED LIST.)
END
5BR14
SETANM: SUBRDUTINE TD FORM THE LINKED LIST STRUCTURE.

SUBROUTINE SETANM (I,d,1VOID, MANM,NAR, OUTP)
INTEGER®4 I,J,IVOID,NAA,DUTF
INTEGERS2 MANN(Z,NAA)

..... LOCAL VARIABLES:
INTEGER®4 DI1J,15,JF,FRE

Dld=1-J
IF(D1J.67.0} DI1J=0
18=1-D1J
JF=J+D14

10 PRE=IS
15=MANM{Z, 15)
[F(I5.EQ.0! B0 70 20
IF{MANM(1,15) .EB.JF) RETURN
60 70 10

20 MANM(2,PRE}=IVOID
MANM(L, TVDIDY=JF

124



2805,
2804,
2807.
2808.
2809,
2810.
2811,
2812,
2813,
2814,
2813,
2816,
2817,
2818.
2819.
2820,
2821,
2822,
2823,
2824,
2823,
2826,
2827,
2828,
2829,
2810,
2831,
2832,
2833,
2834,
2833,
2826,
2837,
2838.
2839,
2840,
2841,
2842,
2843,
2844,
2845,
2844,
2847,
2848,
2849,
2830,
2851,
2832,
2853,
2854,
2833,
2836.
2857,
2838,

HANN{Z, IVDID}=0
IVOID=IVOID+1
IF(IVOID.LE.NAA} RETURN
WRITE (DUTP,2000) NAA
5T0P
Covennannnnn T T
C.....OUTPUT FORMAT:
2000 FORMAT(//11X,28HSTOP: ARRAY SPACE FOR MANN (,I5,11H) EXCEEDED:,

& /11X, A9HINCREASE DIMENSION OF VI2 ARRAY IN INITIALIZATION,
& /11X, STHROUTINE, (LINE NUMBERS 0086 AND 0087))
END

C-5BR1S

C-FACTOR: SUBROUTINE FOR CHOLESKY FACTORIZATION OF MATRIX LAMDA.
C _________ ——— e i e ——— -
SUBROUTINE FACTOR (LAMDA,NLN,NUK,NK1, PCODE, DUTP,MV)
INTEGER$4 NLM,NUK,NK1,PCODE, OUTP
INTEGERS2 MVINKD)
DOUBLE PRECISION LAMDA(NLM)

C.....LOCAL VARIABLES:
DOUBLE PRECISION SUM, TEMP
INTEGER4 1,11,7,3d,KID,K13,K1S,KID,KIS

IF(PCODE.LT.4) 60 TO 30

C.....PRINT GLOBAL COEFFICIENT MATRIX PRIOR TO FACTORIZATION:
WRITE (DUTP, 2000)
D0 20 T=1,NUK
WRITE (DUTF,2020) T
KIS=MVID)
KID=MV(1+1}-1-KIS
11=1-KID
J=K15+]
10 13=11+8
IFUILET.T) =1
WRITE (DUTP,2030) (K, LAMDA(J-K) K=11,30)
11=33+1
IF(ILLLE.TY BD TD 10
20 CONTINUE
WRITE (DUTF, 2010}
c
C.....CHOLESKY FACTORIZATION OF MATRIX LAMDA.
30 DO 100 I=1,NUK
KIS=HV(I)
KID=MV(1+1)~1-KIS
KR=KID
SUM=LANDA (K1S)
40 TF(KR.LE.0) 5D TD 70
J=1-KR
KL=KID-KR
K1J=KIS+KR
TENP=LAMDA(K1])
KIS=MV(])
KID=NV {341} -1-KJS
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2859,  IF{KID.LT.KL} KL=KJD

2860, IF{KL.LE.O) 6O TO 60

2851, DG 30 K=1,KL

2862, 50 TEMP=TEMP-LAMDA(KIJ+K) $LAHDA(KJS+K)
2863, 60 LAHDATKIJ)=TEMPLLAMDA (KJS)

2864, SUM=5UM- (TEMPLLAMDA(KJIS) 182
2863. KR=KR-1

2866, 60 T0 40

2867, 70 IF(5UM.LE.0.0) 60 TO 80
2868, LAMDA(KIE) =D5@RT (1. /5UM)
2849, IF{PCODE.LT.4) GO TO 100
2870, €

2871, C.....PRINT GLOBAL COEFFICIENT MATRIX.
2872, 80 WRITE(DUTP,2020) 1

2873, 11=I-KID

2874, J=KI5+1

2875. 90 JJ=11+8

2876, IF{3d,67.1) J3=1

2877, WRITE(DUTP, 20300 {K,LAMDA(J-K) K=11,d0)
2878, [1=1041

2879, IF(IT.LE.T} GO TO 90

2880, IF{SUM.LE.0.0) GO TO 110

2881, 100 CONTINUE

2882, RETURN

2883, 110 BRITETOUTP,Z040) I,5UM

2884, STOP

2. T Ceesarraanes
2886, LC..... DUTPUT FORMATS:

2887. 2000 FORMAT{//1X,23HORIGINAL LAMBDA MATRIX:,/1X,23(1H-))

2888, 2010 FORMAT(//1X,23HFACTORED LAMBDA MATRIX:,/1X,23(1H-1)

2889, 2020 FORMAT{1X,9HEGUATION I3

2890, 2030 FORMAT(9(I4,1PE10.2))

2891. 2040 FORMAT{//{{X,32HFACTORIZATION FAILS ON EQUATION IS,

2892, % 12H WITH SUM = (1PE15.6)

2893, END

2894. C-SBRis

2893, C-50LVE: SUBROUTINE SOLVING FACTORED LAMDA MATRIX FOR LNKNOWNS.

2898, [ mmmmmmmmmm o e e e e e oo

2897, SUBROUTINE SOLVE (LAMDA,RHS, NLM,NUK, NK1,HV)

2898, INTEGER®4 NLM,NUK,NKL

2899, INTEBEREZ MV(NK1)

2900, DOUBLE PRECTSION LAMDA (NLH) ,RHS (NUK)

2901, C

2902, L..... LDCAL YARIABLES:

2903, DOURLE PRETISION SUM

2904, INTERER®4 1,11,K, KD KF KT K5

A T T
2906, C,.... FGHAFD SUBSTITUTION FOR INTERHEDIATE SOLUTION AND STORE AS FHS,
2907, Do 20 I=t,NUK

2908, SUM=RHS (1}

2909, KI=Mv{I)

2910, K8=KI+1

2911, KF=Ry(I+1)-1

2912, KD=K1+]
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2913, IF(KI.EQ.KF) &0 TO 20
2914, D0 10 K=K5,KF

2913, 10 SUM=SUM-LAMDA (K) $RHS (KD-K)
2916, 20 RHS (1) =BUMSLAMDAIKT)

2917, C

2918, C..... BACK SUBSTITUTION AND STORE SOLUTION IN VECTOR RHS.
2919, 00 40 11=1,NUK

2920, I=NUK+1-11

2924, KI=HvtD)

2922, KD=KI+1

2923, Ke=KI+t

2924, KF=HV{I+1}-1

2923, RHGEI)=RHS{1) SLAMDALKT)
2926, IF(KF.EQ.KI) 6O 70 40
2927, B0 30 K=KS.KF

2928, 30 RHS(KD-K)=RHS (KD-K)-LAMDA(K) $RHS(D)

2929, 40 CONTINUE

2910, RETURN

2931, END

2932, C-SBRI7

2933, C-DPTNUM: SCHEME TO RENUMBER IMPLICIT NODES TO MINIMIZE THE LEFT

934, L HORIZONTAL PROFILE OF THE SYMMETRIC MATRIX.

5 T S
2934, SUBROUTINE OPTNUM (NAA,NA,NN,DAR, ML, UTP, LR, LRC, LEWY, LEVIL, NUN,
2937. ¥ LL,PNT, NO, NH, NL, NANN, LO)

2918, IMPLICIT INTERER$2 (A-1)

2939. INTEGERS4 ONE, ZERD, NA, NAR, NN, DAR, ML, IVOID, OUTP

2940, COMMON /DEGRE/ DMAX, DMIN,LMAX,LMIN

2981, DIMENSION LR NN, LRC(NN) LEVY (NN, LEVU{NN) , NUMINN) | LLSDAR)
2942, 3 PNT (DAR) (ND (ML), NH (ML) NL ML), MANM (2, NARS , LOINA)
2943, DATA ONE/1/,7ERD/0/

L e e
2945, IVDID=NN+1

2944, NS=NN+1

2947, D0 10 I=1,NN

2948, PNT{1)=0

2949, 10 NUM(D)=0

2950. D0 30 1=1,NA

2951, IFILO(DLLT. 1) 6D TO 30

2952. TI=NANKIL, T

2953. 18=1

2954, 20 15=MANM(Z,15)

2955, IF{15.EQ.0} 60 T0 30

2956, JMANN(1,15)

2957, IFILO(I).LT. 1) 60 T0 20

2958, JI=MANM (1. 0

2959, CALL FINDIJ (DAR,IVOID,DUTP,LL,PNT,Jd,11)

2960, CALL FINDIJ (DAR,IVOID,0UTF,LL,PNT,I1,3D)

2981, 50 70 20

292, 30 CONTINUE

2963, 1V01D=1V01D-1

294, €

2965, C.....ELININATE AND NUMBER UNCONNECTED NODES.

2984, DO 40 I=1,NN
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2967,
2948,
2949,
2970,
2971,
2972,
2973,
2974,
2973,
2976.
2971,
2978.
2979,
2680,
2981,
2982,
2983,
2984,
2985,
2986,
2987,
2988,
2989,
2990,
2991,
2992,
2993,
2994,
2995,
2995,
2997.
2998,
2999,
3000,
3001,
3002,
3003,
3004,
3005,
3006,
3007,
3008,
3009,
3010,
301,
3012,
3013,
3014,
3013,
3016,
3017,
3018,
3019,
3020,

IF (NUM(I)  NE.O.OR.PNT(I) NE.0) BO TO 40

NS=NS-1
RUM{I)=NS
40 CONTINUE
IF(NS.E8.1} 60 TO 320
£
Lo DETERMINE DEGREE OF UNNUMBERED NODES AND STORE AS LLINODE).
£ RETURN MINIMUM DEGBREE UNNUMBERED NODE.

50 CALL DEBREE (NN,DAR,ONE,ZERD, ZERD,NUM,LEVU,LL,PNT)

C
C.....5ET "IV 70 NODE WITH MINIMUM DEGREE AND CREATE *IV' LEVEL
C

STRUCTURE.,
IV=LMIK
CALL BLDLVL (NN,DAR,LEWW,LL PNT, IV, LMIV,WHXV,SIZE)
c
C.....CHECK FOR *IU° WITHIN HIGHEST LEVEL OF *IV* STRUCTURE STARTING

C WITH LOWEST DEGREE.

&0 KOD=0
DN2=DMIN

70 D0 80 I=L NN
TF{NUM{I}.NE, 6, DR, LEVVIT) NE.LMXV) B0 TO 80
IF{LL{T),6T.DN2) B8 TO 80
=1
LEW (I} =-LEVW(D)
DM2=LL (1)
60 0 <0

B0 CONTINUE
DM2=DN2+1
IF(DMZ,6T.DMAY) B0 TO 130
60 10 70

90 CALL BLDLVL (NN,DAR,LEVU,LL PNT,TU,LMXU WHXU,SIZE}

Covunn CHECK LEVEL STRUCTURE OF "IU°.
IF(KODW.EQ.1} 6O TO 100
IMNU=1U
WHN=WMYU
KODH=1
C
[ IF DEFTH OF "IV’ IS BREATER THAN DEPTH OF *IV* LEVEL STRUCTURE,
L SET IV’ TO *IU° AND REGENERATE *IUT LEVELS.

100 TF(LMXU-LMXY) 140,110,120
110 TF (WMXU.GE. WMXV) 60 T0 140
120 WMXV=HNYU

LMXV=LNYU

DO 130 I=1,NN
130 LEVW D) sLEVHD)

=1y

50 10 40

«ovs o SELECT *TU" AS ENDFOINT WITH MINIMUM WIDTH LEVEL STRUCTURE.
140 IF (WMXU.GE.WMN) B0 TO 70

IMNU=TY

HMN=WHYXU

60 70 70

128



3021, C

3022, C.....PSEUDO-DIAGONAL 1V-IU DETERMINED.
3023, 150 IFILMXV,BT.NL) WRITE(£,2000) LMYV, ML
3024, D0 160 I=1,NN

3025, TFLEWLT),LT.0) LEWW(I}=-LEW(I)
3026, 160 CONTINUE

3027. TU=1MNU

3028. CALL BLDLYL (NN,DAR,LEVU,LL,PNT, IU,LMXU, WHXU, SIZE)
029, C

3030, C.....SET UP *IU’ LEVEL STRUCTURE.

3031, DO 170 1=1,NN

3032. IF(LEVUTY  EB.0) 6O TO 170

1033, LEVU (11 =LMXU-LEVU{1) 41

3034, 170 CONTINUE

3035, KODICH=0

3036, IFILL{IUY,LT,LL{IV)) KODICH=

037, C

3038, C.....DELETE NODES WITH LEYU ERUAL TO LEW.
1039, NELM=0

3040, D0 180 I=1,NN

041, IFLEVY T} NE.LEVU(T)) 6O TO 180
3042, NELM=NELM+1

1043, LL{D)=0

3044, 180 CONTINUE

1045, C

3085, C.....LOCATE DISIOINT CONNECTED COMPONENTS.
3047, SUM=0

3048, 00 190 I=1,NN

1049, IF(LEWY{T).EQ.0.0R.LL(D).ED.0) GO TO 190
3050, SUN=SUN+1

3051, LL(D)=t

3052, 190 CONTINUE

3053. IF (SUN.EG.0) §0 T0 330

3054, C

3055. C.....RANK DISJOINT CONNECTED COMPONENTS.
3056. 11=1

3057. IF(11,6T.NW) 60 T0 270

3058. 200 DO 210 I=I1,NN

3099, 1=1

3080, IF(LL{I)LER. 1) 60 TO 220

3061, 210 CONTINUE

1062. 60 10 270

3063, 220 ig=t

3064, ISTART=1S

065, Z30 1C=I1CH

3066, LIS =-1

3067, 280 IS=PNT(IS)

3068, IF(1S.E.0) 60 10 250

3069, LIS=LL(15)

3070. IFLL(LIS).NE. 1) 6O TO 240

3071, LLILIG) =2

3072, 50 10 240

3073, 250 DO 280 I=1,NN

3074, 18=1
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3073,
1075,
3077,
3078,
3079,
3080,
3081,
Jo8z.
3083,
3084,
3083,
308s.
1087,
2088,
3089,
3090,
3091,
3092,
3093,
3094,
3093,
3095,
1097,
3098,
3099,
3100,
3101,
3102,
3103,
3104,
3105,
3104,
3107,
1108,
1109,
3110,
MR
2,
33
3114,
IS,
3116,
37,
3118,
39,
3120,
28,
3122,
.
3124,
312s

3124,
3127,

3128,

IF(LL{I5) ,EQ.2) 6O TO 23
260 CONTINUE
[1=ISTART+!
LL{ISTART)=IC
60 TO 200
£
C.....FORM THE NO VECTOR (NUMBER OF NODES ASSIGNEL TO EACH LEVEL),
270 DO 280 I=1,LMXV
280 NO(D)=D
D0 290 I=1,MN
IF(LL (1) NE.O.OR.LEVV(I) . EB.0) 6O TO 290
Li=LEWI(T)
NOILIY=NO(L1)+1
290 CONTINUE
C
C.....SETTLE DISJOINT CONNECTED COMPOMENTS IN ORGER OF DECREASING SIZE.
I8CC=0
300 ICMAX=0
00 310 I={.NN
IF(LL{I}.LE, ICHAX) GO TO 310
[CHAX=LL(T)-1
ISTART=1
316 CONTIRUE
326 IDCC=IDCC+!
IF{1CMAX.EQG.0) 60 TO 330

Cooens DETERMINE WHICH LEVEL STRUCTURE SHOULD BE SELECTED FOR THIS
C DISIOINT CONNECTED COMPONENT.
CALL DISINT (NN,DAR,ML,ISTART,IDCC,NELM,KODREY,KODICH, RHXV, WMXU,

& LMXV,PNT, LL, LEVY, LEVL N0, NH, NL)
60 TO 360
c
C.....FINAL LEVEL STRUCTURE HAS BEEN FORMED. RENUMBER THIS STRUCTUFE.
330 NSF=NS
CALL DEGREE (NN,DAR, ZERD, ZERD, ZERD, NUM, LEVU, LL ,PNT)
CALL NUMLUL (NN,DAR,NSF,SIZE,KODREV,KODICH,IU, IV,LHXY,
% LK, LRC, LEYY, LEVU, NUM, LL ,PNT)
NS=NSF-SIZE
C
C.....IF ALL NODES HAVE NOT BEEN RENUMBERED, FORM ANY REMAINING
L LEVEL STRUCTURE.

IF{NG.BT.1) 60 TO S50

C.v...SET MANK ARRAY TO INTERNAL NUNBERING.
00 340 1=1,NA
IF(LOCIILLT. 1} 60 TO 340
J=MANNL, 1)
MANN L, T} =NUN (3)
340 CONTINUE
RETURN
Cevvrrernrenrennens U e e e
Cov. . DUTPUT FORMAT:
2000 FORMAT(&X, 14HS88%8 WARNING:,15,25H LEVELS EXCEED DIMENSION=,15)
END
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3129, C-SBR1B
3130, C-NUMLVL: SUBROUTINE WHICH RENUMBERS NDDES WITHIN A FARTICULAR LEVEL
3. C STRUCTURE.

£ J SRR
133 SUBROUTINE NUMLVL (NN,DAR,NSF,S1ZE,KODREV,KODICH, IU, 1V, LMYV,
3134, 4 LR, LRC, LEVV, LEVU, NUM,LL, PNT)

3. INPLICIT INTEGER$2 (A-1}

3136, INTEGER#4 NN, DAR, M, ONE, ZERD

3137, COMMON /DEGRE/ DNAX,DNIN,LMAY,LMIN

3138, DINENSTON LR NN, LRCINNY ,LEVV{NN ,LEVU (NN) , NUM (NN) ,LL(DAR) ,
339, ) PNT (AR}

3140, DATA ONE/1/,IERD/0/

CTL S PR PR
1142, C.....RENUMBER NODES STARTING WITH *IV’ AFTER CONSIDERING DEGREES OF
343, C  BDTH *1U° AND 1V, WORK INCREASING LEVELS: SELECT A NODE *W’
J144, C  WITH MINIMUN NUMBER AND ADJACENT UNNUMBERED NODES OF SAME LEVEL.
3185, C  NUMBER THESE BY INCREASING MODIFIED DEGREE. IF THERE ARE ANY
3146, C  UNNUMEERED NODES REMAINING ON THIS LEVEL, NUMBER THESE BY
3147. C  INCREASING MDDIFIED DEGREE. SELECT & NODE *W' WITH MINIMUN
1148, C  NUMBER AND UNNUMBERED ADJACENT NDDES ON NEXT LEVEL. NUMBER
3149, C  THESE BY INCREASING MODIFIED DEGREE AND SO ON,

3150, IF (KODICH.EB. 0} 60 TO 20

35, DO 10 T=1,NN

3152, TFILEWW(1),EQ.0) 6O TO 10

3153, LEVW{T) =LMYY-LEVY (1) 41

US4, 16 CONTINUE

3155, 1TENP=1y

15, =11

3197 1U=1TEMF

U, 20 00 30 I=1,NN

110, LRC{1)=0

1140, IFLEVU(I).EQ.0) GO TO 30

{130 LEVU (1) =-1

142, LR(1)=0

363, 10 CONTINUE

3144, LR{)=1Y

3145, LTIV =t

1146, LEVU(IVI =0

17, NUNC=1

1148, NURY=1

3149, LEVEL=!

3170, LEVEF=1

37t NUMS=1

172 NULS=1

U7 NULF=1

174, W=IY

375, CALL DESREE (NN,DAR, ZERD, ONE, N, NUN,LEVL, LL,PNT)

376, 40 DO 80 I=NUMS,NUMX

U J=LR(D)

3178. TFALEWY (33} . NELLEVEL) 60 TO 80

379, 50 1DEG=DMAX+1

7180, 1=13

UL 0 J=PNT(D)

3182, IF(J.£0.0) GO TO 70
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3183,
3184,
3183,
3186,
3187,
3188,
3189,
3190,
3191,
3192,
1193,
3194,
3194,
3196,
3197,
1198,
3199,
3200,
3201,
J202,
3203,
3204,
3208,
1206,
3207,
3208,
3209,
1210,
1.
2z,
3213,
1214,
3215,
MIER
3217,
1248,
319,
1220,
221,
3222,
3773

P avyl

779
Ll

322 1
3226,
3227,
1226,
3229,

177
EF ALY
n

Jivla

3232,

3233,
3234,
3235,

nT
3236,

11=LL(d)
IF (LEVU(T1) . Q. 0. 0R. LEVY (T1)  NELLEVEF) GO TO 40
ISUN=LL(I1)
1F (15UM. 6T, IDEG) GO TO 0
1DEG=ISUM
W=11
80 10 &0
70 IF(1DEG.GT.DMAX) 6O TO 80
NUMC=NUNC+1
LR {NUNC) =N
LEVU (W) =0
LRC (W) =NUNE
CALL DEGREE (NN,DAR,ZERO, ONE, W, NUM,LEVU,LL,FNT)
§0 70 50
80 CONTINUE
IF (NUNC.EQ.SIZE) &0 70 130
IF {LEVEL.EB.LEVEF) 60 T0 90
LEVEL=LEVEF
NULS=RULF+1
NULF=NUMC
NUMS=NULS
NUMY=NULF
60 70 40
90 IF (NUMC,NE.NUNK) GO TO 110
IDEG=DMAY+
00 100 1=1,NN
IF{LEYY (1) NE, LEVEL. DR, LEVUT) LEQ.0) 6O TO 100
IF{LL{1},GE. I0EG) GO TO 100
1DEG=LL (1}
W=
100 CONTINUE
IF(IDEG.6T, IMAY) 60 TO 120
NUMC=RUNC+1
LR (NUMC) =W
LEVU (H) =0
LRC (W) =NUNC
CALL DEGREE {NN,DAR,ZERQ,ONE W, NUM,LEVU,LLPNT)
110 NUMS=NURYX+1
NUMY=NUNC
60 TO 40
120 LEVEF=LEVEF+]
NULF =NUMC
NUNS=NULS
NUMX=NLLF
EO TO 40
130 IF(KDDREY) 160,160,140
140 DO 150 I=1 NN
IFILRC(I}.NE.G) NUM(T)=NSF-LRC(D)
150 CONTINUE
RETURN
160 DO 170 1=1, MK
IF(LRC(I),NE.O) NUM{I)=NSF-SIZE-14LRC(I)
170 CONTINUE
RETURN
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-y
&sJ

12 39.
3239,
3240,
3241,
3242,
3243,
3244,
3245,
3244,
1247,
3248,
3249,
3250,
3251,

TRAEn
SLdie

125
3254,
3283
3286,

3757
didis

3258,
1239,
3280,
3241,

3262,

1283,
3264,
3263,
3268,
1267,
3268,
3289,

™7
wii

3271.
1272
1273,
1274,
1275,
3276,
3217,
3278,

279,
J280.
3281,
3282,

IR
el

1284,
3285,
1286,

287.
3288,
3289,
1290,

C-
C-
L
L

5BR1
DIy

END

9

NT: SUBRGUTINE TO DETERMINE WHICH LEVEL STRUCTURE IS TG BE USED
FOR A PARTICULAR DISJOINT CONNECTED COMPONENT.

SUBROUTINE DIGINT (NN,DAR,NL, ISTART, IDCC,NELM,KODREV, KODICH, WMXY,

b WMXU, LMXY, PNT, L LEYV, LEVU, NO, N, NL)

40

60

70
9

IMPLICIT INTEGERS2 (A-1)
INTEGER®4 NN, DAR ML
DIMENSION PNT(DAR},LL{DAR),LEVY (NN} ,LEVU (NN}, NO (ML) , NH ML) , NL (ML)

’NB’ TNHT LT ARRAYQ WILL CONTAIN THE NUHBER GF NUDES DN EACH LEVEL

'ND* CONSISTS ONLY OF NODES WITH DETERMINED LEVEL {LEVV=LEVU).
*NH* CONSISTS OF *NO° PLUS NODES OF DISJOINT CONNECTED COMPONENT
USING LEVV LEVELS.

*NL* CONSISTS OF *NO° PLUS NODES OF DISJGINT CONNECTED COMPONENT
USING LEVU LEVELS.

DO 10 I=1,LMXV

NH{T)=ND{(T)

NL (1) =NO(T)

FLAG ELEMENTS OF DISJDINT CONNECTED COMPONENT BY SETTING LL=1.
IS=I5TART

LL{IG}=1

[5=PNT(15)

IF(15.EG.0) GO 7O 40
LIS=LL{IS)
IF(LL(LIS),NE, -1} BD TO 30
LLELIS)=2

60 70 30

DO 30 I=1,NN

18=]

TFLL{TS).EB.2) 6O T0 20

( CONTINUE

. .FORM NH,NL,NO ARRAYS

DO 40 1=1 NN
IFILL{D),LE, 0. OR, LEVU(T} . EB. 0160 TO &0
Li=LEW(T)

L2=LEVU(D)

NH{L1)=NH(L1)+1

NLILZ}=NLILZ} M

CONTINUE

LLM=0

LHM=0

DETERMINE MAXIMUM WIDTH OF *NH' AND *NL°, CONSIDERING LEVELS
WHICH WOULD BE CONTRIBUTED TO BY SELECTING ONE OF THE THO

OF THE TWO LEVEL STRUCTURES.

D0 70 I=1.LMXY

IFANH{D) BT, LHM. AND.NHAT) LBT.ND (1)) LHM=NH(T)
IF(NLCI),GT LEM AND.NL (T GT.NO(T) ) LLH=NLAT)

CONTINUE

IF{LHH-LLM) 90,80,120
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3291, 80 IF(WMIV.GT.WMXU) 60 TO 120
3292, 90 IF(IDCC.EB.1} KODREV=1-KODICH

3293, DO 100 I=1,HN
3294, IF(LL{IY,LE.0) 60 TO 100
3295. LEVU D) =LEW (1)
329%. LL(D)=0
297, NELM=NELM+1
3298, 100 CONTINUE
3299, D0 110 I=1,LMXV
3300, 110 ND{D)=NH(I)
3301, RETURN
3302, 120 IF{IDCC.EQ.1) KDDREV=KODICH
3303, DO 130 1=1,NN
3304, IF(LL(I),LE.0} 60 TO 130
3308, LEWY (1) =LEVU()
3306, LL{1)=0
3307, NELM=NELM+1
3308, 130 CONTINUE
3208, DD 140 I=1,LMYV
3310, 140 ND(T)=NL(D)
33U RETURN
312 END
333, C-SBR20
3314, C-BLDLVL: BUILD LEVEL STRUCTURE.
TG, [ mmmmmmmm e e
3316, SUBROUTINE BLDLVL {NN,DAR, LEVEL,LL,PNT, IV, LEV, NMX, S1ZE)
317 INPLICIT INTEGER$2 (A-1)
338, INTEGERS4 NN, DAR
3319, DINENSION LEVEL (NN, LL (DAR) ,PNT (DAR)
T30 Covrvrevenreirnnennen e v
3321, §12E=1
3372, D0 10 I=1,NN
3323, 10 LEVEL(D)=0
3324, LEV=0
3325. LEVEL{IV)=1
3326, WMY=1
3327, 20 LEV=LEV#
3328 WIDTH=0
739, D0 40 I=1,NN
31330, IF (LEVEL (1), NE.LEV) GO T0 40
133, 181
32, 30 IS=PNT{IS)
3. IF{18.E0.0! 60 TO 40
33, LIS=LL{1S)
3335, IF(LEVEL(LIS).NE.0) 6D TO 30
3336, WIDTH=NIDTH+1
3337, LEVEL (LIS)=LEV+1
3338, 60 70 30
3339, 40 CONTINUE
3340, SI1ZE=SIZE+NIDTH
3341, IF {WIDTH.EQ.0) RETURN
3342, IF (WIDTH.GT. NMX) WMX=NIDTH
343, G0 10 20
34, END
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3343,
3346,
3347,

3348,

1394,
3393,
3396,
3397,
3398,

£-GBR21
C-DEGREE: DETERMINE DEBREES.

[N —— ——

SUBROUTINE DEGREE (NN,DAR,KSTAT,MOD, IN,NUM,LEVU,LL,PNT)

IMPLICIT INTEGER$2 {A-1)
INTERER®4 NN, DAR,KSTAT,MOD, IN

COMMON /DEGRE/ DMAX,DMIN,LMAX,LMIN

DIMENSION NUMINN),LEVUCNNI,PNT{DAR) ,LL{DAR)

Clllltl CrvsRsIsEIEAASAARNGLERORORERR NS

[F{M0D.EG.1) &0 TO 70

£
Eornnn DETERMINE DEGREE OF NODE AND STORE AS LL(NODE).
D0 20 I=1,NN
I15lM=0
IF(NUM{I).NE.O) 60 TO 20
IP=1

10 IP=PNT(IP)
IF{IF.EQ.0) GO TD 20
[SUM=1GUM+1
60 70 10

20 LL{D) =151
IF(KSTAT.EQ.0) RETURN
DO 30 I=1,NN
[1=1
IF(NUM{1},EQ.0) BO TO 40

30 CONTINUE
sToP

40 DMAX=LL(ID)
DMIN=LLCIT)

LHIN=11
LMAX=11

C.....DETERMINE MAXIMUM DEGREE (DMAX) AND MINIMUM DEGREE (DMIN).

DO 50 I=1,NN
IFNUM(1),NE.O) BO T 60
IF(LL(I).BE.DMIN) 6D TO 30
LMIN=1
DMIN=LL ()
GO 70 60
30 IF(LL(I),LE.DMAX) GO TO &0
DMAX=LL(T)
LHAX=]
a0 CONTINUE
RETURN
70 J=IN
80 J=PNT{J)
IF{J.EQ.0) B0 TO 90
JI=LL ()
IF(LEVU{Jd) . EQ.-1) LEVUEId)=1
50 70 80
90 J=IN
100 J=PNT{J)
IF(J.EQ.0) RETURN
K=LL ()
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3399,
1400,
3401,
3402,
3403,
3404.
3403,
3406,
3407,
3408,
3409,
3410,
3411,
3412,
3413,
3414,
3413,
3416,
3417,
3418,
3419,
3420,
3421,
3422,
3423,
3428,
3423,
3426,
3427,
3428.
3429,
3430,
3431,
3432,

3433,

3434,
3435,

Kd=K
15U8=0
110 KJ=PNT{KJ)
IF{KJ.EB.0) 6O TD 120
KK=LL (K3
IF(LEVU(KK) .ER.-1) ISUM=15UM+1
B0 TO 110
120 LL(K)=15uM

60 TO 100
END

C-5BR22

C-FINDIJ: FORM THE LINKED LIST I-J CDNNECTION

C —-
SUBROUTINE FINDIJ (DAR, IVO1D, OUTP,LL,PNT, I, )
IMPLICIT INTEGER$2 (R-1)
INTEGER$4 DAR, IVOID,OUTP
DIMENSION LL(DAR},PNT(DAR)

Covivinanniensnnnns setrsaiartaanisssetasriienenas T
P=1

10 PRE=IP
IP=PNT(IP)
IF(1P.EG.0) BO TO 20
IF(LL(IP),E@.J} RETURN
B0 10 10
20 IF(IVOID.GT.DAR} GO TD 30

PNT{PRE} =1V
PNTLIVOID)
LL{IvOID) =4
IVBIR=1V0ID
RETURN

oIp

=0

+

30 WRITE(QUTF,2000) DAR,IVOID

S0P

DUTPUT FORM

AT:

2000 FORMAT (11X, 40HNUMBER OF LINKED-LIST UNITS DIMENSIONED=, 15,

&

END

24H BUT REQUIRES MORE THAN ,13)
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ATTACHMENT B. Definition of sob-file inout order and variabies,

The sign convention used for flux in RAGSIM treats flux into the apuifer
as being greater than zerc, discharge from the aguifer is less than zero.

The input data set accompanving the job includes data necezsary to title
the particular run, set the duration of the simulation. specify the input
and output device numbers and select varipus aptions for the run,

This data set is read bv the prooram from input device number 5,

As a matter of convenience, there is generally one data or option value
specified per record. This allows iiberal room for annotation relating

to the corresponding input variable rather than filling each record with

at manv variable values as can reasonablv fit ontc one record. Each record
in the ;ob-input data set generally conforms to one of three formate:

. For comments, titles and variable formats: 20R48
. For integer or flaatino point variables : &40X,510.0
. For input of date and time variables ¢ 80X, IZ, 1N, I201K, 14, F10.0

Ll py -

The program begins by scanning the job-4ile input for the first record
containing the four characters "MIXE™ in columns 1-4, We will refer to
this record as Record O in subseouent discussion. Anv records that

are found before encountering the "MIXE® are printed just as thev are
read on the standard sutput device inumber &), Thic allows any number
of comsent lines to be incorporated into the sob-file sc the subseauent
printout may be identified. The records following the "MIXE® record
must be included and must adhere tc the focllowing order,

Record 9. “MIXE® in columns i-4 tp begin the active ,ob-file,

Record 1. Title card for this run

Record 2., 5tarting sonth, day, year and hours

Record 3. Ending month, day. vear and hours

Record 4. RADIAL: radial aption flag: radial svametry about the "V®
axis if this is coded non-zerc.

Record G, GCODE: discharge limitation code: discharge will he set to
zero if head is below or equal ‘reference datum® and this
is coded non-zero,

Record 4. CONTNU: continuation code: this is used to indicate that
this sisulation is a restart of a previous simulation, If
this it coded non-zerc. the restart time, restart heads and
restart mass will be read from the device defined by this
nusber, This file must oe an OUTM data set (see record B)
created by a pravious simulation. Be aware that if this
device number is the same as record € in thie simulation rum,
the present contents will be destroved upon the comoletion
of this simulation,

Record 7. INHS: input device number for initial heads: this device mav
ge the sawe nuamber as record 2B, INHE defaults tc the value
spacified by INNS {record 28) if record ¥ is zare. This device
is ignored in the event of & restart (record o is non-zeral.
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Record

Record

Record

Record

Record

Record

Record

Record

Record

Record

Record

Record

Record

8.

9,

16,

11

15,

18.

OUTM: output device number for final time, final heads and
final mass.

STEADY: code for solving for the steady-state head
contiguration by setting the starage coefficient tc zero.

A non-zero value will activate thic aption,

THCODE: code controlling the determination of the
explicit-implicit weighting factor (THETA), A zero valuve

tor this code will result in a constant value for theta
determined bv the value specified in record 11, A non-zerg
value will aliow the prooraa tc determine the value for

THETA,

THETA: explicit-imolicit weighting factor, If record 10 is
zero, this value must be between 0.0 and 1.0 (0,0 igc explicit
while 1.0 is implicit), It is recomsended that THETA he
between .57 and 1,00 for stability,

DHSTDY: maximum head change rate that will be considerad
"steady-state®, I4 the mazimum absolute value head-change
rate is less than thic amount. the zplution ic considered to
have reached steadv-state. The time is updated tc the next
change of boundary condition, flux update or parameter update
and simulation resumes.

DTMAX: maxiamum duration for a tise step in days, This value
is alsc used to initiallv detersmine which nodes will be
treated explicitly and which nodes will ba treated implicitly
depending uoon how their explicit stability compares with

this value.

DTMIN: minimum time ctep in davs allowed before nodes are
re-classified from eaplicit to implicit, As siaulation
proceeas, changes in parameter values zap cause the "stability®
of some explicit nodes to decrease. As this accurs. the stable
time step may also decreaze. Once the stable tise ztsp darreaces
below this ainimum value, all nodes are re-ciascified such that
the stable time step is once again enqual to the value specified
in record 13,

DHMAX: mazimum allowed absolute head-change per time step in
length units, A value of 0.0 causes this cortrol to be
neglected, If the saximum absolute head change during &

time step exceeds this value, the duration of the time step
will be reduced and the step will be repeated.

ITMAX: maximum number of atteapts tc meet the critic imoosed
by the maximua allowed absolute head-change per time steg.
INTS: input device nusber containing the tabulated corduziance
and capacitance {transmissivity and storage coefficient) as
functions of head. A value of zerc specifies that all
plepents have constant conductance and capacitance and these
values are ingut with the element records,

DAN: coded non-zers if anisctropic tabulated conductance is
to be allowed. A zerc would impose an isotropic conductance
equal to the major anisotropic conductance if the tabulated
groperties include aniscirozic conducience,

TSFREG: frequency thalt conductance ang capacitance are

updated in davs. F value of zerc indicates that there will

be no update farced by elapsed tiae during this simulation.
DHFREG: 14 this value is non-zerc. the conductance and
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capacitance will be updated if the maximum positive or
negative head change in lengthk units exceeds this amount
in absolute value.

kecord 21. INET: input device number for the ground-water
evapotranspiration data set. Code this value with a zero
if ground-water evapctranspiration is net to be simulated.

Record 22, INSS: input device nuaber for stream network and data, If
streass are not sisulated, code thie value egual to zero.

Record 23. GSRCODE: if there are streams. this code allows the user to
restrict the saximum fluy from the streas to the aguifer
alono a reach. The maxinum stream to aguifer flux is
that value calculated for a stream-to-aguifer head difference
of one. This feature is activated bv a non-zero value of
56C0DE.

Record Z4. FCCODE: it vou wish to apply a predictor-corrector routing
ta the stream-aquifer flux, code this value greater tham
zerg. If vou wish to print the predicted stream baseflows
in addition to the corrected streasm baseflows, code PCCODE
greater than 1,

Record 25, I5CODE: if vou wish to have all of the stream nodes solved
implicitly, code this vaiue non-zerao,

Record 24, DUTS: cutput device number for estimates of stream baseflows,
Code this to zero if this output is not desired,

Record 27, OUTH: output device number for a listing of the nodes where
streams “head® i.e. begin to flow. Code thic to zerc if
this putput is not desired.

Record 28, [INNS: input device number for data set containing the constant
noge gata (coordinates of nodes. elevation of base of the
aguifer at the nodei, This data set mav alsoc contain the
initial head values it desired (see record 7).

Record 29. INES: input device number for the data set containing element
definitions {vertices. material number, etc.).

Record 30, 10SH: temporarv device number for storing the elesent
configuration and shape-function variables. Code this zero
if these are tc he stored in memory.

Record 21, INBS: input device nueber for the Jata set containing nodal
flux amounts. This would be used when the ma,oritv of nodes
have a flux zomponent, otherwise incorporate these nodes
into the known-flux boundary condition data set (see record 33)
and code INGS as zero.

Record 32. [IONG@: temporarv device number for storing current values of
the nodal flux from unit designated by recard 31, If you
wish these to resain in memory, code this zerc. This will
be ignored if INBS is zero.

Record 31. [INBF: input device nuaber for the known-fluyx boundary
condition data set. Code this zerp if there is no known-flux
voundary condition for this simelation.

Record 34, INBH: input device number for the known-head boundary
condition data set., Code this zerc if there is no known-head
boundary condition for this simuiation.

Record 35. SBCOCE: tode to force the re-sequencing of the implicit nodes
regardless of the asount of memory available to ctore
the combined global stiffness and capacitance matrix.

To activate this option, code this to 1, otherwice set
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the value to zero.

Record 36, PCODE: printout code that controls the amount of the
orinted output: an integer value between zerc and six, The
amount of printout is least when PCODE is set to zero and
greatest when set to &, See attachmeent L for more
information regarding PCODE.

Record 37, OUTF: output device nuaber for the grintout. At many
installations, this will normally equal 5.

Record 38. OUTN: output device for anv output-hydrograch data. As
pentioned in the section on output, nodes may be selected
to have all of the intermediate head values output for
subseguent processing, If this is not desired, set this
value to zerao,

Record 39, NHD: nusber of nodes for which hydrooraph data is to BE
putput,

Record 40, Foramat to be used while reading in the nodal nuasbers for
which hvdrograph data is to be output.

Record 4!, Nodal number or numbers for which hydrograph data 15 to be
putput. 14 necessary, more "cards" may be used to specify
the entire number of nodes indicated by record 39.

Record 42. DUTC: output device number for the cutput of head arravs,
fis indicated in the section on output, the entire array of
nead values mav be written to a device at particular times
(see record 43). If no output of this type is desired, code
this zera,

Record 43. 1If necescary, the times for output of the head array arz
included here in the month, day, vear and tige format. If
there are more than one, they are arranged ceguentially from
parliest to latest time.

This summarizes the entire job-file input Jeck. The remaining

input data is read from the various input devices defined within the
job file and specified within Job-Control-Lanquage statements,
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ATTACHMENT C. Summary of printed cutput associated with different
user-supplied values of variable "PCODE®,

Value of PCODE Qutput related tc the value of FCODE

any value Fatal errors, sumsary of input job-file, computer
menory requiremente and final cusulative mass balance,

Y0 Mass balance susmary for each time step and strean
basetlons,
12 Known-head node mass balance and nodal aass balance

for each time step.

2 Boundary conditions, nodal recharge or discharge, and
siaulated heads and head change for eath time step.

3 Siaulated stream-aquifer flux.
¥4 Echo of repainder of input data.
3 *Conductance® and "capacitance” teras, "LAMBDA® array

before and after factorization and warring of obtuse
angles (diagonal dominante warning) within elesents,
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ATTACHMENT D. Summary of input and out.uut data files,

Fart 1.
Input device CONTNU: restart data set that was created previously as
an unformatted OUTM output data set.

Part 2.
Input device INNS: nodal data set.
RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
1 nusber of nodes {NN) {60%,110)
2 initial head format {2044)
3 nodal coordinate format {2044)
4 reference datum format {2084)
5-(NN+4) nodal data records: one record per node. formatc specified by records 2-1.
tart 3,

Input device INHS: initial head data set.
I+ this data set is the same as INNS, the contents are
specified according to that data set definition, If INHS
is not the sase as INNS use the foilowing setup.

RECORD #  CONTENTS OF RECDRD FORMAT OF RECORD
{ nuaber of nodes (608,110}
2 forgat for nodal heads {20A4)
3 nodal initial heads tormat specified bv record 2.
Part 4,
Input device INES: element data set,
RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
i nuaber of elements (NE) (60X, 110)
2 foreat for element number. element corner

node numbers, code for tabulated conductance
{tabulated if greater than zero and tabulated
relationship is available), code for tabulated
capacitance (tabulated if greater than zero
and tabulated relationship is availablel,
default conductance, default capacitance,

and “material” nuaber (20A4)
3-{NE+2) element records; one record per elesent, format specified by record 2.
Part 2.
Input device INTS: tabulated capacitance-conductance data set,
RECORD &  CONTENTS OF RECORD FORMAT OF RECORD
1 saxisum length of table (60,110}

2 toraat for material number, table length (LTABL},
degree of capacitance (constant if degree=0,
linear if dearee=1}, and code for anisotropy
(anisotropic if code greater than zero) {20A8)
3 forsat for tabie entries;
head above datums. capacitance, conductance
{or major axis of conductance, minor axis of
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conductance and and angle of major axis with

the x-axis if conductance is anisotropic) (20A4)
4 table identifiers format specified by record 2.
5-(44LTABL) table entries format specified bv record 3,
these last two repeat for all tables; i.e, table identifier
record followed by the table entries for all saterials.
Part 6.
Input device INBF: known-flux data set.
RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
1 nuaber of known-flux nodes (NBF) (60,110}
2 foraat for known-flux nodes {20A4)
3 known-flux nodes format specified by record 2.
4 format for flux values at known-{lux nodes (20A4)
3 date and time for the known-flux values that (12,15, 12,10, 14,F10,0)
follow.
b NBF flux values for known-flux nodes. format specified by record 4,
These last two repeat for all times that flux is specified.
Once data-set end is reached, it is assumed that flux remsains
fived at last value.
Part 7.
Input device INBH: known-head data set.
RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
1 nusber of known-head nodes {(NBH) {601, 110}
2 forsat for known-head nodes {20A4)
3 known-head nodes format specified by record 2.
i format for head values at known-head nodes (20A4)
3 date and time for the known-head values that (121X, 12,10, 14,F10,0)
follow
b NBH head values for known-head nodes format zpecified by recard 4.
These last two repeat for all times that heads are specified.
Once data-set end is reached, it is assumed that heads remain
fixed at last values.
Part 8.
Input device INGS: nodal-flux (recharge-discharge) data set.
RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
{ nuaber of nodes (60X, 110}
2 tarmat for nodel recharge (20A4)
3 time for following recharge values (12,1%,12,1X,14,F10,0)
L nodal recharge forsat specified bv record 2,

These last two repeat for all times that the recharge
discharge is considered to varv, Once data-set end is
encountered, recharge-discharge repains fixed at its last value,
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Part 9.

Input device INET: ground-water evapotranspiration data set.

RECORD ¢
i

~ - LN B

Part 10.

CONTENTS OF RECORD

nuaber of nodes

toraat for depth below which ET ceases
depth below which ET ceases

format for ncdal land-surface elevations
nodal land-surface elevations

foraat for maxiamum ET rate

date and time that the following maxiaua ET
rate becomes active

aaximup ET rate

FORMAT OF RECORD
{80,110
(20A4)

format specified bv record 2.
(20A4)

format specified by record 4.
(2044)

(12,1X,12,1X,14,F10.0)
tormat specified by record &.

These last two repeat everv time the maximua ET rate varies.
Once data-set end is reached, it is assumed that the paximup

ET rate reaains fixed at the last value.

Input device INSS: streas network data set.

RECORD #
1
2
3

Part 1.

CONTENTS OF RECORD

nuaber of streaa systems (NSS)

nuaber of streaa reaches (NSN}

format for stream systea definition; stream
nuaber. head-water reach nuaber and mouth
reach nusber,

stream systea definitions

format for reach definitions: reach nuaber,
node at top of reach, most upstream reach
nusber of branch, downstreas reach nusher,
leakance factor for reach

reach definitions

foraat for reach nuaber, streaa head in
reach and amount of “"diversion froa® or
*return flow to* the reach during the
specified tise period

tiae for following known stream heads

and diversions

reachs, heads in stream reaches and reach
diversion or returnflow

FORMAT OF RECORD
(60X 110)
(60X, 110)

(20A4)
foraat specified by record 3.

(20A%)
format specified by record S,

{Z208%)
(12,1%,12,1x,14,F10.0)

format specified by record 7.

These last two repeat for all times that the stream head

and diversion-returnflow are specified.

Once data-set end is reached, it is assumed that the variables

remain fixed at their last values.

Teaporary device 10SH: temporary stiffness data set,

unforaatted
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Part 12.
Temporary device IONB: temporary net flux data set.

unformatted

Part 13.

Dutput device OUTM: final heads and mass data set.
unformatted

Part 14.

Output device DUTS: streamflow hydrograph data set.
RECORD #  CONTENTS OF RECORD

1 sonth, day, year

2 hours, minutes, seconds
3-(2¢NHD)  stream and baseflow (L¥t3/sec,)

This sequence repeats for every time step.

Part 15,
Output device QUTH: streas heading output.
RECORD #  CONTENTS OF RECORD

FORMAT OF RECORD

{12,1%,12,1X,18) note: thais entire
{12,1X,12,1%,12) sequence defined by
(15,F10.2) format 2030 of SBROY.
line 2576 of Appendix 1.

FORMAT OF RECORD

{ date and time Note: these two records defined
2 column headings bv foraat 2050 of SBROY,
line 2578-2381 of Appendix 1.
3-? streaa number, status (heading or dried),

reach nuaber, between node numbers, baseflow,
stream head and aquifer head. format 2040 of SBRO9.

line 2577 of Appendix I.

This sequence repeats for all times that the streasflow is
calculated.

Part la,

Dutput device DUTP: printout, 132 colusn records.
A sumsary of the job-file input is always printed to
the standard output device nusber 5 along with any comasent
statements that appear before Record 0 of the job-file input
{see table 2), I+f this device number is different froa the
standard output device, the job-file summary will alsc be
included with this output; the only part that will not
appear will be the cosment statesents,

Part 17,
Output device DUTN: nodal hydrograph data set.

RECORD #  CONTENTS OF RECORD FORMAT OF RECORD

1 sonth, day, year (12,4%,12,1%,18)
2 hours, sinutes, seconds (12, 1X,12,1%,12)
3-{2+NHD) node & head for that node {15,F10.2)
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forpat 2050 of SBROS,
line 1898 of Appendiy i,

This sequence repeats for every time step.

Part 18.

futput device OUTC: output head array data set,

RECORD #  CONTENTS OF RECORD FORMAT OF RECORD
{ aonth, day, year (12,1X,12,1%,148)
2 hours, minutes, seconds (12,15, 12, 1%,12)
3 total simulation tiee {1PE10.3)

4-{3+NN)  Head for all nodes (F10.2)

Note: all of these from
format 2030 of SBROS.
line 189 of Appendix 1.

This sequence repeats for everv time called for by input of
specified times,
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ATTACHMENT E. Input data for sample problea.

Part 1. Job-file input data set.

NDTES: TEST OF AREAL FLOW EXAMPLE.
TABULATED CONDUCTANCE-CAPACITANCE VS. SATURATED THICKNESS

NIXED IMPLICIT-EXPLICIT FROGRAM DATA BEGINNING: (Record 0.
SAMPLE RADIAL PROGRAM RUN: AUGUST 4, 1983

STARTING DATE 10170171900 0.0
ENDING DATE 10370671900 0.0
RADIAL SYMMETRY ABOUT Y-AXIS IF CODED NON-IERD ! 0= RADIAL
DISCHARGE CONTROL FOR HEAD LESS THAN BASE IF CODED NON-ZERD: 0= GCODE
RESTART CODE {NO=0 OR DEVICE # FOR TIME, HEADS AND MASS) 0= CONTNY
INPUT DEVICE FOR INITIAL HEADS : 01= INHS
OUTPUT DEVICE FOR FINAL HEADS AND MASS (NDNE=0) : 00= DUTH
SOLVE STEADY-STATE PROBLEM: STORAGE=0.0 IF CODED NON-IERD : 0= STEADY
VARIABLE IMPLICIT WEIGHTING FACTOR THETA IF CODED NON-ZERD : 0= THCODE

IMPLICIT WEIGHTING FACTOR THETA{1.0-IMPLICIT: 0.0-EXPLICIT): 1.00= THETA
STEADY-STATE IF ALL HEAD-CHANGE-RATES LESS THAN THIS AMOUNT:  0.000{= DHSTDY

MAXIMUM DURATION FOR TIME STEP (DAYS) : 20,00= DTMAX
NINIMUM TIME STEP ALLOWED WITHOUT RECLASSIFICATION OF NODES: 5.00= DTMIN
MAXIMUM ALLOWED HEAD CHANBE/TIME STEP (L#¥1) (INACTIVE IF 0): 0= DHMAX
MAX. % OF ITERATIONS TO MEET DHMAX CRITERION (DEFAULT=10) 06= 1TMAX
INPUT DEVICE FOR TABULATED TRANSMISSIVITY-STORAGE (NONE=0): 11= INTS
IF CONDUCTANCE 15 ANISOTROPIC, CODE THIS NON-IERD : 1= DAN
TRANS. AND STORAGE UPDATED AT LEAST EVERY(DAYS) {NONE=0} : 0= TSFREQ
TRANS. AND STORAGE UPDATED AT LEAST EVERY(LII1) {NDNE=0}: 0= DHFRER
INPUT DEVICE FOR GROUND-WATER E.T. DATA {NONE=0)3 12= INET
INPUT DEVICE FOR STREAM NETWORK AND DATA (NONE=0}: {3= INSS
LOSING STREAM GRADIENT CONTROL IF CODED NON-IERD : 0= SCCODE
PREDICT-CORRECT 5-A FLUX (0:ND t:YES 2:PRINT EST. BASEFLOW): 2= PCLODE
SOLVE ALL STREAM NODES IMPLICITLY IF CODED NON-IERO : 0= ISCODE
QUTPUT DEVICE FOR STREAM BASEFLOWS {=0 IF NOT DESIRED): 00= DUTS
QUTPUT DEVICE FOR STREAM HEADING NODES (=0 IF NOT DESIRED): 00= QUTH
INPUT DEVICE FOR NODAL DATA {(COORDINATES. BASE, ETC.) : 01= INNS
INPUT DEVICE FOR ELEMENT DATA SET (VERTICES, MATERIAL & 03= INES
TEMP. DEVICE FOR ELEMENT SHAPE FUNCT., ETC.(IN MEMORY IF 0): 00= I0SH
INPUT DEVICE FOR NODAL FLUXES (RECHARGE>0) (NONE=01: 02= INBS
TEMPCRARY DEVICE FOR CURRENT NODAL FLUXES (IN MEMORY IF 0): 00= IONB
INPUT DEVICE OF KNOWN FLUX BOUNDARY DATA {NONE=0) : 14= INBF
INPUT DEVICE OF KNOWN HEAD BOUNDARY DATA (NONE=0): 13= INBH
FORCE RESEQUENCING OF IMPLICIT NODES IF CODED NON-ZERD : 1= 5QCODE
PRINT CODE VALUE {CONTROLS AMOUNT OF OUTFUT) : 5= PCODE
OUTPUT DEVICE FOR PRINTED QUTPUT : 06= OUTP
QUTPUT DEVICE FOR THE OUTPUT HYDRDGRAPH DATA : 17= DUTN
TOTAL NUMBER OF NODES WITH QUTPUT HYDROGRAPHS H 03= NHD
{14613)

2 B 22
DUTPUT DEVICE FOR FILE CONTAINING HEAD ARRAY : {o= QUTC
01/04/190! 0.0 :date and tise when output of head arrav is desired
01/04/1902 0.0
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0170471903 0.0
01/04/1504 0.0
0170471903 0.0
0170471904 0.0
Part 2,
NODE DATA SET:
{25%,E10.3)
{5X,2E10.3)
{39X,E10.3)

1 0.0 0.0

2 1.000E+03 0.0
3 2.000E+03 0.0
4 3.000E403 0.0
5 4.000E+03 0.0
6 5,000E403 0.0
7 5.000E+03 0.0
B 7.000E+03 0.0
9 B.000E+03 0.0
10 9.000E+03 0.0
11 1.000E+04 0.0

12
13
14
13
16
17
18
19
20

9
30
31
32
33
34

4
42

7.070E402 7.070E+02
1.707E403 7.070E+02
2. 707E403 7.070E+02
3,707E403 7,070E402
4,707E+03 7.070E+02
5.707E403 7.070E+02
6, T07E+03 7.070E+02
7.707E+03 7.070E+02
B.7CTE+03 7.070E402
9. 707E403 7.070E+02
LOTIE404 7,070E402
LALAE+OT 14146403
CA14E40T 1. 414E+03
JALAE40T 1, 414E+03
LA14E+03 1, A14E+03
S ALAE40T 1. 414E403
6. 414E+07 1 414E+07
7 ALAE40T 1, 414E+03
8. 414E407 1. 414E+02
9, 414E+07 1. 414E403
1. 041E+04 1,414E403
1. 141E+04 . 414E+02
2V 121E+03 2. 121E403
TA2ME40T ZLAZIE+DS
2. 121E4(3
2 A21E+03
2 121E407
2 121E+03
8. 121E407 2, 121E402
9 121E403 2. 121E402
1. O12E+04 2, 121E+03

g g NI e -

n

Nodal definition data set.

TOTAL NUMBER OF NODES

1. 000E+02 0.0

1.020E+02 2.000E+00
1.040E402 4,000E+00
1.060E+02 6.000E+00
1.0B0E+02 B.000E+00
1. 100E+02 1.000E+01
1. 120E402 1.200E+01
1. 140E402 1.400E+01
1. 160E+02 1.600E+01
1.1B0E+02 1.BOOE+0!
1.200E402 2.000E+01
1.020E402 2.000E+00
1.040E+02 4.000E+00
1. 060E+02 6.000E+00
1.080E+02 B.000E+00
1.100E+02 1.000E+01
1. 120E+02 1,200E+0!
1. 140E+02 1.400E+01
1. 160E402 1.600E+04
1. 180E+02 1.B0OE+01
1.200E+02 2,000E+0!
1. 2208402 2,200E+01
1.040E+02 4.000E+00
1. 060E+02 6.000E+00
1.080E+02 B.000E+00
1. 100E+02 1.000E+01
1. 120E402 1,200E+01
1. 140E+02 1.400E+01
1. 160E+02 1.500E+01
1. 180E+02 1.800E+01
1. 200E+02 2,000E+01
1, 220E+02 2,200E+01
1.240E402 2,400E+0!
1. G60E+02 6. 000E+00
1. 0BOE+0Z 8,000E+00
1. 1G0E+02 1.000E+0]
1. 120E+0Z 1,200E+01
1. 140E402 1,400E+01
1. 160E402 1,600E+0]
1. 180E+02 1,800E+01
1.200E+02 2.000E+01
1.220E402 2,200E+01

node ¥, %, y, init., head, datum
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Part I.

43 1 U12E404 2,121E403
44 1. 212E+04 2,121E+403
45 2.B2BE+03 2,82BE+03
44 3,828E+07 2,828E+03
47 4,B2BE+03 2,B28E+03
48 5,B2BE+07 2,82BE403
49 4,B2BE+03 2,82BE+03
50 7.B28E+03 2,828E+03
51 8.82BE+07 2,828E403
52 9,828E+03 2,82BE+03
23 1.083E+04 2,B28E+03
34 1.183E+04 2,82BE+03
99 3.535E+03 3,.535E+03
o6 4.335E+03 I,535E+403
7 9.933E+07 3, 335E403
38 6.533E+03 535E+0?
59 7,535E403
60 8.33SE+03
&1 9.335E403 !
42 1.054E+04 3.535E+0¢
63 1.153E+04 3,535E+03
b4 4.242E403 4,242E403
65 T.242E403 4,242E+03
bbh 6, 242E407 4, 2428403
67 7.242E403 4, Z4ZE+03
58 B,242E+407 4,242E+07
69 9.24ZE403 4,242E+403
70 1.024E+04 4,242E403
71 1 124E404 4, 2428403
72 4 949E+03 4.949E+03
S.T49E+07 4,949E403

74 5, 949E403 4.949E+03
79 7.949E+407 4,949E+03
76 B.949E+0T 4,949E+03
77 9.949E+03 4,949E403
78 1.09SE+04 4,949E+03
79 S.a57E+07 T.457E+03
B0 A ASTEH0T T.457E4(]
B1 7.557E+0T 5,857E+07
82 BL.ASTE+0T 5.637E40T |
83 9,657E+0T 5.457E+0Z
94 1.046E+04 5,657E407 1
83 5.354E407 4. JadE+0]
36 7. 3640407 4,TH4E+03
B7 B.IA4E40T o0, J5AE+0T
88 9,264E+07 &, JHAE407
B9 1.076E+04 6.764E403
30 7.071E+07 7.071E+03
91 8.071E+03 7.071E403
92 9.071E+07 7.071E+03
93 1.007E+04 7,071E+03

-
&
3

c
v
3.b

1, 240E402 2,400E+0!
1.260E402 2.600E+401
1.080E+02 8.000E+00
1, 100E+02 1.000E+01
1.120E402 1.200E+01
1.140E402 1.400E+01
1. 160E+02 1.600E+01
1.180E+02 1.800E+0]
1.200E+02 2.000E+01
1,220E+02 2,200E+01
1.240E+402 2,400E+01
1.260E+02 2. 600E+01
1. 100E+02 1.000E+01
1. 120E+02 1,200E+01
1. J40E+02 1.400E+01
1. 160E402 1., 600E+01
3 1.180E+02 1.B00E+(1
1.200E+02 2.000E+01
3 1,220E402 2.200E+01
1.240E+02 2.400E+01
1,260E+02 2.600E+0]
1.120E402 1, 200E+0]
1. 140E+02 1.800E+0]
1. 160E+02 1.500E+04
1,180E+02 1,800E+01
1. 200E402 2. 000E+01
1,220E402 2.200E+0)
1,240E402 2, 400E+01
1.260E402 2,600E+01
1. 140E+02 1, 400E+01
1. 160E+02 1.600E+01
1, 1BOE+02 1,BO0E+01
1,200E+02 2.000E+01
1,220E+02 2.200E+01
1.280E+02 2,400E+01
1,260E402 2.600E+0]
1, 160E+02 1, 600E+401
1.1BOE+02 1.B00E+01
1. 200E+02 2,000E+01
1,220E402 2,200E+01
1, 240E+02 2, 400E+01
1, 260E+02 2. 400E+01
1. 1B0E+0Z 1.BOOE+0!
1. 200E+02 2.000E+01
1.220E+02 2,200E+0}
1, 240E+02 2, 400E+01
1. 260E+02 2. 600E+01
1.200E+02 2.000E+01
1,220E+02 2, 200E+01
240E402 2, 400E+0)
1. 260E402 2.600E+01

Element definition data set.
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ELEMENT DATA SET: TOTAL NUMBER OF ELEMENTS !
(15,10%,615,2610.0,15)

~1
-0

"

64 33 G645
T RV 1.

1. 000E+04 1,000E-01
1.000E+04 {,000E-01

wn
—

1 121 2 13 1 1 1,000E+04 1,000E-01 1|
2 132 3 14 1 1 1,000E+04 {,000E-01
3 14 3 4 15 1 1 1.000E+D4 1,000E-01 1
4 15 & % 16 1 1 L.000E+04 1.000E-01 1
3 16 3 & 17 1 1 L.000E+04 1.000E-01
b 17 & 7 1B 1 1 1,000E+04 {,000E-01
7 187 8 19 1 1 L.000E+04 {.000E-01
8 1 8 9 20t 1 1.000E+04 {,000E-01
9 20 % 10 20 1 1 1.000E+04 1,000E-01
10 210 1122 1 1 LL000E+D4 1.000E-01
11 3012 13 2% 1 1 LLO00E+04 1, 000E-01
12 4 12 14 25 1 1 L.0ODE+04 1L000E-01 1
13 22 14 18 26 1 1 1.000E+04 1,000E-01 |
14 26 15 16 27 U 1 L,0D0E+04 L.OGOE-01 1
13 716 17 28 1 1 1.000E+04 1.000E-01 1§
16 28 17 18 22 1 1 1,000E+04 1.000E-01 {
17 @ 18 19 0 f 1.000E+04 1,000E-01 1
18 001720 3t 1 L,000E+04 1.000E-01 i
19 20 2 321 1 1.000E+04 1.000E-01
20 2022 3t 1 1.000E+08 1.000E-01 |
21 2T 24 I8 1 1 1,000E+04 1.000E-01 1
22 W02 28 31 1 1.000E+04 1.000E-01 1
2] & 28 2 31 1 1.000E+04 1,000E-01 1
24 o7 I 1 1 1.000E+04 {,000E-01
25 B 27 8 3% U 1 1.000E+04 1.000E-01 1
26 390028 29 40t 1 1.000E+04 1.000E-01 1
27 4 29 30 & 1 1 1.000E+04 1.000E-01 1
2 41 30 31 42 1 1,000E+04 1,000E-01 1
29 42 31 32 43 1 1 1,000E+04 1.000E-01 !
30 43 3 3 4 1 1 1.000E+04 1,000E-01 |
H 4 34 35 4 1 1 1.000E+04 1.000E-01 |
32 4 3 3 47 L 1 L.000E+04 1.OOOE-01
33 47 36 37 48 1 ! 1.000E+04 1.000E-01 |
34 8 37 I8 49 1 1 1.000E+04 1,000E-01 1
35 4 38 39 50 1 1 1,000E+04 1.O00E-0t 1
3b 30 39 40 51 11 1.000E+04 1.000E-01 1
37 il 40 41 52 1 1 1.000E+04 1,000E-01 i
38 32 41 42 53 1 1 1.000E+04 1,000E-01 |
39 53 42 43 54 1 1 1.000E+04 1.000E-01 |
40 & 4 54 0 1 ! 1.000E+04 1.000E-01 !
i 35 45 46 56 1 1 1.000E+04 1,000E-01 1
42 36 4 47 ST 1 1 1.000E+04 1,000E-01 1
3 5747 48 58 1 1 1.O00E+04 L.000E-01
44 38 48 49 59 1 1 1,000E+04 1.000E-01 I
45 29 49 50 40 1 1 1.000E+04 1,000E-01 I
4 60 30 81 el 1 1 1.000E+04 1,000E-01 1
47 61 3l 52 82 1 1 1,000E+04 1,000E-01
48 62 32 33 63 L 1 1.000E+D4 1.000E-01 {
49 S8 83 0 1 1 1,000E404 1.000E-0!

11 1

11 {
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32 ‘ 66 57 S8 67 U1 1.000E+04 1.000E-01 1
33 &7 58 39 68 1 1 1,000E404 1.000E-01
3 68 59 &0 69 1 1 1.O00E+04 1.000E-01 !
93 89 60 o1 7 1 1 1.000E+04 1.000E-01 1
34 70 61 62 7t 1 1 1.000E404 1.000E-01

7 2 83 710 1 1 1.,000E+04 1.000E-01 1
58 72 64 85 73 1 1 1,000E+04 1,000E-01 |
a9 73 65 66 74 1 1 1,000E+04 1.000E-01 1
50 T4 86 67 75 1 1 1.000E+04 1.000E-01 I
&1 75 &7 &8 76t 1 1.000E+04 1.000E-01 1
&2 TH 6B &9 77 1 1 1.000E+04 1.000E-01 |
63 77 69 70 78 1 1 1.000E+04 1.000E-01
&4 7070 78 0 11 1.000E+04 1,000E-01 1
b3 7972 7% 80 11 1.000E+04 1.000E-01
bb B0 73 74 8t 1 1 1.000E+04 1.000E-01 |
67 8t 74 75 82 1t 1 1.000E+04 1.000E-01 !
48 B2 75 76 83 1 | 1.000E+04 1.000E-0 I
69 83 Y6 77 BE 1 1 1.000E+04 1.000E-01 |
70 7778 84 0 1 1 1.000E+04 1.000E-0t !
1 85 79 80 86 1 1 1.000E+04 1.000E-01 I
72 Bs 80 B! B7 U 1 L.000E+04 1.000E-01 !
73 87 Bl 82 88 1 1 1.000E+04 1,000E-01
74 88 82 83 89 1 i 1.000E+04 1.000E-0t 1
15 87 84 89 0 1 1 1.000E+D4 1.000E-01
76 9% 83 Ba 71 ! 1 1.000E+04 1.000E-0t 1
77 9t 86 B7 92t 1 1.000E+04 L.O000E-0! 1
78 92 87 88 93 1 1 1.000E+04 1.000E-01
79 88 8% 9 0 1 1 1.0O0E+04 1,000E-01 1

Part 4, Tabulated hydraulic properties data set.

TABULATED STORAGE-ANISOTROFIC TRANS.:  MAX. TABLE LENGTH:
(10X, 15, 10X, 15, 14X, 11, 27K, 11)

wn

(SF10.0}
WATERIAL{ 1) LENGTH(  05) DEGREE OF 5(0) ANISOTROPIC IF NON-IERD: (1)
0.0 0.0100  1.0000  1.0000 0.0

50,00 0.2600  7500.0  4900.0 45,0
73,00 0.1800  B300.0  B100.0 50.0
125.0 0,2200  12750.0  11000.0 53.0
126,00  1.0000 1.00E+10 1.00E+10 0.0

Part 5. Known-flux data set.

KNOWN-FLUX DATA SET NUMBER OF FLUX NODES IN COL b1-70 b
{6135)
34 83 7t 7B B4 B9 nodes where following flux is given (in order)
{hF7.0)
01/01/71900 0.0 date and time when following flux values are given.
.00 0,00 0,00 G.00 0,00  0.00 known-flux values
06/01/1978 0,0
10.00 10,00 10,00 10.00 10.00 10.00
06/01/2000 0.0
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0.00 0.00 0.00 0,00 0.00 0.00

Fart &. Known-head data set.

KNOWN-HEAD DATA SET  NUMBER DF HEAD NODES IN COL #1-70 : 8
{815)

1122 33 4 90 91 92 93 nodes where following head is given
{8F7.0)

01/01/1900 0.0 date and time when following heads are known
120.00 122,00 124.00 126,00 120,00 122,00 124,00 126.00 known-head values

01/02/1901 0.0 considered linear
121.00 123.00 125,00 127.00 120.00 122.00 124.00 126.00 between known tiames
01/04/1901 0.0 if a transient

120,00 122,00 124,00 126,00 120,00 122,00 124.00 126.00 simulation.

Part 7, Nodal-flux data set.

NODAL-FLUX DATA SET: TOTAL NUMBER OF NODES IN COL 51-70 93
{11F7.0)
01/01/1900 0.0 ALL NODES

33.77 161,30 161.30 161,30 161,30 161,30 161.30 181,30 161.30 161,30 107.34
161,30 322,61 322,81 322,81 322,61 322,61 322,61 322.8% 322,61 322.51 181,30
163,30 322.61 322.61 322,61 322,61 322.6% 322,61 322.61 322,61 322.61 161.30
161,30 322.61 322,61 322,561 322,61 322,81 322,58 322.61 322,61 322,61 107.54
161,30 322,61 322,61 322,61 322,61 322,61 122,61 322.61 322,61 161.30 151,30
322,61 322,61 322,01 322,61 322,41 322,80 322.61 161.30 141,30 322,61 322,81
322,41 322,61 322,61 322,61 161,30 161.30 322,61 322.61 32Z.61 32Z.81 322.61
161,30 181,30 322,61 322.81 322,51 322.41 161,30 161,30 322,81 322,51 322,41
161,30 107.54 161,30 141,30 107,54

01/01/2100 0.0

93,77 161,30 161,30 161,70 161,30 161,30 161,30 161.30 151.30 141.30 107.54
161,30 322.61 322,81 322,61 322,81 322.61 322,61 322,61 322,41 322,61 161.30
161,30 322,61 322,61 322.61 322,61 322,61 322,51 322,81 322.61 322,81 161.30
161,30 322,61 322,61 122,61 322.61 322,61 322,61 322.61 322,61 322,81 107.54
161,30 322,41 322,61 322,61 322,61 322,61 322,61 322,61 322,51 161.30 161,30
322,61 322.61 322,61 322.61 322.61 322.61 322.61 161.30 161,30 322,61 322.51
322,61 322,61 322, 61 122,81 161,30 161,30 322,51 322,61 322.61 322,61 322,41
161,30 161,30 322,61 322.61 322,61 322.61 161,30 161,30 322.61 322.41 122.41
161,30 107.54 161, '0 161,30 107,34

Part B, Ground-water evapotranspiration data set.

GROUND-WATER E.7. DATA SET:  TOTAL ¥ OF NODES IN CDL 61-70: 93
(40X, F10.0)

DEFTH BELOW WHICH BROUND-WATER E.7. CEASES IN COL 61-70 12,0
(10F6.0)

105.0 107.0 109.0 111,0 113.0 115.0 117.0 119.0 121.0 123.0  NODAL
125.0 107,0 109.0 111.0 113.0 115.0 117.0 119.0 121,0 123.0 LAND

125.0 127.0 109.0 111.0 113.0 115.0 117.0 119.0 121.0 123.0. SURFACE
125.0 127.0 129.0 111.0 113.0 115.0 117.0 119.0 121.0 123.0  ELEVATIONS
125.0 127.0 129.0 131.0 113.0 115.0 117.0 119.0 120.0 123.0



125.0 127.0 129.0 131.0 115.0 17,0 119.0 121.0 123,0 125.0
127.0 129.0 1310 117.0 119.0 121.0 123.0 125.0 127.0 129.0
1310 119,0 121.0 123,0 125.0 127.0 129 0 131.0 121.0 123.0
125.0 127.0 129.0 131.0 123.0 125.0 127.0 129.0 131.0 125.0
127.0 129.0 131.0

(F10.0)

0170171800 0.0 ¢ TIME THAT FOLLOWING MAXIMUM RATE BEGINS

0,001 : MAXIMUM RATE FOR EVAPOTRANSPIRATION (always { ¢.0)
2/01/1%00 0.0

-0,02

0370171900 0.9

.00

Part 9. Stream systea data set.

STREAM-SYSTEM DATA SET:NUMBER OF STREAM SYSTEMS COLS 61-70
TOTAL NUMBER OF STREAM REACHES INCLUDING NULLS COLS 41-70

2
&

(219)
1

2

i
8

7
13

(415,F10.2)

0D g T~ N e o P e

e

10
i
12
13
14
15
1e

Bt
80
73
81
74
bo
38

wn
<d

R B X |

4 oen £ oen

— I ey
g LAy

1

o B D DD D O

0
0
0
¢
0
0
0
)

{15, 2F10.0)
01/01/1900

1

d e LA o d R

-2

10

2
z

{3

14

14
o

119.9
117.0
115.0
119.0
{17.0
116.0
116.0
123.0
121.0
119.0
117.0
114.0
110.0
106,90
102.0

stream 4. aost upstream reach, most downstream reach
stream 1 refers to B % B* while stream 2 refers to A,

0.5 reach #. upstream node number, number of the
0.5 most upstreas reach of any tributary
0.3 segment joining that reach {zero if
0.5 none), next downstreas reach nuaber,
0.5 and leakance of reach ((LEX3/T/LY/LD.
0.5

0.3

0.3

0.5

0,3

0.5

0.5

9.

0.5

0.5

0.0 HNULL reach (tp define most downstreaam node 4).

date and time that the following becomes active
0,30 reach ¥, average streas head. inflow-diversion
0,20
0.40
0,33
0,00
1.00
0.80
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
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14 ' the NULL reach

0670172190 0.0
i 100.0 1,00
2 100.0 2,00
3 100.0 3.00
4 100.0 4.00
5 100.0 3.00
5 100.0 6.00
7 100.0 7.00
8 100.0 1,00
9 100.0 2,00
10 100.0 3.00
13! 100.0 4.00
12 100.0 5.00
13 100.0 b.00
14 100.0 7.00
13 100.0 6.00
16
06/01/2199 0.0
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ATTACHMENT F. Listing of printed output from sample problem.
SAMPLE AREAL SROGFAM RUN: AUBUST 4, 1983

TINE AND DATE OF EXECUTION :

PROBLEM HAS NO RARIAL CYMMETRY
NC DISCHAREE LIMITATION IN EFFECT

STARTING DATE: &/ 70300 (20 HOURS 0 . 000E+00 DAYS)
ENDING DRTE 5 3/ 471980 .00 HOURE ¢ £, 400E+01 DAYS)

CONTINUATIONT (0=NJ OR INFUT DEVICE #): ]
INPUT DEVICE FOR INITIAL HEADS: 1
QUTPUT DEVICE FOR FINAL HEADS & MASS: L
SOLVE FOR THE STEADY STATE (T:YES FiND): F
THETA 1,00 IMPLICIT, o, 0:EXPLICITY: 1L DDOE+DD

CONSTANT VALUE FOR THETA

EQUILIBRIUM HEAD-CHANBE CRITERIA (LAEL/DAY): 1. 0G0E-03
MALIMUM ALLOWABLE TIME STEF :DAVSH: I.000E+01
MINIMUM ALLOWABLE TIME STEP (DAYS): 5, 000E+00
MAXIMUM ALLOWABLE HEAD-CHANGE/STEF (Ly¥li: L 0aGE-00
(ACTIVE IF GREATEF THRN ZERD)

MAY. ITERATIONS TD MEET DHMAK: 1
TRBULATED CONDUCTANCE-CAFACITANCE (T:VES FiNDl: T
MATIMUM TRELE LENRTH: 3
INFUT DEVICE FORr CONDUCTANCE-CAFACITANCE TABLES: t
CONDUCTANCE MAY BE ANSIOTROPIC 15 TENSCH QEJLHT+B

SIMULRTE SIMFLE GW. =7, WITH INFUT FROM UNIT: 1z
NUMBER OF STREAM SYSTEMS: 2
NUMBER OF STREAM NODES: 18
INFUT DEVICE FOR STREEM DATA: 13

MAX STREAM-AQUIFER GRADIENT CONTROL {T:VES FiNDi:
FREDICT & CORRECT STREAM-ABUIFER FLUX (T:vEE FilD): T
PRINT FREDICTED STREAM BASEFLOWS 1T:VES FiND):

STREAM NODES TRERTED IMPLICITLY IT:YES FiNdi: F

QUTPUT DEVICE FOF STREAM-FLOW HYDROBRAFHS: l
(SET TO IERD IF WONE DESIRED!

DUTFUT DEVICE FOR STREAM-HEADINE RECULTS: 0

{SET TO ZERD IT NONE DEGIRED)

NUMBER OF NODES: bR

INFUT DEVICE FOR NODE DATA {¥,Y,FASE,HEAD): {

NUMBER OF ELEMENTS: 79

INPUT DEVICE FDF ELEMENTS (INDICES, ETD.): M

TEMPORARY DEVICE FOF ELEMENT STIFFNESS. ET[: 0
(SET 70 O IF STIFFNESS, ETC STORED IN CORE)

[l

INFUT BEVICE FOR NODAL RECHARGE-DISCHARGE:
{8ET TO  IF FLUXER ARE IERD)
TEMFORARY 1-0 DEVITE FOR NODAL FLUX VALUES: 0

(SET TO 0 IF VALUES TO BE STORED IK CORE)

NUMBER OF KNDWN-FLUX RBOUNDARY MDDES: &
INFUT DEVICE FOF ENGWN-FLUY BOUNDARY DATA: 14
NUMBER OF KNDWN-HEAD BOUNDARY NODES: g
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INFUT DEVICE FOR KNOWN-HERL BOUNDARY DATA: 13
TOTAL NUMEER OF UNKNDWN-HEAD MODES: 8t
FORCE NODE RESEQUENCINE (T:¥ES FiND):

PRINTOUT CODE VARIES BETWEEN O AND o:

O-FATAL ERRORS, BASIC INFUT DATA AND FINAL DUTFUT,
1-INCLUDES STREAM BASEFLOWS AND CUM. MASS BALANCE.
Z-INCLUDES NODAL MASS BRLANCE.

3-INCLUDES HEADS. BOUNDARY CONDITIONS % NODE FLUX,
4-INCLUDES STREAM-AQUIFER FLUXES,

3-INCLUDES 5TREAMS, BOUNDARIES aND INITTAL HEADS.
£-INCLUDES DIARONAL DOMINANCE WARNINE MEGSARES,

PRINTOUT COOE (O=MINIMUM, o=MAYIMUM): s
DUTBUT DEVICE FOR PRINTOUT FILE: &

NUMBER OF NODES FOR WATERLEVEL HYDFLGBRAPHS: i
QUTPUT DEVICE FOR WATERLEVEL HYDROBRAFHS: 17

QUTPUT DEVICE FOR HEAD ARRAYS: 16
{(BET TR 0 I KO CUTRLT DESIRED)

INITIAL FEAL¥8  DIMENSION= Zta WITH REALIB  VECTOR DIMENSIGNED 70 TUO0D
REGUIRED REALY4  DIMENSION= 2051 With PEALRE  VEDTCR DIMENSIOWEL 70 13400
INITIAL INTEGEREZ DIMENSION= 301 WITH INTEGERRT YECTOR DIMENGIONED T2 12BOD
REGUIRED LOGICAL  DIMENSION= 14 BITH LOEICA.  VECTOR DIMENSIINED T 340

ELEMENT - ------ INDICES--~----.  LONDUL CAFACITANLE © AREAS

. ¥ i PN TRBULATED tUI7RE408
21 z i TABULATED L ITEE+08
T z i1z THEULATED 1 178E+03
4 5 4 Il TABLLATED L ATBE#OE
T Le B I & TABULATED {LTBE40S
b 7 5 T 18 TABULATED 1, 17BEHOE
7 18 7 R S TARULATED $U17RE+0
go1e 8 A THEULATED TABULATED L l LU IZBEHOG
EO( ERRS A (RS TABULATED TRBULATED PUTEEHRD 1L ITREHDS
1wzl L § B TABULATED TREULATED LIFBE+OD 1L 1BZE+OE
| S PO S TRBULATED THBULATED i L ITBE+0T L 1TBEH0S
A S S T TRBULATED TAELLATED ! FOITBE#OS 1L ITREHOE
1z =t T I TREILATED TABGLATED 1 LOATBEHND L 1TEE4OS
14 & 12 1y = TRELLATED TARULATEL ! LOITEEH0E 1 ITSEHOC
=7 e 17 Ik anVlhT*T TABULATED 1 [ I7REHOD 1 17RE40S
LT S VS T A TABULATED t LOLTRE+OT L 1TEEH0S
LA S ¥ D L 1) TRBULATED 1 T I78E+08 1. 178E+05
2T O & e TABULATED i L ATBE+E 1L ITEE#OS
S S S TREULATED 1 SITREHOD 1 1T4E-DE
20 = Xt X % : TRELLATED { 10BZE+0S 1 1FBEwIE
S T L B THBIL ATE“ TABULATED ! LITEE+OD 1, 173405
2 %I I TaBi JiEﬁ TABULATED ! LITBE#2S 1L 17BE#OS
3 X o ¥ REULATED 1 TLITREHGT 1 ITREHOS
¥4 7 T B TABULATED ! TLITEE#OT L ITBEHDE
22w’ o’ % THBLLATED ?QEVI"ED ! P073E40S 1L1TERHES
- S A B {1 TABULATED TABULATED { £17BERDT 1 ITREHOS
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R}

{20

-5

>

LY N SO T o I N B R

| 2% IS ol

PR
e

[y

e ted ol ted g ot
DO 0 m o~

.
s

[
vdoEy e

ey

n

[

~

[=a]

RIS B I AT B

(Re)

o~
L=

-

P

o )

40 26 I 4 THBULATED TREULATED ! 1O ITBEOE
L ) B o5 TABULATED TRBULATED ! L 17BE+0T
P TAEULATED TAEULATED 1 1, 174E403
S £ TABULATED TABULATED 1 L ITBE+OS
D E 4 TABULATED THBULATED t 1, 17RE+0E
% & THBULATED TABULATED 1 1. 17BE+03
47 3 7 A TABULATED TABULATED 1 1 IFBE+IE
£ Y ) TABULATED TAEULATED 1 L 178E+0S
= 8 It & TABULATED TRBULATED 1 1 78E+0S
00 & g TRBULATED TRBULATED { 1.17BE+03
i 4 B2 TABULATED THBULATED ! L 17BE+0S
RO S S 5 TABULATED TABULATED ! L IT7E G
S R M TABULATED THEULATED i 1 17RE+0T
54 = a TAEULATED TABULATED t 1L 17BE+RS
R SR 13 TRBULATED TRBULATED { 1 178E+02
1T LR ¥ TABULATED TABULATED 1 1. 173E405

i THBULATED TRBULATED
57

747 48 &TE t 1 173E+0E
5 8 43 TRRULATED TABULATED 1 1. 178E+08
o B0 4 TARULATED TABULATED i L ITRE+OS
CO = - 3 TABULATED TABULATED 1 1L 1FBE+GS
i = I el THBULATED TRELULLTEL 1 1OITBE+DE
S X - 5 TAEULATED TABULATED i 1L IBLEHIE
ST S i TABULATED TABULATED : YOITREHOS
2 I A -1 TABULATED TABLLATED ! L 178E+05
.13 TABULATED TABULATED ! [E7RE40T
SF I - K TABULATED TRBULATED 1 L ITBEOS
&7 5B 3% 5B TRBULATED THELLATED ! 1. 1780403
=8 5% a4l a7 TREULATED TABULATED { 1 17RE+0S
L S S TREULATED TABULRTED ! T iTRE+O
EL S S RS TREULATED TREULATED ! 1 1B4E+OE
82 &I T o TABULATED TREULATED 1 L TREH)T
PR T - T THEULATED TREULATED 1 L 17BE+OS
TR s TR TABULATED TRRULATED t 1 17RE+0E
- S TARULATED TABULATED ! LU17BE+OS
I TABULATED TREULATED { f{7RE+0T
PE- -t - B TABULATED TABLULATED 1 L L7BE+E
7T A TRBULATED TRELULATED t LL17aE+0E
LU B i TARULATED TREULATED { L. I7BE+0E
gD T B TABULATEE TRERULATED ! L 1BOE+0E
1 - 1| TABULATED TABULATED 1 b, LBOESGE
88 T4 TT B TRBULATELD THELULATED i foIBOE+E
E A - ¥ TABULATED TEEULATED t 1. 15GE+0E
Tz 7T gé TREULATED THEULATED : 1 1B0z+0Z
778 B 0 THBULATED TABULSTED { LUIBLE-OS
£ 7% g B THBULATED TEBULATED H P178E+0E
C1- ST - 2 TARULATED TRBULATED ) LoLTBE+OE
7 8t I &t TABULATED THEULATED ! LITRESGT
98 9. 3T 39 TABULATED TREULATED : 1 1FEEHE
57 B4 29 i TREULATED TREULATED : BTN
o B & 2 TREULATED TRBULATED { L IT8E+GS
¥l B B R THREULATED TRBULATED- - ! 1 17RE+0E
2§ BB %2 THEULATED TREULATED ! LATEEHGS
gz B¢ =T { TEBULATED TABULATED ! BRI
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REGUIRED REALSS  TIMENSION= 200 wITH FEALIE  VECTOF GIMENSIONE

REQUIRED I T ODINENS
ANM VECTOR  DIMENEION= 333

H : =

4 3L000E+0T = LHOGE#D

7 L ANAEHNT 7 . AOE i by

10 i LHIBE+ L0400 17

2 4 E.‘?ih*?. TOTAEA0D

16 CTOELVTOTEHGT TLOFOE+DC g i

I I RJTOTESGT  TLOTOEsNT KO- T 0T

2z I3 LLHEEL0T 1L 34E40T 4L 1.4
= 1 22 AALAEHOT 1L 414E+07 7 1.4 3
28 1 230 TLAHE0T LLA[4E+03 O, AR +0T
I I LLOBIE4NE 1L 4148407 T 1.414E+03
34 z I f.::1t+ﬂ7 AP LI PR ) LTRSS
T : 15 g 1ZIENT S IR
4 N b 3 IIIE+T 47 10 IR
47 : 48 37 LB ZLEIEE40Z
44 2 7 B B CLRIREHDD
48 3 3 '.”:Efm EEI: TLRIBELI
52 z ST LOBTE+ Z 4, Z.5IEE4
Iz B 5o 4,3IEEMT G, N T.IEE

B 2 - g% TUETEE+NT 2 - T,5TEE
L1 “‘+ﬂ' N L2 LL0TAE+Nd T sT L o

44 JCAZERDT 4, 3% SLDAZEeNT 3 Ak b, 1,z
&7 ".:4:t+h 4 s R 24ZE40T 4 £ T, 4,2

70 ROYE I O TS I S 12252 R D4, 1,3
3 E.‘4‘t*” i T4 e, i

6 g °J=E4ﬂ‘ 4,9 { w7 I 4
79 TOATTE+ST chl BT, :

8z TLaDTEH0D g7 34 1.0 <
gz n.\a4t+ﬁ‘ 5, TodE4LT Ba g7 & 3

BE  2.38dE+07 o TRIE+DD ge ey T "IE+ﬂ* 7
MOBOTIEHT 7L OTIEH(T e s A.evfn+u4 K

BASE OF ABUIFEF:

NODE VALUE NCDE YALUE NODE VALUE NODE

1 (000E+00 2 2.000E+00 I 4 000E+00 4 4,000 S BLOOOE+ £ L
7 1.200E+01 8 1.400E+01 9 1L A00E+01 0 1.80 0E+01 11 Z.HGUE*U‘ [
I 4,000E+00 14 &, 000E+00 15 B.000E+00 16 1, 000E+0! 17 L ’UﬂE+“ R
19 1. 400E+01 20 1.800E+0t 2L 2.000E+01 22 2,Z00E+01 I 4 I
25 B.O00E+00 b 1. 000E+01 27 LZ00E+D: 2B 140040 01 RN
31 2.000E401 12 LLZ00E+0L 230 LLAD0E+D) A o, DOOE+DD P e L
17 L200E+0] ELR00E+ 10 1, A00E+0! 43 1L BONE~D] LI 47 2,200E+01
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43 . 300E+0) 34 2L 500E+0]
33 1. 600E+01 50 L BOOE+D!

g
n

B, OOOE+OG da 1, 000E+D] 3T LLZ0GED] 48
Z.000E+01 S22 2.I00E401 T3 2 400E+0] o

i

ot 2
3 10008401 b LJI0GE =7 1 105E -t 58 1LBN0ED] 56 1.BODE+0Y a0 Z.000DE+01
£1 0 ZIME+0Y 12 Z.400E+0 a7 Z,a00E+0] 64 1,200E401 85 1.400E401 b6 1. E00E+0]
67  1.BROE+0! 28 2,000E+01 &7 LLE00E+0! 70 Z.A00E+0L 71 Z.600E+0! SRS B S )
T LiotfEel! 74 1,BOOE+0] 7T ZU00DE+D] To  I,200E+01 77 L A00E+01 78 Z.E00E401
79 1L 400E4(! 80 1.BOOE+01 g1 2 0 QOE+01

.“OGEH)X 32 LI00E+ 8D Z.400E+01 B4 2.0
85 L.BOOE+N B Z.000E+01 87 Z.200E+0! BE  Z.400E+01 B Z.600E+01 94 Z.000E401
2, 200E+0 52 ZUA00E4DL 93 g.éi"flE*‘i!i

"

NODE LAND SURFARCE ELEVATION:

NODE VALUE NODE YALUE NODE YALUE NODE VALLE HNODE VALUE NOZE VALUE
0 1.0%00+02 2 1.070E+07 3 L OS0E4)E 4 LLHIDE+DZ I LR & 1. 130E402
7 L 170R+02 B L IB0EHC ¢ LIMEHZ t0 1 IICELOD R ety 21 o LOTOE+OT
1T LLOT0EH0T 4 2.11“‘-*‘” I I RN LT B bt 17 L1T0E+0Z 1B 1L 190E402
19 LI+ Z0 58 R D TN 22 1,IT0EsZ T LOB0E+0Z 24 LLIOEHDZ
25 LUIT0E+02 & 27 1L LTHE+G2 26 1 18GEe0Z 29 L2L0E+E 10 1L ZI0E+02
3t LTI0E+OZ 22 RS Wk L1 2208 4 L HI0E+Z T L1T0ENIZ o 1L IS0E+AT
37 LTGRO 3 e i.Jx’E*“" 40 LLZHED 41 1, Z30E+0Z 2 LI70EH02
47 1UET0E+0Z i 33 / LT S <11 2 S 47 1 1T0E+62 i ! IC“E“'
45 L2IE+02 oo it S LITOEMZ 37 1 ZR0E40Z LI P
I P B 0 th 70 L 180EHZ b3 e 11 LU b !.ZEGF*OE S
£1 0 1ZTOE40Z 42 &7 LIIDE<D: L I 1 O AT LLIBOE4GE b LELOE
67 1 ZIOE#E &5 3% LI L Pl 113 240 PRI 3 31 20 P W 1 s
7T LII0ER)2 i LS T2 .‘ft*".‘u 77 1.;‘;’)90; T 1L THOEMOZ
7% LZI0E+d a0 3l 82 LLEITOEH(C BT 1LI90E+0Z 84 1LTIOE4DZ
8% L2002 8z 87 1.2 B 1L 200E+0Z g5 1TI0EH0Z 80 1.2308+402
91 LITOEHOD &2 CE P

NODAL AREAS ©OR AW, ET. @

NODE YALUE NODE NODE VALUE NADE NAD VALUE NODE YALUE
1 1 L7BE+0S 2 T I.ITSEWAE 4 5 TLIZEE40S b 3.EITE40S
7 I.EITEwOE g g T,ETLEHNE 14 11 Z.ZE0E+0% 7 I EISE40S
I 7.07THE40S 14 18 7.070E+0E 18 7 T70E+0S 18 7.070E+03
19 7, 070E+03 o I 7,07IE+nS o2 23 TLOISE0S 24 TL070E+0S
25 T OTNEHDT 26 70708402 27T 7 070E+0Z 28 28 7O70EHDE 00 TL070E403
31 7.053E+0S 32 T.0b3E+0S 23 ?.SI’E+ﬁ’ 34 I,EISEe0E I3 7. 070E40S Th 7.OTOE4IS
7 OFLOTOR40T B T, AT70E+0T I9 0 TLOTRE#)E &y 7,070E40T {0 7.08BE+0S I 7.063E+035
I TLO70E4NS 13 [ TEVE4OE 5] 3 SITEMIT 15 7070E40E 17 TL070E+0S 48 7.QTCEOS
45 7L GT0E+DS S0 TL0TOE+T 51 FU0T0E+0R E1 0 7. 079E4HZ 5T T.075Ee0E o4 Z.EIET405
S IVSTSEMS Se TLOTOE4DS 57 TLOTOE+0E EB  7.070E40% £8 TLOTOE40D &0 JOTOEHOT
g1 T.OTRE40 iz 7.984E¢03 £3 T.EREE+NS 24 ?.:T‘E*ﬂ- 55 T.070E40S 6t T 0T0E405
67 7.OTOEHDS 58 TLOTOE4GE 59 7, GASENS o 7 OTZEHOE 71 TLEISEMOE 72 ILEITE#NS
T3 70758405 74 T073E40% T ? 0758402 Te o T.07IE0S T TLO79E+0D 78 T.DIOEH0T
7% 3,53 g0 TEEHIT Bt T.OTSEGS 87 T,07CE+05 8T T.OTTE+0S By I.SFE+DS
83 ITLEITE+RE 1 c 87 7.070E+0S BE  7,057E4(3 g2 I,529E40D 30 Z,3T7E+0T
71 3LEITE+0S Ol TUEIAE+DS 3 I IEIE+0T
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KNOWN-FLUE BOUNDARY NODES:

SEQ.-%  NDDE-4 SEG.-%  NODE-#

3
m

G,-%  MNODE-4 SEO.-%  NCDE-# SEG.-#  NODE-# SEG.-¥  NDDE

1 o4 2 83 3 7t 4 78 5 84 &

KNCWN-HEAD BOUNDARY MDLEE:

SEG.-#  NODE-# SEQ. -4 NODE-# SEQ.-#  NODE-# SEG.-%  MDDE-# SED.-%  NDDE-# SE0.-4  NODE

1 11 2 22 I Iz 4 44 N 30 &

BOUNDARY FLUX 7O CHANGT N DATE £ 171078 TIME= .0 HOURG:
{TEMDF= L.ES4E+04 Davs),

KNDWN NODAL BOUNDARY FLUX (L¥XT/DAY) AT TIME = ,000E+00 DAYS:

NCLE YALUE NORE VALUE NADE YALUE NODE YALLE NODE VALUE NODE JALUE
I DOOEHOD 63 OO0E+OG i AH0E+DG T8 LO00E400 B2 LQO0E+00 g9 LODOE+00

NODAL FECHARGE-GISCHARBE ‘LAKI/DAYY AT TIME = Q00E+({ DAYD:

NCLE VALUE NCLE VALUE HODE YALUE NOTE YALUE NEDE YALUE NCDE YALUE

T 5.ITIE+ I LAL3E+02 I LIRS 4 1L e13E+0Z I Lal3E+02 & LA13E+02

7 LL61EE4E 8 1813402 9 1L AL13E+D2 10 1LG1ZE#D2 £1 LLO7EE+02 12 LLBITE+E
13 I, 228E02 14 I.228E+02 {0 T.228E+0Z 16 3.226E+02 17 3,226E402 18 I.Z26E+02
19 ZU2ZAEHOZ b TL226E+0Z 20 3, 22RE402 22 LUSLTEH 23 1L813E02 28 3.I25E+0Z
23 Jg T.224E402 27 ZLZEEEMDD 28 3.226E402 20 L2ZRE+02 30 Z,22AE+02
3 120 T2IE+G2 2T LA1EEHR2 BLIS N 1 St LN 1T I.2Z8E+02 Ib I IZREH0Z
37 3, 226E+02 B T 22AE42 39 IVZZEE#E 4G I.228E+02 41 3. ZE6E+02 2 TI26E+02
47 3, 225E+02 44 LTSRN 45 LLBLZE#0Z dh 3, 2ZAE40Z 370 2.23BE+02 88  I,ZZ8E+02
48 3,Z226E402 30 1.226E402 St 3, 223E+02 52 L.2ZEE4DT 51 T.E2E+02 34 1613402
K1V Y- B 21 So T.ZZEE+0Z I ILE2EE+0Z SE ILIEE+N 59 DVIEREH0Z 60 TLIZRE4Z
£ T22HE0Z &2 I Z28E402 63 1.A13E+0Z £ 1L E13EHDZ A2 3.226E+02 bt I.ZZRE402
67 I.ZZRE40C 58 3, TIpE+0E 89 TLIZEE+DZ 0 T ZIRENZ ER R Y- i 20 ) SV Y-S S v
7T LUZ2AE+DZ 74 3 2ZAESGZ 73 ILLIDAE4D2 T I ZZREH0Z T T 2ZRE40Z 78 LLALEE402
79 LALTEHD 80 I IIAEHID 8! I.DIBEHDZ 82 I.ZZhE+0Y BT I.ZZEEOZ 84 L, 01ZE+02
3% LLE1TEH02 8t T.22BE+0C 87 T.A26E40Z 88 I,Z28E402 B2 1,A13E402 a0 1.073E402
91 1,a17E+2 ST LALTRENT o3 1LO73E+0Z

KNOWN BDUNDARY HEPDS TO CHANGE ON DATE 1/ 271901 TIME= .0 HOURS:
{TENDH= Z,o80E+0Z DRfTi

NCDE YRLUE NOLE YALLE HOLE JALUE NCDE VALLE NODE YALEE NODE VALUE
1

POLDIBESAZ 27 LZIOEMID IT O LISOES0D 84 LTTOESOD 8D 1, 200Es07 9 1, I20E407

Sa o aeLSMTTUVL
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92 1L Z40E+0Z

57

1 ZE0E+Z

MAXIMUM €T FATE TO CHANGE ON DATE , 2/ 171900 TIME=
STHAY=-1,000E-07, WITH MAXIMUM DERPTH= {,200E+01

HERDS AT TIME=

NCDE YALYE

[ 1LO00E+QZ

7 L1Z0E+02
13 1 040E+02
19 LLIEGE40Z
25 1L OBOE+0E
31 LL200E+02
37 L1Z0EH)Z
43 1LZA0E+DZ
43 1 1A0E402
& LID0E+0Z

L1 1,Z20E+02

67 L LEGE40Z
73 L 1A0E+02
79 L 1B0E+OT
8% 1, 1BOE+0Z
91 1LIZ0E+ET

HEDAL WATER-LEVEL

LGO0E+Q0 DAYS,

HODE

]
<

B
4

20
o
iedal
-
bt
I
3

cL
-G

42
E
74
84
B4

em
on

VaLUE
10208403
{, 140E+02
1.06DE+0T
1, 1B0E+07
1. 100E+02
1 140E402
1, ZA0E+0Z
L BOE40Z
1, 1208407
1. 240E407
1, 200E+0Z
1. 1BOE+0Z
1. 1B0E402
1, 200E402
tOCA0EAGE

BYDROGRAPHS:

—
(2]

STFEAM SYSTEMS:

STRESM HEAD-WATER

RUMBER  REACH #
1 i
2 8

DEPLETRBLE CSTREAM REACH

Ce
hH

REACH UFPEF PRANCH

Bt
8o

ba s
id

[ S

REXT
NUMBER NODE TD REACH REACH

L adNCIEY I 2% |

LEAYARE
FACTOF

NODE
e

=
ol

z1

VaLHE
1, 040E+GZ
L 1B0E+0Z
1. 0BOE+)2
11208402
1, CA0E+0T
1o Le0E+02
1, 080E+0Z
1. 2008402
1, 140E+02
12608402
12208402
12008402
1, Z00E402
1, 2ME02

[, ZE0E40T

SEC.-3  NDDE-

FEOM 7O

N

(LagZ/DAY/LY
4, 990402
o, 005E402

1.B27E402

ODE  NODE
Bo 80
Br  7I
77 bb

161

. HOURS:

NODE
4
19

5

nn

%
b
b
84
53
bt
7
7t
82
58

¥ CEG, -#

{TGWET= I.100E+01 DAYS,

YALUE
1. 0808402
{1, 1BOE+IZ
1 LO0E+0Z
{,220E+02
1. 140E+02
1, 060E402
1. 1BOE+02
1, 100E+0Z
1, 1A0E+(Z
1. 120E+02
1, 240E 07
1, IE0E40T

1. 240E+02

NODE-#

NODE

o
1
17

T

29
i3

g

41
47
cT
Jo
£g

LT
o

VALHE
1. 080E+G2
1, 200E+02
$O120E+02
1 040E402
1. 160402
1.0BOE+GZ
1 200E+0T
P 120E+0Z
1. 2408402
1, 180E+02
1, 180E+02
1. 280E+02
1. 2808407
1, 240E+02
1. 260E402

CEQ.-#  NODE-#

NODE
&

{2
18
24
20
b
42
4g
KL
&0
6t

78
84
o

VALYE
1. 100E+02
1, 020E402
1. 140402
1. 0ADE4DZ
1 1B0E+02
1, 00E+02

L T40E+0Z
1,260E+02
1, 200E+02
tOLADE+)2
1, 140E+02
1. 260E402
1L ZENEH0D
1, 200E+02

SEQ.-%#  NODE-4



T ]
30
b kb
7S
B 52
7 @
0 S

s

12 W

131

=

151

16 t

0 3 GOteRs0Z B8
0 & 4999402 7
1 7 I.BITEL0Z b6
] 12 LBI7EH)Z 3B
0 e LLOI0E+02 I3
0 10 S.000E+02 32
0 t1 E.000E+02 B¢
0 12 3.000E+0Z 50
0 1T 9. 7IgE+02 49
0 14 9.23BE+02 37
0 {3 9,238E+02 2B
0 i 9,23BE+02 13
0 0

TABULATED CONDUCTANCE-CAPACITANCE:

7
bb
£q

iyl

49

cn
o

31
50

e

49

il
ot

c
o

13

CAPRCITANCE EITHER LINEAR OR STEFPED WITHIN TABLE

HATERIAL NUMBER

L WITH CONSTANT CAPACITANCE AND

ANISOTROFIC CONDUCTANCE.

"SATURATED THICKNESS®  CAPACITANCE  MAJOR COND.  MINOR COND.  ANALE
. 000E+00 1.000E-04 1, O00E-04 1., O00E-04 LO0OE+00
3. 000E+01 2. 600E-01 7,500E+03 6. 900E+03 4. 500E+01
7, 300E+01 1. BOOE-01 B.S00E+03 8, 100E+03 S OD0E+0]
{,250E+02 2,200E-01 1. 275E+04 1, 100E+04 3. 309E+01
1. 2608402 L. 000E+00 1L 000E+E0 1, 000E+10 LONOE+D)
UPDATEDR HYDRAULIC PROPERTIES:
SLEMENT “SATURATED THICENESS"  CAPACITANCE CONDUCTANCE
kXX kY kXY
! 1. 000E+02 2200B-01  9,04BE+0T 1L02IEe04 5.192E+02
2 1. 000E+02 SLOO0E-0L O04BE40T  1L0ZIE404 5, 19IE40C
I 1 000E+02 20200E-01 9.04BE+0T [,0Z3E+04 51026402
4 1. 00GE+02 2,E00E-01  O,G4BE40I 1, 027E+04  E,192E4DZ
: 1. 004E+92 2,200E-01  O,04BE+03  [LOZ3E+04 I, 19ZE+02
] f. G00E+02 LEO0E-01 9.94BE4DI 1,02IE+04 5, 152E+02
7 1. 000E+02 2,200E-01 O, 94BE+03 L, 023E+04 I, 192E+02
8 1 09RE+2 I,I00E-01 O 94BE+0T 1L 0ZIE404 I, 102E+02
| 1, 000E+42 2200E-01 ©,048E40T  1LO23E404 I, 192E+02
10 1. Q00E+02 .200E-01 O, TABE40T 02E+04  S.192E+02
i LLO00E+D2 2 200B-01  9,94BE+0I  1,023E+04  SL192E+02
12 1. 500E+02 2,I00E-01 OL9ABEOT 1,023E+04 5, 19ZE402
13 L 000E+02 2J00E-01  ©LRABEHOT LLO2IE#04 L 192E+02
14 L 000E+G2 IUCODE-O1 O 9ABEOI 1L02IE+0d EL192E402
15 1LO0DE+D2 :.fﬂ”E 01 9,04BE+0T  LOZIE+04 G, 192E+02
16 1. 00NE+0Z I,I00E-0  9,08BE4I  1L02ZE+04 TL19ZE+02
17 1.000E+(2 2,200E-01  9,94BE+07  {L0ZZE+04 E,102E402
18 1 OOGE+DZ O200E-01 ©LO4BE40T  1L023E+0d CL19ZE40C
19 1. 000E+02 2200E-00 G, 04BE+0I  f.023E404 DL 192E+02
20 {.000E+G2 Z.ONGE-GY O C4BE40Z 1L 023E+04 5 {92E+02
21 L H00E+]2 22008-01 9,948E+03 1L023E+04 2,192E402
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22
22

24

as

by
i
20
30

3!

&

32
Ty

)

3
3

Ja

38

1. D00E+02
1 O00E+02
1. 000E+02
1. 000E+02
1. 000E+02
1.000E+02
1, 000E+02
1. 0908402
1. 000E+02
1. 000E+02
1. 000E+02
1. 000E+02
1. 00BE+0T
1.000E+02
1L 000E+D2
1. DOOE+02
1. 000E+02
1, 000E+02
1. a00E+02
1L O00E+02
1. 000E+02
1.Q00E+02
1. 000E+02
1. 000E+22
1, 000E+02
L 0G0E+02
1, DODE+DZ
1. 000402
1,000E+02
1.000E+02
£ 000E+02
1. 000E+02
1. 000E+02
1. 000E402
1, 000E+02
1, 000E+92
1. 000E+02
L O00E+02
1. D00E+02
1. G00E+02
1, 000E+0Z
1, 000E+02
1. 000E+02
1.000E+02
1, 060E+)2
1. 000E+Q2
1. D06E+0T
1. 000E+0Z
1. 00GE+02
1. 000E+02
1 000E+OZ
1. 000E+02
1. 000E+0Z
1. 000E+G2

2.200E-01
2.200E-01
. 200E-01
2,200E-01
2, 200E-01
2, 200E-01
2. 200E-01
*..OOE =01

2.Z00E-01
b.‘GﬂE 0
2.200E-01
2. 200E-01
2 200E-01
2.200E-01
2. 200E-01
2.200E-01
Z.200E-01
2.200E-01
2. 200E-04
2,200E-01
C.Z00E-01
2. 200E-¢1
2, 200E-01
2, 200E-01
2. Z00E-01
Z,200E-01
2. 200E-01
2,200E-01
2.Z00E-01
2,200E-04
2, 200E-01
2. 200E-01
2 200E-01
2. 200E-01
2,200E-01
2. 200E-01
2. 200E-01
2. 200E-01
2. 200E-01
2. 200E-01
2. 200E-01
2.200E-01
T.200E-01
2,200E-01
2, 200E-01
2, 200E-01
2.200E-01
~.~OOE 01

2. 200E-01
...OOE -01
2. Z00E-04
2. 2008-01
. 200E-01
. 200E-01

53 kg

. 948E403
9. 94BE403
9, Q48E+03
9.94BE+03
9, B4BE+)2
9.94BE+03
9.94BE+03
F,948E+03
9. 94BE403
9.948E+03
9, F4BE+)3
9. 94BE+03
9, 94RE+07
9.948E403
¢, 74BE+03
9,94BE+03
G, 948E+03
9,94BE+02
9.04BE+0T
9, 94BE+0T
9, 94BE+02
9,948E+03
9, 948E+03
3.94BE+02
G, F48E+03
9. 94BE+03
©,048E+03
9, 94BE+03
9.94BE+03
2. 94RE+DT
9, 94BE+03
9,04BE+03
9, 048E+02
9,94BE+(3
¢, 948E+03
9.94BE+0T
@, Q48E+03
9. 948E+03
©,948E+02
9.94BE+03
9.94BE+03
9,948E+03
0, 94BE+03
9,94BE+03
O, 94BE+02
9, 94BE+02
Q. 94BE+03
9.948E403
¢, 948E+03
F.94RE+0Z
0, 94BE+03
9.94BE+03
9. 948E+07
9. 94RE+)3
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1,023E+04
1,023E+04
1,0Z3E+04
{.023E+04
1.023E+04
1.023E+04
1.023E+04
1,023E+04
1.023E+04
1, 0238404
1, 027E+04
1.023E+04
1.023E+04
1,023E+04
1,023E+04
1,023E+04
10238404
1,023E+04
1,023E+04
1, 0238404
1. 0Z3E+04
1, 023404
1.023E+04
1. 023E+04
1. 023E+04
1.023E+04
1.023E+04
1.023E+04
1. 023E+04
1. 0238+04
1.02IE+04
{,023E+04
1.023E+04
1.023E+04
1.0Z3E+04
!.Oﬁ3E+04
023E+04
!.02<E404
1,023E+04
1, 02ZE+04
1.023E+04
1.023E+04
1,023E+04
L N23E+04
1.023E+04
1,023E+M4
1.023E+04
1. 023E+04
1,023E+04
1. 023E+04
1. 023E+04
1, 0238404
1.023E+04

T, 1926402
5. 1926402
5. 1926402
5, 192E402
21920402
5. 1926402
TL192E+02
3.192E402
5. 1926402
5.192E402
S 192E+02
3.192E402
S 192E+02
5.192E402
5, 192E402
£ 192E402
5, 1926402
5, 192E+02
5. 192E402
3. 1928402
S 192E402
T 192E+02
51926402
3.192E402
S 1928402
S 192E+02
S 192E+02
o, 1926402
: 10 E.,.O"J
5. 1928402
S 192E+02
2. 1928402
S 192E402
2 192E402
T 192E+07
3. 1928402
L192E+02
1926402
192E+02
192E+02
192E+02
1928402

n

LN . Lo Ko

. 192E+02
5. 192E+02
T 192E+02
o, 192E+02
o 1928402
E,1GZE+02
3, {92E+02
Z,192E+02
3. 1928402



7 1, 000E+02 .
7 1, 0008402 2
78 1, 000E+02 2,
7 1. 000E+02 2

INITIAL TOTAL MASS = 1,2280409 {La33)

INITIAL NODAL SUEDOMAIN MASS (L133)

NODE VALUE NODE VALLE NOLE
1 Z.710E+08 2 B.ISIE+0s K
7 B.1I1E+06 8 B.ISIE+D4 g
13 1L 62EE4GY 14 {.A26E+07 1s
19 1.828E+07 20 1. 525E407 2!
23 1L 62EEH07 26 1LAZEH)T 27
It 1L E24E47 3120 1.825E407 33
37 LE2EE+0T 38 1.aZeE+07 39
43 1L A2AE407 44 5, 470E+04 43
49 1. 625E407 50 1.A24E+57 3
3% B.131E+04 Sh LLAZAEHYT ki
81 1.628E+07 62 1.629E407 &1
67  1.B26E+07 68 1.B625E407 89
73 LLBITERYT TR L GZTEH0T 73
79 B.138E+04 B0 1LEZ7E+OT7 Bl
85 B.131E+0s Bo  1,626E407 87
91 B.131E+04 92 B.128E+04 o7
EXPLICIT STABILITY WITH TIME STEP= 2,745E+00
MINIMUM TIME STEF= 2L 000E+00
NUMBER OF IMPLICIT NODES= 85
TOTAL IMPLICIT LINKAGES= c27
AND MAXIMUM ALLOWED DEFTH= 83
RENUMBERING COMPLETE,
LAMDA VECTOR DIMENSION= 710

EXTERNAL 7O INTEFNAL NODE NUMBERING:

200E-01
200E-01
200E-01
200E-01

2, 94BE402

9.948E403

2,948E+03

3. 948E+03

YALUE NODE
8, 1Z1E+0E 4
B, 131E+08 10
1. 626E407 1&
1027407 22
L AZEE40T 28
8, 131E+04 4
1. 625E407 40
B 1T1E+0A 8¢
1. 626E+07 32
1, 826E407 =8
B, 1T1E406 Ad
L. 6ZSE+07 7¢
1. 627E+07 78
1, 6Z7E+07 B2
1, 626E+07 8e
5, 4078408
DAYS

10776404
1,023E+04
1,023E+04
1,023E+04

YALUE
B, 1T1E+D5
B ITIE+08

1, 525E+07
1. A2BE+07
L 624E+07
81315404
1, 6278407
1, 8278407
1, 6278407

1, 6248407

T, 1028402
3. 192E402
3. 192E402
3, 1928402
NODE VALUE

IOBITLEHS

1t G.4Z8E406

17 1.E26E+0T7

23 B.LI1E+0S

29 LL4Z4E+07

IT LLEReEH07

41 1.826E407

47 1.526E+07

33 LLL27E407

S9 1LB24E+DT

5% 1L AZAE+07

71 8, 131E+08

77 1.62BE+OT7

BY  1.6ZBE+07

go

1
8. 1175404

DAYS THEREFORE FECLASSIFY AND RENUMBER NODES,

NODE NODE-TYPE INTERNAL  NODE NODE-TYPE INTERNAL  NDDE
t IMPLICIT 83 2 IMPLICIT 83 3
3 IMPLICIT 71 & IMPLICIT A% 7
§ IMFLICIT 41 1O IMPLICIT 13! 11
13 IMPLICIT 81 14 IMPLICIT 77 15

{7 IMPLICIT 39 18 INPLICIT ) 19
21 IMPLICIT 22 22 KNOWN 92 23
23 IMPLICIT 73 26 IMPLICIT &7 27
29 IMPLICIT 43 30 IMPLICIT 33 K3
32 KNOWN 91 34 IMPLICITY 79 35
37 IMPLICIT 41 I8 IMPLICIT a2 L
41 IMPLICIT 24 42 IMPLICIT 12 47
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NODE-TYPE INTEENAL
THPLICIT

I

I

MPLICIT
YNOWN
MPLICIT

INPLICIT

I

MPLICIT

IMPLICIT

I

MPLICIT

IMPLICIT

!

MPLICIT

IMPLICIT

B0
o8
e3

bid
fa

42
BZ
&40

"

74
44

-
i

NODE
&
12
18
24
30
36
42
1
54
60
&b
72
78
84
8¢

VALUE
8. 131E+06
B.1T1E408
1. E25E407
1. 626E+07
1. 4268407
1. 626E407
1. 6238407
1. 5Z6E407
2, 1318408
1 BZ6E+07
1. 628E+07
B. 134E+0¢L
8. 140E+06
B.I5TE+04
S.420E+06

NDDE NODE-TYPE INTERNAL

4 IMPLICIT
8 IMPLICIT
1z IMPLICIY
16 IMRLICIT
20 IMPLICIT
24 IMPLICIT
28 IWPLICIT
2 IMPLICIT
36 IMPLICIT
40 IMPLICIT
44 KNCHN

74
o0
84
b4
32
78
32
14
58
34
90



43 IMPLICIT 75 46 IHPLICIT &9 47 IMPLICIT b2 48 IMPLICIT N1
49 IMPLICIT 43 30 IMPLICIT I3 31 IMPLICIT 25 52 IMPLICIT 16
33 IMPLICIT g 4 IMPLICIT ! oh IMPLICIT 70 o6 INPLICIT 83
37 OIMRLICIT 33 38 IMPLICIT 45 39 IMPLICIT 36 60 IMPLICIT 26
61 IMPLICIT 13 62 INPLICIY 9 63 IMPLICIY 2 64 IMPLICIT b4
65 IMPLICIT 36 b6 IMPLICIT 47 67 IMPLICIT 37 68 IMPLICIT 27
69 IMPLICIT 1B 74 IMPLICIY 10 FLOIMPLICIT 3 72 IMPLICIT 7
73 IMPLICIT 48 74 IMPLICIT 1B 7T IMPLICIT 28 76 IMPLICIT 19
77 IMPLICIT i 78 IMPLICIT 4 79 IMPLICIT 49 80 IMPLICIT 0
81 IMPLICIT 29 B2 IMPLICIT 20 B IMPLICIT 12 B4 IMPLICIT 3
% IMPLICIT 40 Be IMPLICIT 0 B7 IMPLICIT 21 g8 IMPLICIT 13
89 IMPLICIT ] 90 KNCWN 89 91 ENOWN B8 92 ENOWN B7
93 KNOWN L
NUMBER OF IMFLICIT NODES= 85
NUMBER OF EXPLICIT NODES= 0
NUMBER OF ENOWN-HEAD NODES= 8

EXFLICIT STABILITY WITH TIME STEP= Z.000E+01 DAYS

REQUIRED LAMBDA  DIMENSION= 710 WITH LAMBDA  VECTOR DIMENSIONED 70 B0OOO

CALCULATED STREAM EASEFLOWS (L133/5EC:

;;;;;;"é;[&;‘"";};E;g“;;;&;"";};;;H YALUE  STREAM VALUE  CTREAM VYALUE  STREAM VALUE  STREAM VALUE
1 3.762E-03 2 3.TRZE-DD

STREAM REACHES:

STREAM TO INFLOW 4}

REACH STREAMFLOW  ABUIFER FLUX STREAM HEAD ABUIFER HEAD DIVERSION(-)
1 5.000E-01 LODDE+OD 1 190E+02 1. 190E+02 2. 000E-01
2 7.000E-01 . DOOE+(D 1. 170E+02 1 170E+02 2.009E-01
3 1L 100E+00 00E+00 1. 160E+02 1. 1560E+02 4,000E-01
4 3,500E-01 OO0E+00 1. 190E+Q2 1. 190E+02 1,500E-01
3 3.500E-01 L BO0E+OD 1, 170402 1. 170E402 LGO0E0C
5 2,430E+00 O00E+00 1. 150E+02 1. 160E+02 1. 000E+00
7 3.2E0E+00 « DOOE+00 1, 160E+02 1, 160E+02 8.000E-01
8 LO00E+00 L 000E+00 1 230E+02 1. 2308402 LO00E+00
9 LDO0EQ0 QOOE+00 1.210E402 1 210E+02 L OD0E+00
1 J000E+00 JO00E+0) 1 190E+02 1 190E+Q2 L 00E+00
1 L DOOE+00 L G00E+00 1170402 1. 170E+02 . 000E+00
12 3,230E+00 LO00E+07 1. 140E+02 1, 140E+02 LO0AE+00
13 3.ZE0E+00 L DOOE+00 1. 100E+02 1, 100E+02 L OD0E+0D
14 3, 2508400 LONOE+GD 1, 0A0E+02 1, 060E+02 L O00E+00
15 3,250E+00 LO0DE+Q0 1L 020E+02 1,020E+02 L UNOE+04

MASS BALANCE: PRESCRIBED-HEAD BOUNDARY (L.L#13):

NODE DELTA HEAD DELTA STOR SRCS-SINKS  BNDFLY IN GRARIENT INRUCED

165



11 4,235E-02  2,199E403  1,667E+03 -2,083E+04  2.137E+04 BN E.T.
22 §.235E-02  J.300E+03  2,500E403  1.437E405 -1.429E+0% 6N E.T.
33 4,2356-02  3.294E407  2,500E403  1.B27E+05 -1.B19E+03 GN E.T.
44 4.235E-02  2.196E+03  1.667E+0]  3.098E+05 -3.093E+03 oW E.T.
90 JO00E+00  L0G0E+00  1,667E+03 -1,069E+04  9.022E+03 GW E.T.
91 +000E+00  .Q00E+00  2,500E+03  1.4B7E+05 -1,512E403 6W E.T.
92 LO000E+00  ,000E+00  2,500E+03  1.793E+05 -1.B20E+0S BW E.T.
93 L000E+00  ,000E+00  1.66TE+G3  3.0B2E+05 -3,099E+05 oW E.T.

NODAL SUBDOMAIN MASS BALANCE {L383):

NODE  FLUX IN DELTA STORABE ERROR CUMULATIVE MASS  DRY-WET STATUS

1 5.913D+04 3.913D+04 -4,356D-11 2,7690+406 WET

2 1.066D+05 1.066D+05 7.276D-11 8.237D+06 WET
3 7.5379D+04 7,5790404 1.310D-10 8.206D+06 WET

4 5.808D+04 6.4080+04 3.438D-11 8.193D+04 WET
3 5.921D+04 3.921D0+04 9.4390-11 8.190D+06 KET

6 S.717D404 S. 7170404 6.548D-11 8.188D+05 WET
7 5.617D+04 3.617D+04 . 000D+00 8. 1870404 KET
B 5.329D+04 5, 5290+04 .237D-10 8.186D+06 WET
9 5.328D+M4 5.3280+04 -2.910D-11 8.184D+06 WET
10 4.570D+04 4,570D+04 4.366D-11 B.176D+06 WET
1 2.199D0+03 2.199D+03 . 000D+00 3.431D+06 HET
12 1.038D+05 1,038D+035 5.8210-11 B.234D+05 WET
13 1.091D+05 1,091D+03 1.0190-10 1, 6370407 WET
14 7.440D+04 7.420D404 -1.453D-11 1. 6340407 WET
15 5.915D+04 3.915D+04 -3.6380-11 1,6320+07 WET
16 3.3050+04 5.305D+04 1.4350-114 1, 6310407 HET
17 5.027D+04 3.027D+04 2,1830-1! L 631D+07 WET
18 4.831D+04 4,8310+04 8.721D-1! 1. 6310+07 WET
19 4.5B4D+04 4,584D+04 -1.4380-11 1. 6310+07 WEY
20 Z.8370+04 3,8330+04 2.183D-11 1, 6300+07 WET
21 1.500D+04 1. 500D+04 2.7280-11 1,428D+07 WET

2 3.300D+03 33000403 L100D+00 B.150D+08 WET
23 7.007D+04 7.007D+04 -1,453D-11 8.201D+04 WET
28 4,980D+04 6.,960D+04 L 000D+00 1, 6330407 WET
23 4.018D+04 4,018D+04 2. 910D-11 1. 630D+07 WET
26 2.020D+04 2.920D+04 -2, 547D-11 1, 629D+07 WET
2T L 413D+04 2,413D+04 -I.EIRD-12 1,629D+07 WET
18 Z.164D+04 2. 1680404 3. 6I8D-12 1, 6280407 WET
29 1.941D+04 1.9410+04 1, 435011 1, 6280407 HET
30 1.5230+04 LE23D+04 7 276D-12 1. 62BD+07 WET
3L B.947D+03 3. 9470403 1, 000011 1.4524D+07 WET
32 -TATIDHOT -1, 477D403 2.274p-12 {,&28D+07 WET
3T 12940403 3.294D+03 L 000D+00 8, 1340+08 WET
34 5.040D+04 T.6400404 3.B21D-11 B.IB7D+06 WET
Im 0 5.215D+04 2.215D+04 -1.£38D-11 1, 6310407 WET
36 Z.6B0D+04 2.680D+04 -7, 8380-11 1, 8290+07 WET
37 1,567D+04 1.567D+04 1.091D-11 1 6280407 WET
3B 1.1150+04 1, 1IED+04 7, 276D-12 1, 6270407 WET
19 B.264D403 . 2640+03 -%,457D-12 16270407 WET
40 4,832D+03 4,832D+03 6. 248012 1, 8270407 WET
41 -1,9300+03 -1.930D403 -4,775D-12 1,6250407 HET
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42
43
44
45
4b
47
48
49
50
31
52

4
33

54
33
5t
37
38
39
&0
=)
42
3
b4
43
bb
57
68
59
79
7
7

fi

73
74
73
78
77
78
79
80
81
82
33
84
33
86
87
88
89
30
91
92
93

MASS BALANCE SUMMARY {LI1¥7), DATE

-1,438D+04
-3, 112D+04
2.196D+03
3,046D+04
4,454D+04
2.047D+04
9,804D+03
4,378D+403
5, 739D+02
~6.419D403
-2.289D+04
-6.3870+04
-8.B24D+04
4,7870+04
4,110D+04
1.728D+04
6.289D+03
9.481D+00
-7.930D403
-2,583D+04
-7.801D+04
-1, 1340403
4,658D+04
3.883D+04
1. 442D0+04
2.7470+03
-4, 987D+03
-2.674D+04
~B,2B5D+04
-1,212D405
4,551D+04
3.5620+04
1,038D+04
-1.351D403
-2, 2B8D+04
-7.857D+04
-1,212D408
4,3590+04
2.B73D+04
2. 6090403
~1,435D+04
-4, 346D+04
-1, 146D403
1.043D+04
B. 6490403
-4,7770+03
-3.011D+04
-9,027D+04
L 000D+00

L 000D+00

. 000D+00
L000D+00

-1,4380+04
-3, 1120404
2. 1960402
5.0460404
4,404D+04
2.047D+04
9,904D+03
4,578D+03
5.7390402
-4, 4190403
-2, 2890404
~h, 3870404
-8,854D+04
4,7870404
4,110D+04
1.7280+04
6.,2890+403
9, 6B1D+00
-7.950D+03
~2.483D+04
-7.801D+04
-1, 1340403
4,6580404
3.8850404
1,442D0+04
2. 7470403
-6, 9870407
~2,6740+04
~-B,2850+04
-1.212D403
4,551D+04
I.562D404
1,038D+04
~3.9510+03
-2.288D+04
-7.857D+04
-1,212D+08
4,7590404
2.875D+04
2. 6090+037
-1,4350404
-5, 7440404
-1, 1460405
T 6450404
9.5649D+02
-4,7770+07
-3, 0110404
-9.027D+04
L 000D+00
L000D+00
L000D+00

L 000D+00

-2, 5470-11
-2,9100-11
. (00D+00
3.638D-11
2.1830-11
-1, 4230-11
-1.819D-11
2.728D-12
2.1800-12
-1,1820-11
3.638D-12
7.276D-12
4,3£6D-11
-3.821D-11
4,3660-11
-3, 6380-12
-1.8190-12
-4,938D-13
-7.276D-12
2.347D-11
L000D+00
-1,433D-11
4,366D-11
7.2746D-12
1,6370-11
-1, 364D-12
-4,547D-12
-1.0910-11
1. 455D-14
-2,9100-11
3.0930-11
1. 4330-11
000D+00
-2.728D-12
1.819D-11
1.0190-10
-7, 276D-1
2.1830-11
Z.510D-11
-1.6380-12
-1.638D-12
1.3100-10
7.276D-11
-6.548D-11
5. 457012
2,728D-12
2.9100-11
-1,45330-19
. 000D+00
L000D+04

. 000D+00
L000D+00
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1, 6240407
1. 823D407
54230406
B.181D+04
1, 6310+07
1,6280+07
16270407
1.6270+07
1. 6260407
1. 6230407
1. 626D+07
16210407
8,042D+06
B.178D+06
1. 6300407
1, 6280407
1. 6270407
1,626D+07
1.6230407
1.626D407
1,622D+07
8.017D+06
B.1770+0%
1, 6300407
1,6280+07
1,626D+07
1. 6250407
1.622D+G7
1. 61BD+07
8.009D+04
8.1800+04
1.6310+07
1,628D+07
1.6270407
1. 8250407
1.620D0+07
8.0190+406
8.182D+06
1, 6300407
1. 6280407
1, 62580407
1, A21D+07
8.0430+0Ch
B.167D+06
1, 627D+07
1,626D+07
L 6210407
8.027D+06
5.420D+0h
B, 131D+04
8.128D+06
3. 407D+06

WET
WET
HET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
HET
WET
WET
WET
HET
WET
WET
WET
WET
WET
WET
WET
WET
HET
WET
WET
WET
WET

Y/16/1900 HHsMM:GS=12: O: O TIME= 1,SE0E+01 DAYS,

{STEP= 1.550D+01 DAYS)

2 ATTEMPTS



THETA= 1,00 TOTAL FLUK= 1,028D+04 TOTAL STORAGE CHANGE= {,0ZBD+0A TOTAL STER ERROR= 9.P44D-10 CUMULATIVE ERROR= 9,8440-1C
TOTAL VOLUME= 1.2290+09, NODAL RECHARGES & WITHDRAWALS= I.775D+DS. STREAM INFUT=-3,01£D+04, FLUX EOUNDARY INPUT= ,000D4+00)
HEAD BOUNDARY INPUT= 1,241D+06, MIN DELTA HEAD=-1.5ZBE+00 (L¥k1), MAY DELTA HEAD= 2,28{E+00 (L¥#1), AND & ®DRY® NODES.
PREDICTED GROUNDWATER ET =-4,827E+03

CORRECTED GROUNDWATER ET =-4,B30E+03

HEAD AND HEAD CHANGE:

TOTAL SIMULATED TIME= {,350E+0! DAYS: TIME STEF= 1,550E+01 DAYS

NDDE HEAD NODE  CHANGE NCIE HEAD NOBE  CHANGE NDDE HERD NODE  CHANGE
1 1,0230+02 o Z2.2B1D+00 2 1,034D+02 2 LTI I 1.050D+02 IR, 744D-01
4 1.068D402 4 §.240D-01 3 1.0880+02 g T.613D-01 £ 11070402 b 7.351D-01
7 1,127D+02 7722301 8 1,147D+02 g 7.109Dp-01 9 L 16TD+02 9 &,BE0D-0t
10 1.1B&D+02 10 5,876D-01 11 L200D+02 11 4,2330-02 12 1.033D402 12 1.33ED+00
13 1.047D+02 {3 7.012D-01 14 1,0650+02 14 4.7710-01 15 1.084D+02 15 I,803p-01
16 1.103D+62 16 L.411D-0t 17 1.1230+02 17 3.2320-01 18 1.142D+02 18 . 1190-01

19 11830402 19 2,9470-01 20 1,182D+02 20 Z.464D-01 21 1LZ01D+02 2t 9,578D-02
22 1.220D+02 2 4.233D-02 23 1.043D+02 23 9.0090-01 28 1,064D+02 24 4,488D-01

25 1,083D402 25 I.583D-01 26 1L 102D+0 b 1.878D-01 P W i {0 27 LEELD-01
2B 1.141D+02 28 1.3910-01 29 L161D+02 29 1,248D-01 30 1.181D+02 I 8,794p-02
3 L200D+0z 31 3.B28D-02 320 1,220D+02 iz 330 1.230D+02 37 4,230D-42

T4 10470402 M 7253001 5 1.0B3D+02 T 33RO o 11020402 36 1,7230-01
37 11210402 7 1.008D-91 381 14D+02 3/ 7. 1BBD-02 39 L Le1pH0z 39 5,3130-02
4G 1,1B0D+02 40 I.106D-0Z 4t 1,200D+02 41 -1,242D0-02 42 12130402 42 -9,251D-02
43 1,238D+02 47 -L.001D-0t 48 1. Zp0D40Z 44 4,233D-02 3 1.086D+0Z 43 5,489D-11

46 1,102D+02 45 2.B700-01 47 11210402 47 1.314B-01 48 11310402 48 5.368D-02
49 1, 1a0D+0Z 43 Z,943D-02 30 1.180D+02 0 Z.6E9D-03 51 12000402 1 -4,1270-02
32 1,2190+02 32 -1.4700-01 37 1.23AD+02 33 -4.1040-01 4 1.2490+02 54 -1,138D+00
35 1.106D+02 5 4.156D-08 b 1123002 Sb 2.843D-01 57 L. 141D+0Z 5T L -y
38 1.160D+02 38 4,0430-02 37 1.1BOD+0Z 59 4,224D-05 o0 1,1990+02 80 -5 112D-02
61 1.Z1BD+0Z 8l -1.723D-0t 82 1, 235D+07 43 -5.0060-01 63 1,245D+02 63 -1.dp1D+00
&4 1,128D+0G2 64 5.9890-0! 63 1. 1420402 83 Z,4980-01 b6 1, 1610+02 bb 9, 285D-02
67 1.1800+02 87 1.786D-02 &8 1,200D+0C 66 -4,482D-02 47 1,218D+02 8% -1,7200-01
70 1,233D+02 70 -5.325D0-01 7U L 244D+02 71 -1,558D+400 72 11440402 72 3.843D-0t
73 1, 1620402 7F 0 2.28B0-08 74 L1B1D+02 74 BAETD-OZ TS 1,200D+02 7% -5 EBiD-0Z
76 1.219D+02 7o -1.470D-01 77 1,235D+02 77 -5.045B-01 78 1.244D+02 78 -1, 5570400
79 L 1k8D40Z 79 B.a00D-01 80 1.1B2D+02 g1 1.B47D-01 Bt 1.200D+02 &1 1.8780-02
B2 1.219D+02 g2 -9.2180-02 83 12340402 BY -4.074D-01 B4 1.Z45D+02 B4 -1, 4890400

§  1.138D+02 35 4.587D-0¢ 86 1.201D+02 g6 5.581D-02 87 1.2z0D+02 g7 -I.07ip-0z
g8 1,23BD+02 88 -1.939D-01 89 12480402 B3 -1, 1630+00 9 1, Z000+07 26, 0000+00
g1 1,Z2200402 9L, 000D+00 92 1LZ40D+02 ST LOBODHI0 93 1,240D402 93 L 000D+00

CALCULATED STREAM BASEFLOWS (L343/SEC):

STREAM VALUE  STREAM VALUE  GTREAM VALUE  STREAM VALUE  STREAM VALUE  STREAM vaLUE  sTreax vaLufl
I 3, 793E-03 2 L.73BE-02
STREAM REACHES:

STREAN T0 INFLOW (4]
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REACH

NODE
11

bl

Li

k&4

44
30
£

92

STREAMFLOW  AQUIFER FLUX STREAM HEAD A

6.038E+01
1. 643E402
2.26ZE+02
2. 1238401
b, 107E+01
3 137E+02
3. 279E+02

O0GE+00

LOO0E+00
»000E+00
8, 2BIE+DD
I, 9638402
3.622E+02
1 003E+03
2.3BIE+03

§ BALANCE: PRESCR

DELTA HEALD
4,235E-02
4, 235E-02
4, 035E-02

3150407
L O00E+0D
LODOE+OD
DODEHDD
L OGRE+0D)

-5, 0BE+G1
-1, 035E+02
-0, 151E+0!
-2,08BE+01
-3, 983E+01
-2, 547E+01
-1, 337E+01

«O00E+00

LG0E+OD

D00E+00
-8, 281E+00
-6, 014E+01
-1, 639E+02
-4, 472E+02
-{.378E+03

TRED-HEAD BOURD

DELTA STOR §
2, 159E403
I,I00E+02
I.2°4E+U
2. 194E403

L ODOE+00
GO0E+00
, DOOE+D0
L DOOE+G0

L 190E+02
1. 170E+02
1. 1460402
1, 190E+02
1 170E+02
1. 1408402
1. 160E+02
1, 2308402
1. 210E+02
1, 190E+02
L 170E+02
1, 140E+02
1. 100E+02
1. 060E+02
L 020E+02

QUIFER HEAD
§ 191402
1,172E402
1. 162E+02
1, 190E+02
L 1TIE+02
L 161E+G2
1, 160E+02
1. 2276402

L Z0O0E+02
1. 190E+0Z
1 1F0E+DZ
. LA1E+D2
1. 1G2E+02
1. 053E402
1 OI5E+02

ARY (L LHE3):

RCS-SINKS
1 BATE4OT
2.500E+07
2. 500E+03
1, 6ATE+0T
1, 687E4+03
2. 300E+02
2. 500E407

DIVERSIO

wle

N{-)

5. 000E-01

2. 000E-01
4,000E-01
2. 500E-01

L OBOE+00

1.
8.

HORE+00
000E-91

JGODE+D0
. G00E+ID
. BO0E+00
LO0GE+D0

GO0E+00

O0NE+00
D00E+00

v

000E+00

BNDFLY IN GRADIENT INDUCED

-7.299E+04

I IGIEH4

LLSI0E+0S -1, S0ZE+05

2. 1B1E+05
T A0E+0S
-2, 411E+04
1.319E+05
2. 0BFEHOS

1 GATE+0T Z,594E+403

NODAL SUBDOMAIN MAGE BALANCE iL#43):

NODE

o~ LA e Led b e

(o]

t1
12
13
14
13
16
17

18
19

FLUX IN
3. 4330404
B.2570+04
3.987D+04
4,652D+04
I,093D404
3. 5000404
3.262D+04
30520404
2.719D+04
2.000D+04
2.199D+07
B.274D+04
1. 163D403
L GBED+04
6.635D+04
5.627D+04
3.07AD+04
4, 6080+04
4.071D+04

8,:57D+u4
5.98?D+04
6520404

3 89°D+ﬂ4
1, S00D+04
1,262D+04
.;J+M
2.719D404
T, 0000404
2.199D403
8, 2760+04
1, 1650405
g.5860+04
&, 6330404
5, 0Z27D+04
5. 036D+04
4,508D+04
§,0710+04

ERROR
-2, 183D-11
B.73D-11
£, 348D-11
7.2760-12
2.9100-11
2.1830-1
2.3470-11
3.638D-11
3. 638D-12
1.8130-14
L000D+H0
8.7310-11
1,435D-11
L0000+00
L 000D+00
7, 2760-11
-3,6380-11
1,4530-10
-2.1830-11

AT

-2 ATIEH0E
-3 611E+“‘
2. Z44E+04
-1, 544E+03
-2, 114E+05
-1 BI0E+0S

CUMULATIVE MASS
I, 504D+04
B.7200+04
B, 266D+04
§.241D+04

R.2729D+04

8, 2230405
8.219D+ub
B, Z21&0+04
B,211D0+04
8,1940+04
24330404
B.ILTD+04
1. 6890407
1, 642D+07
1,6390+407
1,6370+07
1, 6350467
1, 6260407
1, 4350407
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bW E.T,
oW E.T.
GW E.T.
G E.T.
6w E.T,
BN E.T,
EW E.T,
o E. T,

DRY-WET ETATUS
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
WET
HET
WET
WET
WET



20
21
22
23
24
25
26
27
28
29
30
31
12
33
34
I3
36
37
38
39
40
41
12
43
44
43
46
47
4B
49
50
)
52
33
54
35
36
37
i
39
&0
&t
62
b3
b4
43
&b
&7
48
49
70
71

72
73

3.073D+04
1.238D+04
33000403
3.9153D+04
8.3990+04
3.770D+04
4,402D+04
J.531D+04
3.020D+04
2.513D+04
1.764D+04
5, 765D+03
-3, 3200402
3.294D+03
4,4370+04
6.243D+04
4, 1950+04
2.8370+04
2.092D+04
1.483D+04
7.74BD+(7
-3 153D+03
-1,73BD+04
-2.593D+04
2. 158D+03
I1.3462D+04
3.0330+04
3.183D+04
1.9340+04
1.037D+04
2.769D+03
-9,523D+03
-2.9140+04
~3.661D+04
-3.768D+04
J.077D+04
4,314D+04
2.338D+04
1.208D+04
1.494D+03
-1.1990+04
-3.528D+04
-7.402D+04
-3.780D0+04
2.783D+04
3.797D+04
1,9310+04
4,820D0+03
-1.0470+04
-3.331D+04
-7.9230+04
-5, 576D+04
2.538D+04
J.1B9D+04

3.073D+04
l.2580+04

A 4020+04
3, 5310+04
1.020D+04
2.313D+04
1.7640+04
T, 7630403
-31,320D+03
3.294D403
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